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PREFACE. 


The course of instruction in roofs and bridges given to 
students of civil engineering in Lehigh University consists of 
four parts; first, the computation of stresses in roof trusses 
and in all the common styles of simple bridge trusses; second, 
the analysis of stresses by graphic methods; third, the design 
of a bridge, which includes the proportioning of details and the 
preparation of working drawings; and fourth, the discussion of 
cantilever, suspension, continuous and arched bridges. In the 
following pages the second part of this course is presented, 
together with additional matter so as to form a tolerably com- 
plete treatise on Graphic Statics as applied to the discussion of 
common roofs and bridges. 

In an elementary text-book of this kind it is not expected 
that much will be found that is new except method of arrange- 
ment and presentation. Attention is called, however, to the 
abbreviated processes employed in some of the diagrams for 
wind stresses, to the determination of stresses due to initial ten- 
sion, and to portions of the analysis of maximum moments 
and shears under locomotive wheel loads as possessing points 
of novelty and practical value. These new features are due to 
the experienced Instructor whose name appears on the title 
page in connection with my own; the larger portion of the 
text has also been written by him, and the cuts and plates 


are his work. 


1V PREFACE. 


The universal approbation expressed concerning the utility 
of the blank leaves in Part I leads’ me to insert them in this 
volume also. Onthese pages students may record in permanent 
form the numerical computations which are always requisite 
preparatory to graphical analysis, and also make free hand 
sketches of some of the stress diagrams required in the problems. 
But I regard it as essential that a few well chosen cases shall 
be thoroughly and completely worked out as indicated on the 
plates, which show the manner in which for many years I have 
required students to finish drawings in Graphic Statics. Here, 
as in Part I, the minimum as well as the maximum stresses are 
determined for most of the examples, and all varieties of load- 
ing are treated so that students may be able to work in accord- 
ance with all kinds of specifications. 


MANSFIELD MERRIMAN. 


LEHIGH UNIVERSITY, BETHLEHEM, PaA.,, 
December 18, 1889, 


NOTESTO THE TEI De DialON, 


THIS edition of Part II is revised on the same plan as the 
fourth edition of Part I, the blank leaves being omitted, while 
the text is enlarged to nearly double the former length. Por- 
tions of Chapters II and HI have been rewritten, while Chap- 
ters V, VI, and VII are new, and give many improved 
methods of graphical analysis. 
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CHAPTER i. 


PRINCIPLES AND METHODS. 


ART. 1. THE FORCE TRIANGLE. 


A force is determined when its magnitude, direction, and 
line of action are known, and accordingly it may be graphically 
represented by the length, direction, and position of a straight 
line. Forces are given in pounds, tons, or kilograms, while the 
lengths of lines are measured in inches or centimeters. If the 
scale of force be 4 tons to an inch, a line 1.32 inches long will 
represent a force of 5.28 tons; thus the magnitude of forces 
will be directly measured by means of the scales uSed in 
draughting. 

The resultant of two or more forces is a single force which 
produces the same effect as the forces themselves, and may 
therefore replace them. Let two forces P, and P, which act 
in the same plane upon the point 7 be represented in magni- 
tude and position by the lines mz and mp, and in direction 
by the arrows. Let the parallelogram be completed by draw- 
ing a line through » parallel 
to P,, and a line through 
p parallel to P,, and then 
let m be joined. with their 
point of intersection. This 


line, designated by &, represents the resultant of the two 
I 
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given forces. To find the magnitude of this resultant by the 
analytic method, let 6 be the angle included between P, and 
P,; then from either of the triangles composing the figure a 
well known theorem of geometry gives 


Ra Pie Pe a2 PF cos 0. 


For instance, if P, = 30 pounds, P, = 50 pounds, and 0@= 75 
degrees, there is found by computation RK = 64.6 pounds. 


The graphic method of finding the resultant consists of the 
following operations: On a sheet of paper, with the help of a 
ruler and protractor, from a point m two indefinite lines are 
drawn, making an angle of 75 degrees with each other. Using 
a suitable scale, say of 40 pounds to the inch, the distance mn 
is laid off equal to 30 pounds and mp equal to 50 pounds. 
With a ruler and triangle the parallelogram is completed, and 
m joined with the opposite vertex. This line is now measured 
by the scale, and the value of the resultant is found. 


It will be seen that it is not necessary to construct the en- 
tire parallelogram, since the triangles on the opposite sides of 
the diagonal are equal. The triangle above the diagonal can 
be constructed by drawing a line through »z parallel to P,, 
laying off upon it the value of P,, and then joining its end to 
m; similarly the lower triangle can be independently drawn. 
Either of these triangles is called the force triangle. 


Usually the lines of action of the given forces form part of a 
diagram upon which it is not desirable to construct the force 
triangle. In this case let any suitable point @ be selected, and 
ab be drawn parallel and equal to P,; then through @ let dc be 
‘drawn parallel and equal to P,, and let @ be joined with c. 
The line ac represents the magnitude of the resultant R, and is 
measured by the same scale as that used in laying off ad and 
bc. The angles dac and dca may be measured by the protractor, 
and these are the angles which R makes with P, and P,. The 
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direction in which the resultant acts is indicated by the arrow 
upon ac, and this is seen to be opposed to the directions of 
those upon aé and dc in following around the triangle. Finally, 
the line of action of the resultant R must pass through m, the 
point of application of the given forces P, and P,. Hence, 
after constructing the force triangle adc, the resultant FR is 
found in magnitude, direction, and line of action by drawing 
through m a line equal and parallel to ac. 


The above operation is termed composition of forces, P, and 
P, having been combined into one. The reverse process of 
decomposition or resolution of forces may also be effected by 
the force triangle. For instance, let X, in Fig. 1 be given, and 
let it be required to find its components in the directions of 
mn and mp. Let ac be drawn equal and parallel to #, and 
through its extremities let ad and cb be drawn parallel to the 
given directions; these lines intersect in 6, and when they are 
measured by the scale the magnitude of the components will 
be known. The directions of ad and dc are opposite to that of 
ac in following around the triangle. Lastly, through m, the 
point of application of R, let P, and P, be laid off upon the 
given directions, equal to ad and dc, and the lines of action of 
the components are determined. 


A number of forces are said to be in equilibrium when no 
tendency to motion is produced in the body upon which they 
act. “ia fig. 1 suppose a force, P,, equal and opposite to R, to 
be applied at mm; then this force together with P, and P, will 
be in equilibrium, for the last two may be replaced by their re. 
sultant 2, which by the conditions specified holds P, in equilib. 
rium. The corresponding force triangle will be adc with the 
direction of ac reversed, so that all the forces around the tri- 
angle have the same direction ; hence, when three forces are in 
equilibrium, they form a closed force triangle. 


When three forces whose lines of action lie in a plane and 
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intersect in one point are in equilibrium, any one may be de- 
termined when two are given. In Fig. 2 let P, and P, be.given 
to find P,. Let ad be laid off equal and 
parallel to P,, and from @ let dc be drawn 
; equal and parallel to P,: then ca, the 
closing side of the triangle, represents P, 
in magnitude and direction. As its line 


‘of action must also pass through m, the 
Fig. 2. force P, is drawn equal and parallel to ca, 
and in the same direction, thus completing the solution. 


Should only one force be given, together with the lines of 
action of the other two, their magnitudes and directions may 
be found. Let P, and the lines of action of P, and P, be given. 
Draw aé parallel to P,, mark off its length according to scale, 
and through its extremities draw lines parallel to P, and P,; 
these lines intersect in c, and the length of dc gives the magni- 
tude of P,, its direction being from 6 to c, while ca represents 
nye 


, in the same respects. 

The force triangle is the foundation of the science of graphic 
statics. By it all problems relating to the composition and 
resolution of forces can be solved, when the forces are but 
three in number and act in the same plane upon a common 
point. 

Problem 1. Find the magnitude of the resultant of two 
forces making an angle of 60 degrees with each other, one 
being 25 pounds and the other 40 pounds. 

Prob. 2. The lines of action of two forces, of 50 and 30 
pounds respectively, make an angle of 120 degrees. What is 
the magnitude of the force that holds them in equilibrium 
and the angles that it makes with each of them? 


ART. 2. THE FORCE POLYGON. 


When it is required to find the resultant of a number of 
forces acting in the same plane and having a common point of 
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application, the resultant of two of the forces may be found by 
Art. I, a third force may then be united with it to obtain a sec- 
ond resultant, and this 

operation continued un- Pos 
til all the forces are . eat i 
combined. In Fig. 3, | 
the line R, is the result- 
aneofe/) and Pf. . thé Paeae: 

line A, is the resultant of R, and P,, and R is the resultant of 
iaanier. and theretore of the given forces P:, P,P. and 
P. 


ee 


It is, however, not necessary to construct these resultants 
in order to find &, if the dotted lines be drawn parallel and 
equate’... P., and. 


The polygon shown by broken lines is called the force poly- 
gon; the resultant & forms its closing side, and each of the 
other sides represents one of the given forces. The diagram 
abcde shows the polygon as it is generally drawn with the diag- 
onals omitted. The direction of the resultant is opposed to 
the direction of all the given forces in following around the 
sides of the polygon; thus the arrow on ae has the reverse 
direction of the other arrows. 


The force polygon may therefore be constructed as follows: 


Draw in succession lines parallel and equal to the given 
forces, each line beginning where the preceding one ends, 
and extending in the same direction as the force it rep. 
resents. The line joining the initial to the final point 
represents the resultant in direction and magnitude. 


To produce equilibrium with P,, P,, P,,and P,, a force equal 
and opposite to R must be applied at #. This added force in 
the force polygon is equal to ea with its former direction re- 
versed, and the distance from the initial to the final point in 
the construction of the polygon becomes zero, 


Hence, if a number of forces lying in the same plane and 
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having a common point of application are in equilibrium, they 
will forma closed force polygon, and in passing around it all 
the forces will have the same direction. 


In either of the above cases it makes no difference in what 
order the forces are arranged in the force polygon. Thus in 
Fig. 3 the sides of the force polygon are drawn in the order 
P., P,, P,, P,, R; but the same value of XR, both in intensity and 
direction, will be obtained if they are drawn in any other order, 
as, for example, P,,P,, 2,,f,,R. Again, in Fig. 4, let the four 


Fig. 4. 


forces which meet at # be in equilibrium; then taking them in 
the order P,, P,, P,, P, the force polygon abcd is drawn, in the 
order P,, P,, P,, P, the polygon a’b’c'ad’ results, and in the order 
P., P., P,, Po the polygon ob"C a is:found, each otawnicn 
graphically represents the given forces. In the last case it is 
seen that two of the lines in the force polygon cross each 
other; this is of frequent occurrence in practical problems. 


The force triangle (Art. I) is but a particular case of the force 
polygon, namely, when the forces are but three in number. 
The word polygon is hence often used in a general sense as in- 
cluding that of the triangle. From three forces in equilibrium 
two force triangles may be drawn; from four forces in equilib- 
rium six force polygons can be formed. 


Prob. 3. Draw a force polygon for five forces in equilibrium, 
and prove that any diagonal of the polygon is the resultant of 
the forces on one side and holds in equilibrium those on the 
other. 


ART. 3. CONDITIONS OF EQUILIBRIUM. 7 


Prob. 4. Let P, = 100 pounds, P, = 175 pounds, and P, = 60 
pounds, and let the angles which they make with each other be 
ieee 135.1 ml, — 7°, PmP = 138°. Draw three force 
polygons and determine from each the value of the resultant, 
and the angle that it makes with P,. 


ART. 3. CONDITIONS OF EQUILIBRIUM. 


When several forces lie in the same plane the necessary and 
sufficient conditions of static equilibrium are that there shall 
be no tendency to motion, either of translation or rotation. 
Analytically this is expressed by saying that the algebraic sum 
of the components, both horizontal and vertical, of the forces 
must be zero, and that the algebraic sum of the moments of 
the forces must also be zero. 


When the given forces have a common point of application, 
the graphic condition for equilibrium is that the force polygon 
must close. For, if it does not close the line joining the initial 
with the final point represents the resultant of the given forces 
(Art. 2), and this resultant will cause motion; and if it does 
close there exists no resultant. Therefore, if the given forces 
which meet at a common point are in equilibrium the force 
polygon must close ; and conversely, if the force polygon closes 
the given forces must be in equilibrium. 


When several forces lying in the same plane have different 
points of application, so that their lines of action do not inter- 
sect in the same point, and are in equilibrium the force poly- 
gon must also close, since no resultant exists. Thus, suppose 
the given forces to be four in number, let the directions of two 
of these be produced until they intersect and their resultant 
. found; this resultant must pass through the point of intersec- 
tion of the remaining two forces, since equilibrium obtains. 
Hence the rule above established for forces acting at a com- 
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mon point applies also to this case, and the force polygon must 
close if they are in equilibrium. ; 


If several forces have different points of application, and the 
force polygon does not close, the line joining the initial and 
final points represents the intensity and direction of the result- 
ant. For, asa force can be considered as acting at any point 
in the line of its direction two of them may be combined into 
a resultant, and this resultant may be combined with one of 
the other forces, and so on until the final resultant is obtained 
in the same manner as in Art. 2. 


If several forces have different points of application, and 
the force polygon closes, it is not necessarily true that the 
given forces are in equilibrium. For example, let a beam or 
stick be acted upon by three forces as shown in Fig. 5, the 


P P forces /, ,. 7; rand =F, bemprequal 


a P,and P, making an angle of 30 
6 degrees with the horizontal and P, 
being vertical. It is plain that 
Fig. 5. equilibrium is here impossible, and 
yet the force polygon adc closes. Upon reflection it will be 
seen that the equilibrium of the beam under the action of the 
three given forces can only be maintained by a couple, that is, 
by two equal parallel forces acting in opposite directions. It is 
because the resultant of the forces of a couple is zero that the 
force polygon closes in this case; and it will be found that in 
all instances of non-equilibrium where the force polygon closes 
that a couple is necessary to maintain equilibrium. 


The above conditions apply to forces lying in one plane. It 
is rare in problems relating to roofs and bridges that forces 
acting in different planes need to be considered, and hence in 
the following pages it will always be understood, unless 
otherwise stated, that the forces under discussion lie in the 
same plane. 


ART. 4. STRESSES IN A CRANE TRUSS. 9 


Prob. 5. In Fig. 5, let each of the forces be 100 pounds, and 
let the distance between the points of application of P, and 2, 
be 4 feet, and between those of P, and P, be 5 feet. Compute 
the magnitude of the forces of a horizontal couple to maintain 
equilibrium when the vertical distance between their points of 
application is 3 inches. Draw the forces of the couple in both 


diagrams.of Fig. 5. 


ART. 4. STRESSES IN A CRANE TRUSS. 


As an example of the application of the preceding principles 
let it be required to graphically determine the stresses in the 
members B,, 4,, etc., of the crane truss shown in the left-hand 
diagram of Fig. 6, due to a load P, acting at the peak. The 
member 5, is called the tie, B, the jib, B, the post, and B, 
the back-stay. The post is vertical and its length is 16 feet, 
the length of the jib is 30 feet, of the tie 21.5 feet, and of the 
back-stay 20 feet; from these dimensions the diagram of the 
crane truss is constructed. The load P, is taken as 5 tons. 


Using a scale of 2 tons to an inch, the construction of the 
stress diagram is begun by laying off ad parallel to P, and equal 
to 5 tons. Now at the peak the force P, is resolved into two 
forces whose lines of action are in the two members B#, and 4,; 
hence, by Art. 1, draw ac parallel to B, and dc parallel to B,, 
thus. obtaining the ' 
force triangle abc; the 
length of ac gives the 
stress in B,, and that 
of dc gives the stress 
in B,. Next passing 
to the apex ~ the stress Fig. 6. 
in B, is known and those in 4, and &, are to be found; hence 
from a@andc draw parallels to these members and these lines, 
intersecting at e, give ce asthe stress in B,, and ae as that 
in B,. This completes the force diagram. 
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The next step is to determine the character of the stresses, that 
is, whether they are tension or compression. Beginning with 
the triangle abc, which represents the forces acting at the apex 
m, the direction of ab is known to be downward, hence follow- 
ing around the triangle (Art. 1) the stress S, acts from 6 to- 
ward c, and S, from ¢ toward a; transferring these directions 
to the lines of action at the apex m it is seen that S, acts to- 
ward m, and is therefore compression, while S, acts away from 
m, and is therefore tension. Passing now to the apex 7 the 
stress S, in B, is known to be tension and hence it acts away 
from z, accordingly in the force triangle cae it acts from @ 
toward c; hence S, acts from ¢ to e, and S, from e to a; trans- 
ferring these directions to the lines of action at z it is found 
that S, is tension and S, is compression. 


Applying the scale to the lines of the force diagram the 
following results are now found, the sign + denoting tension 
and — denoting compression : 


S,=+ 6.7, S,= —9.35, S,= —6.85, S,=-+ 10.8 tons. 
These are the stresses in the members &,, B,, B,, and B, due to 
the load of 5 tons acting at the peak. If 10 tons were hung at 
. the peak it is plain that each line of the force triangle would 


be twice as long as before, or the stresses in the members would 
be double the values above given. 


The two parts of Fig. 6 are called the ‘truss diagram’ and 
the ‘stress diagram’ respectively. Each triangle in the stress 
diagram abce corresponds to the forces acting at one of the 
apexes in the truss diagram, so that it may be said that the 
two figures are reciprocal. 


Prob. 6. In Figs 6 let B; be vertical and tet Ai 40. Face 
B,=50, and B,=90 feet. Draw the stress diagram and de- 
termine the stresses in all the members due to a force of 6 tons 
which acts at an angle of 30 degrees to the right of the vertical 
drawn through the peak m. 
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ART. 5. STRESSES IN A POLYGONAL FRAME. 


In Fig. 7 let B,B,8,B, be a polygonal frame which supports 
the loads P, and P, and which is itself suspended by the forces 
P, and P, acting in two ropes. The frame being in equilibrium 
under the action of the exterior forces P,, P,, P,, and P,, it is 
‘required to find the stresses in the members 4,, B,, B,, and B,. 

As the exterior forces P,, P,, P,, and P, are in equilibrium, 
the force polygon representing them must close (Art. 3). First, 


then, let the force polygon adcd be drawn, ad representing P. 


Fig. 7. 


in magnitude and direction, dc representing P,, and.so on. 
Now at each apex of the polygonal frame there are three forces 
which are in equilibrium. Thus at m the force P. is known, 
and if from 6 and a lines be drawn parallel to B, and 2B, these 
intersect in 9, giving 00 as the stress S, in B, and ao as the 
stress 5, 10-,. oimilarly at each of the other apexes the ex. 
terior force may be resolved into components in the two given 
Cites iOnew |) NUS)S,5.5,, 9,,-and 5, are found as the stresses 
i il eID 0 ped oer 008 elo oe : 

To find the character of these stresses it is only necessary to 
follow around the sides of each force triangle in the direction 
indicated by the given force and then to transfer these directions 
’ to the corresponding apex of the frame. Thus, at the apex 
the direction of P, is known and the corresponding force tri- 


2 


angle is dco; in this P, acts from 6 toward c, hence S, acts from 
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¢ toward o and S, acts from o toward 6; transferring these 
directions to z it is found that S, acts toward and S, away 
from 2, thus showing S, to be compression and S, to be ten- 
sion. In like manner it is found that S, and S, are also tension. 


Prob. 7. If the frame in Fig. 7 be inverted, draw the force 
diagram and determine the character of the stress in each 
member. 

Proby 8. In Figs 7 let eachsof the-forces Pairs, andl be 
vertical and equal to 100 pounds. Let 2, and &, be horizontal, 
the length of the former being 6 feet and that of the latter 
being 2 feet. Let the lengths of B, and B,be 5 feet. Draw 
the force diagram and find the magnitude and character of the 
stress in each member. 


ART. 6. THE EQUILIBRIUM POLYGON. 


When a number of forces acting upon a body do not meet 
in a common point the magnitude and direction of their result- 
ant is found by the closing line of the force polygon (Art. 3), 
but its line of action is not determined. This will now be 
found by means of another diagram which is called the equilib- 
rium polygon. 

Let four forces represented by P,,*?,, P,, and P, be given in 
magnitude, direction, and line of action, and let it be required 
to fully determine their resultant. Constructing the force 
polygon adcde, the length of the closing line ea represents the 
magnitude of the resultant, and its direction is from a toward e, 
being opposite to those of the other forces in following around 
the polygon (Arts. 2 and 3). Now select any point 0 and draw 
the lines oa, 06, oc, od, and oe to the vertices of the force poly- 
gon, thus forming five force triangles. In the force triangle | 
oab the lines oa and of represent two forces which can hold aé 
in equilibrium if their directions be from 6 to 0 and from oe to a. 
Thus each of the forces in the force polygon can be replaced 
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by its components shown by the broken lines: for example, 
P, has the components S, and S,. Now through any point 
on the line of action of P, draw the lines B, and B, parallel to 
S, and S, respectively, and let ZB, intersect the line of action of 
shes torce 7 ate 7. 


2 
Through x draw B, < eee, g 
parallel to S,, and By Se “A 

so on in succession, ee \2 

until finally A, is ao eS 

drawn parallel to S,. pes ae 
The lines B, and B, Fig. 8. 


will intersect at some point 7; through this point draw a line 
RF parallel to ae and the line of action of the resultant is deter- 
mined. For, by the construction the forces S, and S, are the 
components of the resultant A or ae, and as their lines of 
action are in B,and 4, the resultant must pass through the 


point where they intersect. 


If in Fig. 8 there be applied at the point 7 a force P, equal 
Eaneibet-opposice in direction the forcesa?, , 2, f,, and 2; 
are in equilibrium and the force polygon closes. The polygonal 
frame B,8,8,B,B8, thus holds the given forces in equilibrium 
by means of the stresses of tension and compression acting in 
its members. For the case shown in the figure these stresses 
are all tensile, and their values are given by the lines S,, S,, 
ctc., in the force polygon. The lines of this frame are hence 
called an ‘equilibrium polygon.’ The polygonal fiame in Fig. 7 
is an equilibrium polygon which holds the exterior forces in 
balance. 

The graphic condition of equilibrium for several forces not 
meeting at the same point may now be expressed by saying 
that both the force polygon and the equilibrium polygon - 
must close. If the former closes and the latter does not the 
given forces are not a system in equilibrium. For example, 
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the three forces P., P,, and P,in Fig. 9 are equal in magnitude 
and make angles of 120 degrees with each other, but they are 
not in equilibrium because their 
lines of action do not intersect 
in the same point. The force 


a) 


polygon adc here closes. Select 
any point o and draw the lines 
oa, ob, and oc, thus resolving the 
force P, into the components 

wane 5; and .S,, tite force P, into S. 
and S,, and the force P, into S, and S,. Now select any point 
m on the line of action of P, and draw mr and mu parallel to 
Sand S,; from 2, where wz intersects the line of action of P,, 
draw ur parallel to S,. Then mr and zr intersect at r which 
is not on the line of action of P,, and hence the three given 
forces cannot be held in equilibrium by an equilibrium poly- 
gon. In this case it is said that the equilibrium polygon does 
not close. If, however, the force P, be moved parallel to itself 
until its line of action passes through 7 the force polygon 


closes and the forces will be in equilibrium. 


The point 0 in the plane of the force polygon is called ‘the 
pole,’ and the lines oa, 00, etc., are sometimes called ‘rays.’ 
Since the position of the pole may be selected at pleasure it 
follows that for any given system of forces an infinite number 
of equilibrium polygons can be constructed. The pole o may 
be taken either within or without the force polygon as may 
be most convenient for the solution of the problem under 
consideration. 


Prob. 9. Given two forces of 100 and 180 pounds acting at 
an angle of 5 degrees with each other, the point of intersec- 
tion not being within the limits of the drawing. Find the 
magnitude and direction of the resultant by the force polygon, 
and its line of action by the equilibrium polygon. 
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ART. 7. PROPERTIES OF THE EQUILIBRIUM POLYGON. 


Let Fig. 10 represent asystem of forces P,, P,, ... P, held 
in equilibrium by the jointed frame or equilibrium polygon 
whose members are B,, B,,. . . B,. This is constructed by first 


Fig. 10. 
drawing the force polygon abcdef which must close, then select- 
ing a pole 9 and drawing the rays oa, 0b, . . . of, to which the 


members of the equilibrium polygon are made respectively 
parallel. The character of the stresses in these members is 
determined from the force polygon; thus in the triangle ao the 
directions of 40 and oa must be from @ to a and from ¢@ to a in 
order to maintain equilibrium; transferring these directions to. 
the other diagram, it is seen that the stresses in B, and B, act 
toward the apex m, and hence are compression. Passing next 
to the vertex z the stress in B, is also found to be in compres- 
sion, and so on. (Art. 4.) 

Let this equilibrium polygon be cut by a section shown by 
the broken and dotted line; the stresses in B, and B,, the mem-. 
bers cut, are given by S, and S, in the force diagram, and form 
the closing sides of the polygon abcdo and also of the polygon 
defao. That is, the stresses in 6, and 4, hold in equilibrium 
the external forces P,, P,, and P,, and also the external forces. 
P., P,,andP,. Therefore the following principle is established : 

The internal stresses in any section hold in equilibrium the 
external forces on either side of that section. 
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This principle, it will be observed, is the same as that appli- 
cable to the internal stresses in a beam (Mechanics of Materials, 
Art. 15) or to the internal stresses in a truss (Roofs and 
Budgesurarts | Arte4). 

Since the stresses in B, and &, hold in equilibrium the exter- 
nal forces P,, P,, and P, the resultant of the former must be 
equal and opposite to the resultant of the latter. This is also 
seen in the force polygon where the line ad gives the magnitude 
of this resultant. To find its line of action let B, and B, 
be produced until they meet in 7, and through 7 draw a line 
equal and parallel to‘ad. Thus results the following important 
principle: 

The resultant of the external forces on the left of any sec- 
tion passes through the intersection of the sides of the 
equilibrium polygon cut by that section, its magnitude 
and direction being given by the force polygon. 


The resultant of the external forces on the right of the sec- 
tion is the same in magnitude and line of action as that of those 
on the left, but its direction is reversed. 


When a system of parallel forces are in equilibrium, the force 
polygon becomes a straight line and the equilibrium polygon 
has an important special property which will now be deduced. 
Let P,, P,, and P, in Fig. 11 be three downward forces, held in 
equilibrium by the two upward forces P, and P,; for example, 
the former might be loads acting on a beam and the latter the 
reactions of the supports. The force polygon here is adbcdea, 
the lines ad, dc, and cd being laid off downward while de and ea 
are laid off upward, closing the polygon. Selecting any pole a, 
and drawing the rays oa, o#, etc., the equilibrium polygon B,B, 
BBB, is formed (Art. 6). Now let any two sides B, and ie 
be cut by a vertical plane, and let the ordinate intercepted be- 
tween them be called y. The intersection of these sides pro- 
duced gives the point of application of the resultant of the ex- 
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ternal forces P, and P,, whose value is given by ed in the force 
polygon; let the horizontal distance from y to this point be 
called 7, and the resultant be called R. The bending moment 


j 'P 
P Hoos He 
aot | 


ee ee i 


pea eans See es ee Js 
Vi | 


Fig. 11. 


M in the given section is then equal to the moment of the re- 
sultant of all the forces on the left of that section, or 

; WM == Rr. 
Now in the force polygon let the line 0% be drawn horizon- 
tally through the pole and its value be called H. Then since 
the triangle ode is similar to the triangle which has the base y 
and the altitude 7, and since ed is equal to R, we have 

(sR a BEAD or Iw aly 

Therefore the bending moment of the external forces on the 
left of the section is 
The force is seen to be the horizontal component of each 
of the stresses oa, 00, etc., in the force polygon, that is, of the 
stresses in the members B,, B,, etc., in the equilibrium polygon ; 
it is called the ‘pole distance,’ and is measured by the same 
scale of force as the other lines in the force polygon. The fol- 
lowing theorem can hence be stated : 

If a structure be subject to parallel forces, the bending 
moment in any section parallel to the forces is equal to 
the ordinate yin the equilibrium polygon multiplied by 
the pole distance / in the force polygon. 

Hence by adopting suitable scales the values of the bending 
moments can easily be found from the diagram. For instance, 
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if the linear scale used in laying off the positions of the exter- 
nal forces be 20 feet to the inch, and if the pole be so selected 
that the distance H is 5 tons, then the moments are measured 
by a scale of 5 tons x 20 feet = 100 ton-feet to the inch. 


The following is another proof of this important theorem : 
Let the line 2, in Fig. 11 be produced until it meets the section 
in 2; let the vertical distance between zand B, be called y,, and 
that between z and B, be called y,. Let the lever arms of P 
and P, with respect to the section be called p, and f,. The 
bending moment for the section then is 


M = Lp bey Se 
But the triangle whose base is y, and altitude f, is similar to 


cag, and the triangle whose base is y, and altitude 9, is similar 

to oab. Hence Pp, = Hy, and P, p, = /7y,; and accordingly 
M= My, —);): 

But since y, —y, = y, this gives 7 = Hy, which is the same 

relation as before deduced. 

Prob. 10. Draw an equilibrium polygon for the five vertical 
forces given in Fig. 11, taking the pole on the right-hand side 
of the force polygon. 

Prob. 11. Given two parallel forces 12 feet apart and acting 
in opposite directions, one being 6 tons and the other 2 tons. 
Find by the force and equilibrium polygons the magnitude and 
line of action of their resultant. 


ART. 8. REACTIONS OF BEAMS. 


By the use of the force and equilibrium polygons the reactions 
of the two supports of a beam carrying given loads may be 
graphically determined. For example, let the beam in Fig. 12 
be subject to two concentrated loads as shown, and be in equi- 
librium under the action of these loads and the two reactions. 
If the values of the reactions were known an equilibrium poly: 
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gon could then be constructed which should act instead of the 
beam to maintain this equilibrium (Art. 7). But since the loads 
and reactions constitute a system of forces in equilibrium, 
the principle that the equilibrium polygon must close (Art. 6) 
furnishes the means of determining the unknown reactions. 


Let P, and P, be the given loads, and let ab and dc be drawn 
equal and parallel to them. Since the force polygon must 
close the line ca then represents the sum of the two reactions. 
Next let any pole 
o be selected, and 
the rays oa, 0b, and 
oc be drawn, and 
parallel to these let 
web. and &.. be 
drawn, thus form- 
ing part of the equt- 
librium polygon. 
This polygon can 
now be closed by drawing 4,, joining the points where A, and 
&, intersect the lines of action of the reactions. Finally, in the 
force polygon let od be drawn through o parallel to 4,; thus 
determining the point @; then cd@ and da are the two reactions, 
the former being R,, and the latter R,. For, cd is the force 
that holds in equilibrium the stresses S, and S, in the members 
B,and #&,, and da is the force that holds in equilibrium the 
stresses S, and S, in B, and B,. 


As a second example, let it be required to determine the 
reactions for the overhanging beam shown in Fig. 13 due to 
the two given loads. Laying off ad and éc as before, the sum 
of the reactions is shown by the line ca. Choosing a pole o and 
drawing oa, 06, and oc, the equilibrium polygon is constructed 
by taking any point on the line of action of P, and drawing &, 
and B, parallel to oa and 0é respectively. Then from the point 
where B&, intersects the line of action of /, the line 4, is drawn 
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parallel to oc. Now JB, intersects the line of action of R, at m 
and &, intersects that of A, at ~; joining mm by the line, 4, 
closes the equilibrium 
polygon, and parallel 


to this closing line od 
is to be drawn in the 
force diagram, thus 
determining the two 


reactions cd and da. 


In both the above figures, any ordinate drawn in the equilib- 
rium polygon gives the bending moment in the beam at the 
point vertically above it (Art. 7). In Fig. 13 where the sides 
of the equilibrium polygon cross there is no ordinate, and this 
corresponds to the position of the inflection point in the beam 
where the horizontal stresses change from tension to com- 
pression. 

Prob. 12. Given an overhanging beam as in Fig. 13, its 
length being 18 feet, and the distance between the supports 14 
feet. Determine the reactions due to three loads, one of 
200 pounds at 3 feet from the left end, one of 80 pounds at 6 
feet from the left end, and one of 90 pounds at the right end. 


ART. 9. SIMPLE BEAMS UNDER CONCENTRATED LOADS. 


By applying the principles of the preceding articles the ver- 
tical shears and the bending moments may be found for all 
sections of a beam having only two supports and subject to 
any number of concentrated loads. For example, consider a 
simple beam 20 feet long, carrying five loads whose positions, 
and weights in pounds, are shown in Fig. 14. The reactions 
of the supports are found by laying off the loads successively 
on the force polygon, or load line af, the first load being aé, 
the second éc, etc. Select the pole 0, draw the rays from 0, and 
construct the equilibrium polygon m, x, etc., its closing line 
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being ms. Then through o draw ag parallel to ms, and the 


lines fg and ga will represent the reactions of the right and 
left supports. 


Between the left support and the first load the vertical shear 
equals the reaction ga; between the first and second loads the 
vertical shear is ga — ab = gb; between the second and third 


loads it is ga — ab — be = gc; and soon. At the fourth load 
the shear changes from positive to negative, and at the right 
support its value is the reaction gi The diagram shown in the 
figure above the equilibrium polygon gives these shears, and 
the manner of its construction is apparent, each step being one 
of the loads. This is called the shear diagram. 


The ordinates in the equilibrium polygon, or moment dia- 
gram, give the bending moments in the corresponding sections 
of the beam. It is seen that the maximum ordinate is where 
the sides of the equilibrium polygon meet that are parallel to 
od and ove, the rays on opposite sides of and adjacent to ag, 
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the line parallel to the closing side ms of the equilibrium poly- 
gon. As the shear immediately on the left of the correspond- 
ing section is positive, being measured from g to d, and that on 
the right is negative, being measured from g to e, the important 
relation is obtained that the maximum bending moment occurs 
at the section where the vertical shear passes through zero. 


_In making the actual construction for Fig. 14 the linear scale 
used in laying off the beam and the positions of the load was 
5 feet to an inch, and the force scale used in the force polygon 
was 800 pounds to an inch. The pole distance was taken as 
I 000 pounds, and hence the moment scale was 5 000 pound-feet 
to aninch. Any ordinate in the shear diagram, measured by 
the force scale, gives the vertical shear in pounds; thus, 
between the second and third loads the shear is + 300 pounds, 
and between the fourth and fifth loads it is — 625 pounds. 
Any ordinate in the moment diagram, measured by the 
moment scale, gives the bending moment in pound-feet; thus, 
the maximum bending moment is 5 500 pound-feet. Fig. 14, 
however, as here printed, is about one-half the size of the 
actual construction. 

Prob. 13. Construct the shear diagram and moment dia- 
gram for a beam 16 feet long, carrying two loads, each of 4 000 
pounds, one being at 5 feet from the left end, and the other at 
5 feet from the right end. 


ART. 10. SIMPLE BEAMS UNDER UNIFORM LOADS. 


Let a simple beam whose span is Z be uniformly loaded with 
the weight w per linear unit; then each reaction is equal to 
half the total load or $w/. The load may be represented 
graphically by the shaded rectangle on the beam whose base is 
Zand altitude zw. 


For any section at a distance x from the left support the 
vertical shear is V= 401 — wx = w(sl — x); if V be an ordi- 
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nate corresponding to an abscissa + this is the equation of a 
straight line. Thus when + = 0, V = 4w/; when x = W, 
Poe O-sanidewhen 2-4, V7 = — dy//-- The shear diagram is 
hence constructed by laying off gz equal to the span, making 
gf and 2k equal to $w/ and joining / with &. 


The bending moment in a section distant x from the left 
support is MW = 4wl.« — wx.4zx = $u(lx — x’). This is the 
equation of a parabola ; for  =oand x = /the value of Wiso; 
for + = 4/, M reaches 
its maximum value ¢z/’. 
The moment diagram 
may hence be con- 
structed by laying off 
mm equal to the span, 
drawing gr at the middle 
equal to the maximum 


moment, and then con- 
structing the parabola Fig. 35. 

mrn. Yo do this the lines ms and ms are drawn, vs being 
made equal to gv, these are divided into the same number of 
equal parts and the points of division joined as shown, thus 
determining tangents to the parabola. 


If the entire load on the beam were concentrated at the 
middle, ada would be the force polygon, and 6/4 and a the two 
reactions. Now let o be a pole having the pole distance H, and 
let the equilibrium polygon msn be constructed. Then from 
the similar triangles oak and msg, 

} SEER TY Sei OES 
Hence if H be equal to unity on the scale of force, the ordi- 
nate gs has the value 4z/*, and since gr is $w/* the maximum 
moment for a single concentrated load at the middle is twice as 
great as that due to the same load when uniformly distributed. 


Prob. 14. Prove that the sum of all the moments due toa 
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uniform load is two-thirds of the sum of all the moments due 
to the same load when concentrated at the middle. 


\ 


ART. II. OVERHANGING BEAMS. 


Let a beam be taken with one overhanging end and bearing 
a number of concentrated loads as shown in Fig. 16. The 
loads are given in pounds and the distances in feet. If in the 
force polygon the loads be laid off successively in the order in 


50 


Fig. 16. 


which they are on the beam, and the equilibrium polygon 
m..n.. Stu be constructed, the ray og drawn parallel to the 
closing line ma will determine the reactions fg and ga. The 
sides of the equilibrium polygon are found to cross each other 
at z, and the ordinates to the right of this point lie on the Op- 
posite side of the closing line from those on the left. The 
ordinates on the left being regarded as positive, those on the 


right are negative, and they give the bending moments for all 
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sections in the beam. The point /, where the bending moment 
is zero, is called the inflection point; on the left of this point 
the lower fibers are in tension while on the right they are in ° 
compression. 


In order to construct a moment diagram whose ordinates 
shall be measured from a horizontal line st’, the numerical 
values of the reactions should first be computed; these are 
R, = 60 pounds and R, = 120 pounds. Now form a force poly- 
gon, or load-line, for the reactions and loads by laying off the 
reaction &, from g’ upward to a’, then the first three loads in 
succession from a’ downward to a’, then the reaction X&, from 
ad’ upward to e’, and finally the remaining loads from e’ down- 
ward tog’. Take the pole o’ on a perpendicular to the load 
line at g’. The equilibrium polygon m’.. x’ ..u’s’t’ can then 
be constructed, each of whose ordinates is equal to that in the 
polygon m..u.. stu. 


The method of constructing the shear diagram on the axis 
vw will be understood without further explanation than that 
given in Art. g. It is seen that the shear passes through zero 
at two points, one where the maximum positive moment occurs, 
and the other at the right support where the negative moment 
is a Maximum. 


The linear scale used in the actual construction of Fig. 16 
was 4 feet to an inch, and the force scale was 60 pounds to an 
inch; the pole distance being 100 pounds, the moment scale 
was 400 pound-feet to the inch. In the figure as printed the 
scales are one-half these values. By measurement it is found 
that the maximum shear is 60 pounds, the maximum positive 
moment 120 pound-feet, and the maximum negative moment 
140 pound-feet. 


For the case of a uniform load a shear diagram and moment 
diagram may be constructed by computing the maximum ordi- 
nates and then drawing the straight lines and parabolas (Me- 
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chanics of Materials, Chap. IV). Thus, let Fig. 17 represent a 
beam 28 feet long with ends overhanging 4 and 6 feet, and let 
the uniform load be 40 pounds per linear foot. The left reac- 
tion is found by computation to be 497.8, and the right reaction 
to be 622.2 pounds; these might also be obtained graphically 
by the equilibrium polygon, regarding the load on each por- 
tion of the beam as concentrated at its center. The shear is 
then found to be zero at ¢, distant 8.45 feet from the left sup- 
port, and at this point the positive moment is a maximum, its 
value by computation being 1106 pound-feet. At the left 
support the negative moment is 

LTT, found to be s20and at the right 
support 720 pound-feet. These 
moments being laid off by scale 
i, the curves can be constructed 
; - by the method given in Art. io, 
it being known that the end 
parabolas have their vertices at 
m and gq, and that the middle 


parabola has its vertex at 2. 
The inflection points are 


equally distant from the place 
of maximum positive moment, this distance being 7.45 feet 
in Fig. 17. The diagrams thus furnish full information re- 
garding the distribution of the shears and moments in the 
beam. 


Prob. 15. A beam 20 feet long has two overhanging ends, 
each 5 feet long. Draw the shear and moment diagrams due 
to a load of 6 tons at one end and a load of 4 tons at the other 
end. 

Prob. 16. A beam 20 feet long has two overhanging ends, 
each 5 feet long. Draw the shear and moment diagrams due 
to three loads, one of 6 tons at one end, one of 4 tons at the 
other end, and one of 8 tons at the middle. 
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ART. 12. CENTER OF GRAVITY OF CROSS-SECTIONS. 


In problems relating to the strength of beams it is necessary 
to find the position of the neutral axis of the cross-section 
(Mechanics of Materials, Chap. III). The neutral axis passes 
through the center of gravity of the cross-section, and in find- 
ing the position of the center of gravity the equilibrium poly- 
gon may be employed. For instance, let the cross-section of a 
deck beam shown in Fig. 18 be taken. As this cross section 
has an axis of symmetry AV, the center of gravity lies on this 
axis. The area is divided into simple geometrical figures or 
narrow strips by lines perpendicular to the axis, and at the 
centers of gravity of these parts forces proportional to their 
areas are applied. The force and equilibrium polygons are 
constructed in the usual manner, taking the pole opposite the 
center # of the force line and making the pole distance of 
equal to az. The extreme sides of the equilibrium polygon 
WM... .g are pro- 
duced until they 
meet “at, 7, the 
special position of 
the pole causing 
them to form the 
best intersection, 
that is, at right an- 
gles. According to 
Art. 6, the point 7 
is in the line of action of the resultant of the forces considered, 


hence 7C drawn parallel to the forces is the line of action of 
the resultant. The center of gravity lies on this line and there- 
fore at its intersection with the axis AD. 


If the’surface is very irregular in outline it should be divided 
into strips so narrow that the area of each one is equal to the 
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product of its mean length by its width without appreciable 
error. If there be no axis of symmetry, the process descriked 
above must be repeated for a direction at right angles to the 
first, and the center of gravity will lie at the intersection of the 


two resultants found. 


Prob. 17. Find the center of gravity of the cross-section of 
the channel-iron whose dimensions in inches are given in 
4 : Bigsto. 

y Prob. 18. Five parallel forces act 
in the same direction. Beginning 
at the left their magnitudes are 45, 
Fig. 19. 120, 30, 225, and 80 pounds, and 
the successive distances between them are 6, 10, 3, and 8 feet. 
Determine the magnitude and position of their resultant. 


ART. 13. MOMENT OF INERTIA OF CROSS-SECTIONS. 


For beams under flexure the bending moment 7 for any 
; Ene ieee 
section equals the resisting moment — with reference to the 
c 


neutral axis in that section in which S is the unit-stress in the 
most remote fiber distant ¢ from the axis and / is the moment 
of inertia of the cross-section with reference to the same axis 
(Mechanics of Materials, Art. 19). 


In Art. 12 the method is given for finding the center of - 
gravity through which the neutral axis passes, and the moment 
of inertia / may be obtained from the same construction by the 
following rule: Let A be the area of the given cross-section, 
and A’ the area included between the equilibrium polygon and 
the two lines whose intersection determines the center of 
gravity; then / is the product of A by A’, or = AJ’, pro- 
vided that the pole distance is $4. This rule will now be 
- demonstrated in connection with a practical example. 


Let it be required to find / for the Pencoyd T iron, No. 109, 


7 
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shown in Fig. 20. The cross-section A measures 4.04 square 
inches, and by the force and equilibrium polygon the neutral 
axis EC is found to be 1.32 inches from the base of the T. 
Now produce sg until it meets the axis at z. The triangles gtu 
and ofe are similar, as their sides are mutually parallel. Let y 
be the distance from g to the axis; then 


CUT SG fet Olt. 
But ef equals the area P, laid off to scale, and the pole distance 
oh was made equal to $4 ; hence, 


pn Gin aE) aay 
Multiplying this by y, and remembering that $¢u.y is the area 


of the triangle gfu, 
gives, 


area glu = PIER 


The other triangles 
composing the area 
between the equilib- 
rium polygon and 
the lines mmr and sr 
may be expressed 
in a similar manner. 


Tp thesatea 7 were 
of the width dy its moment of inertia would be P,y’, and by 
adding all the areas together there would be found, 


(pce L — , 

Ae = a or =a 
in which ease the broken line # ... mugs becomes a curve which 
is tangent to the lines m7 and sv at the extreme limits of the 
given cross-section. This curve may be drawn and the area 
A’ determined either by dividing it into strips or by the 


planimeter. 


30 PRINCIPLES AND METHODS. Cuap. I. 


By performing the above operations on a full scale drawing 
for the T iron shown in Fig. 20 the area A’ was found by the 
planimeter to be 1.80 square inches, hence the moment of 
inertia is 

{AOA SC 1.80, 97.272 enes 
This agrees very well with the value given in the manufac- 
turer’s pocket-book, which is 7.26 inches’. 

Prob. 19. Determine the moment of inertia of the channel 
iron shown in Fig. 19 with respect to an axis through the 
center of gravity and normal to the web. Determine also the 
moment of inertia for an axis through the center of gravity 
and parallel to the web. 


ART. 14. GRAPHICAL ARITHMETIC. 


In the various operations that are performed on the draw- 
ing board cases occur where quantities are to be added, sub- 
tracted, multiplied, or divided, and it frequently happens that 
this may be done by some simple graphical procedure instead 
of by the common methods of arithmetic. Whatever be the 
nature of these quantities they are represented by straight lines, 
the number of units in the length of a line denoting the mag- 
nitude of the quantity. 


To add together several lines it is only necessary to place 
them end to end and then measure the total length by the 
scale. 


To subtract one line from another the first is to be laid off 
from the end of the second in the opposite direction and then 
their difference can be measured by the scale. 


To add algebraically several quantities, some positive and 
some negative, the sum of the lines representing the negative 
ones is to be found and subtracted from the sum of the lines 
representing the positive ones. 
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To multiply any line of length a by any quantity repre- 
sented by a line of length m, let OX and OY be drawn making 
a convenient angle with each other. Lay off Od equal to unity, 
Oa equal to a, and Om equal to m. Then Oy is the required 
product a X m. For, by similar triangles, 

Ops Om Oa-3, OD; 
whence Oy = Oa X Om = 4 XK m. 
By successive applications of this principle the product of sev- 
eral factors may be found. 


To divide a line of length m by one of 
length 4, let Oa be laid off equal to unity, Om 
equal to m, and Od equal to 6; then making 


the construction as before, the similar trian- 
gles give 

Oy = Om + Ob=m ~ 4, 
and hence Oy is the quotient found by dividing m by 8. 


By the help of the principle of similar triangles a number 
of graphical constructions can be made for adding and multi- 
plying fractions. For instance, let it be 
required to find the product of the two 
fractions 38 and 2. On any line OX lay 
OueasyiNurio, 22°0a = 13 and Oc = 83 
evece <ne ordinates 20 = 6 and cd = 0; 


join Oéand Od. Select any abscissa Ox, 
in this case taken as 1o, draw the ordi- 
nate xy, and taking Ox’ equal to xy, draw the ordinate 2'y’. 
Then the product of the two fractions is one-tenth of 2’y’. 
For, by similar triangles, 

ab xy CL ee oe 

Oa” Ox On Os 
Multiplying these together, term by term, and inserting the 
values, there results 


and 


13. 2S 10 
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Measuring +’y’ by the scale it is found to be 5.2; hence the 
required product is 0.52. 
Prob. 20. Show by Fig. 21 how to graphically transform 
23 
the fraction - to an equivalent fraction having g for its de- 


nominator. : 

Prob. 21. Make the following graphical constructions: (a) 
to square a given number, (0) to extract the square root, (c) to 
find the reciprocal, the final result in each case to be repre- 
sented by the length of a straight line. 
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CHAPTER IL 
ROOF GERUSSES, 


ART. 15. DEFINITIONS AND PRINCIPLES. 


A roof truss is a structure whose plane is vertical, and is 
supported at its ends by the side walls of the building, being 
so arranged that its principal members are subject only to ten- 
sile or compressive stresses under the influence of the loads 
which it is designed to carry. 


The points where the center lines of the adjacent members 
meet are the centers of the connections which form the joints. 
The joints of the truss are supposed to be perfectly flexible, 
and the external forces, consisting of the loads and reactions, 
to be applied only at the joints. 

For stability the elementary figures composing a truss must 
be triangles, since a triangle is the only polygon which cannot 
change its shape without altering the lengths of its sides when 
loaded at one or more joints. 

The ‘span’ of a truss is the distance between the end joints 
or the centers of the supports, and the ‘rise’ is the distance 
from the highest point, or peak, to the line on which the span 
is measured. 

The ‘upper chord’ consists of the upper line of members 
extending from one support to the other. Each half of the 
upper chord of a triangular truss is sometimes designated the 
‘main rafter.’ The lower line of members is known as the 
‘lower chord’ or ‘tie rod.’ 


The ‘web members’ or ‘braces’ connect the joints of the 
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upper with those of the lower chord, and may be either verti- 
cals, diagonals, or radials. 

A member which takes compression is called a ‘strut,’ 
and one that takes tension a ‘tie.’ The upper chord and 
some of the braces are subject to compression while the lower 
chord and the rest of the braces are in tension. 


The fundamental principles of Graphic Statics as given in 
Chapter I apply to the determination of the stresses in trusses 
under given conditions of loading, in the manner indicated in 
Art. 4. The notation employed in this chapter for designating 
trugs members and loads differs from 
that previously used, the letters being 
placed upon spaces instead of upon 
lines, and any member is named by the 


letters between which it is situated. 

Fig. 23. Thus, in Fig. 23, AC and Be arerthe 
two rafters and CD is the tie rod, while AB designates the 
load at the peak. 


Prob. 22. The span in the simple triangular roof truss of 
Fig. 23 is 26 feet, and the rise is 6 feet 6 inches. Find the 
stresses in the members due to a load at the peak of 2050 
pounds. 


ART. 16. DEAD AND SNOW LOADS. 


Four kinds of loads are to be considered in discussing a 
truss: the weight of the truss itself, the weight of roof cover- 
ing, the snow, and the wind. 


The weight of the truss depends upon its span and rise, 
the distance between adjacent trusses, the kind of material used 
in the construction of the roof covering and the truss, and other 
elements of design. This weight is ascertained from the results 
of experience. In RICKER’S ‘Construction of Trussed Roofs, 
page 46, is atable derived from data given by different authori- 
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ties which seems to afford the best figures now attainable. 
The following formulas give results approximately agreeing 
with those found by the use of this table: 

For wooden trusses, W = taki + 5,2), 

For wrought-iron trusses, W = aii + 57), 


in which / is the span in feet, a the distance in feet between 
adjacent trusses, and W the approximate weight of one truss 
in pounds. The wooden trusses are to have wrought iron ten 
sion members in accordance with the usual practice. It is seen 
that they are one-third lighter than the wrought iron trusses. 


The roof covering consists of the-exterior ‘shingling’ of 
tin, slate, tiles, corrugated iron, or wooden shingles, resting 
usually upon timber ‘ sheathing,’ which is supported by ‘ pur- 
lins,’ or beams running longitudinally between the trusses and 
fastened tothem at the upper joints. In large roofs the sheath- 
ing is laid upon ‘rafters’ parallel to the upper chord, the rafters 
resting upon the purlins. The actual weight of the roof cover- 
ing, rafters, and purlins is to be determined only by computa- 
tion for each particular case, but the following values will serve 
for preliminary designs and approximate computations. The 
weights given are in all cases per square foot of roof surface. 


For shingling—tin, 1 pound; wooden shingles, 2 or 3 
pounds; iron, I to 3 pounds; slates, 10 pounds; tiles, 12 
to 25 pounds. , 

For sheathing—boards 1 inch thick, 3 to § pounds. 

For rafters—I.5 to 3 pounds. 

For purlins—wood, 1 to 3 pounds; iron, 2 to 4 pounds. 

Total roof covering—from 5 to 35 pounds per square foot 
of roof surface. 


The snow load varies with the latitude, being about 30 
pounds per horizontal square foot in Northern New England, 
Canada, and Minnesota, about 20 pounds in the latitude of 
New York City and Chicago, about 10 pounds in the latitude 
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J 


of Baltimore and Cincinnati, and rapidly diminishes southward. 
On roofs having an inclination to the horizontal of 60 degrees 
or more this load may be neglected, as it might be expected 
that the snow would slide off. 

The weight of a roof truss with that of the roof covering 
which it bears is termed the ‘dead load’ or ‘ permanent load.’ 

For the purpose of securing uniformity in the solution of 
the examples and problems given in this book, the following 
average values will be used, unless otherwise specified : 

For the truss weight—compute from the above formulas. 

For the roof covering —12 pounds per square foot of roof 
surface. 

For the snow load—15 pounds per square foot of horizon- 
tal area. 

The weight of the roof covering, and of the snow which 
may be upon it, is brought by the purlins to the joints or 
‘apexes’ of the upper chords. The weight of the truss itself 
is also generally regarded as concentrated at the same points, 
the larger part of it being actually applied there. At each 
apex of the upper chord there is hence a load called an ‘ apex 
load,’ and it may be a ‘dead apex load’ or a ‘ snow apex load.’ 

In the wooden truss whose outlines are shown in Fig, 
24, let the span be 48 feet, the rise 10 feet, and the distance 
between the trus- 
Ses T2,ficctie «Phe 
the length of the 
rafter is V 2A 
= 26 feet. Each 
main rafter is di- 
vided into three 


equal parts called 
‘panels.’ From the formula the truss weight is found to be 
1670 pounds. The weight of the roof covering on each rafter 
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is 20 X 12 X 12= 3 744 pounds. The weight of the snow sup- 
ported by the entire truss is 48 x 12 X 15 = 8 640 pounds. 
The total dead load is 1670 + 2 X 3 744 = 9 158 pounds, 
aude tne dead apex loads BC; CD, DD’, D'C, and CB’ are 
each one-sixth of the total load or 1 526 pounds, while AB 
and 4’A’ are each one-half as much, or 763 pounds. The snow 
apex loads are in like manner 1 440 pounds and 720 pounds. 
The apex load is also called the * panel load.’ 


If the panels be of unequal lengths, the load at any apex is 
found by considering that the weights brought to it by the 
purlins are those upon a rectangle extending in each direction 
half-way to the adjacent apexes. 


When the two halves of the truss are symmetrical the reac- 
tions of the supports are equal, each being one-half of the total 
load. When the truss is unsymmetrical, the reactions are 
found in the same way as for concentrated loads on a beam. 
In the above example each dead load reaction is 4 579 pounds 
and each snow load reaction is 4 320 pounds. 


The reaction and the half apex load acting at each support 
produce an effective reaction equal to their difference. This 
effective reaction is that due to the other apex loads, and 
therefore the half apex loads at the supports may be omitted 
entirely from consideration. The effective reaction for the 
above example is 4 320 — 720 = 3 600 pounds, or by disregard- 
ing the loads at the supports it is one-half the sum of the full 
panel loads, thus, $(5 X I 440) = 3 600 pounds. 


Prob. 23. A wrought iron truss, like Fig. 24, has a span of 
60 feet, rise I4 feet, and distance between trusses 16 feet. 
Find the apex loads and reactions due to dead and snow loads. 


Prob. 24. A wrought iron truss of the above form has a 
span of 90 feet 6 inches and a rise of 18 feet g inches, the 
trusses being 18 feet apart. Compute the apex loads and 
reactions. 
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ART. 17. STRESSES DUE TO DEAD AND SNOW LOADS. 


The wooden truss shown in Fig. 25 has a span of 42 feet, 
rise at peak 14 feet, rise at hip 10 feet 3 inches, horizontal 
distance from hip to peak 12 feet 6 inches, and a distance 
between trusses of 8 feet. 


The lengths of the members BG and EZ are each 
78.5% - 10.25" = 13.42 feet, and of CA and=DK 4 (2.53 ae 
— 13.05 feet. The weight of the truss is found to be 874 
pounds by the formula in Art. 16. The roof covering on 
BG weighs 13.32 X 8 X 12 = 1279 pounds, and on Cf is 
13.05 X 8 X 12 = 1253 pounds. The snow load on SG is 
8.0 x 8 X 15, = 1020 pounds, and on GA 1s 92,5 x 82 
= 1500 pounds. The apex loads, expressed in pounds, are 
then as follows: 


AB=EF BC= DE Cz ToTaL 
slbeuss: Seat ace ee LOO 218 218 872 
Roof covering,. . 640 1 266 1253 5 065 
Dead. go tecer gee 40) 1 484 I 471 5 Gs7 
Srowts A ie Sa cose I 260 I 500° “*< §:046 


Each dead load reaction is therefore 2969 pounds, and each 
snow load reaction 2 520 pounds. 


c 


The truss diagram, Fig. 25, composed of the center lines 
of the truss members, is carefully drawn to as large a scale as 
convenient, each joint being marked by a fine needle point 
and surrounded by a small circle to limit the lines drawn 
toward the point. In the actual construction the diagram was 
drawn to a scale of 3 feet to an inch, but the above figure 
is reduced to nearly one-seventh of the original size. 


The external forces acting upon the truss are in equilibrium, 
and hence form a closed force polygon (Art. 2). These forces 


being parallel the resulting polygon becomes a straight line, 
which is called the ‘load line.’ 
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Taking first only the dead load and using a suitable scale 
{1 000 pounds to an inch was used on the original drawing), the 
apex loads taken in regular order from left to right are laid off 
in succession on the vertical load line af in Fig. 26, thus: the 
distance aé is laid off equal to the load -AB or 749 pounds, © 
then dc equal to the load 
BC, and so on. Next 
fm is laid off upward 
equal to the reaction 
FM or 2969 pounds, 
and ma equal to JIA, 4% 
thus closing the polygon. 


Beginning with the 
joint at the left support where the reaction J7A and the 
load ABS are held in equilibrium by the stresses in BG and 
MG the polygon representing these forces will also be 
closed; 4g is therefore drawn parallel 
to BG and mg parallel to MG. The 
lengths of 4g and mg, measured by 


the scale used on the load line, give the 
magnitudes of the stresses in these 
members. To find the character of the 
stresses the direction around the poly- ,é 
gon indicated by the upward reaction 
is followed, that is, from 7 to a, a to 8, 
6to g,and from gto m. Transferring 
these directions to the joint considered, 
the stress in BG acts toward the joint 
and is therefore compression, while that in GJ/ acts away 
from the joint and is tension. 


The stress diagram is continued by passing to the left hip- 
joint and constructing the force polygon dchg to represent the 
stresses in the members meeting at that joint. Next are con- 
structed the polygons for the right support, the right hip-joint, 
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and ‘nally for the joint at the peak. The closing line 4k 
must be parallel to 7A, and the entire diagram be sym- 
metrical with respect to a horizontal axis through m. These 
closed force polygons are drawn for all the joints taken in suc- 
cession because the loads and stresses acting upon each joint 
in the truss are in equilibrium. 

The points /, &, 4, and g, in Fig. 26, may be regarded as 
the poles of the various equilibrium polygons which surround 
the spaces L, K, H, and G, in Fig. 25. After the application 
of the principles is fully understood, it is not necessary even 
to consider the entire polygon for any one joint. In deter- 
mining the point #, for instance, which corresponds to the 
space //, it is found that the points ¢ and ¢ corresponding to 
the spaces G and C, that are adjacent to //, are already fixed 
in position, whence by drawing c# parallel to CH and gh par- 
allel to GH the point / is obtained by their intersection. 


The method given above for finding the character of the 
stresses requires passing around the perimeter of every force 
polygon contained in the stress diagram, unless the truss and 
its loading are symmetrical, in which case only one half of 
the polygons are so used. The line representing the stress 
in each member must in all cases be traced twice, and if no 
external force acts at any joint the direction of passing around 
the corresponding force polygon must be obtained from the 
character of the stress in one of its connected members already 
found. Thus, for the middle joint of the lower chord the 
stress in GJ7 is known to be tension, and therefore acts away 
from this joint; that is, toward the left. The polygon 
mghkim must therefore be followed around in the direction 
indicated by the order of the letters here given. 

Another method will now be described by which the 
character of the stress in any member may be determined 
without reference to that in any other member, and by which 
considerable time may be saved. For convenient: reference 
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Figs. 25 and 26 are reprinted on this page, a slight addition 
being made to the latter as will be explained, and therefore 
it is marked Fig. 26a. 


Fig. 262. 


The loads AB, BC, CD, DE, and EF, and the reactions 
FM and MA, were laid off on the load line in Fig. 26a in the 
order just stated; that is, they were taken in regular order 
while passing around the truss in Fig. 25 in the direction of 
the hands of a watch. As an aid in remembering this fact 
the circular arrow is placed aside of the stress diagram. By 
passing in the’same direction around the left hip joint, for 
instance, the letters in the adjacent spaces occur in the or- 
der C-H-G-&-C. The corresponding force polygon has the 
same lower-case letters at its vertices, and is to be followed 
around so that its letters c-/-g-b-c shall also have the same 
order. When the directions thus indicated, ¢c to 4, 4 to g, 
etc., are transferred to the joint, c# acts toward it and is 
therefore compression, while “g, acting away from it, is ten- 
sion, and gd is compression. Again, let it be required to find 
the kind of stress in J7Z. With reference to the middle joint 
of the lower chord these letters occur in the order L-JV/, 
hence the direction of its stress is from / to m in the stress 
diagram. As this direction is away from the joint, ZA7 must 
be in tension. 
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As it is evident that trusses supported like that in Fig. 25 
have the upper chord in compression and the lower chord in 
tension, whatever the arrangement of the web members may 
be, it usually remains to find only the kinds of stress in the 
web members. In this example they may all be found by 
considering the order of the letters in the web spaces with 
reference to the middle joint of the lower chord, and in any 
other truss having more web members by similarly taking the 
letters in their regular succession with reference to the respec- 
tive joints of one of the chords. Let the student test this 
statement in the next article and observe that the web stresses 
will thus form a connected chain which may be rapidly traced. 
Let the joints of the lower chord be used first, and those of 
the upper chord afterwards, for a com- 
parison of their relative convenience. 


Considering now the polygon chgmabe 
in Fig. 26a, the forces represented by its 


GWM are in equilibrium with the reaction 
MA and loads AB and BC on the left of 
a section cutting these members. But 
chgmfedc is also a closed polygon, hence 
the stresses in the same members are in equilibrium with the 
reaction and loads on the right of the section. Thus is again 
demonstrated the principle that the internal stresses in any 
section hold in equilibrium all the external forces on either 
side of the section (Art. 7). 


Fig. 27. 


The stress diagram for snow load, Fig. 27, is next con- 
structed in a similar manner to that for dead load. As the 
snow loads are here laid off in the reverse order from the dead 
loads, the diagram is situated on the right of the load line 
instead of on the left as in the preceding figure. 
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The lines in all the diagrams are to be drawn with a well- 
sharpened pencil pressed lightly on the paper so as to produce 
a very fine line. As soon as an intersection is obtained it is to 
be marked with a needle point, enclosed with a small circle, 
and designated by the proper letter; other lines drawn to or 
from that point are not to pass within the circumference of this 
circle. The triangle and straight edge used in drawing parallel 
lines should be so arranged as to require the triangle to be 
moved the shortest distance. Special care is needed to hold 
the pencil at the same inclination from the beginning to the 
end of a line, or the line will not be strictly parallel to the edge 
of the triangle. 


The following results, expressed in pounds, are now ob- 
tained by applying the scale of force to the stress diagrams : 


Truss MEMBERS. BGE=£L CH= DE GM=LM | GH=KL AK 
Dead load stresses. | — 3 860 — 3860 | +2580 | +1280 | +750 


Snow load stresses. | — 3500 — 3640 | +2340 | +1310 | + 600 


When but a slight difference is found between the lengths of 
any pair of symmetrical lines in the stress diagram the average 
of the two is to be used; otherwise the diagram should be 
re-drawn. 


As a final check the stresses in CH are computed (Roofs and 
Bridges, Part I, Art. 5), the lever arm of CH being measured 
on the truss diagram and found to be 7.27 feet. The stress 
due to dead load thus obtained is 3 861 pounds, and that due 
to snow load is 3 640 pounds. 


Prob. 25. The upper chord of a wrought iron truss like Fig. 
24 is divided into six equal panels, the triangle formed by the 
middle panel of each main rafter with the adjacent braces being 
isosceles. The span is 78 feet, the rise 19 feet 6 inches, and the 
trusses are 16 feet 6 inches apart, center to center. Find the 
dead and snow load stresses. 
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ART. 18. A TRIANGULAR ROOF TRUSS. 


In the wrought iron truss in Fig. 28 the upper chord is 
divided into eight equal panels, verticals are drawn through the 
apexes, and the diagonals slope upward toward the center. 
Let the span be 80 feet, the rise of peak 15 feet, the lower 


chord horizontal, and the distance between adjacent trusses 18 
feet, center to center. 


The main rafter is found to be 42.72 feet, and each panel 


10.68 feet long. The weight of the truss is 9 720 pounds, and 


of the roof covering 18 455 pounds, making the total dead load 
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28175 pounds. The dead apex load is one-eighth of this 
amount, or 3 522 pounds, and the half apex loads at the sup- 
ports are each I 761 pounds. 


Since the inclination of each panel of the upper chord is the 
same the snow apex loads are equal, each one being 10 X 18 
X 15 = 2700 pounds. The ratio between any snow apex load 


and a dead apex load being : fe = 0.7666, the stresses caused 


' by the snow load will bear the same ratio to those due to dead 
load, and lence only the dead load stress diagram is required. 


The construction is begun by laying off the load line aa’ 
equal to 28175 pounds by scale and bisecting it at 7. The 
half apex loads ad and a’d’ are next laid off equal to 1 761 
pounds and 00’ divided into seven equal parts. The reactions 
are a’x and xa, closing the polygon of external forces. The 
polygons representing the forces acting at each joint are suc- 
cessively formed, as explained in Art. 17, by beginning at the 
left support, passing to joints alternately on the upper and lower 
chords until the peak is reached, then going to the right support 
and passing from joint to joint until the peak is reached again. 
The last line to be drawn is 2's, which must be parallel to L’” 
and pass through the intersection #z of the lines Zz and um. 
The diagram if accurately drawn will be symmetrical with 
respect to z/; the distances /h, Ak, and km will be equal, the 
points g, 7, and Z/ lying on a line parallel to f’0’ drawn through 
a point below 8’ on the load line at a distance equal to d’c’. 
Again, cg and c’g’ will pass through the intersection & of xf and 
dl’. Asa final check the stress in JV may be computed; thus, 


(T2088 “1 761)40 = 3522/30 +- 20-10) = SK 15 = 0; 
from which the value of S is + 18 784 pounds. 


The scale of this stress diagram should be such that the line 
bf will not be longer than the main rafter of the truss diagram. 
The dead load stresses in the following table were obtained by 
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using scales of 5 feet to an inch and 4000 pounds to an inch. 
The stresses due to snow load are then found by multiplying 
the dead load stresses by the ratio 0.7666. 


Tavss Meuens. Deen Lenser 
| 
| Pounds. Pounds. 
BF | — 35090 | — 26900 
Upper chord, ; es | eo ee 
Dy — 30080 — 23060 
VE | — 25070 — 19 220 
FN | + 32870 + 25 200 
Z 28 180 21 600 
HN 8 18 +216 
Lower chord, i | 
KN | + 23480 | + 18 000 
|\~ Mn +1318780 } + 14400 
FG — 3520 — 2700 
| * | 
| GH Weceea name ee 
Braces Kae | ae ices 
| JK | +7060 | +5410 
KL | ae OAO mt — 5400 
LM | +8450 | * +6480 


Prob. 26. A wooden truss of the type of Fig. 28 has a spar 
of 60 feet, rise 15 feet, and distance between trusses 14 feet. 
The upper chord is divided into six equal panels. Find the 
apex loads, reactions, and the dead and snow load stresses in 
all the members. 


ART. I9. WIND LOADS. 


The pressure produced by the wind on a roof surface depends 
on the direction and velocity of the wind and on the inclination 
of the roof. The wind is supposed to move horizontally, and 
a hurricane at 100 miles per hour exerts a pressure of probably 
50 pounds per square foot of surface normal to its direction. 
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In determining the stresses due to wind it is often specified 
that the wind pressure shall be taken at 40 pounds per square 
foot of vertical surface. 


While the subject is not fully understood, experiments show 
that the resultant pressure of a horizontal wind on an inclined 
surface may be represented by a normal force varying with the 
roof inclination. The following values deduced from experi- 
ments give the normal pressure per square foot for a horizontal 
wind pressure of 40 pounds per square foot for different inclina- 
tions of the roof surface: 


Inciin. Nor. PREssS. Incirn. Nor. Press. Inctin. Nor. Press. 
a So! 25° 22.6 45° 36.0 
10° 9.6 30° 26.5 ek Pare cte 
15° 14.2 35° 30:1 55° 34 
20" 18.4 40° 33.3 60° 40.0 


For all inclinations exceeding 60 degrees the normal pressure 
is 40 pounds per square foot, and for intermediate inclinations 
the pressures are obtained by interpolation. Should the hori- 
zontal wind pressure be assumed lower or higher than 40 pounds 
the normal pressure is to be changed in the same ratio. 


Let it be required to find the wind apex loads for the truss 
whose dimensions are given in Fig. 30. The inclination of AB 
is found to be 50° 
40’ and that of 
BOG ao, hence. 
from the above 
table the normal 
wind pressures are 
respectively 38.3 
and 15.6 pounds 
per square foot. If the trusses be 12 feet apart the total 
normal! wind pressure on AB is 


V9.6 + 11.7" X 12 X 38.3 = 6954 pounds, 
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one-half of which is applied at.d and one-half at 4, as shown. 
In the same way the wind upon BC brings at B and C two 
normal apex loads, each of I 407 pounds. 


The two apex loads at & are then combined by means of the 
force triangle, the resultant being 4 711 pounds. 


Prob. 27. Find the wind apex loads for the truss in Fig. 25, 
using the dimensions given in Art. 17. 


ART. 20. A TRUSS WITH FIXED ENDS. 


Roof trusses of short span, especially wooden trusses, gener- 
ally have both ends firmly ‘fixed’ to the supporting walls. The 
reactions caused by the wind pressure are inclined and their 
horizontal co m- 
ponents tend to 
overturn the walls 
of the: building. 


Fine Let the truss in 

Fig. 31 have both 
ends fixed, the span .being 40 feet, the rise of peak I0 
feet, the rise of horizontal tie rod 2 feet, and the distance 
between trusses 12 feet. 

The length of the main rafter 
is found to be 22.36 feet, its in- 
clination 26° 34’ and the normal 
wind pressure (Art. 19) 23.8 
pounds per square foot of roof 

d@ surface. The apex load AC is 
& X 22.36 < 12.4 23-5 = 
3 193 pounds = 1.6 tons, 


and the half apex loads AB and CD are each 0.8 tons. 


As the sum of all the external forces in the direction of the 
wind loads must equal zero, the reactions are parallel to them. 
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The directions and lines of action of the reactions at the 
supports being therefore known it is required to find their 
magnitudes, which is done by the method of Art. 8. The 
results obtained are 2.2 tons for the left reaction, and 1.0 
ton for the right reaction. ‘These values may now be checked 
by computation. A perpendicular from the right support to 
the left reaction measures on the truss diagram 35.78 feet. 
Taking moments about the right support, 

AL X 35.78 — 0.8 X 35.78 — 1.6 x 24.6 — 0.8 X 13.42 =0, 
whence AZ = 2.2 tons. Ina similar manner, by taking mo- 
ments about the left support, the reaction DZ is found to be 
1.0 ton. The same result is obtained both graphically and 
analytically by replacing the apex wind loads by their resultant, 
3.2 tons, applied at the middle of the rafter. 

The stress diagram is begun by drawing ad normal to the 
main rafter and equal to 3.2 tons by the scale of force, while 
ab and cd are each made one-fourth of the length of ad. The 
diagram is then completed in the manner described in preced- 
ing articles. As #% and & are found to _ 


coincide it shows that there is no stress in | Memesrs.| Sreesses. 
HK when the wind blows on the left side ae ol 
of the truss. | BE = 4.68 
With scales of 3 feet to an inch and 1 CF — 4.68 
ton to an inch the results given in the table EL + 4.88 
were obtained. Asa check the stress in GL GL + 1.68 
is computed, the same value being found | EP m= 1.09 
as that given in the table. ae + 3.32 
ae — 2,79 
If the wind loads be placed on the right- DH eee 
hand side of the truss the corresponding LK + 2.08 
stress diagram will be the same as I‘ig. 32 | Fike 2x0 
when revolved about a vertical axis, there- | GH | eo.52 


fore only one stress diagram is required in 
this case. Accordingly the stresses in the members of either 
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half of the truss when the wind blows on the right are the 
same as th> stresses in the corresponding members of the 
other half of the truss for wind on the left side. For in- 
stance, the stress in GH is + 3.32 and in £F is zero for wind 
on the right. 


Prob. 28. Find the wind stresses in all the members of the 
truss in Prob. 26, both ends being firmly bolted to the walls. 


ART. 21. A TRUSS WITH ONE EXD FREE. 


Changes in temperature cause expansion and contraction in 
iron trusses which if both ends are fixed give rise to certain 
stresses. To avoid these only one end is fastened to the sup- 
porting wall, the 
other being mere- 
ly supported or 
‘free,’ so that it 
may move _hori- 


zontally in the 


direction of the 


Fig. 33. 


length of thetruss. 
The free end may rest upon a smooth iron plate upon 
which it slides, but this arrangement requires too much 
friction to be overcome in the case of heavy roofs, especially if 
the plate becomes rusty. Sometimes it is attached to a rocker, 
as at A in Fig. 33, and often rollers are employed, as shown at 
B. If no friction exists at the free end the reaction there is 
vertical. 


In determining the stresses due to wind when one end is 
fixed and the other free it is necessary to construct two dia- 
grams, one for the wind blowing on the fixed side and the 
other for the wind load on the free side. 


For example, let the truss in Fig. 34 be taken, the span 


ART, 21. A TRUSS WITH ONE END FREE, C1 


¥ 


being 76 feet, rise of upper chord 19 feet, rise of lower chord 
4 feet, and the distance between trusses 15 feet.. The web 
members consist of verticals and diagonals as shown, the 
chords being divided into eight equal parts. 


The inclination of the upper chord is the same as that in 
the last article, hence the normal wind pressure per square foot 


is 23.8 pounds, the apex loads BC, CD, and DE are 1.9 tons 
each, and the loads AB and EF are 0.95 tons each. 


The reaction at the free end being vertical, its value is most 
readily found by computation. Taking moments about the 
left support and considering the total wind load concentrated 
at the middle of the rafter, 


ho cn 24A 76 =, whence UU —2.12 tons. 


In Fig. 35 let af be drawn perpendicular to the loaded 
upper chord and made 
equal to 7.6 tons; ab 
and ef are then laid 
off equal to 0.95 tons 
each, and de divided 
into three equal parts. 
The vertical reaction 
fu is next drawn 


equal to 2.12 tons, and Riowas, 
as the other reaction must close the force polygon, mwa repre- 
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sents the magnitude and direction of the reaction UA at the 
fixed end. ; 


The student should notice particularly that it is not possible 
for the reaction at the fixed end to be parallel to the wind 
loads when one end rests on rollers. 


The stress diagram is constructed in the usual manner by 
beginning with the forces acting at the left support, and passing 
to joints alternately on the upper and lower chords. After 
the joint DENML is reached the forces at the peak are taken 
instead of passing to.the central joint of the lower chord. The 
force polygon for the peak is zefon,the point o being deter- 
mined by it. Now passing to the joint below the peak the 
corresponding force polygon requires a parallel to UP to be 
drawn through w, and a parallel to OP through o. It is found 
however that the former parallel passes through 9, thus closing 
the polygon and reducing of to zero. But wo, of, and fw form 
a closed force triangle which indicates that O belongs to the 
entire space between the chords in the right half of the truss; 
therefore in this part of the truss each chord has the same 
stress in every panel and no web member is stressed when the 
wind blows on the opposite side. 


The same thing inay be shown in a different manner by be- 
ginning at the right support where the reaction FU is held in 
equilibrium by the stresses in UZ and FT. The force triangle 
fuo represents this relation, vo being the stress in UZ and fo 
that in #7. Passing to the next joint on the upper chord it is 
required to draw a triangle two of whose sides shall be parallel 
to the straight upper chord and the third side parallel to ST. 
This causes the two sides to coincide and the third side to 
disappear, hence the stress in /S equals that in #7 and the 
stress in ST is zero. The same conditions occur at each 
joint on the upper and lower chords to the right of the 
middle of the truss. 
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If the stress diagram be accurately drawn, the point mm 
marks the intersection of ch, ug, lm, and um. The points g, 4, 
Z, and x will lie in a straight line and be equidistant. 


When the wind blows upon the free side of the roof, as in 
Fig. 36, the apex loads are the same as before, and the reaction 


Fig. 36. 

FU equals 4.68 tons. After fa in Fig. 37 is laid off, fu is 
drawn vertically equal to 4.68 tons by scale, its length being 
the same as wv in Fig. 35. In this stress diagram which is 
completed similarly to 
Fig. 35, az represents the 
stress in the upper chord, 
and wuz that in the lower 
chord, of the left half of 
the truss. The braces on 
the left of MO are not 
affected by the wind on } 
the right. Fig. 37. 

The actual construction of the diagrams for this example 


was made to scales of 6 feet to an inch and 2 tons to an inch, 
and the results are shown in Figs. 38 and 39. The stresses are 
marked on the skeleton truss diagrams for convenient compari- 
son, the members in compression being indicated by heavy 
Jines and the tensile members by light lines. The checks by 
' computation give — 6.01 tons for the stress in FO, Fig. 34, and 
~— 5.00 tons in AV, Fig. 36. 
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It is seen that greater stresses are produced in the chords ex- 
cept EJ, and in the center vertical when the wind blows on the 


fixed side, while the stresses in the braces to the windward 
with the exception of VO, are the same for the wind blowing 
on either side. 


The reactions may also be obtained graphically. The direc- 
tion of the reaction at the fixed end is unknown, but its line of 
action passes through the joint at that end, hence the equilib- 
rium polygon should be drawn from that joint to a vertical 
through the support at the free end. The ray drawn parallel 
to the closing line will then intersect the vertical through / at 
the point z. 

Prob. 29. Determine the reactions for the example in this 
article by the equilibrium polygon. 

Prob. 30. Find the wind stresses for the truss in Fig. 28, 
using the dimensions given in Art.18. The right end is to rest 
on rollers. 


ART. 22. ABBREVIATED METHODS FOR WIND STRESS. 


When the lower chord is horizontal the stresses in the main 
rafter either to the windward or to the leeward are the same 


ART. 22. ABBREVIATED METHODS FOR WIND STRESS. 55 


for the wind blowing either ox the fixed or on the free side. 
The difference between the stresses in the horizontal chord 


under the two conditions equals the horizontal component 
(av, in Fig. 35) of the wind loads, the tension being less when 
the wind blows on the 
free side. In-such a 
case, then, only one 
wind stress diagram 
is really needed. 


Even if the lower 
chord is raised, a few 
additional lines on the 
diagram for wind on Fig. 42. 
the fixed side render the other diagram unnecessary. The full 
lines in Fig. 42 are simply a copy of Fig. 35 and the truss 
diagram in Fig. 4o is lettered to correspond, the rollers being 
at the right support. Now supposing the wind loads to remain 
unchanged and the rollers to be transferred to the left support, 
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the corresponding stress diagram is that shown in broken lines. 
This relation of the wind loads, the truss, and the rollers is 
illustrated in Fig. 41. : 

Let a horizontal line be drawn through ~z until its meets the 
vertical through @ at uw’, and join w’ with f and a thus giving 
the new reactions fu’ and w’a. Let u’x be drawn parallel to 
bg meeting ug at +, and w'y parallel to fo meeting wo at y. The 
line joining x and y will be parallel to xo. 

The stresses in the main rafter are changed when the rollers 
are transferred to the left support by the amount gg’ = hi’ = 
ll’ =nn' = u'x =u'y = oo’, those in the lower chord are changed 
by wx = uy, and that in VO by xy, while the remaining stresses 
are unaltered. 

Applying the scale, w’x and w’y are each found to be 1.02 
tons, the differences wx and wy are each 4.33 tons and xy meas- 
ures 0.90 tons. In the following table the first line contains 
the stresses obtained from Fig. 35, and after subtracting the 
changes of stress, the same results are obtained as those derived 
from Fig. 37: , 

STRESSES FOR WIND ON THE LEFT. 


Truss MEMBERS,. . BG CA DL NEN | FO: UGA-UK | UM'\ Te NO 

Rollers on right, . . 11.72] 9.66| 7.60] 5.54] 6.01 || 13.52] 10.82] 8.11] 5.40 4.32 

Changes in stresses, . 1.02 | 1.02] 1.02] 1.02] 1.02 4-33 | 4-33} 4.33 33 0.90 

Rollers on left,. . . 10.70] 8.64] 6.58] 4.52] 4.99 9-19 | 6.49] 3.78] 1.07 3.42 

Truss MEMBERS, . . BG’ | CA’ | DL’ | BN’) FO’ |) O16) WR’ OM" | OO" | NTO! 
| 


For any other type of truss the changes are likewise easily 
obtained. When the middle panel has a horizontal tie as in 
the example given on Plate I, the form of the auxiliary polygon 
u'xzy is somewhat different from the preceding one and the 
change for the horizontal tie is measured from £ to z. The 
following measurements were obtained from the original dia- 
gram which was made with a scale of 2 tons to an inch: u/x+ = 
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uy = 0.88 tons, kx = ky = 4.20 tons, ke = 4.17 tons, and +z = 
JZ = 0.40 tons. 

Prob. 31. Prepare a table of wind stresses similar to the 
above for the example given on Plate I. 

Prob. 32. Find the wind stresses for a wooden truss like 


Fig. 34 whose span is 74 feet, rise of peak Ig feet, the lower 
chord being horizontal and the trusses 16 feet 3 inches apart. 


ART. 23. COMPLETE STRESSES FOR A TRIANGULAR TRUSS. 


On Plate I are given the dimensions of a wrought iron roof 
truss together with the specified loads. - The struts are normal 
to the rafters as shown on the skeleton outline of the truss. 
Allthe diagrams required to determine the stresses due to dead, 
snow, and wind loads are shown, and are constructed in the 
manner explained in the preceding articles of this Chapter. The 
stresses as measured by scale (2 tons to an inch on the original) 
are arranged in tabular form. 


The preliminary computations give the following results : 
eee trOLtaiteh 7s aie. = ie a tn) s Ge (4 E.15 feet: 
BV COLS EUS Sac nehe er cs oe oe pe 4 Me a (3685, tons. 
BN cio 1h OL POOR COVENING i. Gwe se ss 875 tons. 
Mataacad 1Odd) ce yee oe em ee ce - 12500) tons. 
Bema CROC Ge 6 Fs) oo de ve ee es os o 1550 CONS. 
DrerdicadsreactiOn, i. bs ae «ls « © « « G.OOtons; 


SnoweapemJOaC,; 2 0.0 «= 3, § ClarAetonse 
Ratio of snow load stresses to Pierd ionic eee d 0.76, 
Inclination of roof surface, . . ees Pay 
Normal wind pressure per square foot a Poe 23.3 pounds. 
Mee aindiload- 82) 2). de ee. SS 8792 tons: 
Magra apex load, 2... ~.>-. eae) E.Oor tons, 


Horizontal component of total ad een see sh 9 6.47 tons. 
Vertical component of total wind load, . . . . 7.12 tons. 
Reaction at free end for wind on fixed side, . . 2.20 tons. 
Reaction at free end for wind on free side, see, 4-92:tons 
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The reactions are obtained graphically as follows: Supposing 
both ends of the truss to be fixed, the reactions due to wind 
on the left side are az and wa in the stress diagram marked 
‘wind on fixed side.’ They are obtained by the method of 
Ait. 8. The pole is at o and the equilibrium polygon is 7sz, the 
wind apex loads being concentrated at apex 2. But since the 
right end of the truss rests on rollers the reaction AK of the 
right support is vertical and is represented by the line ak or 
the vertical component of aw. The closing side ka of the 
force polygon represents the reaction of the left support. Ap- 
plying the scale the value of ak is found to be 2.2 tons, which 
is also the value of the vertical component of the reaction of 
the left support when the wind blows on the right side. 

In order to design a member for the range of stress (Me- 
chanics of Materials, Art. 81), it is necessary to know the 
minimum stress as well as the maximum stress to which it is 
subjected by the combined loads’ As the dead load always 
acts its effect must be included in finding both the minimum 
and the maximum stresses. Snow load always produces stresses 
of the same kind as the dead load when the rafters are straight, 
and hence is used only in obtaining the maximum. As the 
wind cannot blow on more than one side of the roof at the 
same time, only one of the wind stresses is to be combined with 
the dead, or with the dead and snow load stresses. If in any 
member a stress produced by the wind is of a different kind 
from that due to dead load, the minimum stress equals 
the algebraic sum of the two, but when, as in the present ex- 
ample, all the stresses in any member are either tensile or com- 
pressive, the minimum equals the dead load stress and the 
maximum equals the sum of the dead, snow, and larger 
wind load stresses. 

It is seen from the table that the maximum chord stresses 
are greater on the fixed side than on the free side, while the 


maximum stresses in the bracing are the same on both sides. 


Plate 


LOADS. 
Weight of wrought iron truss, see formula. 
Roof covering, t2 pounds per square foot of roof surface. 
Snow load, 15 pounds per square foot of horizontal projection. 
Wind load, 40 pounds per square foot of vertical projection. 


ScaLe or Frer. 


ScaLtk oF Tons. 
2 


WIND ON FIXED SIDE. 


a 
WIND ON FREE SIDE. 
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Prob. 33. A wrought iron truss of the type shown in Fig. 28 
has a span of 76 feet, rise of peak 18 feet, and rise of tie 
MN 3 feet. The trusses are 16 feet 6 inches apart, their right 
ends resting on rollers. Find the maximum and minimum 
stresses in all the members. 


ART. 24. COMPLETE STRESSES FOR A CRESCENT TRUSS. 


In the crescent truss whose outline and general dimensions 
are given on Plate I] the joints on both the upper and lower 
chords lie on arcs of circles, and the alternate braces are radials 
of the upper circular arc. 

The following dimensions and apex loadsare obtained either 
graphically or by computation, and in some cases by both 
methods, one being a check on the other: 


Radius of circle containing the joints of the upper 


CHOP ais Fh, 51025 eet. 
Radius of circle PeAeaaine: ane ee of ‘he ioger 

CHO A. pails. a owiet, « “secOOrOo Leet: 
Length of panels on the upper ede ts dial ee ul hooseets 
Weight of triiss,; -... Rent coe Let Py cenede stu oro A Ollss 
Riviera sOLTOOMICOVEIING,-.. = «2. . « s 0.52: £005. 
BiptcaUgGAe steric aes eke (a Ores spe. 12,04-tONS: 
Me OMe MOA baa Gee ei ee we es  ) SS tons! 
Dead load reaction, . . : ~ (6.32. tons. 


Horizontal projection of tae af upper ahora! 
8.04, 9.44, 10.53, 10.99 feet. 


Snow apex loads, -. .-. . 0.48, 1.05, 1.20, 1.29, 1.32 tons. 
snowiload teaction,:..%. 3 5 ‘ ee 08 tons. 
Inclinations of roof surface, . 43° 20’, 31° 05’ 18° 30’, 6° 10’. 
Normal wind pressures per sq. ft., 35.2, 27.3, 17-2, 6.2 pounds. 
Total wind loads on the panels,. . 3.12, 2.44, 1.52,0.54 tons. 


The dead load stress diagram is constructed in the same way 
as in previous examples, and is symmetrical with respect to a 
horizontal axis through &. As the snow apex loads are not 
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uniform a separate diagram for stresses due to snow loads is re- 
quired, and this one is also symmetrical with respect to a hori- 
zontal axis through &. 


The wind apex loads are next obtained by combining half of 
the wind loads on the panels adjacent to each apex as illus- 
trated in Art. 19. On the truss diagram in Plate II the wind 
apex loads are drawn to double the scale of tons in order to 
determine their directions with greater precision. The reac- 
tions are then obtained by means of the equilibrium polygon 
(Arts. 6, 8, and 21). The ray ow’, parallel to the closing side of 
the polygon, intersects the resultant of the wind loads au’a at 
the point w’ giving av’ and w’aas the reactions of the right and 
left supports if both ends of the truss were fixed, but as the 
right end is free its reaction a& is vertical and equal to the 
vertical component of az’. The load line for wind on the free 
side is obtained from that for wind on the fixed side by revolv- 
ing it about a vertical axis, which operation may be conveniently 
performed by means of a piece of tracing paper. The point x” 
in this diagram is the same as w’ in the preceding one, hence 
only one equilibrium polygon is required. The reaction sa 
. of the right support is the vertical component of w’’a. 


It is observed that when the wind blows on the free side of 
the truss, it causes compression in the lower chord from KA’ 
to the left end. The stresses in the upper chord are also con- 
siderably less than for wind on the fixed side, and if the rise 
were a little greater it would cause tension in one or more 
panels near the left support. 


The truss diagram for this example should be twice as large 
as that on Plate II so that no line in any stress diagram would 
be longer than the truss member to which it is parallel. This 
relation was here disregarded as the limited size of the plate 
would have reduced the stress diagrams to indistinctness. 


Unless special care is exercised in drawing the wind stress 
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diagrams they will not close. As they lack the check of sym- 
metry it isnot so easy to locate the error, and therefore it is 
best to construct new diagrams untilone is obtained that closes 
properly. In all cases the work should proceed from each sup- 
port toward the center of the truss. 


Upon the completion of the stress diagrams their lines are 
measured by the scale of force, the stresses arranged ina table 
and the maximum and minimum stresses found, as explained in 
the preceding article. For instance, the maximum stress in 
KD is + 10.8 + 8.5 + 9.7 = + 29.0 tons, and its minimum 
stress is + 10.8 — 3.6 = + 7.2 tons. The maximum Stress in 
GH is — 0.1 + 2.3 = + 2.2 tons and the minimum stress in 

same member is — 0.1 — 0.1 — 1.7 = — 1.9 tons. 


Prob. 34. Find the maximum and minimum stresses in all 
the members of Fig. 30, the right end resting on rollers. 


ART. 25. AMBIGUOUS CASES. 


When, in the determination of the stresses in the Fink 
truss shown in Fig. 43, the joint at the middle of the rafter is 
reached the load SC and the stresses in BG and G#H/are known, 
leaving three stresses unknown, namely, those in CL, LX, and 
KH. Asthe resultant of the load and the known stresses can- 
not be resolved into more than two given directions, another 
condition needs to be added. 


If the loads AB and CP be equal, as in this example, the 
symmetrical relation of GH and LK causes them to have equal 
stresses and therefore fy and 4m lie in the same straight line 
parallel to Z&. The polygon hgébclkh is then readily completed. 
If the loads AB and CD be unequal, the panels remaining equal 
on the upper chord, the polygon may be drawn by noting that 
the point 4 must lie midway between the parallels c/ and am. 
This follows from the fact that JZ is normal to the upper 
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chord and that AZ and M/M are of equal length and make the 
same angle with ZJ/7 as well as with the upper chord. The tri- 
angle /km is hence an isosceles triangle. 

If CL and DM be of unequal lengths then both of these 
methods fail. A general solution of this problem was given by 


WILLETT in a paper read before the Chicago Chapter: of the 
American Institute of Architects, March 22, 1888, which con- 
sists in temporarily changing the webbing of the truss. 


Let the braces KZ and LM be removed and the diagonal 
K"'M be substituted as shown in Fig. 44. The load BC and 
the stresses in BG and GH being known, those in HK” and 
K"C are found from the polygon hgdck"h in Fig. 45. For 
the next apex on the upper chord the polygon is #’cdmk”, the 
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line mk” being the unknown stress thus determined. Passing 
to the joint HA’ MNE where three stresses are now known, 
the polygon ehk’’mne gives the unknown stresses mn and une. 
As the line mx is now fixed, the original webbing is restored 
and the remaining parts of the stress diagram drawn ; 4%’ is 
produced to meet mz at 
k, and &f and mil are 
drawn parallel to KZ and 
ML respectively to meet 
ck” produced at Z, 


The remaining half of 
the diagram is not shown 
in Fig. 45. If each half of the truss and the loading upon it 
be equal to the other, the complete stress diagram will be 
symmetrical with respect to a horizontal axis through e. 


In the truss whose outline is given in 
Fig. 46 it is not possible to begin the 
stress diagram by considering the forces 
acting at ‘the left support, since three 
unknown stresses hold in equilibrium 
the known reaction and half apex load. 


At the peak the load CC’ is sup- 
ported by two members whose stresses 
are ce and ¢c in Fig. 47... The-quad.- 
rilateral dced gives the stresses in the members meeting at 
the joint BCED, and c’b’d’e gives those for the corresponding 
joint in the right half of the truss. Passing to the joint below 
the peak the stress polygon is found to be dea’f. For the 
left support the reaction, half apex load, and the stresses dd 
and df are known, but one stress remains unknown. 
As equilibrium exists at this joint the polygon must be 
closed by the line fg, which is also to be parallel to FG. 
This completes the diagram, and by following around the 
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polygons all the stresses are found to be compression except 
/g, which is tension. 


Suppose the tie FG to be omitted. Each reaction must 
then be inclined in order to maintain equilibrium, its horizon- 
tal component being equal to fg. The reaction of the right 
support is therefore a’f (not drawn) and that of the left 


support fa. 
Prob. 35. Find the dead load stresses in the wooden truss 


of Fig. 48, the span being 36 feet, the rise 12 feet, and the dis- 

AOS tance between trusses 12 feet. Then find the 
ee for a truss like Fig. 46 of the same 
. Fig. 48. ’ dimensions and compare the results. 


Prob. 36. A wooden truss like Fig. 49 has a span of 48 feet 
hx and arise of 12 feet, both ends being 


< </ fl fixed. Find the maximum and mini- 


mum stresses, the trusses being 14 
ge feet apart. 


ART. 26. UNSYMMETRICAL LOADS AND TRUSSES. 


In mills and shops, loads are frequently suspended from the 
lower chords of the roof trusses, as for instance, lines of shaft- 
ing, etc. In such cases it 
is convenient to determine 
, the stresses due to the loads 
by means of a separate dia- 
gram, as illustrated in Fig. 
50. The load AB produces 
no stress in DF& or GH, while 
it causes stresses in the other 
members of the same kind as 
those due to dead, snow, and 

roo wind loads, ana hence their 
maximum stresses are increased. In special cases such sus- 
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pended loads may even change some maximum stresses due to 
the other loads from compression to tension or from tension 
to compression. 


When a ceiling is attached to the lower chord it becomes 
a part of the dead load and needs no separate diagram. It is 
combined at once with the other loads in the dead load 
diagram, all the loads and reactions being taken in regular 
order around the truss and 
laid off on the load line, 
some portions of which 
will be found to overlap. 


It was formerly the prac- 
tice in England to find the 
effect of the wind on roof 
trusses by taking vertical 
loads of 20 pounds or more 
per square foot of horizon- 
tal projection, acting upon 


one side of the roof. Fig. 
51 shows a truss under , a 
such loads and the resulting stress diagram. It is observed 
that the stress thus caused in BF is greater than that in CG, 
while under normal wind loads they are equal. 


In Fig. 52 is given an unsymmetrical truss under the action 
of dead load. The stress diagram is hence unsymmetrical and 
has also fewer checks upon its construction. The main check 
however still remains, which requires that after working from 
each support toward the peak the closing line of shall be par- 
allel to the member OP. To determine the stresses in an un- 
symmetrical truss by the analytic method materially increases 
the labor of computation required for a symmetrical truss, but 
with the graphic method it makes no difference whatever for 


any type of truss. 
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Prob. 37. Let the load AB in Fig. 50 be 1.75 tons, and the 
dimensions of the truss the Same as given in Art. 20. Find 
the stresses in all the members. : 


Fig. 52. be 


Prob. 38. Find the wind stresses for the same truss under a 
vertical wind pressure of 20 pounds per horizontal square foot, 
and compare the results with those obtained in Art. 20. 


FART: 


to 
NI 
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COAPRTER GIL: 
BRIDGE TRUSSES. 


ART. 27. LOADS ON BRIDGE TRUSSES. 


The weight of the floor, lateral bracing, trusses, and all the 
pieces that unite and stiffen them, compose the dead load of a 
bridge. This weight depends upon the span, width, and style 
of the bridge, and upon the live load and unit stresses adopted 
in its design, and varies considerably in individual cases; it is 
usually lighter for a highway bridge than for a railroad bridge. 


The total weight or dead load of a highway bridge with two 
trusses may be expressed approximately by the following em- 
pirical formula : 

w= 140+ 126+0.2d/ — 0.4/, 
in which w is the weight in pounds per linear foot, 6 the width 
of the bridge in feet (including sidewalks, if any), and / the 
span in feet. The width of a highway bridge in the clear varies 
from 16 to 24 feet, which is only exceeded in large cities. 


The total dead load of arailroad bridge for a standard gauge 
track may be approximately found from the following empiri- 
cal formulas: 

For single track, w= 560-+ 5.64, 
For double track, w= 1070+ 10.74. 


For spans not exceeding 300 feet these formulas give values 
usually a little larger than the actual weights, but sufficiently 
exact for the determination of the stresses. For spans greater 
than 300 feet they should not be used. The width in the clear 
between the trusses of a through railroad bridge is about 13 or 
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14 feet for a single track, and 25 feet for a double track. 
Wooden and iron bridges of the same strength do not materi- 
ally differ in weight. j 

The live load is that which passes over the bridge, and con- 
sists of wagons and foot passengers on highway bridges and 
trains on railroad bridges. 


The live loads usually assumed for highway bridges, in 
pounds per square foot of floor surface, are as follows: 


For Country BripGEes, For City Bripcgs. 


Spans under 50 feet, go 100 
Spans 50 to 125 feet, 80 90 
Spans 125 to 200 feet, 70 80 
Spans over 200 feet, 60 70 


This maximum load consists of a dense crowd of people cover- 
ing the roadway and sidewalks, and as there is less liability 
to crowds on long spans as compared with short spans, and 
for country bridges as compared with those in the city, the 
load is varied accordingly. Each truss supports one-half of 
the whole load. 


By multiplying the given weight per square foot by the clear 
width of roadway and sidewalks the live load per linear foot of 
bridge is obtained. This load is to be placed so as to produce 
the largest possible stress in any truss member considered. 


The ‘live load for a railroad bridge is that of the heaviest 
cars and locomotives which pass, or are to pass, over it. When 
a bridge is to be designed these loads are generally specified 
by the railroad company. Several methods of stating the live 
load are in use: 


Ist. A uniform load per linear foot of single track, the short. 
est spans having the heaviest loads, and about as follows: 
Span, 50, 100, 150, 200, £300; 4) 400™= fect, 
Lead, ‘4200, =3:600, 3200, 3000, 2600; 2400: pounds, 
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This method was formerly much used, but is now only occa- 
sionally employed for computing the chord stresses. 


2d. A uniform train load, varying as above, which is preceded 
by one panel of heavy locomotive load. If f be the length of 
the panel in feet this preceding load in pounds is for a single 
track often taken as 30000 + 3 500f. Sometimes the locomo- 
tive load is used for two or three panels in front of the train 
instead of for one. 


3d. A uniform train load, varying as above, preceded by one 
or two locomotives with their tenders, the weight of these 
being taken as concentrated upon the drivers and other wheels. 
This style of loading will be fully explained in Art. 39. 


If the bridge have only one track each truss sustains but one- 
half the loads above given, but if it have two tracks each truss 
sustains the loads as stated, for it might happen that both 
tracks would be covered at the same time. 


Prob. 39. A highway bridge in the country has a span of 88 
feet, a roadway 16 feet wide, two sidewalks each 4 feet wide, 
and each truss has g panels. Find the dead and live panel 
loads. 


ART. 28. DEAD LOAD STRESSES. 


The principle of the force polygon used in the last chapter 
for the determination of stresses in roof trusses may often be 
advantageously employed for the analysis of bridge trusses. 


As an illustration let a through Pratt truss for a highway 
bridge be taken, having 8 panels, a span of 176 feet, and a 
depth of 26 feet. Jet the bridge have a roadway 21 feet wide 
and two sidewalks each 6 feet wide. By the formula in Art. 
27 the dead load per linear foot of bridge is found to be 1 627 
pounds, and the dead panel load per truss is 8.95 short tons. 
It is required to determine the stresses due to this dead load, 
all being supposed to be on the lower chord. 
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In Fig. 54 let gy be laid off by scale equal to 8.95 X 7 = 62.65 
tons, let it be divided carefully into 7 equal parts, lettered, in 


the manner indicat- 
ed and bisected at 
a. The effective 
reactions are ya 
and ag, the half 
panel loads at the 
supports being 
>. omitted for conven- 
ience. At the left 
support the “reac: 
tion AQ is held in 
equilibrium by the 
stresses in OB and 
BA, and by Art. 1 
these will form the 


closed force trian- 
gle agb. As ag acts in the direction from @ to g the other 
forces must act in the same direction around the triangle, that 
is, from gto dand from 4 toa. Transferring these directions 
to the joint 4QB the stress in QB acts away from the joint and 
is therefore tension, while the stress in BA acts toward the 
joint and is compression. The construction of the stress 
diagram is continued by passing to the joints alternately on 
the lower and upper chords until the middle of the truss is 
reached, then beginning at the right support and passing to the 
joints in the opposite direction until the diagram closes. If 
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accurately drawn the diagram will be symmetrical with 
respect to ak. The polygon grcé being a rectangle shows 
the tension in CB to be equal to the load QR, and the 
tension in RC to be equal to that in BQ. The rectan- 
gle esad shows the stresses in AD and ZS to be equal in 
magnitude, the former being compression and the latter 
tension as previously determined. Again, af equals gt for 
a similar reason. It is seen therefore that the stresses in any 
two chord members whose adjacent spaces are separated only 
by a vertical have the same magnitude. 


The compression in the upper chord increases toward the 
middle of the truss, and the same is true of the tension in the 
lower chord. The diagonals are all in tension but ABZ, while 
the verticals are all in compression but BC. In the web mem- 
bers the stresses increase from the middle toward the ends of 
the truss, with the exception of BC, which only serves to trans- 
fer the load QR to the upper chord. : 


The following results were obtained from a stress diagram 
-drawn to a scale of 8 tons to an inch: 


! 

Truss MEMBERS, STRESSES. | Truss MEMBERS, STRESSES, 

Tous. Tons. 
AD — 45.4 (48 — 41.1 
Upper chord AF — 568 ; CYD: + 29.3 

Diagonals 
AH — 60.6 EF + 17.6 
CH + 5.9 
BOQ + 26.5 (Bc + 9.0 
CR + 26.5 / | DE = TAB 
Lower chord Verticals 4 

ES + 45.4 FG a wAG 

Were + 56.8 HJ o 


As a final check the stress in A/7/ is computed thus: 


31.325 X 88 — 8.95 (66-+ 44-4 22) + AH X26 =0, 
whence AH = — 60.6 tons. 


If instead of concentrating all the dead load on the lower 
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chord, it be divided so that panel loads of 2.95 tons be applied 
on the upper chord and 6.0 tons on the lower, the stress dia- 
gram assumes the form shown in Fig. 56, the broken lines re- 
ferring to stresses in the right half of the truss. The loads and 


AREY oe 


E|lF | 6 | w [A568 44 | 


taken in regular 
order around 
» the truss and 
laid off in suc- 


Fig. 55. cession on the 
ox aie load line. The 
lower panel 
loads are taken 
from ‘left to 
g@ right, then the 


i AG 
a 7g right reaction 
ee ee ee eo = 

A a ees ES followed by the 


ehh oon ae panel loads on 
I> i) ta the upper chord 
ee ee from right to 

Fig. 56. left, and finally 


the left reaction which closes the polygon. This polygon is 
efghh'g'f'e'a'b'c'd'dcbae. The stresses obtained are marked on 
the right half of the truss diagram, compression being indicated 
by the heavy lines and tension by the light lines. 

Comparing Fig. 56 with Fig. 54 it is observed that all the 
stresses are the same except those in the verticals whose com- 
pression is increased by 2.95 tons—the weight of the upper 
panel loads. The tension in KZ is accordingly diminished by 
the same amount. 

A further examination of Fig. 56 shows that the vertical 
component of ak is ae, the reaction; the vertical component 
of tm is ae—ef—ba; mn=ae— ef — fg—ba; and so on. 
Therefore the following principle is established : 
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For trusses with horizontal chords the vertical component 
of the stress in any web member equals the reaction 
minus all the loads on the left, that is, equals the verti- 
cal shear for that member. 


The only exception to this is the vertical KZ for reasons 
already given in the first part of this article. The above prin- 
ciple may be derived from the relation existing between the 
stresses in any section of a truss and the external forces on 
either side of that section as demonstrated in Arts. 7 and 17. 


The diagram also shows that the difference between the 
magnitudes of the stresses in any two chord members equals 
the sum of the horizontal components of the stresses in the 
web members situated between them. For instance, the dif- 
ference between 4p and gu is the horizontal component of xo, 
which also equals the difference between co and gz or between 
ph and 6m. The horizontal component of any diagonal is 
called a chord increment and forms the base of a right triangle 
whose height is the vertical shear in that diagonal. (Roofs and 
Bridges, Part 1, Art, 26.) 

Prob. 40. A through Pratt truss of a single track railroad 
bridge consists of 7 panels, each 23 feet 2 inches long and 25 
feet deep. One-third of the dead load being on the upper 
chord, find the stresses in all the members. 


ART. 29. LIVE LOAD STRESSES IN A WARREN TRUSS. 


As every load placed upon a bridge truss produces com- 
pression in the upper chord and tension in the lower chord, 
the greatest chord stresses produced by a live load occur when 
every panel point of the chord supporting the floor beams is 
loaded. -The chord stresses due to a uniform live load are 
hence obtained from a diagram exactly similar to that fora 
dead load applied only upon one chord. Hence the stress in 
any chord member, due to a uniform live load, bears the same 
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ratio to the dead load stress as that of the corresponding apex 
loads, and accordingly either stress may be derived from the 
other by using this constant ratio. 


In order to investigate the effect of live load on the web 
members, let a deck Warren truss of 7 panels be taken, the 
span being 126 feet, the depth 12 feet, and the live load 1 700 
pounds per linear foot per truss. The live panel load is then 
15.3 tons. 

Placing a panel load at apex 1 in Fig. 57, the stresses due 
to this single load are obtained by drawing Fig. 58 in the usual 


Fig. 57. 


manner. The reaction a’& is one-seventh of the panel load. 
The stresses in the braces are found to be alternately compres- 


sion and tension each way from the 
b a 


& 


i 


load, and on either side the stresses 
are the same in magnitude from 
the load to the support, their ver- 


cmrsseenerennnenmennemn® 


tical components being equal to 
the reaction on that side. 


For a panel load at apex 2 the 
reaction of the right support will 
be twice as great as for the load 
¥ ta at I, and hence the stresses in all 


ent 


eye 
2 ——"~y the braces on the right of apex 2 


will also be twice as large; for a 
load at apex 3 the stresses on its right will be three times as 
great as for the load at 1, and soon. Again,a panel load at 
apex 6 will produce the same stresses on its left as the load at 1 
caused on its right, and a load at 3 will produce stresses in the 
braces on its left equal to four times those due to the load at 
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6. ‘The stress in each web member due to a single live panel 
load at any apex may therefore be obtained by taking a simple 
multiple of the stress for that member as given by Fig. 58. 


In the following table the first and sixth lines are thus filled 
out directly with the results scaled off from the diagram (which 
was originally drawn to a scale of 5 tons to an inch), and the 
other lines by taking multiples of these as indicated above. 
The stresses in each column are then combined so as to give 
the greatest and least stresses and those due to a uniform live 
load throughout. 


Wes MEMBERS. KB IO (Gyo) DE EF FG GH 


Live panel load at 1, |+16.38/—16.38] —2.73| +2.73) —2.73| +2 73] —2.73 
2, |+-13.65|—13.65|/+-13.65/—13.65|_ —s.46} +5.46) —5.46 
3, |4-10.92|—10.92|4-10.92/—10.92|+4-10.92/—10.92]| —8.19 
4, | $8.19, —8.19) +8.19, —8.19| +8.19 =8ig| deens 
5, | +5-46| —5.46] +5.46] —5.46] +5.46 —5.46, +5.46 
6, | +2.73| —2.73} +2.73| —2.73 2.73) —2.73 +2.73} 
Live load, greatest, |+57.33/—57.33|-+40.95/—40.95/+27.30 —27.30|+16.35| 


Live load, least, fo) fo) —2.73| +2.73 aay +8.19/—16.35 
Uniform live load, +57.33/—57.33/+38.22|—38.22 SELES Seats, fo) 


It is found that for any given diagonal all the loads on one 
side of it cause one kind of stress, while those on the other side 
cause the opposite stress. The maximum stress is hence pro- 
duced in a web member when the live load covers the larger 
segment of the span, and the minimum stress when the smaller 
segment is loaded. 

In the construction of stress diagrams for a truss with hori- 
zontal chords and equal panels it is not necessary to draw the 
skeleton outline of the truss to a large scale. If in this exam- 
ple ax be laid off by the linear scale equal to some convenient 
multiple of the half panel length and ay equal to the same 
multiple of the depth of truss, ry will give the direction of half 
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the web members, and in transferring this direction the triangle 
will require very little shifting along a straight edge, thus pro- 
moting accuracy. Theline ay should be longer than a&. Com- 
pleting the rectangle xayz, the direction of the remaining braces 
will be given by az. 


The results in the line ‘ uniform live load’ in the table should 
be the same as those derived from a stress diagram made for a 
live panel load at every panel point or apex, and may thus be 
checked. As such a diagram is required for the chord stresses 
it will also answer this purpose. 


As the live load cannot act alone, but always in conjunction 
with the dead load, the stresses due to the combined loads are 
required. These are given in the following table. The dead 
apex load on the lower chord is 1.71 tons, and on the upper 
chord 3.42 tons. The dead load stresses were obtained from 
a diagram of 5 tons to an inch. 


Wes MEMBERS: KB BC CD DE EF FG GH 
Live load, greatest, |+ 57.33] — 57.33/+ 40.95)— 40.95|-++ 27.30|— 27.30|+ 16.35 
Live load, least, fe) fo) — 2.73} + 2.73] — 8.19} + 8.19] —16.35 
Dead load, + 20.35|— 18.18]-++ 13.85}— r1z.68) +.7.44) — 5.34] + 1.07 

| Maximum, + 77.68|— 75.51/+ 54.80|— 52.63/+ 34.74|— 32.64|+- 17.42 


| Minimum, + 20.35]— 18.18]-++ 11.12] — 8.95] —0.75| +-2.85|— 15.28 


The stresses due to the combined load are obtained by adding 
the dead load stresses to each of the corresponding live load 


stresses. 


By comparing these results with the computations for the 
same example in Roofs and Bridges, Part I, Art. 34, it is seen 
that they are correct to or within one-tenth of a ton, which is 
sufficiently accurate for all purposes of design. 


The same method of tabulation might be applied to the 
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chord stresses, but the diagram for a full live load can be made 
in less time, 


Prob. 41. Find the maximum and minimum chord stresses 
for the above example. 


ART. 30. Live LOAD STRESSES IN A PRATT TRUSS. 


If a Pratt truss were built having only those diagonals which 
are strained under dead load it would be necessary that some 
of them resist the compression produced by certain positions 
of the live load. As, however, the diagonals are only to be 
subjected to tension this is prevented by inserting other diago- 
nals inclined in the opposite direction. Panels having two 
diagonals are said to be counter-braced and the additional 
diagonals are called counter-ties or counter-braces. The main 
and counter brace in any panel cannot both be strained at the 
same time by any system of loading. 


When the counter-ties are called into action by the live load 
the stresses in the adjacent verticals are different from what 
they would be provided the main braces could withstand com- 
pression. This can readily be seen by changing any diagonal 
and making the corresponding alteration in the stress diagram. 


Let the Pratt truss whose dead load stresses were deter- 
mined in Art. 28 be again considered. It consists of 8 panels 
each 22 feet long and 26 feet deep. The total width of the 
bridge, including sidewalks, is 33 feet. Taking the live load at 
80 pounds per square foot of floor surface the panel load per 
truss is 

4X 22 X 33 X 80 = 29 040 pounds = 14.52 tons. 


The truss diagram, Fig. 59, is drawn with the diagonals all 
inclined one way, the main ones being on the left of the center 
and the counters on the right. Placing one live panel load RR 
at apex I the stress diagram, Fig. 60, is constructed which gives 
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all the stresses due to this load. Fig. 61 gives the stresses due 
to a live panel load at apex 7. After 77 is laid off equal tothe 
panel load of 14.52 tons, rz is marked off, by a suitable linear 
scale, equal to 26 feet and 7¢ equal to 22 feet, then wt gives the 
inclination of the diagonals. Drawing 7s parallel to w¢ it is found 


NXKAAN 


Mm /O 


Fig. 60, Fig. 61. 


to measure 19.02 tons. In both Fig. 60 and Fig. 61 the smaller 
vertical lines are one-eighth of the length of 77, or 1.82 tons, 
and the smaller diagonals are one-eighth as long as 7s, or 2.38 
tons. The only part of the stress diagrams actually required 
consists of the similar right triangles vt and rrs, and the line 
rs is to be carefully determined. Unless these triangles are 
very nearly of the same size, as in the above example, the lat- 
ter should be made larger than the former. 


The live load stresses are then tabulated as explained in 
Art. 29. The dead load stresses are obtained from Fig. 62, one- 
half of which is like the same part of Fig. 56, while the other 
half is changed so as to give the stresses when the counter. 
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braces alone are inserted in the right half of the truss. as 
shown in Fig. 59. Two lines in this diagram are marked 
Aj, the upper 
one measures 
3.0 tons and 
represents the 
compression in 
fT7 when the 


main ties act on 


each side of it 
(which — occurs 
under a full live 
load), and the 
lower line meas- 
ures I.5 tons being the tension in 77 when the main tie acts 
on the left and the counter-tie on the right, as indicated in the 
truss diagram. 


Bee ND tere yee Gye hme tt Gr crete Rane terete Ry et 
’ . 


Fig. 62, 


All of the tabulated results except those in the last two lines 
of each table were obtained as if the web members in Fig. 59 


Enp Posts, Main Ties. CounTEr-TIEs, 
Truss MEmBErs. ' 
AB=PA CD EF GH YES LM NO 
Live panel load at I — 16.7 2A) 2-4) 12-4) — "2-4 | 824 ||| 2 
2 — 14.3 ST Alege Cale cA "AS | —sae S|) AS 
3 — 11.9 FELON anol 7-T | — 7 f= 7.0 |) er | 
4 — 9.5 a2 OS) SPO | “PCH |S Oe ees.) Sol 
5 Sipe Seyat | deg | tee (carl — TIs9) | = 101.9 
6 — 4.8 +48) +4.8/ +48) +48] +4.8 | — 143 
7 — 2.4 +24} +24) +24] +24] 4-24) + 2.4 
| h 
Uniform live foad, — 66.7. | + 47.6 | + 28.5 + 9.5 9-5 28.5 | — 47.6 
+ Total, ° at 50:0 =f 35 7123-9 lich Angell toys te 
— Total, — 66.7 2.4 | 7.2 | — 14.3 23.8 35-7 50.0 
Dead load, — Alt + 29.3 |+17.6| +5.9 | — 5.9} — 17.6 | — 20.3 
| | 
| 
Maximum, — 107.8 {+ 79.3 | +53.3 | + 29.7 | +8.4 ° | 
Minimum, — 41.1 + 26.9 | + 10.4 | ° ° ° | 
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VERTICALS, 
Truss MEMBERS, : = = = - 
BC DE FG Teh ae MN OP 
Live panel load at r{/+tr145 | +1.8| +1.8] +1. =-18 | + 1.8! | = 378 
2 Oo) ete: 6a + 3.6 | + 3.6 +36! +3.6| + 3.6 
3 ° See || ees || ees |) SPSS | ar ok! seas 
4 ° — VS Nas | amie |) Sew |) ARS) Sere 
5 ° = 505. 95-5) | — 5-5 ete ON Oe Oem 
6 ° — 3.6 | — 3.6 | — 3.6 — 3.6 | + 10.9 | + 10.9 
7 ° —1.8]/ —1.8] —1.8 — 1.8 — 1.8 | + 12.7 
Uniform live load, . + 14.5 | —21.9] —7.3 | +7-3 | + 21.9 | + 36.4 | + 50.9 
+ Total, +14.5 | +5.4 | +109 |4+ 18.2 | + 27.3 | + 382 ]|+ 50.9 
— Total, ° — 27.3 | — 18.2 | — 10.9 — 5.4 — 1.8 ° 
Dead Joad, +6.0]—165 | —7.5 ie 30] + 10.5 | +19.5 | -+ 285 
: 1.5 
Maximum, +205 | — 43.8 | — 25.7 | — 9.4 
Minimum, +6.0 | —11.1 | —- 30] — 3.0 


could take either tension or compression. It is now required 
to find the actual maximum and minimum stresses due to the 
combined loads under the limitation that the diagonals can take 
only tension. To avoid repetition only those members are re- 
ferred to in the following explanation whose treatment differs 
from that of the preceding article. 


The minimum stress in G// is zero as the compression due 
to the live panel loads at I, 2, and 3 is greater than its dead 
load tension. The maximum stress in the counter /K is + 14.3 
— 5.9 = + 8.4 tons; the minimum stress is zero since the dead 
load as well as the live panel loads at 1, 2, 3, and 4 tend to 
compress thismember. A counter is therefore required in the 
fourth and fifth panels of the truss. The counters LJ/ and 
NO are not theoretically required because the greatest tensile 
stress produced by the live load in each one is not sufficient to 
overcome the tendency of the dead load to compress the same. 
This is seen also from the fact that the minimum stresses in 
CD and EF are + 26.9 and + 10.4 tons respectively, which 
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implies that their dead load tension is not reduced to zero un- 
der the most unfavorable position of the live load. 

In finding the maximum and minimum stresses in any ver- 
tical it is necessary to consider whether the adjacent diagonals 
shown in the truss diagram really act under the various con- 
ditions of loading. If it is found that they do not act, then the 
stresses given by the table for the vertical cannot occur. 


The live panel loads at 3, 4, 5,6, and 7 together with the 
dead load produce in DE the maximum compressive stress 
equal to — 27.3 — 16.5 = — 43.8 tons, provided the adjacent 
diagonals are in tension. Under the influence of these loads 
CD and EF are both found to be in tension, and hence the 
value just obtained is the required stress. The live loads at 
I and 2 acting in addition to the dead load produce the mini- 
mum stress of + 5.4 — 16.5 = — 11.1 tons for the same reason. 


The minimum stress in FG is due to the live panel loads at 
1, 2, and 3, which with the dead load give a stress of + 10.9 
— 7.5 = -+ 3.4 tons, provided the adjacent diagonals HF and 
GH are in tension. These loads would cause a tension of 22.3 
tons in £F and 8.4 tons compression in GH, but as GH cannot 
take compression the counter-tie in the same panel is brought 
into action. The stress of + 3.4 tons in /G therefore cannot 
occur. When the main tie acts on its left and the counter on 
its right, the vertical simply supports the dead panel load on 
the top chord, hence the minimum stress in /G is — 3.0 tons. 
In the same way the minimum stress in A/ is also found to 
be — 3.0 tons. Under the live panel loads at 5, 6, and 7 with 
the dead load the diagonals GH and /K are strained, hence 
the stress of — 10.9 tons in 77 must be added to that pro- 
duced by the dead load, -++ 1.5 tons, to give the maximum 
of — g.4 tons. . 

Passing to the verticals on the right of the center it is seen 
that the combination of loads which would give either the 
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maximum or the minimum stress according to the table will 
not produce tension in both of the adjacent diagonals, and ac- 
cordingly no additional values can be inserted in the table. 
The maximum and minimum stresses for these verticals will 
be the same as for those on the left of the center. The tabu- 
lation for the verticals beyond /// is also shown to be unneces- 
sary as KZ in Fig. 59 has no diagonal on its right, the counters 
LM and NO not being required. 


The chord stresses are found in the same way as for dead 
load (Art. 28), only the main ties however being inserted in 
the truss diagram. The stresses in a Howe truss are deter- 
mined in a similar manner to that employed for the Pratt truss, 
the diagonals in that case taking only compression. 


The following important principles may now be stated, at- 
tention to which will materially reduce the work in solving other 
problems for either type of truss mentioned: 


The maximum stress in any vertical or main diagonal is 
produced when the live load covers the larger segment 
of the span. 

The maximum stress in any counter diagonal occurs when 
the live load covers the smaller segment of the span. 

The minimum stresses in both diagonals of a counter-braced 
panel are zero. 

The minimum stress in the diagonal of a panel not coun- 
ter-braced is given when the live load covers the smaller 
segment of the span. 

The minimum stress in any vertical adjacent to a counter 
diagonal equals the dead apex load on the upper chord 
of a Pratt truss or the lower chord of a Howe truss. 

The minimum stress in a vertical not adjacent to a counter 
diagonal is produced when the live load covers the 
smaller segment of the span. 


Prob. 42. A Howe truss of 12 panels for a through single 
track railroad bridge has a span of 123 feet anda depth of 15 
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feet. The dead load is 625 pounds per linear foot, one-third 
to be taken on the upper chord, and the uniform train load is 
I 700 pounds per linear foot per truss. Find the maximum and 
minimum stresses. 


ART. 31. SNOW LOAD STRESSES. 


In addition to the dead and live load stresses must be con- 
sidered those due to the snow and wind. The snow load for 
highway bridges is taken lower than for roofs since in the coun- 
try it is not probable that the full live load would come on the . 
bridge while a heavy fall of snow rests upon it, while in towns 
the sidewalks are generally cleared of snow. The snow load 
may vary from 20 to 0 pounds per square foot of floor surface 
depending upon the climate where the bridge is situated. As 
the floor of railroad bridges is open so that but little is re- 
tained no snow load is regarded. 


As the snow load is uniform the stress diagram is exactly 
similar to that for dead load if the latter be taken only on the 
chord supporting the floor, or, like the diagram for a full live 
load. A separate diagram is hence not required as the stresses 
may be obtained from either of those mentioned by graphic 
multiplication, the same ratio existing between the stresses as 
that of the respective panel loads. 


For the example in the preceding article the snow panel 
load is 
eo eee 5, — 3405, pounds — 1.73 tons, 
for a load of 15 pounds per square foot of floor surface for 


the roadway only. The ratio of snow to uniform live load 


1.73 


stresses is therefore ane = 0.119. This gives a snow load 


stress of —8.0 tons in- the end post AS, + 3.4 tons in EF, — 
2.6 tons in DB, etc. 
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Prob. 43. A through Pratt truss for a highway bridge in 
a village has 12 panels each 11 feet long and 14 feet deep. 
The roadway is 18 feet 9 inches wide, and there are two side- 
walks each 5 feet wide. Find the stresses due to a snow load 
of 10 pounds per square foot. 


ART. 32. WIND STRESSES. 


The greatest stresses due to wind are produced when it blows 
horizontally at right angles to the line of the bridge. The sur- 
face exposed to wind action is usually taken as double the area 
of the side elevation of one truss. If this area be not known 
an approximate value may be obtained by taking as many 
square feet as there are linear feet in the skeleton outline of 
the truss. For railroad bridges the surface of the side of a train, 
taken at 10 square feet per linear foot of train, is added to the 
above. No similar addition is made for highway bridges as it 
is not probable that the live loads would cover them when the 
wind is blowing at its maximum rate. 


The wind pressure is taken 
from 30 to 40 pounds per square 


Fig. 63. 


foot and produces its maximum 
effect when acting like a live 
load. The wind load on the 
trusses is divided between the 


Fig. 64. 


upper and _ lower lateral bracing 
while the wind load upon the 
train is all taken by the lateral 
bracing of those chords which 
support the floor. The lateral 


bracing is generally of the Pratt type, the floor beams acting 
as the normal struts in one of the systems. 


Fig. 65. 


For an example lect the through Pratt truss highway bridge 
whose dimensions are given in Art. 28 be again taken. The 
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side elevation of the outline of the left half of the truss is 
shown in Fig. 64, the plan of the upper lateral bracing in 
Fig. 63, and that of the lower lateral 
bracing in Fig. 65. When the wind 
blows in the direction indicated 
by the arrows and moves from the 
right toward the left the diagonals 
drawn in full lines are strained and 


when it blows in the opposite direction the other set of 
diagonals is strained. 

The approximate area exposed to wind action is, 

176+ 132 +7 X 26+ 12 X 34.1 = 889 square feet. 
Taking the wind pressure at 40 pounds per square foot the total 
wind load is 
889 X 40 = 35 560 pounds = 17.78 tons, 
and the wind panel load is 
17.78 + (6+ 8) = 1.27 tons. 

The chord stresses are determined for uniform wind load 
by means of Fig. 66 for the upper lateral bracing and from 
Fig. 67 for the lower ; 
system. Only one- 
half of each diagram 
is shown, the other 
half being symmet- 
rical with it. When 
the wind blows in the 
opposite direction Fig. 67. 


the chord stresses on each side of the bridge will exchange values. 


For the wind blowing in the direction of the arrows the dia- 
grams give the following stresses in tons; for the upper chord, 


AD AF Md El 


+ 5.3 


AH | ACEL 


+ 3.3 
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and for the lower chord, 


RB RC ROE RG R'C! R'E! RG! 


SAT | = 7200 a 0-8. | 10.67 Oa t.0-9 


In accordance with the simplified construction given in Art. 
30 let a horizontal and a vertical line be drawn through s in 
Fig. 68. Let s¢ be laid off equal to 21 feet and sw equal to 22 
feet, then ¢ws will be the angle which the - 
diagonals make with the chords. With 
a suitable scale of force let sz be made 
equal to 1.27 tonsand wz drawn parallel 
to tu. Applying the scale to we it is 
found to measure 1.84 tons. Dividing 
this value by 6 and 8, the number of 

Fig. 68. panels in the upper and lower chords 
respectively, the quotients 0.31 and 0.23 tons are obtained which 
form the basis of the tabulations for the stresses in the diago- 
nals. Dividing the panel load, 1.27 tons, by the same numbers 
the corresponding quotients 0.21 and 0.16 tons are found for 
the verticals. The following tables are now prepared: 


For the upper lateral bracing, 


DIAGONALS, STRUTS, 


DD’ fF! Vehell DF | PET! 1EG ft 


Wind panel load at 1 | + 1.55 Se. Satis Salts 
+ 1.24 | + 1.24 nade —10; 84-10, S4 eee 
+ 0.93 | + 0.93 | + 0.93 | — 0.63, — 0.63] — 0.63 
++ 0.62 | + 0.62 | + 0.62 | — 0.42) — 0.42] — 0.42 
+ 0.31 | -+ 0.31 | ++ 0.31 | — 0.21) — 0.21] — 0.21 


nw & WY WN 


Maximum wind stresses} + 4.7 |+ 3.1 |+1.9 | — 3.2! -—21]—1.3 
| 
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and for the lower lateral bracing, 


———_ = 


D1aGonats. StTruts. 
BB’ (HEY BE! GG’ PEKO CE EG’ | GK' 
Wind panel load at x | + 1.61 aera — 1.12 “eee 
2 |-+ 1.38 | + 1.38 ee se. | — 0.96 | — 0.96 ees 
3} +415 | + 1.15 | + 1.15 Gols — 0.80 | — 0.80 | — 0 80 vert 
4 | + 0.92 | + 0.92 | + 0.92 | + 0.92 | — 0.64 | — 0.64 | — 0.64 | — 0.64 
5 | +0.69 | + 0.69 | + 0.69 | + 0.69 | — 0.48 | — 0.48 | — 0 48 | — 0.48 
6 | + 0.46 | + 0.46 | +.0.46 | + 0.46 | — 0.32 | — 0.32 | — 0.32 | — 0.32 
7 | + 0.23 | + 0.23 | + 0.23 | + 0.23 | — 0.16 | — 0.16 | — 0.16 | — 0.16 
Maximum wind stresses} + 6.4 |+4.8 |+3.5 |+23 |—45 |—34 |—2.4 | —1.6 


Both diagonals in the same panel have equal stresses due to 
wind. The minimum stresses in all the web members are 
zero. Since every panel is counter-braced only tensile stresses 
in the diagonals and compressive stresses in the struts need to 
be tabulated. ; 

Prob. 44. Athrough single track railroad bridge has a span 
of 120 feet. Its trusses are of the Pratt type, have 6 panels, 
21 feet deep, and are 16 feet apart between centers. Find the 
stresses due toa wind pressure of 40 pounds per square foot, 
provided only the wind pressure on the train be considered as 
a moving load. 


ART. 33. STRESSES DUE TO INITIAL TENSION. 


In trusses whose diagonals take only tension the counter- 
ties are made adjustable in order to be drawn up toa certain 
degree of tension when the bridge is unloaded. The stress 
thus introduced in these truss members is called initial tension, 
and serves to prevent the vibration of the diagonals in the 
counter-braced panels under moving loads and to stiffen the 
truss as a whole. 

It is required to determine the stresses produced in other 
members of the truss when all the counters are subjected to a 


88 BRIDGE TRUSSES. CuHapP. III. 


given amount of initial tension. The number of counters in 
practice is larger than is theoretically required. As the stress 
in any counter is equivalent to two external forces, each equal 
to the initial tension, applied at the joints united by the 
counter-tie and acting toward each other, it may be replaced by 
them in this analysis. 


In the Pratt truss considered in Arts. 28, 30, and 32 let the 
counters in the third, fourth, fifth, and sixth panels be each 
subject to an initial 
tension of a4 tons; 
The truss diagram is 
shown in Fig. 69, each 
of the external forces 


being equal to 4 tons. 
In Fig. 70 let these external forces, taken in regular order 
around the truss, be laid off, thus forming the closed. poly- 
gon.cdrd'c'g'W’hgc. Since each pair of forces 
is in equilibrium the entire system is in equi- 
librium and hence there are no reactions at 
the supports. No forces being applied at 
any of the joints of the first panel the mem- 
bers drawn in broken lines may be omitted. 
The stress diagram is now completed in the 
usual way, the characters of the stresses de- 
termined, and their magnitudes found by ap- 
plying the scale, the results, expressed in tons, 


being as follows: 


Cuorps. STRESSES, VERTICALS, STRESSES, Marin Tiss, STRESSES. 
COandGN —2.6 MN — 3.1 NO +40 
DQand HP —26 OPand QQ’ —61 POD ene 


The stress diagram shows that the tension in any counter 
affects only the members of the panel to which it belongs. 
It produces compression in both chords equal to the horizontal 
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component of the initial tension, compression in the verticals 
equal to its vertical component, and tension in the main tie 
equal to that in the counter. The general effect is therefore to 
increase the stresses due to other loads in all the members of 
the counter-braced panels except the’ lower chord, whose 
stresses are diminished. In the upper and lower lateral brac- 
ing both diagonals in each panel are made adjustable. 


It is not necessary to make stress diagrams for these lateral 
systems, but simply to draw a right triangle whose base is 
parallel to the chords and whose hypothenuse, measuring 4.0 
tons, is parallel to one of the diagonals. Applying the scale 
the base is found to measure 2.9 tons and the perpendicular 
2.8 tons. The stress in the chords is therefore —2.9 tons 
throughout; in the end struts — 2.8 tons; in the remaining 
struts 2(— 2.8) = — 5.6 tons; and in the diagonals + 4.0 tons. 
When the struts are not normal to the chords it is best to con- 
struct the complete stress diagrams. 


It has not been customary, however, to consider the 
stresses caused by initial tension in the counters except those 
in the main ties. An examination of the tables in the next 
article will show the relation which these stresses bear to the 
others and to the final maximum and minimum stresses. 


Prob. 45. A through double-track railroad bridge 140 feet 
in span has Pratt trusses of 7 panels and 32 feet deep. The 
bridge is 28 feet wide between centers of chords. Find the 
stresses due to an initial tension of 5 tons in every counter of 
pee trusses and lateral systems. 


ART. 34. FINAL MAXIMUM AND MINIMUM STRESSES. 


The final maximum and minimum stresses in any truss 
member are the extreme limits of stress to which it is subjected 
yall possible combinations of the dead, live, snow, and wind 
loads, and initial tension. The larger limit is called the maxi- 
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mum and the smaller the minimum stress, and they may have 
the same or opposite signs. In finding the maximum ‘and 
minimum stresses in the following tables, it is assumed that 
the initial tension as well as the dead load is always acting. In 
practice the wind stresses in the chords are more frequently 
disregarded than taken into account. 

In Art. 30 the maximum and minimum stresses due only 
to dead and live loads were found for the through Pratt truss 
whose stresses due to snow load were found in Art. 31, those 
due to wind load in Art. 32, and to initial tension in Art. 33. 
The various results are now brought together in the following 
table and the final maximum and minimum stresses obtained 


by addition. The members are designated as in Figs. 63, 64, 
and 65. 


Upper CHORD. Lower CuHorpb. 
AD AF AA RB RC RE RG 
| 

Dead load, — 45-4 | — 56.8 | — 60.6 | + 26.5 | + 26.5 | + 45.4 | + 56.8 
Live load, — 73-7 | —92.2 | —98.3 | + 43.0 | + 43.0 | + 73.7 | + 92.2 
Snow load, | —88 | —110} —x17] +51) +5.1 | + 8.8 | + 11.0 
North wind, = 3:3 |) =5:3) |) = 6.0) = 4:7 || 7.9 |) "0191 || = 10-6 
South wind, | ° 3:3 | ete ss ° =SCbe I Se eee) |) ar See 
Initial tension—Truss, | o| —2.6 — 2.6 ° ° —2.6| — 2.6 

He —Lateral system, | — 2.9 —2.9 —='2.9 || =< 2:0) ||) —"2-9.||| "—_ 2.0) 229 
Maximum stress, — 134.1 |— 170.8 |— 182.1 | + 71.7 | + 76.4 |+130.3 |-+ 164.4 
Minimum stress, | — 48.3 | —s9.0 | —60.8|+18.9 | +15.7 | +300 | + 40-7 

roe Main Ties. Coe VERTICALS. 
AB | (Gps Fa RGEe eG E BO || DEN AGI eays 
Dead and live load max., | — 107-8'-+-79.3) +53 3/+-29.7) +84 |+20.5 —43.8|— 25.7] — 9.4 
Dead and l1ve load min., | — 41.1/-+26.9/+- 10.4 ° ° + 6,0,— 11.1] — 3.0] — 3.0 
| | 
Snow load, | = 8.0) 5.7) 3:4) ro ° Je 14q\\ == 2,6| =o. gl ures 
Initial tension, | fo) | o | +5.0] +5.0 + 5.0 o | — 3.1] — 6.1] — 6.1 
Maximum stress, her 115.8/+ 85 o|+-61.7|+ 35.8] + 13.4 |+ 22.2 -- 49.5|— 32.7/— 15.5 
Minimum stress, —_ 41.1|-+-26 Q|+15.4| +5.0 +5.0 | + iyel= 14.2] — 9.1] — 9.1 
j | | 
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Uprer LATERAL Bracinc. 


DiaGonats. STRuTs. 
DD' RF’ HH’ LOB" Jie? fT/’ 
Wind, + 4.7 | eho et19 —- 3.2 — 21 — 13 
Initial tension, + 4.0 + 4.0 + 4.0 — 5.6 — 5.6 — 5.6 
Maximum stress, + 8.7 + 7.1 + 5.9 — 8.8 — 7.8 — 6.9 
Minimum stress, + 4.0 +40 + 4.0 — 5.6 — 5.6 — 5.6 
Lower LareraL BracinG. 


DIAGONALS. STRUTS. 
x BB’ Ce EE GG’ BC’ CE’ | EG’ | GK 
Wind, ap Out || ce cee|| qe eee || Sees |) Se | el) ell a res 
Initial tension, + 4.0 +40] +40] +4.0] — 5.6 | — 5.6] — 5.6] — 5.6 
Maximum stress, +104] +88] +7.5 | + 6.3 | — 10.1 | — 9.0} — 8.0] — 7.2 
Minimum stress, + 40] +40] +40] +40] — 5.6 | — 5.6] — 5.6] — 5.6 


Prob. 46. Find the maximum and minimum stresses in the 
chords of the above example, provided the effect of the wind 
be disregarded. Also, compute the greatest percentage of re- 
duction in the maximum stress of any chord member on this 
account. 


ART. 35. THE BOWSTRING TRUSS. 


This form of truss is shown in Figs. 71, 72, and 73, and is 
frequently used for highway bridges. The apex points of the 
upper chord lie upon the arc of a circle. When the bracing is 
arranged like that in Fig. 71, the diagonals take only tension, 
while the verticals take either tension or compression. In the 
truss in Fig. 73, all the web members are made to sustain 
either kind of stress. The same is true of the form given in 
Fig. 72, with the exception of the middle and end verticals, 
which are subject to tension only. 
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For example, let a truss like Fig. 71 be taken whose upper 
panel points lie in the arc of a circle. Let it have 8 panels, 


XXX Xa 


ZN 


each 14 feet long 


. on -the lower 
nn . 
, chord, with a 
fe 


depth at the cen- 
ter of 16° féct: 
The bridge has a 
roadway 22 feet 


. wideandtwoside- 
- walks each 5 feet 


wide. 


The dead panel load is found to be 4.19 tons, of which 1.40 
tons is to be taken on the upper chord and 2.79 tons on the 


A UU, NOK S 
XM Ny 
TOS eL 


Fig. 75. 
lower. The snow panel load is 1.68 tons. 


a No set by 


RE Ne te 


At 90 pounds per 


square foot of floor surface the live panel load is 10.08 tons, or 


6 times the snow load. 
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Let a truss diagram be drawn as in Fig. 74, containing only 
the main diagonals in the left half and the counters in the 
right. The depths of the truss at the first, second, and third 


panel points are 7.32, 12.23, and 15.07 feet respectively. The 
stress diagram 


obtained for 
dead load is 
shown in Fig. 
Ps othatctor 2 
live panel load 
pate apex of0in 
Hig. 276, that 
for alive panel 
load at apex 7 
in-Fig. 77, and 
that for a uni- 


% 


form live load 
mM Vig. 78." As 
a check upon 
the construc- 
tion of these 
diagrams it is 
observed that 
in Figs. 75 and 
78 bc and op sl 


are in the same Fig. 77. 


vertical line. The same is true of de and mu and of f¢ 
and £/. In general the lines representing stresses in verticals 
equally distant from the center of the truss lie in the same 
vertical line, or are equally distant from the load line. In Fig. 
76 the line de is at the same distance from the load line as 
nm in Fig. 77, also mm in Fig. 76 and ed in Fig. 77 are simi- 
larly situated. The same relation exists between the lines 
representing stresses in any two verticals occupying symmetri- 
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cal positions in the truss. Again, if in Fig. 77 2 be produced 
to meet am and the intersection be called %’, then Z%’ will .be 
equal to fg in Fig. 76 and 
nk’ will be equal to fe in 
Big. 76, 


In ies. 175 and:75e72 
represents the stress in Z/ 
when the main diagonal is 
inserted on its right instead 
of the counter shown in 
Fig. 74, the point 7’ being 
at the intersection of the 
lines ak and #7. Only the 


Fig. 78. stresses in web members 
are scaled off from Figs. 76 and 77. The snow load stresses are 
obtained by dividing those due to uniform live load by six. 


The stress diagrams from which the following results were 
obtained were drawn to the following scales: The dead load 
diagram, 4 tons to an inch; the diagrams for single live panel 
loads, 2 tons to an inch; and the uniform live load diagram, 10 
tons to an inch. 


The results expressed in tons are now tabulated as in Art. 
30 and the maximum and minimum stresses obtained, the 
effect of wind and initial tension being omitted. 


Upper Cuorp. Lower CuHorp. 


AB AD | AF FUEL NIRS RIO) IUD: RG 


Dead Load, — 31.6] — 30.5} — 29.8] — 29.4] + 28.0 | + 28.8] + 209.2 
7 | 

Live Load, 17 O50 a HEL, = IRR 70.6) + 67.4 | + 69.1) + 70.1} 

Snow Load, — 12.7) — 12.2) — 11.9) — 11.8} + xx.2| + 21.5] 11.7 

Maximum, — 120.4) — 115-9 — 113.2] — 111.8) - 106.6 | + 109.4] + 111.0 


Minimum, 31.6 30.5 29.8 20 4 + 28.0 | + 28.8) + 209.2 
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Marin Diaconats. CounTERs, 
cD EF GH YER LM NO 
Live panel load atapex 1 — 93 — 3.8 — 21 — 1.4 —og| —06 
2 + 3.2 — 7.5 — 4.2 — 2.7 — 1.8 —1.3 
iB + 2.7 + 4.2 — 6.4 — 4.1 — 2.8 — 1.9 
4 +f 2.5 + 3.3 + 5.2 SS! ony = PS 
5 + 1.6 + 2.5 + 3.9 + 6.6 — 4.6 — 3.2 
S| sean Starter a 8 see Wl Set ey | ces 
7 + os + 0.8 +1.3 + 2.2 + 4.1 | + 10.9 
+ Total, + 11.2 + 12.5 + 13.0 + 13.2 | + 12.4 | + 10.9 
— Total, — 9.3 — 11.3 — 12.7 — 13.6 | — 13.8 | — 13.3 
Uniform live load, + 1.9 +12 +03 —04 —1.4| —2.4 
Dead load, + 0.8 + 0.6 +o.2 — 0.2 —0.6| — 10 
Snow load, + 0.3 + 0.2 +o.1 —o.1 —o2] —o4 
Maximum, + 12.3 + 13.3 + 13.3 +13. |+ 11,8] + 9.9 
Minimum, ° ° ° ° ° ° 
VERTICALS. 
BC DE FG H/ Gs MN OR: 
Live panel load at apex 1 |]+101 | +43| +25] +16] +10] +07 | +0.4 
2 ° +8.6} +49) +31] +20] +1.3] +0.8 | 
3 ° —12| +7.3| +46] +31] +20] +12 
4 ° —10}; —22/ +62] +41] +27] +1. 
5 ° —o07] —16] —29| +51] +34] +21} 
6 ° —o5|] —1rzr] — 19] —3-3] +40] +25 
7 ° SSO | Se EON) aa) Gy | eh 
+ Total, “+ 10.1 | + 12.9 | + 14.7 | +355 | +153 | + 14.1 | + 11-5 
— Total, ° eee oO mated F551 fe me 420) He st ° 
[+ 9.3] 
Uniform live load, +301 | +9.3| +9.3 | +9-7 | +104 | +121 | 4 125 
[+ 2.5] 
Dead load, +28] +24] +24] +2.6| +30] +33] +34 
[+ 1.5] 
Snow load, =fere7) |e eres | ores alt= teO) tate 7 tare) tate 
Maximum, + 14.6 | + 1364 | + 13.2 | +13.3 | $22.1 | 4 12.3] + 14-4 
Minimum, eas 8 |) ore |) ——93,05|) 13-2" || "2-99 tO.) 34 


The student will have no difficulty in finding the maximum 


and minimum stresses in the chords and diagonals. 


It will be 


noticed that counters are required in every panel of this truss. 


The application of the principles employed in WATh; 30,108 
determining the maximum and minimum stresses in the 
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verticals of trusses with counterbraced panels may be further 
illustrated by finding those in DE. The greatest compression 
in this vertical is shown by the table to be due to the live 
panel loads 3 to 7 inclusive, combined with the dead load, 
giving a stress of — 3.6-+ 2.4 = — 1.2 tons. This stress is 
a real one because the adjacent diagonals CD and EF shown 
in Fig. 74 are then.acting, both of them receiving almost 
their maximum stress. : 

The tension of 12.9 tons given in the line marked ‘ + total’ 
when combined with that due to the dead and snow loads 
cannot actually occur because the adjacent diagonals are not 
brought into action by the corresponding loads. The greatest 
tension in DE will therefore occur under the full live, dead, 
and snow loads, unless one or more of the live panel loads on 
the right may be removed without causing either CD or EF 
to cease acting. If the live load be continuous, as it is cus- 
tomary to regard it, the live panel load 7 may be removed 
under the above conditions, and the corresponding stress will 
be +9.3+2.4-+ 1.5 —(— 0.2) = + 13.4tons. If the live 
panel loads 6 and 7 be removed, the diagonal ZF ceases to 
act since its stress would become + 1.2°+ 0.6 + 0.2 — 
{+ 1.7-+ 0.8) = — 0.5 tons. Were it allowable to consider 
the live load as discontinuous, CD and EF would still be 
in tension after removing the live panel load 6 only, thus 
giving a stress in DE of + 9.3+ 2.4+ 1.5 —(— 0.5) = 
+ 13.7 tons. 

In a similar manner the values of + 12.3 and + 0.3 tons 
are obtained for JZ, and these are its maximum and minimum 
stresses under the condition that the adjacent counter ties LZ 
and VO are both acting. On account of the symmetry of the 
truss the maximum and minimum stresses in DE have the 
same values provided the counter ties are acting in each 
adjacent panel. 

Two more conditions for DE require attention. The first 
is that when the main diagonal acts on its right and the 
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counter on its left. The table indicates that this condition 
cannot exist under any combination of the given loads. The 
second condition occurs when the main tie acts on the left of 
DE and the counter on its right. This one is possible, and 
requires an additional tabulation. 

The live panel load at apex 1 produces a tension in DE of 
1.28 tons, and that at apex 7 of 0.43 ton. ‘The former value 
is obtained from Fig. 76 by measuring the distance from d to 
the point where the vertical de meets af produced, while the 
latter is obtained from Fig. 77 by measuring the distance 
from d@ to the intersection of af with the vertical de produced. 
In the same way, Fig. 75 gives the corresponding dead load 
stress of + 2.8, and Fig. 78 (after dividing by six) the snow 
load stress of + 1.7 tons. From the stresses due to the live 
panel loads at 1 and 7 those produced by the loads at apexes 
2 to 6 inclusive are found by the method used in the above 
tabulation to be + 2.6, + 2.1, + 1.7, +. 1.3, and + 0.9, 
when expressed to the nearest tenth of aton. Since all of 
these stresses are tension, it is clear that the maximum will 
be caused by the dead and snow loads combined with as 
many of the live panel loads as possible without bringing the 
main tie on the right of DZ into action. The table for the 
diagonals indicates that this occurs when the live panel loads 
are placed at apexes I to 5 inclusive, and the resulting stress 
in DE is +1.3+2.6+2.1+1.71+1.34+2.8+1.7= + 
13.5 tons. If a similar tabulation were made for ZV when 
the counter tie acts on its left and the main tie on its right, 
the same result of + 13.5 tons would be obtained. 

On comparing the maximum stresses in DZ under the three 
conditions above described and investigated, the last value 
obtained is seen to be the greatest in magnitude, and hence 
the true maximum to be used for both DE and the corre- 
sponding vertical JZ in the other half of the truss. As the 
range of stress from this maximum of + 13.5 to — 1.2, the 
minimum in DZ, is greater than to the minimum of + 0.3 in 
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MN, the true minimum stress to be used for both DZ and 
ViN isi sla a tons. 


The stresses in /G when the main tie acts on the left and 
the counter on the right are found to be + 0.8, +1.6, + 2.4, 
+ 1.9, + 1.4, + 1.0, and + 0.5 for the live panel loads 1 
to 7 inclusive, + 2.6 for the dead load, and + 1.6 tons for the 
snow load. The maximum occurs when the live load is at 
the apexes I to 6 inclusive, combined with the dead and snow 
loads, its value being + 13.3 tons. On comparing this stress 
with the values given in the table for *G and KZ, the true 
maximum for both of these verticals is seen to be + 13.3 
tons, and the greatest range of stress to the values of their 
minimum stresses shows that the true minimum for both 
verticals is — 3.0 tons. 

A similar tabulation might be made for H/, but this is 
unnecessary since the main ties act on each side of it under 
the full load. The required stresses were obtained directly 
from Figs. 75 and 78 as previously explained, and are inserted 
in the table in brackets. The maximum and minimum 
stresses are caused by the full load. The largest tension 
which can occur in 7/ when the main diagonal acts on the 
left and the counter on the right is 12.3 tons. The true 
maximum and minimum stresses of OP are equal to those of 
the vertical BC. 

The form of truss shown in Fig. 79 is known as the lenticular 
truss and ts also used for highway bridges. The panel points 
of the chords may lie on arcs 

of circles, but generally are 
| placed on parabolas. The 
be Neale | broken lines show the road- 

Fig. 79. way and itsconnection to the 
trusses, the vertical end pieces being heavy posts and the others 
tension rods. In determining the stresses the same method is 
pursued as for the bowstring truss. 
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Prob. 47. A through bowstring truss has six panels each 15 
feet long, the depth at the first and fifth panel points being 
7-5 feet, at the second and fourth panel points 11.7 feet, and at 
the center 13 feet. The dead panel load is 2.5 tons and the 
live panel load 7.5 tons. Find the maximum and minimum 
stresses due to these loads only. 


ART. 36. THE PARABOLIC BOWSTRING TRUSS. 


When the panel points of the broken chord of a bowstring 
truss lie upon a parabola whose vertex is midway between the 
supports, the stress diagrams become simpler. Let a parabolic 
bowstring truss be taken with the same general dimensions 
and loads as given in the preceding article. In the diagrams 
like Figs. 75 and 78 the broken lines bcd... nop become 
straight lines, and the points cand d, e and f,... and 9, co- 
incide. This shows that under a uniform load the stress in the 
horizontal chord is the same throughout, the diagonals are not 
strained at all, and each vertical carries only the panel load on 
the horizontal chord. In the diagrams similar to Figs. 76 and 
77, the points 4, d, f, 2, k, m, and o lie upon a straight line which 
intersects the load line produced at the shorter distance ar 
from 7, thus checking the construction. 


In the tabulated stresses for the webbing the sum of the 
‘+ total’ and the ‘ — total’ will give zero for the diagonals 
and + 10.08 for the verticals provided the work be done with 
the utmost precision. With diagrams like Figs. 76 and 77 made 
to ascale of 3 tons to an inch, the stresses obtained by tabula- 
tion for uniform live load averaged 0.05 tons in magnitude for 
the diagonals, three being tension and three compression, 
and those in the verticals varied on an average 0.01 tons 
from the true result, some being too large and others too 
small. 
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The final results in tons are given in the following table : 


Rupes | RMON DCO eee te alee 
AB — 124.9 | — 32.8 CD + 9.9 BC + 2.8 
AD — 118.6 | — 31.2 EF + 11.6 DE — 0.4 
AF — 114.1 | — 30.0 GH + 12.9 FG — 2.3 

Jel jf 1230) 
AH —III.g] — 29.4 YEE + 13.4 rn ee 
RB | 
RC 4111.7 | + 29.3 LM + 12.9 MN — 0.4 
RE NO + 11.6 OP — 2.8 
RG 


The minimum stresses in the diagonals are zero, and the 
maximum stress in each vertical equals 


2.79 + 10.08 + 1.68 = 14.55 tons, 
or the sum of the dead, live, and snow panel loads. 


If this truss were used as a deck bridge the maximum 
stresses in the verticals would be those given in the accompany- 


ing table, while the minimum stresses would 
Verricars, |Maximum equal the dead panel load on the horizon- 

= tal chord, or — 2.79 tons. It will be ob- 
BC and OP |—14.5| served that the differences between the 


DE and MN| —17.7| minimum. stresses in the verticals of the 
&£G and XL | — 19.6 


HT] SS LOY: 


through truss and the maximum stresses in 
the same members of the deck truss equal 
twice the dead panel load plus the live 
and snow panel loads. The stresses in the remaining mem- 
bers are the same for a deck as for a through bridge except 
that the chord stresses change in character. 


The properties of the parabola are such as to provide a very 
simple and abridged construction for obtaining directly the 
maximum and minimum stresses due to dead, live, and snow 
loads. 
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Let S be the stress in the horizontal chord due to the total 
uniform load W (including the half panel loads at the sup- 
ports), 7 the span and d the depth of the truss at the center, 
then (Roofs and Bridges, Part I, Art. 39), 


Wi 
S=—,-: 
8d 
Substituting for these terms their values for the truss consid- 


ered above, the stress due to live load is 


Ges 10.08 X 112 
<i 816 


Similarly the stress due to dead load is 29.33 tonsand that due 
to snow load is 11.76 tons. 


=170.50: tons. 


Now in Fig. 80 on the horizontal line ad with a scale of 4 or 5 
tons to aninch, let aé be laid off equal to 29.33 tons, dc equal to 


70.56 tons, cad equal to 11.76 tons, and verticals erected at each 
point of division. As the depth of the truss is one-seventh of 
its span let 60’ and cc’ be made equal to one-seventh of 70.56 
or 10.08 tons, and on the span @’c’ let an outline diagram be 
drawn similar to the truss diagram. In the figure one-half is 
drawn as a through and the other half as a deck truss. By 
measuring the diagonals with the scale of force their maxi- 
mum stresses are obtained. Their minimum stresses are zero, 
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Let the chord members be prolonged until they meet the 
verticals through a andd. Each of these lines is divided into 
three parts by the four verticals, these parts giving the stresses 
due to dead, live, and snow load respectively. For example, 
the dead load stress in the horizontal chord is represented by 
the part ad, the live load stress by dc, and the snow load stress 
by cd. The maximum stress in the same member is hence ad, 
or 111.7 tons, and the.minimum stress is ad, or 29.3 tons. 


On the through truss draw the horizontal broken and dotted 
base line 2.79 tons (the value of the dead panel load) above the 
first panel point on the upper chord. By measuring the ver- 
ticals extending from this base line to each panel point on the 
upper chord, upward being compression and downward ten- 
sion, the minimum stresses in the verticals are found. Their 
maximum stresses are each equal to the sum of the dead, live, 
and snow panel loads, or 14.55 tons. 


On the deck truss let a similar base line be drawn 14.55 tons 
above the first panel point from the support on the lower 
chord, and the verticals measured from the panel points to the 
base line ; thus are found the maximum stresses in the verticals, 
all of them being compression. Their minimum stresses are 
each equal to — 2.79 tons. The measured stresses are marked 
on the different lines of the diagram. 


Prob. 48. A deck parabolic bowstring truss of 10 panels 
has aspan of 120 feet and a depth of 15 feet at the center. Find 
the maximum and minimum stresses for adead panel load of 3 
tons and a live panel load of 7 tons. 


ART. 37. APPLICATION OF THE EQUILIBRIUM POLYGON. 


In the preceding articles of this chapter the method of the 
force polygon has been employed exclusively. To illustrate 
the application of the equilibrium polygon in the determination 
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of stresses let the same example used in Art. 28 be taken, it 
being required to find the chord stresses, and afterward the 
web stresses due to the dead load. The span is 176 feet, the 
depth 26 feet, and the dead panel load 8.95 tons. 


Let the truss diagram be drawn to a scale of 10 feet to an 
inch and the panel loads laid off successively on the load line 
gy in Fig. 81 to a scale of Io tons to an inch (considerably re- 


duced as here printed). The effective reactions are ya and ag, 
the load line being bisected at a. Let the pole o be taken on 
a horizontal through a, the pole distance YH be made equal to 
26 tons, and the equilibrium polygon constructed (Art. 6), 
The ordinates at the vertices of this polygon when measured by 
the linear scale and multiplied by A give the bending mo- 
ments in tons-feet at the corresponding sections of the truss 
(Art. 7). The chord stresses are obtained by dividing these 
moments by 26 feet, the depth of the truss. For instance, the 
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ordinate zz’ measures 45.4 feet, whence the stress in AD or E'S is 


eae = 45.4 tons. 
The stresses may therefore be directly obtained by measur- 
ing the ordinates with a scale of 10 tons to an inch, the results 
being marked on the diagram. Even with a smaller scale than 
that indicated above the same stresses, measured to tenths of 
a ton, are obtained as in Art. 28. 


If the linear scale be 20 feet to an inch, and AH be taken as 

52 tons, the scale of tons remaining the same, the ordinates 
2 

should be measured bya scale of 20 X 2 = 40 tons to an 

inch to obtain the chord stresses. Again, if /7 be laid off by 

the linear scale equal to double the depth of the truss, then the 

ordinates are to be measured by double the scale of force or 


20 tons to an inch. 


As the vertices of the equilibrium polygon lie upon a parab- 
ola whose vertex is at 4, the ordinates may be obtained with- 
out drawing the equilibrium polygon. The chord stress at the 
center of a truss uniformly loaded is 


Wt 
Sa 
8a’ 
in which JW includes the half panel load at each support. Let 


the middle ordinate z& be made equal to 


O24 8.05 5° 176 


25 SN AE 


==) 60.6 tons; 


let Zz be made equal to z# and divided into the same number 
of parts as mé, in this case four. Drawing radial lines from & 
to these points of division their intersections with the corre- 
sponding verticals give the required points. 


For an odd number of panels in a truss 4 should be divided 
into as many parts as there are panels in the entire truss, only 
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the alternate points of division from Z7 to m being used. For 
a uniform live load the same method may be employed as 
that here given, or the dead and live loads may be combined 
in one diagram. 


The shear diagram for dead load is shown below the moment 
diagram in Fig. 81, the ordinates representing the vertical shear 
being limited by the line forminga series of steps from ¢’ to 7’. 
If the load were not concentrated at the panel points but uni- 
form throughout the ordinates for shear would be measured to 
the straight line f’z’, which intersects the former at the center 
of each panel. The inclined line is the most convenient to 
use, but usually it is not employed, as the analytic method, 
consisting only of a few subtractions or additions, is more 
rapidly applied. The lines ad, cd, ef, and gh are the stresses in 
the diagonals, and de and fg in two of the verticals. To avoid 
confusing the diagram cd, ef and fg are turned toward the left, 
but have the same inclination as the diagonals of the truss. 
The stress in BC is one panel load, and that in H/ is zero. If 
2.95 tons of the dead panel load be taken on the upper chord, 
a compression of that amount is to be added to each of the 
above stresses in the verticals. 


In order to determine the maximum live load shear in any 
panel another shear diagram is necessary. On the horizontal 
axis AG in Fig. 82 let the positions of the panel loads be 
marked, and their magnitudes laid off on the load line ag. Let 
the pole o be placed in a horizontal line through the beginning 
of the load line, the pole distance made equal to the span of 
the truss by the linear scale and the equilibrium polygon A’B’C” 
.. H’ constructed. Now let the span be so placed that its 
right support shall come at /, then every panel point from 3 
to 7 inclusive is loaded. By Art. 29 this position of the load 
gives the maximum live load shear in E¥ or DE of Fig. 59. 
The ordinate /’F” is equal to the reaction of the left support 
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and hence equals the vertical shear in the members named ; for, 
the ordinate being contained between the sixth side of the 
equilibrium polygon and the first side produced measures the 
sum of the moments of all the loads between them with 
reference to the section through /” (Art. 7). Calling the value 


Fig. 82. 


of the ordinate y, the sum of these moments equals y x H. 
But the section at F’ is at the right support of the truss, and 
hence the sum of the moments also equals the moment of the 
left reaction with reference to this support. Therefore 

GOK fT ae 
and since H was made equal to /, 

==. 

This may also be proved by drawing through the pole a 
parallel to the closing line F’7 of the equilibrium polygon 
forming a triangle which is equal to /F’F” since one side is 
equal to its parallel /F” and all the sides of both triangles are 
mutually parallel. /’/”’ is hence equal to its parallel R. 


The ordinates taken in succession from A’ to A’ measured 
by the scale of force give the maximum live load shears in 
each panel of the truss from left to right. The stresses in the 
diagonals are obtained from these shears in the manner indi- 
cated in Fig. 81. The results by this method are found to be 
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the same as those given in Art. 30 in the line ‘+- total’ for 
the diagonals and in the line ‘ — total’ for the verticals. 


For trusses with inclined chords the moment diagram gives 
only the horizontal component of any chord stress, the ordinate 
being measured in a section passing through the center of 
moments of the chord member. The shear diagram is not 
applicable in such cases except for the purpose of finding the 
reaction from which the stress in the required web member 
may be found by the method of the force polygon. 


It will be observed by the student that the method of the 
equilibrium polygon does not indicate the character of the 
stresses as in the method of the force polygon. Whether a 
web member be in tension or compression is to be determined 
by cutting it by a plane, noting its direction and the sign of 
the shear, as was done in the analytic method in Part I, Art. 26. 


Prob. 49. Find the maximum and minimum stresses due to 
dead and live loads for the truss in Prob. 42. 


ART.. 38.. EXCESS” LOADS. 


It may be specified that a truss shall be designed to carry a 
given load extending over a certain distance in excess of the 
uniform live load. Ina railroad bridge the excess load would 
represent the difference between the locomotive panel load and 
the uniform train panel load. 


The chord stress due to a single load P distant x from the 
left support is a maximum at the load, and for any position of 


the load 
Mi Pb Ae 


a ld 
M being the bending moment at the load. If Sbe an ordinate 
corresponding to an abscissa + this is the equation of a parab- 
ola whose vertex is at the center of the truss. The middle 


So 
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: Ves 
ordinate has a value of a and the ordinates are zero at each 
4 : 


end. The ordinate at each panel point is the maximum stress 
in the chord member whose center of moments is at that point. 


Although excess loads are not used in determining the 

stresses in highway bridge trusses, except for the floor system, 
; yet as an illus- 
tration of the 
method let the 
Pratt truss in 
Atts | 26% ‘he 
d eg taken and 


the maximum 


Cat dehetale > ¥ 
uy 


chord stresses 
be found for 


L : : eens “U4 : ene “excess 


Fig. 84. panel load of 


ak 
{ 


5 tons. The otdinates in Fig. 84 are obtained as in the 
preceding article, the middle ordinate /& being 
Ye Oh 5S) 


es eek 


= 8.46 tons. 


The other ordinates on either side are 3.7, 6.4, and 7.9 tons. 


Let it now be supposed that two excess loads of 5 tons each 
and 50 feet apart are specified. Let their distance apart be 
taken as 44 feet or two panel lengths. For two equal loads the 
maximum stress in a chord member in the left half of the truss 
occurs when one load is’ at the section passing through its 
center of moments and the other load is toward the right. For 
the member AF one load is to be placed at apex 3 and the 
other at 5. The stress in AF due to the load at 3 is ef which 
. measures 7.9 tons. The stresses for the load at 5 are given by 
the ordinates of the triangle czg, and since cz intersects e/ at 
m, the stress in AF due to this load is em, or 4.8 tons, and that 
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due to both loads is 7.9-+ 4.8 = 12.7 tons. Ina similar manner 
the other chord stresses are found. The stress in dH may 
however be larger when the loads are at 3 and 5, than when at 
4 and 6, being in this example 6.4 + 6.4 = 12.8 tons for the 
former and 8.5 + 4.2 = 12.7 tons for the latter position, fs being 
6.4 tons and /r 4.2 tons. 


By inspecting the table in Art. 30 it is seen that the maxi- 
mum shear in any web member in the left half of the truss due 
to a single live panel load occurs when the load is placed at 
the nearest panel point on its right, the shear being equal to 
theleft reaction. Fora single excess load P the vertical shear is 


Sea 


if V be an ordinate corresponding to an abscissa x this is the 
equation of a straight line. Thus, when 4= 0, Y =f and 
when z=4V=o0. From these data the diagram for maxi- 
mum shear due to a rolling load may be readily drawn. 


For the above example let the span aé be laid off in Fig. 85, 
marking the panel points as indicated and erecting verticals at 


all of these points. Let ca be made equal to § tons by scale 
and cé joined, then the ordinates to this line give the maximum 
shear for each panel. The ordinate at 3 which measures 3.1 
tons is the maximum shear in HF and DE and also the stress 
in DE. The stress in EF is given by a line drawn through the 
upper extremity of this ordinate with the same slope as £/’ 
and is found to be 4.1 tons. The stresses in all the diagonals 
may be obtained from cd = 6.56 tons by the use of a simple 
ratio which for E/ is 2 and for HG is 4. These stresses may 
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also be obtained directly from the tabulation in Art. 30, by 
multiplying the greatest live load stress in any member due to 
a single panel load by the ratio of the excess load to the live 


panel load. For example, the stress in £/ is + 11.9 X ae = 
+ 4.1 tons and that in DE is —g.1 X vein = — 3.1 ‘tons. 


The same method might be applied to the chords, but would 
require more work than that used in this article. 

For the two excess loads mentioned above the maximum 
stress in EF or DE is produced by placing one load at 3 and 
the other at 5. Let ce be drawn equal to § x § tons and e 
joined with / which is on the line dc at a acne: of two panels. 
from 6. The ordinates to the line e/d give the maximum shears 
in each panel due to the two excess loads. The stress in DE 
is found to be 5.0 tons and in Z/'6.6 tons. 


The chord stresses are as follows, 


RB and RC | ADand RE | AFand RG AH 
First excess load, 3e77 6.4 7.9 8.5 
Addition for second load, 2.6 4.2 4.8 =~ 
Two excess loads, 6.3 10.6 PAG) 2) <054 1288 


The stresses in the verticals are, 


BC DE FG HJ KL MN OP 


First excess load, + 5.0}— 3.1) — 2.5] — I.9] — 1.3] — 0.6] Oo 
Addition for second load, fe) — I.9| — 1.3|.— 0.6 re) fo) re) 
Two excess loads, + 5.0} — 5.0) — 3.8} — 2.5] — 1.3] — 0.6] o 


and those in the diagonals are, 


AB CD EF GH JK LM | NO 
First excess load, ps 5.7] + 4.9] + 4.1) + 3.3 ao ane oor 
Addition for second load, 4.1; + 3 3 + 2.5) + 1.6] + 0.8 
Two excess loads, —9g.8|/+ 8 2 + 6.6) + 


4.9) + 3.3) 1.6) + 0.8} 
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These results when combined with the stress given in Art. 34 
will increase the maximum stresses in all the members and 
reduce some of the minimum stresses in the web members. 
The addition of the stresses in the web members due to excess 
loads should properly be made in the tables in Art. 30 by 
inserting a line above the dead load stresses and then obtain- 
ing the maximum and minimum stresses anew. 


If one or more locomotive panel loads be required to precede 
the train on a railroad bridge, the maximum chord stresses in 
the left half of the truss will be obtained by placing the excess 
loads as near as possible to the left support. 


Prob. 50. A Pratt truss for a deck single track railroad bridge 
has 6 panels each 13 feet 4 inches long and 13 feet 4 inches 
deep. Find the stresses due to one excess load of 6.5 tons 
per truss. — 
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CHAPTERSIY. 
LOCOMOTIVE WHEEL LOADS. 
ARY. 39. STANDARD TYPICAL LOADS. 


A uniform live load which is carried by the stringers and 
floor beams to the panel points of the trusses, giving uniform 
live panel loads throughout, is confined mainly to highway 
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Fig. 86. 


bridges. For railroad bridges it is generally specified that the 
live load shall consist of two coupled locomotives, followed by 
a uniform train load of a given weight per linear foot of track. 
The actual wheel loads thus taken constitute a system of con- 
centrated loads whose relations remain unchanged to each 
other and to the uniform load following them while passing 
over the bridge. 


The first of the diagrams in Fig. 86 represents two typical 
consolidation locomotives and the second the two typical pas- 
senger locomotives and train load specified in 1886 by the Fenn- 
sylvania Railroad. The numbers above the wheels show their 
weights in pounds for both rails of a single track and the num- 
bers between them show their distances apart in feet. 
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A typical locomotive does not really exist, but is used so 
that the stresses due to it will be greater than those due to any 
locomotives that are likely to be built for some years in the 
future. Different railroads specify various typical locomotives 
and sometimes actual ones of the heaviest patterns. The 
typical locomotives shown in Fig. 86 are about the heaviest 
that have been employed for a number of years in designing 
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railroad bridges, while the two coupled consolidation locomo- 
tives and train shown in Fig. 87 were first specified in 1dcy 
by the Lehigh Valley Railroad. The numbers between the 
wheels in Fig. 87 indicate inches. 


For railroad bridges the *‘ compromise standard system ’”’ 
of live loads recommended by WADDELL in 1893, after a dis- 
cussion of the subject by many engineers, may be here noted 
as one which seems likely to be much used in the future. 
The typical consolidation locomotives are divided into seven 
Grasses, called I, U, V, etc., and the wheels in each class 
have the same spacing. Fig. 88 shows this spacing and the 
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loads for class T, while the loads for the other classes are 
given in the table. The student should always remember 
that the loads in the following table are for both rails of a 
single track and correspond in this respect to those given in 
Figs. 86 and 87. The distance from the front pilot wheel 
to the beginning of the uniform load Is in all cases 104 feet, 
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and the loads are stated in pounds. Of course in designing a 
bridge the exact loads given in*the specifications must be 
used, but it is hoped that engineers who write specifications 
will gradually abandon the awkward typical locomotives with 
wheels spaced apart at distances involving. odd fractions of a 


L P Loapb on EACH | LOAD ON EACH cone bee Unirorm Loap 
Cuass. OAD ON ALOT Drivinc WHEEL OF PER LINEAR 

WHEEL, Wiiker, a eRne LocomMoTivE aan 
: Te AND TENDER. 5 
Z 15 000 25 000 18000 =| ~~ =187 0090 3 000 
Y 16 000 28 000 1g 000 204 000 3 200 
x 17 000 31 000 20 000 22T 000 3 400 
W 18 000 34 000 2I 000 238 000 3 600 
Vv 1g 000 37 000 22 000 255 000 3 800 
U 20 000 40 000 23 000 272 000 4 000 
ali 21 000 43 000 24 000 289 000 4 200 


foot, for surely this is straining at a precision unwarranted by 
actual conditions. 


Alternate loads on two axles 7 feet apart are also specified 
for each class, the load on both rails of a single track for each 
axle being as follows: Class Z, 40 000: Y, 42.000; X, 44 000; 
WW 46.000; V," 48.000;"U; "50 000% jand “1,2 p00 pounds. 
These loads represent the heavier drivers of the typical passen- 
ger locomotives, and apply only to beams of very short spans 
and to cross ties in the track on bridges. 


Prob. 51. Find the maximum shear in an IJ beam ESnleetiG 
span under the load represented in Fig. 87. 


ART. 40. ANALYSIS OF A PLATE GIRDER. 


To illustrate the method of determining the stresses when 
the live load consists of concentrated wheel loads, let a deck 
plate girder bridge for a single track railroad be taken, the 
Span being 55 feet, measured between centers of bed plates, 
and the effective depth 5.5 feet. The total weight of both 
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girders and of the lateral bracing is 16.45 tons, and the floor 
system is estimated at 420 pounds per linear foot. The live 
load is to consist of one Lehigh Valley consolidation locomo- 
tive and tender followed by a uniform train load of 4000 
pounds per linear foot. It is required to find the maximum 
flange stresses and the maximum shears throughout the girder 
due to the above loads. 


The total dead load for each girder is first found to be, 
(420 X 55 ; 
— |-—__—— + 16. } = 14.0 tons, 
2 ( 2000 “3 45 e 
which is regarded as uniformly distributed. As this is a single 
track bridge the live load is divided by two, and for conven- 
ience the weights are reduced to tons. 


meine axis 17Vy Plate Tl, and toa scale of 8 feet to-an 
inch, are marked the positions of the wheel loads and the 
beginning, middle and end of a portion of the train 20 feet in 
length. Through these points indefinite verticals are drawn. 
On the load line 24, at the left of the plate, the wheel loads 
are laid off successively to a scale of 10 tons to an inch fol- 
lowed by 20 tons—the weight of the 20 linear feet of train. 
The pole a is chosen at a point above the middle of the load 
line, the pole distance being five times the depth of the girder, 
or 27.5 feet. It is not necessary to draw the rays from the 
pole, as the direction of each ray is determined by the pole and 
a point on the load line through which points the edge of the 
triangle is passed in the construction of the equilibrium poly- 
gon A’B’F'L'M’'N’. As the train load is not concentrated at 
its center but is uniformly distributed the required part L’e’ NV’ 
of the equilibrium polygon is a parabola tangent to L’/7’ at L’ 
and to W’W at WN’ (Art. 10). The construction is indicated on 
the diagram. The portion A’S’ of the polygon is a straight 
line parallel to 4o and is produced as far as needed. 


The left half of the girder is divided into five equal parts 
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each 5.5 feet in length, and the sections numbered as shown. 
After erasing the lines of action’of the wheel loads above the 
equilibrium polygon, a series of verticals are drawn 5.5 feet 
apart. The two verticals each marked cc’ are 55 feet apart 
and c’c’ is the closing side of the equilibrium polygon for the 
position cc of the girder. For this position the first driver 
stands at section 3 of the girder. The ordinate Pd represents 
the flange stress at section 1 for this position of the load, the 
ordinate Qe’ for section 2,and so on. The closing lines a’a’ 
to gg’ are drawn, and all points on these lines distant one 
space from the left end are united by the curve PP, those dis- 
tant two spaces from the left end by the curve QQ, those dis- 
tant three spaces by RR, those distant four spaces by SS, and 
those distant five spaces by the curve 77. The ordinates 
between the polygon and the curve PP indicate the successive 
values of the flange stress at section I as the girder is moved 
from left to right with respect to the load, or, in other words, 
as the live load passes over the girder from right to left. The 
maximum ordinate between these lines is directly over the 
first driver, indicating that when the load is placed so that the 
first driver stands at section 1 it will give the maximum flange 
stress at that section. The maximum is always located ata 
vertex of the polygon, that is, at one of the loads. When the 
ordinate is not at an intersection through which the upper 
curve was drawn its length should be tested by drawing the 
closing line for the required position of the load. The pole 
distance H7 being five times the depth of the girder this ordi- 
nate must be measured with a scale five times that used on the 
load line or 50 tons to an inch. Applying the scale it is found 
to be 38.0 tons. The maximum ordinates to QQ and RR are 
66.2 and 85.9 tons respectively, both being at the second driver; 
and the maximum ordinates to SS and TT are 97.0 and 99.6 
tons, both being at the third driver. 


The center of gravity of the locomotive and tender is 3 
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feet behind the third driver. When the load is so placed that 
the center of the girder is midway between these two points, 
only these loads being on the girder, the absolute maximum 
flange stress will occur in the section at the third driver. The 
section is therefore 1.5 feet from the center of the girder and 
the flange stress is 100.3 tons. The closing line for this posi- 
tion is shown near ¢’c’. 


On an axis equal to the span in length and divided like the 
girder into ten parts the flange stresses just found are laid off 
as ordinates and a curve drawn through their upper extremi- 
ties. Only one half is shown in the lower left side of the plate, 
the other half being symmetrical with it. 


The diagram for flange stresses due to the dead load is now 
constructed below this axis by the method of Art. 35, and by 
measuring the ordinates the flange stress for the different sec- 
tions of one-half of the girder are found to be 6.3, 11.2, 14.7, 
16.8, and 17.5 tons respectively. These are to be added to the 
live load stresses in order to obtain the maximum stresses in 
the flanges. 


To determine the maximum live load shears another equi- 
librium polygon A” B’D”"L"N” is drawn by taking a new pole 
distance equal to the span, and as it is convenient to have the 
first side AB” horizontal the pole oa’ is placed directly opposite 
h, the beginning of the load line. From the first driver at C”’ 
the span is laid off toward the right extending to fand then’ 
successive positions ce, dd, etc., of the girder are marked when 
itis moved toward the left 5.5 feet at atime. The ordinates 

"g..@d.. aa are the corresponding reactions of the left 
sapport (Art. 37) and those portions of the ordinates above 
the line wwz are the maximum shears at the sections. The 
line ww is parallel to ae, va equals 4 tons—the load on the pilot 
wheel—and wz is a part of B’C” produced, w being 55 feet 
distant from 2”. It is found that the maximum shear is caused 
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in each section when the leading driver stands at that section 
and the load covers the right-segment of the girder. For 
instance, when the first driver is at section 5 the shear is a’ 
or 13.6 tons, when the pilot is placed at 5 the shear, measured 
on the ordinate at the left of a’, is 10.6 tons, and for the sec- 
ond driver at 5 the corresponding ordinate (not shown on the 
plate) is still smaller. When the first driver is at the left sup- 
port the reaction and also the shear at the support are equal to 
fz or 45.0 tons, fz lying between the polygon and the second 
side B’C” produced, since the pilot is beyond the girder (Arts. 
7 and 35). The shears for the sections from oO to 5 are 45.0, 
38.0, 31.3, 24.9, 18.9, and 13.6 tons respectively. If shears are 
desired for intermediate sections they may be measured di- 
rectly on the diagram. 


The above shears may also be obtained from the moment 
diagram used for finding the flange stresses. When the first 
driver is at section 5 the closing line of the polygon is a’a’ and, 
drawing parallel to this a ray through a, it is found to cut off 
on the load line a reaction of 17.6 tons or a shear of 13.6 tons. 
The other rays shown are parallel to the closing lines 6’d’ t8 
}'f. If one of the series of equidistant verticals did not coin- 
cide with the first driver another series of closing lines would 
have to be drawn to find the shears in this manner. The pre- 
ceding method is usually the most economical in labor, but in 
this example the method just given has the advantage. 


The shears due to dead load for the left half of the girder 
are given by the triangular shear diagram on the right of the 
lower end of the load line, and are to be added to the live load 
shears. Their values for the sections 0 to 5 are 7.0, 5.6, 4.2, 
2.8, 1.4, and 0.0 tons. 


Sometimes an approximate method is employed: in which 
the pilot wheel is omitted from the system of loads. The dif- 
ferences between the true and the approximate shears in this 
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example are indicated on the diagram by the ordinates between 
the lines ww and C’’w. 


In practice the equidistant verticals corresponding to the 
divisions of the girder are drawn upon a separate sheet of trac- 
ing paper that may be shifted horizontally over the one on 
which the equilibrium polygons are constructed. This facili- 
tates-some parts of the process very materially. 


If two coupled locomotives be specified instead of one the 
maximum flange stresses will be somewhat greater, as in that 
case the drivers of the second locomotive when placed at the 
various sections give the positions for maximum moment. 
This may be seen from the fact that the straight line B’A’ will 
be replaced by a broken line starting from 4’ and bending up- 
ward, thus raising the left ends of a number of closing lines and 
consequently increasing the ordinates between them and the 
polygon. 

Prob. 52. A plate girder for a single track bridge has a span 
of 31 feet 6 inches and a depth of four feet. Find the flange 
stresses and shears due to two coupled Pennsylvania consoli- 
dation locomotives. 


ART. 41. ANALYSIS OF A PRATT TRUSS. 


Let the example whose computations were made in Part I, 
Art. 63, be taken in order to compare the accuracy of the 
graphic method with the analytic method. The truss is a 
through Pratt for a double track railroad, of 140 feet span, hav- 
ing 7 panels, each 20 feet long and 24 feet deep. The dead 
load per linear foot is 1 400 pounds or 0.7 tons, and the live load 
a Pennsylvania typical passenger locomotive and tender fol- 
lowed by a uniform train load of 3 000 pounds or I.5 tons per 
linear foot. Of the dead load 400 pounds per linear foot is to 
be taken on the upper chord. 


As the construction required by this example (see Plate IV) 


4 
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is in many respects similar to that in the preceding article, only 
those features which are different need explanation. The linear 
scale used on the original drawing was 10 feet to an inch, and 
the scale of force 20 tons to an inch. The pole distance is 
taken as twice the depth of the truss or 48 feet. The verticals 
above the equilibrium polygon are 10 feet or half a panel length 
apart, and the maximum ordinates for the sections through the 
panel points are drawn in heavy lines. The ordinates are 
measured by double the scale used in laying off the load line 
or 40 tons to an inch, and their values marked on the diagram. 
The maximum ordinate below the curve SS, drawn for the sec- 
tion through the fourth panel point, is smaller than that for 
the third, and is the last one required for the chord stresses. 


If the Pennsylvania consolidated locomotive be used instead 
of the passenger locomotive, the maximum ordinates for the 
sections at 3 and 4 will be found at such positions as to place 
the engine beyond the bridge, and toward the right of these 
ordinates the stress curves will be parallel to the equilibrium 
polygon. 

In the shear diagram on Plate IV the ordinates at ad”, 6”, 
etc., represent the reactions of the left support for various 
positions of the load since the pole distance o’ is 140 feet, the 
length of the span. For instance, the left reaction when the 
first driver is at 2 is the ordinate below 0” which measures (by 
the scale of 20 tons to an inch) 79.2 tons. The shear in the 
second panel is this reaction minus that portion of the load on 
both pilot wheels carried by the stringers to the floor beam at 
1,or 9.4 tons. Laying this off from 6” downward and drawing 
a line parallel to the diagonal CD the stress for that member 
is found to be 90.8 tons. If any other load be placed at 2 a 
smaller stress is found. 

In the fifth panel the positive live load shear is a maximum 
when the second pilot wheel is at the: panel point on the 
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right. The difference between the reaction and the shear is 
then 2.2 tons. The construction for two positions of the load 
is given for the fourth and fifth panels. The positive live 
load shear is a maximum in the sixth panel when the first 
pilot wheel is at panel point 6. The shear is then equal to 
the reaction, its value being 2.7 tons. The construction is 
omitted on the plate. The one shown is that due to the 
second pilot wheel at panel point 6. 


The tension in the suspender BC is equal to that portion of 
the loads between o and 2 that is carried by the stringers to 
the floor beam at 1, such loads being brought on as to make it 
amaximum. This condition requires the drivers to be near I. 
To determine this the small equilibrium polygon is drawn 
directly below the locomotive wheels using a pole distance 
equal to the panel length. The pole is 0’. When the first 
six wheels are so placed between 0 and 2 that their center of 
gravity is at 1, the reactions at 0 and 2 are each 16.7 tons, as 
given by the ordinate above the intersection of the outer sides 
produced (Arts. 7 and 37). The reaction at 1 is therefore 
{8 + 8+ 20 — 16.7)2 = 38.6 tons. The first driver is next 
placed at 1, thus moving the second tender wheel beyond 2, 
and the sides of the polygon are produced to meet the vertical 
under this load. The reaction at I is then 64 — (9.4 + 15.0) 
= 39.6 tons. When the second driver is placed at 1 the reac- 
tion at 1 is 64 — (9.6 + 14.8) = 39.6 tons. The greatest live- 
load tension in BC is therefore 39.6 tons. 


It will be observed by the student that the ordinate of 9.4 
tons under the first driver gives the amount that is laid off on 
five of the ordinates on the large shear diagram, while the small 
ordinate of 2.2 tons under the second pilot is deducted from 
three of them. 

Another method of finding the stress in BC when the first 
driver is at 1 is shown on the diagram including the load line, 
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in which of is parallel to the closing line f’@’ and oz is parallel 

to the closing line f’h’. : 
The stress diagram for dead load when the diagonals all 

incline one way is shown on the left of the shear diagram. 


The stresses thus obtained are for the chords, 


AD AFand AH | RBand RC RE RG 
IDEAGI erick oconn6c — 58.3 — 70.0 + 35.0 + 58.3 + 70.0 | 
Wiviegloa distes syrestere — 130.8 — 154.5 + 81.8 + 130.8 | + 153.5 
Maxtmumisfenese se) — LOQur — 224.5 + 116.8 + 189.1 | + 223.5 
Maina Winiereierei<r1<' 21 — 58.3 — 70.0 + 35.0 + 58.3 + 70.0 

for the diagonais, 

AB CD EF GH Ji LM 
Dead load rectors tere — 54.7/ + 36.5) + 18.2 fo) — 18.2)}|)—836.5 
Live load on right..| — 127.8) -+ 90.8] + 59.4 | + 33.5| + 15.2] + 3.5 
Live load on left... (e) = 3-5)|) — 05.2) 933-59) 50.4. Oro 
INES aloe apd S — 182.5|-+ 127.3] + 77.6] + 33.5 fe) fo) 
Minimums. « sees —~- 54.7] +33.0] -+ 3.0 Oo fe) fe} 


and for the verticals, 


BC DE FG Lf KL 
Weadaloadivs serie + 10.0 — 18.0 — 4.0 + 10.0 + 24.0 
Line keeval-oonaoosc + 39.6 — 45.6 — 25.8 == Ty — 2.7 
IME: Stootbhonicices Sooo re + 49.6 -- 63.6 = 20/8 | oe. eee, ree 
IMGRSRIRRES ENS S65 Ooo Os + 10.0 — 6.3 rom fh adage || -acecne 


The live load stress in dH is — 154.5, and that in RG is 
+ 153.5 tons, because under the loads which.cause both 
chord stresses of these magnitudes combined with the dead 
load the shear in the middle panel is negative, thus bringing 
into action the diagonal which slopes downward toward the 


fa ges 4I. ANALYSIS OF & PRATT TRUSS. 123 


left. As, however, the dead load shear is zero, its sign 
depends only on the live load and may therefore be most 
readily determined by drawing the corresponding closing lines 
on the moment diagram on Plate IV and observing. the 
relative lengths of the ordinates at panel points 3 and 4, as 
explained in Art. 9. In both cases the ordinate at panel 
point 3 was found to be the greater. In practice the larger 
of the two values is often used for both chords of the middle 
panel. 

The maximum and minimum stresses are found in the 
manner explained in Art. 30. The table shows that theoreti- 
cally only the middle panel needs to be counterbraced, but 
practically counters would be inserted in the third and fifth 
panels to provide for some loads which might be allowed to 
cross the bridge before it would become necessary to replace 
the structure on account of the permanent increase in the 
weight of locomotives and trains demanded by the regular 
traffic. ; 

As no counter tie is called into action in the third panel by 
the specified loads, the minimum stress in the vertical DE is 
shown to be — 18.0-+ 11.7 = — 6.3 tons, because the live 
load stress in DZ when the load comes from the left is equal 
in magnitude and opposite in sign to that in A7/ (which 
equals the shear in /X ) for the live load coming on the bridge 
from the right. Had the counter /X been required, then the 
minimum stress in DE would have been the dead panel load 
on the upper chord, or — 4.0 tons. The stresses in H// and 
KL given in the table are not real, as the adjacent counters 
JK and LM never act under the given loads. 


On comparing these results with those obtained by the 
analytic method it is seen that the average difference between 
them is about 0.1 ton, the only difference exceeding this 
amount being 0.3 ton for the chord members AD and KZA, 
the value obtained by computation being 131.1 tons. The 
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analytic method, however, gives another position of the live 
load which also satisfies the condition for the greatest stress 
in these chord members, namely, when the second driver 
stands at 2. The computed stress for the position is 130.3 
tons. Two computations are also required for the stresses in 
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Prob. 53. A through Pratt truss for a single track railroad 
bridge has 7 panels each 21 feet 6 inches long and 26 feet 
deep. The trusses are 14 feet 8 inches apart center to center 
of chords. The dead panel load is 1.93 tons on the upper 
and 6.33 tons on the lower chord. The live load is to con- 
sist of two coupled Lehigh Valley consolidation locomotives 
followed by a uniform load of 4 000 pounds per iinear foot. 
Find the maximum and minimum stresses. 


ART. 42. MOMENTS IN PLATE GIRDERS. 


In Art. 40 the equilibrium polygon was drawn with a pole 
distance equal to a multiple of the depth of the girder, mak- 
ing it possible to read the values of the flange stresses directly 
from the diagram with the scale. This is convenient fora 
single example, but if a number of girders are to be analyzed 
for the same live load it will economize labor to plat the 
equilibrium polygon ona sheet of profile paper by laying off 
the moment ordinates under each wheel as taken from a 
tabulation diagram similar to the one shown in Part I, Art. 62. : 
Such an equilibrium polygon, or wheel load moment diagram, 
is shown in the line ABC’D’ in Fig. 89. The first side AB 
is horizontal, and coincides with the axis 4Y. The total 
ordinate at any point represents the sum of the moments of 
all the wheels on the left of the point with reference to the 
point as a center of moments. If the side lying directly 
under the pilot (indicated by two sides of a triangle) of the 
second locomotive be produced to meet the ordinate at Ce 
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the portion of the ordinate above this line represents the 
moment of the entire second locomotive about the head of 
the train, while the portion below the side produced repre- 
sents the moment of the first locomotive about the same 
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point, the values of these moments being read off directly 
from the sheet with its engraved scale (see Art. 7). As large 
a scale of moments should be adopted as possible without 
making the sheet too unwieldy to handle conveniently. 


In the same article the maximum flange stress for any given 
section was obtained by practically finding the stresses for 
many different positions of the live load and selecting the 
largest one. If the position of the load which produces the 
maximum moment, and therefore the maximum flange stress, 
could first be determined, it would be necessary to find the 
value of only one moment for each section. This will now 
be done. 

The criterion for the position of the wheel loads which 
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produces the maximum :noment at any section of a girder 
which supports the load directly, is 


in which W is the whole load on the girder, P’ the part of the 
load on the left of the section, 7’ the distance from the section 
to the left support, and / the span. This formula may be 
deduced in a similar manner to those in Part I, Art. 61. It 
is really the same formula as that which applies to vertical 
sections through the panel points of trusses with vertical 
posts, and to the panel points of the loaded chord of those 
with inclined web members. In plate girders with stringers 
and floor beams the criterion applies only to the sections at 
the floor beams. If the cross ties rest directly on the girder, 
or if a solid metal floor is adopted which is supported at 
points very close together like the cross ties, the load is 
regarded as supported directly, and the above formula may 
be applied at any vertical section whatever. 


To use this criterion let a load line ABCD, composed of a 
series of steps, be constructed on the same sheet as the wheel 
load moment diagram, as shown in Fig. 89. The rise in any 
step indicates the weight and the position of the correspond- 
ing wheel. Any ordinate to this load line gives the sum 
of all the loads on its left, and its value can be read off di- 
rectly.” 

On a sheet of tracing paper let the span ad of the girder be 
laid off to exactly the same linear scale as that of the profile 
paper containing the load line and moment diagram, and let 
the half span be divided into the required number of equal 
parts and indefinite ordinates erected at these points. Fig. 
90 shows the completed diagram for a span of 80 feet placed 
in position on the load line. The live load used in this 
example is given in Fig. 87, 


It is very important that when the base lines of the two 


ART. 42. MOMENTS IN PLATE GIRDERS. 127 


diagrams coincide, their ordinates shall be truly parallel. The 
sections are five feet apart and the 20-foot section is made to 
coincide with wheel 4. If this be the proper position for 
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the maximum moment in the 20-foot section, the equation 
/ 


Vs i vada must be satisfied. Remembering that the hori- 


zontal axis on the left of a is to be considered as a part of 
the load line, connect by a straight line the points a andd 
where the ordinates at the supports intersect the load line. 
Now the ordinate dd equals W, ad equals /, ae equals 7’, and 


i? 


hence ae is represented by the ordinate ez. If the wheel 4 


is just on the right of the section the ordinate e% represents 
i eeteust on tae leit theordinate ze is the load’ P= and 
when it is at the section the load P’ may be regarded as 
having any value between these limits. The condition is 
therefore satisfied, and this position will give the maximum 
moinent at section 20’. All the possible positions for all the 
sections can be determined in a few minutes, by using a small 
silk thread, shifting the tracing paper in each case so as to 
bring a wheel over the section, stretching the thread as indi- 
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cated above and noting whether it intersects that wheel on 
the load line. The graphical method of determining position 
by means of a load line was first published by WARD BALD- 
WIN in Engineering News, Vol. XXII, pages 295 and 345. 
ee also letter of Dec. £1, 1880, on page GIs: 

By remembering the condition of loading required for uni- 
form and excess loads, it is clear that the wheel loads should 
at first be approximately placed so as to cover the entire 
girder, and then if most of the drivers are on the left of the 
section the load should be moved somewhat toward the right. 
If by running off some light wheels on one end heavier ones 
may be brought on the girder at the other end without 
removing the drivers much farther from the section, the 
moment may probably be increased. By such considerations 
the labor of determining position may be reduced. 


The value of the maximum bending moment at section 20’ 
may now be obtained by drawing the closing line and measur- 
ing the ordinate fg. A scale consisting of a separate strip of 
profile paper cut from the same sheet is convenient for this 
purpose. If the left end a@ of the closing line were always on 
the axis ad, greater precision would be attained by reading the 
moment dc, multiplying it by the ratio 7’ + 7, which in this 
example is one-fourth, and subtracting the moment ef, which 
is known and usually marked on the diagram. In plate 
girders, however, a is frequently not on the axis. In the 
above girder the positions satisfying the criterion for the 
various sections were found to be as follows: 


Section. Wheel at Section. Section. Wheel at Section. 
5" 2, 3 25" 4, 12, 13 
10’ oy ee AS! es pies 
15 3,4 on 12, 13 
20’ Avie 40’ Ay 55 Sy, Oye lO, along 


It is therefore better to make the scale large enough to insure 
the requisite precision when the ordinates are read off directly 
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by a separate scale so that only one value needs to be 
recorded. Where more than one position satisfies the con- 
dition, the use of the dividers will show which 1s the largest, 
and its value alone needs to be carefully read and recorded. 
In order to enable a large vertical scale to be used on the 
width of an ordinary sheet of profile paper, the equilibrium 
polygon, or moment diagram, was consolidated as shown in 
Fig. gt. In this way the vertical divisions on pro- 
file paper, plate B, which measure a little more 
than 0.8 inch, could be taken as 500 thousand it 
pound-feet instead of 1000 thousand pound-feet 
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Fig. or. 
as before. The linear scale used was 4 feet to an inch, the 
actual working diagrams being therefore about ten times as 
large as those here given. 

By reference to the above table of positions it is seen that 
the ordinates to be measured lie in the left half of the diagram 
so that acute intersections of the ordinates with the polygon 
are avoided. If this diagram were not also to be used for 
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obtaining shears, a further improvement would be made by 
inclining the axis downward towards the right, thus bringing 
the closing lines more nearly horizontal. 


Referring again to Fig. go in order to call attention to the 
relation between the analytic and graphic methods, it should 
be observed that if no load is off the girder at the left, the 
ordinate eg is the.moment of the reaction while ef is the 
moment of the loads on the left of the section, the center of 
moments being at.some point in the section. If, however, 
some loads have passed beyond the left support, then the 
corresponding point ¢ will lie on that side of the equilibrium 
polygon produced which is intersected by the vertical at the 
left support. 

In plotting the load line and the equilibrium polygon the 
values generally used in practice correspond to the weights on 
one rail only, since single track bridges are so much more 
numerous than those with a double track. As it is customary 
to mark the stresses in pounds on stress sheets, it is preferable 
to plat the weights in units of 1000 pounds and the moments 
in units of 1000 pound-feet. 


If a plate girder has floor beams and stringers, its bending 
moment diagram for the live load, corresponding to that 
shown above the axis in the lower left corner of Plate III, 
will be bounded by irregular curves between the moment 
ordinates at the floor beams, or panel points. These curves 
may be concave as well as convex, and may be replaced by 
right lines for all practical purposes. The more precise 
determination of intermediate moments will be treated in 
Art. 56. 

An accurate representation of the dead load bending 
moment diagram consists of two parts, one due to the weight 
of the floor system, which is concentrated at the panel points 
and which may be plotted above the axis; the other due to 
the uniformly distrihuted weight of the girder itself. Fig. 
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92 shows the moment diagrams of a through plate girder 
whose span is 80 feet, and whose floor system has five panels. 


- Fig. 92. % 
The upper diagram gives the momients due to live load, and 
the lower one those due to the dead load. 

Prob. 54. Construct the diagrams described in this article, 
check the positions given in the table, find which position 
gives the maximum moment at each section and the values of 
these moments. 


ART. 43. SHEARS IN PLATE GIRDERS. 


In Art. 40 it was shown that the maximum shear in any 
section occurs when one of the wheels at the head of the loco- 
ohve is at the section. If 17’ be the moment of all the 
loads on,the girder about the right support when wheel 1 
is at the section and 7” when wheel 2 is at the section, the 
corresponding values of the vertical shear are 
f M 


P, being the weight: of wheel 1. If the load is directly 


o . ea 
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supported by the girder there will be some section where the 
shear due to both positions is equal. Equating these values 


and transposing, 
BM <M PT. 


In Fig. 93 let cd be the moment /” and ad the moment 
M’. The distance ac between these moment ordinates is 
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Fig. 93. 


equal to the distance between wheels 1 and 2. If V,=V,, 
de=cd—ab=M" —M'=P/l. The position of the sec- 
tion where V, = V,, may then be found as follows: Place the 
girder diagram (constructed on the tracing paper as described 
in the preceding Article) on the locomotive moment diagram 
(Fig. 89) with its left support at wheel 1, and mark on its sec- 
tion or ordinate at the right support the distance to the line 
Lb, which is the side of the equilibrium polygon on the right 
of wheel 1 produced. This is P/ (Art. 7). Move the former 
diagram to the left until the section at the right support is at 
wheel 2, and mark the position of wheel 1. The two points 
marked are shown in Fig. 93, at @ and 4, respectively. Now 
move the tracing with the point d@ remaining on the equi- 
librium polygon and with its axis horizontal until a position ° 
is reached where 0 is also on the polygon. Mark the position 
of wheel 2 at f. It is easily remembered what wheel is to be 
marked by noticing that the right-hand ordinate cd is M”, 
which by the notation is the moment at the support when 
wheel 2 is at the section. At every section, therefore, 
between f and e the greatest shear will be produced when 
wheel I is at the section, and for all sections between / and g 
the left support) when wheel 2 is at the section. 
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In the girder under consideration the shears under the first 
two wheels are equal at a section a little over 60 feet from the 
left support. For the live load here employed no plate girder 
has been built of so large a span as to cause wheel 3 at any 
section to give a greater shear than wheel 2. 


The load is now placed in position for the different sections 
successively, and the corresponding moments at the right 
support read off. When these are divided by the span the 
left reactions are obtained, and from the reactions the shears 
are found by subtracting P, in the case of those sections for 
whose position P, lies between the section and the left sup- 
port. For the section at 15’ the moment at the right support 
is 7040 thousand pound-feet. This gives a reaction of 7 040 
= 80 = 88.0, and a shear of 88.0 — 8 = 80.0. thousand 
pounds, or 80000 pounds. For the section 0 wheel 1 is off 
the girder, and hence the ordinate below the line 4d in Fig. 
89 must be deducted from the moment at the right support. 
The’ shear at 0 is found to be (10225 — 705) + 80 = 119.0 
thousand pounds. The values of the shears from sections oO 
to 40’ inclusive are 119.0, 105.6, 92.6, 80.0, 68.8, 58.9, 50.1, 
41.8, and 33.9, all expressed in units of a thousand pounds. 
The form of diagram employed (Fig. 91) indicated at a glance 
that a single locomotive followed by a train produces slightly 
greater shears at sections 15’, 20’, 25’, and 30’ than the load 
with two locomotives, their values being 80.4, 69.8, 59.8, and 
50.4 thousand pounds respectively. 

Usually only the maximum shears in one-half of the girder 
are required, but in order to show the variation of shear across 
the entire girder as well as the minimum values, the shear 
diagram due to dead and live load is shown in Fig. 94. The 
greatest live load shears (all positive) are laid off above the 
axis and the dead load positive shears below the axis, so that 
the diagram combines their values. The point of zero shear 
is at 55.6’ or at 15.6 feet from the middle of the girder. 


134 LOCOMOTIVE WHEEL LOADS. CHAP, TVs 


The shear may therefore change sign at all points within this 
distance on each side of the middle. If the live load were 
uniformly distributed, the shear curve would bea 
parabola, with its vertex at the right end of the 
girder. 


When the live load consists of passen- 
ger instead of consolidation locomotives 
it. is possible that for some spans the 
section in which V,= V, 
may be on the right of 
that. where }— = Vi vin 


1 


60 80 


50 7o 


which event it is necessary to find 
where V,= V,. No position for 
maximum shear then requires 


Fig. 94. 


wheel 2 to be at any section. 

If the girder is divided into panels by floor beams the 
criterion for position for maximum shear is the same as for 
trusses with parallel chords. The necessary formula was 
deduced in Part I, Art. 60, but its graphic application will be 
deferred to Art. 45. The live load shear curve would be 
transformed into a series of steps like that in Fig. 81, and the 
dead load shear diagram would consist of two parts, one for 
the floor system which is concentrated at the panel points, 
and the other for the weight of the girder itself, which is 
uniformly distributed. 

Prob. 55. Take the plate girder used in the example in 
Art. 40, find where V, = V,, and the values of the maximum 


shears due to one Lehigh Valley consolidation locomotive and 
train. 
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ART. 44. SIMULTANEOUS MOMENTS. 


In designing the riveting of the flanges to the web of a 
plate girder it is necessary to have the horizontal shear 
between them or the increments of flange stress between the 
sections for which the bending moments and vertical shears 
were found. If the sections 
are a distance dx apart the 
difference of bending moments 
aM is a maximum when the 
load is so placed as to cause 
the vertical shear to be a max- 
imum, since from -mechanics 
aM = Vdx. When the dis- 
tance between the sections is 
greater than dx the difference 
of bending moments is a max- 
imum when the loads are so 


placed that the vertical shear 
is a Maximum in the section Fig. 95. 

nearer the middle of the span, and this holds true for uniform 
loads until the sections are separated a distance somewhat 
less than half the span. As the sections are not taken 
farther apart than the depth, which even in short spans is 
generally less than one-eighth of the span, the exact value 
of the limiting distance referred to need not be determined. 


The following table contains the simultaneous bending 
moments in each pair of adjacent sections of the girder used 
in the preceding two Articles when the live load is so placed 
as to produce the maximuin shear in the section nearer the 
middle of the girder. The moments are expressed in thousand 
pound-feet. The differences in this table are to be increased 
by the corresponding differences in the dead load bending 
moments. The moments themselves are laid off as ordinates 
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in Fig. 95, those of each pair being joined by a right line. 
The upper curve gives the maximum live load bending 
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moments. Those due to dead load are laid off below the 
axis. 
Prob. 56. Find the simuitaneous moments in the sections 


of the plate girder used in the example in Art. 40 (see Plate 
LL): 


ART. 45. SHEARS IN TRUSSES. 


_In a similar manner to that explained in Arts. 43 and 42 
for a plate girder the shears and bending moments in the Pratt 
truss in Art. 41 can be found by means of a single diagram 
for the locomotive and train load, the positions which give 
the maximum stresses being first determined by means of the 
load line. 

In Part I, Art. 60, the criterion for the position of the live 
load producing the greatest vertical shear in any section of a 


truss was found to be P” = ~W, in which Wis the whole 


load on the truss, P” the wheel loads (one or more) on the 
panel cut by the section, and mm the number of panels in the 
truss. Let this equation be transformed into W—= mP”, 
When the truss diagram is placed on the load line the value 
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of W can at once be read off on the ordinate at the right 
support for any given position of the truss with respect to the 
loads. If wheel 2 be placed just on the right of a panel point 
W must be equal to mP,, and if just a little to the left of the 
same panel point then W must be m(P,+ P,). The condition 
will therefore be satisfied if wheel 2 is at the panel point, and 
the value of Wis found to lie between the values mP, and 
mP, + P,), and similarly for any other wheel. 

In this example, which was also treated by the analytic 
method in Part I, Art. 63, m= 7, P,= 8 tons, P + P,= 16 
tons, and P, + P,+ P, = 36 tons. The following table is 
then arranged: 


No. of Wheel at Right Walues-of Pl. Corresponding 
End of Panel. Values of MW 
[eM eee 3 Om TONS: O- 56 tons 
Lee ty ae Ce OO BOL i 22a 
Seiwa a Les bite ete lO-3Or Tig-252 = 


The moment diagram of the single Pennsylvania passenger 
locomotive and train is constructed like that illustrated in 
Fig. 89, and the truss diagram (like Fig. 96) is drawn to the 
same linear scale on a sheet of tracing paper, but with the 
verticals extended as high as the moment diagram. To find 


the position for maximum shear in Cc and Cd due to this load 
shift the truss diagram on that of the load line until wheel 3 
is at d. If this is the correct position the load on the truss 
must be between 112 and 252 tons. This is found to be the 
case, its value being 154 tons. For the greatest positive 
shear in gz (which equals the greatest negative shear in Bc) 
wheel 2 is placed at g. The load Wis then 56 tons, which 
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just meets the condition and indicates that wheel I at ¢ 
should also be tried. In the latter case W is 36 tons. olhe 
positions are all recorded in the following table. In practice 
it is preferable to obtain all the positions before reading off 
any moments from the equilibrium polygon, that is, to deal 
with only the load line at first and with the equilibrium poly- 
gon afterwards. 


WHEEL aT Moment Moment AT Wires 
Pane. | Ricut Enp aT RIGHT Ricut Enp | SHEAR. STRESS. Maneee 
OF PANEL. SUPPORT, OF PANEL. i 
ab 3 15075 188 98.3 — 128.0 aB 
bc @ IIIOO 188 69.9 + gI.0 Be 
ca 3 7730 188 45.8 — 45.8 Oe 
= 59.6 Ca 
de gi 4940 188 25-9 — 25.9 Dd 
StS 3a De 
2 3885 44 25.5 
ef 2 1965 44 11.8 + 15.4 Jiafp 
SE 2 645 44 2.4 
I 390 fo) 2.8 a= SEO fg 


The moments in the third column of the.table may now be 
read directly from the diagram. Those in the next column 
were computed and marked on the diagram when it was con- 
structed. They are all expressed in tons-feet. Since the 
span is 140 feet and the panel length 20 feet, the shear in Cc 
and Cd is (7 730 + 140) — (188 + 20) = 45.8 tons. As it is 
not necessary to know the value of the reaction separately, 
and as usually the panel length is not such a simple number 
as the above, it is better to multiply the moments in the 
fourth column by the number of panels in the truss, subtract 
the products from the moments in the third column, and 
divide the remainder by the span. Thus the shear in Ce and 
Ca is (7730 —7 X 188) + 140 = 45.8 tons. The stresses 
are obtained from the shears either graphically or by the aid 
of logarithms, as may be more expeditious. 
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As the method described above is the exact graphic equiva- 
lent of the analytic method given in Part I, Art. 63, the 
student should make a careful comparison between them. 
Fig. 97 is placed beside Fig. 96 as an aid in comparing the 
results obtained by the analytic and the two graphic methods. 

The criterion for position used in this Article applies to all 
trusses with horizontal chords and single systems of webbing, 
like the Howe and the Warren as well as the Pratt truss. 
When one or both of the chords are inclined, the maximum 
shear does not give the maximum web stresses, since the 
chord takes some of the shear. The method of finding the 
position of the live load for trusses with inclined chord mem- 
bers will be given in Art. 49. 


Prob. 57. The Pratt trusses of a single-track through rail- 
road bridge have seven panels, each 25 feet 8 inches long and 
32 feet deep. Find the shears and stresses in all the web 
members except the suspenders due to two Lehigh Valley 
consolidation locomotives and train (see Fig. 87 in Art. 39). 


ART. 46. FLOOR-BEAM REACTIONS. 


In order to find the maximum floor-beam reaction or stress 
in the suspender Bd due to locomotive wheel loads it is neces- 
sary to deduce additional formulas. In Fig. 96 let R be 
the stringer reaction at a, and R, the sum of the adjacent 
stringer reactions, or the floor-beam reaction, at 4. Let Pbe 
the whole load on the two stringers of equal spans ad and dc, 
and g the distance of the center of gravity from c; let P” be 
the load on ad, and g’ the distance of its center of gravity 
from &. Since the sum of the moments of loads and reactions 
about 0 is zero, 

Bp al ai OM MOR ep ge 
Taking moments about ¢, 
R,2#@+ 8p — Pe = 0. 


me 
: 
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Substituting and reducing, 


R; cS Pg as : 


If the loads be moved a distance dx to the left both g and g’ 
will receive an increment dr, and X, an increment 


Pdx — 2P'd 
ge r—2 ie 
P 
Placing the derivative equal to zero gives 
| iad cae 


That is, when the live load in both panels is double that in 
the panel ad the resulting value of A, is amaximum. This 
is the same condition as for finding the maximum bending 
moment at the middle of the girder whose span is ac. 


The use of the load line gives the position very quickly, and 
the moments Pg and P’g’ can be read off on the moment 
diagram. If WZ, be the moment ordinate at c, and J, that at 
b, the value of R may be more conveniently expressed and: 
remembered as 
M,— 2M, 

2 ‘ 

In the case of bridges where the two panels at the end, £, 
and #,, are not equal, the value of A, deduced in a similar 
manner is 


1G, es 


R Pa rw (Pp, + p.)M, 
eS ? 
PsP 


the criterion for loading being that which produces a maxi- 
mum moment at dina girder whose span is ac, p, being the 
span of the stringer ad, and /, the length dc. 


In applying this condition for loading, one of the heaviest 
loads should be placed at 6 and as large a load brought on 
the two panels from ato ¢ as possible. When wheel 3, in 
the example used in the previous Article, is placed at 4 and 
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the thread 1s stretched to unite the intersections of the 
ordinates at a and ¢ with the load line, it crosses the step 
representing wheel 3 and hence satisfies the condition. The 
moment at ¢ is 1 170, and that at dis 188 tons-feet, whence 
Bb = (1 170 — 2 X 188) + 20 = 39.7 tons. When wheel 4 
is at 6 the condition is also satisfied, and the corresponding 
sttess found to be the same as for the other position. 


Prob. 58. Find the stresses in the suspenders in Prob. 57 
in the preceding Article. 


ART. 47. MOMENTS IN TRUSSES. 


The method used in the preceding Article in obtaining the 
maximum shears will now be employed to find the maximum 
chord stresses in the same truss and due to the same wheel 
loads. 

The condition for loading is expressed by a formula 
deduced in Part I, Art. 61, which, in slightly modified form, 
was given in Art. 42 and its application to a plate girder fully 
explained. As there stated, it applies only to the bending 
moments in vertical sections through the panel points of the 
loaded chords of trusses. The positions are recorded in the 
following table for the required sections of the left half of the 


WHEEL MoMENT aT Moment 
Bee es ty eo | cee ttow, | Mewes. |S) Mewaee 
Bob 3 15075 | 188 1966 Si.ON ae 0c 
4 16850 — 1140 | 476 — 180 1948 
Ce 5 14540 1008 3146 Tiger (Tih JIC, 
4 12610 476 3127 | 
Dd 8 13610 2124 3709 TSA Se CD) a 
Ee train 14510 4605 3686 153.6 de 
1 


truss. As forthe section Ze the train is at the section the 
direction of the thread must coincide with the straight portion 
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of the load line representing the train, and hence the left end 
of the truss must be placed at the point where the line pro- 
duced meets the horizontal axis, 


For a truss having equal panels, as in this example, time 
may be saved as well as increased precision secured by not 
drawing the closing lines and reading the bending moments 
directly, but by reading the moments at the right support 
and at the given section. The latter, being at a wheel, has 
its value marked on the diagram, and is hence quickly 
obtained. The subtractive moments for the second position 
for section Bb are those due to wheel 1, which is off the 
bridge. 

The computation for the bending moment is very simple 
for trusses with equal panels, as it is not necessary to obtain 
the value of the reaction separately. For wheel 5 at ¢ the 
bending moment in the section Cc is 


a) , 
ane 540) — 1 008 = 3 146 tons-feet, 


and when divided by the depth the chord stress is 3 146 + 24 
—wloleletOns. 

Since there is no dead load shear in the middle panel, it is 
necessary to find which one of the diagonals is acting for each 
of the positions for sections Dd and Ze. The shear equals. 
the left reaction of the truss minus the loads from a to d, 
minus the reaction at d of the stringer de. By producing the 
side of the equilibrium polygon immediately on the left of d 
when wheel 8 is at @ and reading the moment intercepted 
above this line at e the moment of the stringer reaction at d 
about ¢ as a center is obtained. Its value is found to be 380 
tons-feet. The shear is therefore 

13 610 — 7 X 380 
140 wi 


80 = — 1.8 tons, 


As the diagonals can take only tension, this shear calls dE 
into action, and hence the bending moment for the section 
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Dd gives the chord stress in both CD and DE. For the last 
position the entire panel is covered by the train load, and 
therefore the stringer reaction at dis 15 tons. The shear is 


COS oe 


90 — 15 = — I.4 tons. 
140 


Since this also stresses the diagonal dH, the moment for the 
section Ze gives the chord stress in de. 


The sign of the shear without its magnitude may be more 
quickly determined for each of these positions by drawing the 
closing line of the equilibrium polygon and with the aid of 
the dividers finding whether the bending moment at d@ is greater 
or less than the simultaneous moment at e. In the former case 
the shear is negative and in the latter positive (see Art. 9). 


If the live loading for the greatest moments at the sections 
Dd and Le respectively had caused shears of opposite signs in 
the middle panel, the required stress in one of the chords of 
that panel would not have been given by either loading. In 
such a case it becomes necessary to shift the load to some 
intermediate position for which the bending moment ordinates 
at both ends of the middle panel are equal, and the shear is 
therefore zero. The required stress may then be obtained from 
the moment at either section. In practice, however, the stresses 
in both chords of the middle panel are generally assumed to 
be equal. 

When the center of moments of a chord member is situated 
on the unloaded chord of a truss, and does not’ lie in the 
vertical section through a panel point of the loaded chord, 
one of the last two formulas of Part I, Art. 61, determines the 
condition of loading. An example of their application will be 
given in Art. 56. The condition in all cases applies to inclined 
as well as to horizontal chords. 


Prob. 59. Find the greatest live load stresses in the chords 
i Prob, 57 in “Art. 45. 
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CHAPTERS. 
TRUSSES WITH BROKEN CHORDS. 


ART. 48. POINTS OF DIVISION IN PANELS. 


For the truss in Fig. 98 the position of the locomotive 
wheel loads, or of any other class of live load which produces 
the greatest stress in any chord member, is found by the same 
criterion as if the chords were both horizontal. The same 


Fig. 98. 


statement would be true if both chords were broken or 
curved. On the other hand, the stress in any web member 
for the position of the live load which causes the maximum 
shear in the section is not the greatest in this case, because 
the inclination of any chord member cut by the section causes 
it to take some of the shear. It will be necessary, therefore, 
to find the condition of loading which is required by trusses 
with inclined chord members. 


The section shown in Fig. 98 cuts the upper chord member 
U, the diagonal D, and the lower chord member Z. | By the 
method of moments the center of moments for D is at the 
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intersection of U and L, some distance beyond the figure on 
the left. If a single concentrated load P, be placed at ¢ or at 
any point on the left of ¢, it will cause compression in the 
diagonal D. This is readily seen to be the case, since the 
stress in D (which is directed away from the section, and 
hence downward) holds in equilibrium the forces on the left of 
the section, and therefore their resultant. The resultant of 
P, and the reaction at @ is a downward force at the right sup- 
port 4, and hence its moment is positive. Ifa single load P, 
be placed at d or at any point on the right of d, it will then 
cause tension in the diagonal, for the stress in D holds in 
equilibrium only the upward reaction at a whose moment is 
negative. 


When a load Pis placed between ¢ and d, the floor system 
of the bridge transfers a portion P, to the panel point ¢ of the 
truss and the remaining portion P, to the panel point d@, that 
is, the load Pis replaced on the truss by its components P, 
and P,. As one of these causes compression and the other 
tension in D, there must be some position of the load P for 
which the resulting stress in D is zero. 


Let U be produced to meet the verticals at @ and 4, let 
these points of intersection be joined with c and d, and the 
lines produced until they meet. Let P be placed directly 
over this latter intersection. On the right of the figure is 
shown a force polygon, in which ef is laid off by scale equal to 
P, and the rays S drawn parallel to the corresponding lines B 
as indicated by their subscripts. The lines 4,, B,, and A, form 
an equilibrium polygon, and hence eg equals the reaction at a, 
and gh the reaction at 6. Portions of the lines B, and 4, and 
the line cd, or &,, form another equilibrium polygon, and 
therefore ef represents P, and /# represents P,. Consequently 
B,, B,, B, and B, form an equilibrium polygon for the loads 
P., P,, and the reactions at a and @ respectively. The line of 
action of the resultant of P, and the reaction at @ must pass 


146 TRUSSES WITH BROKEN CHORDS. CHAP. Vi 


through the intersection of B, and B, (Art. 7), which by con- 
struction coincides with the center of moments. The moment 
of the resultant is therefore zero, whence it follows that the 
stress in D is also zero. 


The position of a concentrated load P causing no stress in 
any web member can therefore be found by the following 
rule: 


Pass a section cutting the web member and a member 
of each of the chords. Produce the unloaded chord 
member to an intersection with the verticals at the 
supports. Join these points with the panel points at 
the end of the loaded chord member. The intersec- 
tion of these lines gives the required position. 


From the manner in which the above investigation was 
made it is clear that this rule applies also to a truss in which 
both chords are curved, and for webbing whose posts are not 
vertical. The rule is therefore stated in its general form and 
applies to deck as well as through bridges. 


The manner in which the section must be cut to obtain the 
stresses in the vertical posts depends upon which diagonals 
are acting in the adjacent counter-braced panels (see Part I, 
Art. 36, and, Part IJ; Arts. 30 and 35). The: position of # 
which-produces no stress in the vertical on the left of D in 
Fig. 98 when both of the adjacent main diagonals are acting 
is somewhat nearer to panel point d. 


The results of this investigation also show that if the live 
load consists of panel loads, all the panel points on the right 
of Pare to be loaded for the greatest tension in D. If one 
excess load is employed it must be placed at d. For the 
greatest tension in the counter diagonal in the same panel the 
load is similarly placed at c, and the panel points on the left. 
This loading, it will be observed, does not differ from the 
corresponding one for horizontal chords. 
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If the live load is uniformly distributed it must extend from 
the right support to the position of P for the greatest tension 
in D, and from the left support to the position of P for the 
greatest tension in the counter diagonal. When the construc- 
tion shown in Fig. 98 is applied to trusses with horizontal 
chords it gives the positions for true live load shear which 
were determined by the analytic method in Part I, Art. 56. 
The position of locomotive wheel loads which produces the 
greatest stress in J will be found in the next article. 

Prob. 60. Find the position of P for all the diagonals and 
the second, third, and fourth verticals of the bowstring truss 


in Fig. 74, Art. 35. 


ART. 49. POSITION OF WHEEL LOADS. 


In Fig. 99 the position of P in Fig. 98 which causes a stress 
of zero in the diagonal is indicated by the vertical marked 2. 
Let the stresses in the diagonal, lower chord, and upper 
chord, cut by a section through the panel cd be denoted by 


S, S,, and S, respectively, and the depths of the truss at ¢ and 
ad by hk, and h,. Let the total weight of the wheels (one or 
more) on the panel cd be P””, and the distance of its center 
, W being the weight of the entire 


AA 


of gravity from d@ be ¢ 
load on the truss, and g the distance of its center of gravity 
from the right support. Let the bending moments at the 
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upper and lower extremities of D be MW, and J, respectively. 
The remaining terms employed in the following discussion are 
shown in the figure. ; 


Let the segment of the truss on the left of the section 
cutting S,, S, and S, be considered. Resolving horizontally, 


S,cosa+Ssin@+ S,=0. 


The lever arm of S, makes the same angle a with the vertical 
h, as S, makes with the horizontal. Taking moments about d, 


M,+ SA, cosa=0, whence S,cosa=—M,+42%,; 


and taking moments about the panel point at the upper end 
of D, 


M,—Sh,=0, whence S,= MM, +k. 
After substituting these values above, there follows, 


MM, , M, : M, WM, 
ee er ee or Sn ag F: 


1 


The last equation is an important one, and indicates that the 
horizontal component of the stress in any web member equals 
the difference of the quotients obtained by dividing the bend- 
ing moments at the extremities of the member by the corre- 
sponding depths of the truss at those points. 


The values of the bending moments are 


= wee 


and M,= Hes fies 1) POPES 


From similar triangles 


hives lian “hea ik: 
whence 


} le 
Oey and. #.= fas 
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Substituting these values of J7,, ,, h,, and #,, reducing, and 
finally replacing (/, — 4) by 2’”, 


Aide i} wt 
— We. oul gy d, 
Z2 sin 0 


5 


If the load advance a distance dr, both g and ¢’” receive 
an increment of dx, and the stress S receives an increment of 


_ (wr'”’ ae PAN \ae 
wv D2 sin 


as 


Placing the derivative equal to zero gives the condition 
which makes S a maximum, which is W/’” — P’’’1, =0, or, 
when put into more convenient form for use, 


W, LAA 
Z 


(pee = i 
This formula is very convenient to use graphically, and as 
it is similar in form to that for 
maximum moment (Arts. 42 and 
47) it is to be treated in like man- 
ner. Referring to Fig. 100, which 
illustrates the truss diagram 
(drawn on tracing paper) placed 
in position on the live load mo- 
ment diagram, dg represents the - 
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total load W, 0 the distance Z,, and od the distance /’”. The 
ordinate di is therefore equal to W2’’ + 7, and this must 
equal P’” if the position is correct. When the load is so 
placed that a wheel is just on the right of the panel point 
d, the load P’” is represented by a, and if just to the 
left of it by dé; hence if 7 lies anywhere between / and &, or, 
in other words, if the thread stretched from o to g cuts the 
load placed at the, panel point, the criterion for position is 
satisfied. A wheel must always be placed at the panel point, 
and while usually the first wheel is at the right of 0, it may 
sometimes. happen that the condition is met when the first 
wheel is a little to the left of 0. After the right position is 
found the moment ordinates 4f and de are read off as usual. 

Prob. 61. A double track through railroad bridge has 
trusses of the type illustrated in Fig. 100. There are 12 
panels, each 30 feet long. The depths at panel points 1 to 6 
inclusive are 20° .0 41-0", 407954, 53° (44958) 10. sand 
60’ o” respectively. The live load is WADDELL’S Com- 
promise Standard, Class U (Art. 39). Find the position of 
the live load which shall produce the greatest stresses in the 
main and counter ties and the posts. Six panels require 
counter bracing. Also compare these positions with what 
they would be if the truss had parallel chords. 


ART. 50. RESOLUTION OF THE SHEAR. 


In Fig. 100 in the preceding article the stresses S,, S, and 
S, hold in equilibrium the external forces on the left of the 
‘section cutting these members. These external forces consist 
of an upward reaction at a and a downward force at ¢ equal 
and opposite to the left reaction of the stringer in the panel 
cd. The resultant R of these two forces is an upward force 
whose line of action is a little to the left of the support a. 
Its position may be readily determined, if desired, by drawing 
‘the closing line a@fand the chord ce of the equilibrium poly~- 
gon and producing them to their intersection. 


ART. 50. RESOLUTION OF THE SHEAR. I51 


Referring now to Fig. 1o1, let the resultant R be replaced 
by two forces P, and /,, the former acting downward at panel 


Fig. ror. Fig. 102. Fig. 103. 


point d and the latter acting upward at ¢. The points d and e 
are at the extremities of the diagonal cut by the section. 
Taking moments about ¢, and remembering that the bending 
moment at e is JZ, 


Tere 
Rr,=P,p, and P,=—S= —. 
: pee 
Similarly taking moments about d, 
I AGE 
ir,=Pp~, and -P,=—- =—. 
rie Py? 
Taking vertical components, 
M, WM, 
LIES LE md ae 
PL 2 


Since R is equal to the vertical shear in the section, the last 
member of the preceding equation affords a useful method of 
obtaining the vertical shear when the moments are known. 


In Fig. 102 the force triangle £fz gives the magnitude and 
direction of a force acting in the diagonal which is in equi- 
librium with P, and S,, while the superimposed force triangle 
‘ok gives the magnitude and direction of a force acting in the 
same diagonal which is in equilibrium with P, and S,. The 
polygon Afgkii must therefore express the relation of equi- 
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librium between P,, P,, S,, S, and S,, or the polygon Agkih 
that between R, S,, S, and S,, ‘Following around the trian- 
gle in the direction of the known force & as indicated by the 
arrows, and transferring these directions to the truss diagram 
in Fig. ro1, S, and S.are found to be in tension and S, in 
compression. It will be observed that the forces in the poly- 
gon Agki follow each other in the same order as they are found 
when passing around the segment of the truss. Fig. 103 
shows the same construction when the forces are laid off in 
the reverse order. As will be illustrated later by an example, 
it is sometimes preferable to use the one and sometimes the 
other order. 


It is evident on inspection that the most convenient and 
economical construction of the force polygon in Fig. 102 (or 
in Fig. 103) would be to draw it directly on a large scale 
truss diagram. In Fig. 104 one such force polygon is drawn 


Fig. 104. 


in the third panel. The notation shown is well adapted to 
promote rapid construction and freedom from confusing the 
stresses. The panels are numbered from left to right and the 
corresponding numbers are placed at the panel points on their 
right. The upper chord members are denoted by U, the 
diagonals by D, and the lower chord members by Z, the sub- 
scripts being those of the panels containing them. The ver- 
ticals V necessarily have the subscripts of the panel points. 
The forces J7, + p and W, + p, equal respectively to the forces 
P,and FP, in Fig. 101, are laid off as indicated, and.the sides 
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of the force polygon drawn parallel respectively to the truss 
members whose names are placed by their sides. The panel 
length / in this case is equal to the horizontal projection p’ of 
the diagonal. 

In order to obtain the stress in the vertical V,, for example, 
ithe values of M/,+p and M,+ pare found for the proper 
position of the live load (which may not be the same as for 
D,) and a force polygon drawn as in Fig. 104. This gives U, 
and DP, for that position of the load, and on constructing the 
force polygon for the upper panel point 2 the stress in V, is 
determined. The latter polygon may be drawn directly on 
the former so as to avoid redrawing the sides U,and D,. To 
avoid confusion it is omitted in the figure. 


This method may also be applied with advantage to deter- 
mine the stresses in the chords when the moments have been 
found after placing the live load in its proper position. In 
this case it will be desirable to place the force polygon on the 
other side of the diagonal, the values of J7 + p being laid off 
upward from the lower panel points. This will give a poly- 
gon like that in Fig. 103. 

Prob. 62. Find the maximum live load stress in the counter 


tie of the fourth panel, and the minimum live load stress in 
the second vertical, of the truss in Prob. 61. 


ART. 51. EXAMPLE—MAXIMUM CHORD STRESSES. 


Let the truss in Fig. 104 and on Plate V be that of a single 
track through railroad bridge, having seven panels each 27 
feet long, and depths at the panel points 1, 2, and 3, of 20, 
35, and 38 feet respectively. Let the live load consist of 
Class U of WADDELL’S ‘* Compromise Standard System ’’ 
(Art. 39). The dead load will be assumed at 1 100 pounds 
per linear foot per truss, of which 300 pounds is to be applied 
on the upper chord. This makes the panel loads on the lower 
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chord 21 600 pounds and on the upper chord 8 100 pounds. 
Since the dead load stresses in all the members of the truss 
except the verticals are the same whether the dead load is all 
taken on the lower chord or divided between the. chords, and 
the stresses in the verticals differ by the amount of the upper 
panel loads (Art. 28), the stresses will preferably be obtained 
for only lower panel loads of 29 700 pounds, and the maxi- 
mum and minimum ‘stresses in the verticals afterward cor- 
rected by adding to.each of them a compression of 8 100 
pounds. 

In constructing the load line and equilibrium polygon for 
the live load it was found convenient to use the weights on 
one rail only, and to adopt scales of 8 feet, 20 thousand 
pounds, and 2 000 thousand pound-feet per inch respectively. 
Profile paper, Plate A, was used and required a small splice at 
the upper right corner in order to extend the curves as far as 
necessary. In reading the scales the tenths of the small 
divisions of the profile paper were estimated by eye. When 
this diagram is used for a double track bridge the stresses 
obtained are expressed in tons instead of in units of one 
thousand pounds. 


The dead load stress diagram for panel loads of 29.7 thou- 
sand pounds is shown in Fig. 6 on Plate V, and the stresses 
are marked on the diagram. The character of the web stresses 
is also indicated as referred to the small truss diagram. The 
computation of the bending moments at the panel points may 
be arranged as follows, when the panels are all equal: The 
product of the panel load and panel length is 29.7 * 27 = 
801.9. The half products of the number of panels in each 
segment into which the panel points respectively divide the 
truss are {1 X 6) = 3, $2 X 5) = 5, 463 X 4) = 6: and the 
bending moments are 


M, = 3 X 801.6 = 2 406,” “75801 O40 10. 
MM, =6 X 801.9 = 4811 thousand pound-feet. 
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Since # = 27 feet, the corresponding values of M7 + p are: 


a —OOu!, a = 1405 us = 178.2 thousand pounds 
? p ap Ae ae 

The following table shows the position of the live load 
obtained by means of the load line. The moments in the 
third column were read from the moment diagram, and those 
in the fourth column were copied from the same diagram, 
while the quantities in the fifth and sixth columns were com- 
puted from those in preceding columns. The moments are 
expressed in units of one thousand pound-feet. 


CENTER WHEEL Moment Moment BENDING M 
OF AT AT RIGHT AT MomENT ae REMARKS. 
Moments, | SeEcrion. | Support. SECTION, (17). 2 
I 4 40 980 480 5 374 199-2 
2 8 39 400 2 622 8 635 319.8 
gi Hr 39 O10 6 331 10 388 384.7 Ds, acts 
4 14 32 520 8 2g! IO 292 381.2 D,’ acts 
15 35 540 10 099 IO 210 378.1 Dy, acts 


It is necessary to know which diagonal acts in the middle 
panel for the last three positions in order to determine which 
moments give the stresses in the chords of that panel. As 
explained in Art. 47, the vertical shears are found as follows: 


(BoOlO 7 1470) 180 — 100 === Iii; 
(32.520) -97 = 630) 180) 130% 52; 
Gps4— 7 1 240) 180— 146: — 30. 


These results enable the remarks to be inserted in the last 
column of the table. 

The values of J7 + / are now laid off on the truss diagram 
in Fig. c on Plate V, as there indicated, and the force polygons 
completed as explained in the preceding article. The scales 
of the original drawing of Fig. ¢ were 6 feet and 80 thousand 
pounds per inch respectively. The values of the stresses are 
marked on the polygons. The special attention of the 
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student is called to the fact that since U, has its center of 
moments at the lower panel point 3 the side of the polygon 
ad parallel to U, must be drawn through d@, the extremity of 
M, ~ p \aid off on the vertical ordinate passing through the 
center of moments. Similarly, as Z, has its center of moments 
at the upper panel point 2, the side dc must be drawn parallel 
to Z, through ¢c’, which lies on the vertical through its center 
of moments. Strictattention to this statement is especially 
required when the upper panel points are not directly above 
the lower ones, in which case the panel points should be 
numbered in regular order from left to right, no matter on 
which chord they lie. The chords should then have the same 
subscripts as their centers of moments. 


The side ad of the polygon abcd is not the stress in the 
diagonal P,, because the moments at 2 and 3 used in its con- 
struction are not simultaneous. 


If it be desired to find by this method whether D, or D,’ 
acts when the moment is a maximum at panel point 3, it can 
be done by finding the simultaneous value of 7, + p. It is 
found to be 370.7. If D, be assumed to act, the side Z, will 
lie below U,. It is shown as a broken line. By referring 
again to Fig. 101 the direction around the polygon is toward 
the right of Z,, upward on D,, and toward the left on U,. 
Upward on J, means also toward the right, or away from the 
section, and therefore tension, which proves the assumption 
to be correct. Again, since (WZ, + p) — (/, +p) = R, which 
equals the vertical shear in the section indicated in Fig. ror, 
the vertical shear in the middle panel is 370.7 — 384.7 = — 
14.0, the difference of 0.1 from the value given above being 
mainly due to the neglect of decimals. Usually the value of 
the vertical shear is not desired, but simply its sign, in which 
case it may be known as soon as it is seen whether M, is 
greater or less than J, (see also Art. 9). 


As the end post receives its maximum stress under the 


“ART. 52. MAXIMUM STRESSES IN DIAGONALS. 17 


same position of the live load as Z,, its stress may be found 
in connection with the chords. Indeed, it may be regarded 
as an upper chord member, the polygon of forces becoming a 
straight line, as shown on the drawing (Fig. c, Plate V). 


The following table gives the maximum stresses in the end 
post and the chords due to the dead and live loads only, 
expressed in units of one thousand pounds. The minimum 
stresses equal the dead load stresses. 


ee ome U; Us Us Ue NESE ME ie 
Dead loa@eee 121.7) — Ez. 2|'—= 127.2) 120.4)| 83.0] + 114.4| + 126.4 
Live load... | — 271.0] — 252.2} — 275.3) — 273.5|/ + 185.4] + 247.0] 4- 268.8 
Maximum...| — 392.7] — 369.4] — 402.5] — 399.9] + 268.4] + 361.4] + 395.2 


Prob. 63. A truss of the same type as that in the example 
given in this article has nine panels, each 24 feet 9 inches 
long. - Phe depths at its. panel peints 1,2, 3, arid 4 are 
2eOn 28 O a4l © .and 42’ 9 “respectively,  Thedead load 
is I 200 pounds per linear foot, of which three-eighths is to be 
applied at the upper chord. The live load is WADDELL’S 
Class U. Find the maximum and minimum stresses in the 
chords and end post due to these loads. 


ART. 52. EXAMPLE—-MAXIMUM STRESSES IN DIAGONALS. 


The first step in finding the live load web stresses is to find 
the point of division in each panel where a concentrated load 
will produce no stress in the diagonal (see Art. 48). In prac- 
tice only that portion of each triangle B,4,4, lying below 
cd in Fig. 98 need be drawn after the vertices on the ordi- 
nates at a and dj are marked off. These points are shown in 
Fig. don Plate V. In case more than one point is shown in 
any panel the left hand one belongs to the diagonal. The 
data in the following table are obtained in the same manner as 
for the chords after the positions are determined. That relat- 
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_| Benpinc | BENDING 
WHEELAT Moment |} Moment | Moment 
Ricur | Momenr | av RiGut| (47) aT (47) ar M ‘mM 
PANEL, Enpb AT RIGHT END LEFT RiGuHT LEnp |) RIGHT ——. 
OF SupPoRT. OF END OF ENb OF 2 2 
PANEL. PANEL. | PANEL. PANEL, 
o—I 4 40 980 480 Oo 5374 -O 199.2 
I—2 3 28 830 230 4117 8004 152.5 296.4 
2-3 3 Ig 840 230 5669 8273 210.0 300.4 
3—4 3 12 280 230 5203 6787 194.9 PIB 
4—5 3 6 331 230 3618 4292 W4EO 159.0 
2 5 501 8u 3143 3849 116.4 URES 
5—6 3 2510 230 1793 1921 66.4 Gitscu! 
2 I g60 80 1400 1600 51.8 59.3 


ing to the first panel is inserted here, although it was also 
included in the table in the preceding article, the end post 
being treated asa chord member. The moments are expressed 
in units of one thousand pound-feet. The panels are indi- 
cated by the panel points in this table as a guide to the sub- 
scripts which properly belong to the corresponding values 
of 17. The moments at the right support for the panel 4-5 
are given with greater precision than the rest because it hap- 
pened that these had been computed and marked on the 
diagram. 

Attention is again called to the fact that the vertical shear 
in any panel may be found by taking the difference between 
the corresponding quantities in the last two columns. 


In testing for position in panel 5-6 it was noticed that the 
thread just touched the edge of the step when wheel 3 was 
placed at panel point 6. When wheel 3 is placed at panel 
point 5, wheel 1 is alittle on the left of the point of division, 
but the condition of loading is satisfied. If the chords were 
both horizontal the positions would be 4, 4, 3, 3, 2 and 2 in 
the successive panels, no panel having two positions of the 
live load. 

The values of M7 + are next laid off on the verticals 
_ through the panel points in Fig. @ of Plate V. The values 
belonging to each panel are marked inside of the panel to 
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guard against confusion. This danger is not great, however, 
as it will be noticed that at each vertical the ordinate referring 
to the panel on the right is considerably less than that for the 
panel on the left. After completing the force polygons the 
stresses in the diagonals are scaled off and marked on the 
diagram. As the portion of the truss on the left of the sec- 
tion through any diagonal is considered, and the lower chord 
is always in tension, the direction of passing around the poly- 
gon is toward the right on Z and toward the left on U, and 
therefore if the direction along D is toward the right it indi- 
cates tension. This is seen to be the case for all but one of 
the polygons shown on the plate. 


In the fifth panel two polygons are drawn, the left one for 
wheel 3 at panel point 5, and the right one for wheel 2 at 5. 
The latter is placed on the other side of the diagonal to avoid 
interference. This position is not convenient for diagonals, 
as will be shown in the next article. In the sixth panel both 
polygons refer to the position of wheel 2 at panel point 6, the 
left hand one being drawn in order to show the influence on 
the construction by changing diagonals. The stress in D, 
when P, is at 6 is — 21.8. 

The maximum and minimum stresses expressed in units of 
one thousand pounds are given in the following table, the end 
post being omitted, as its stresses were given in the preceding 


article. 

DIAGONALS. Dz, D3; Dy=D4/) | Ds(= Ds’) 
IDGAGIICRG! oe boo cmkeddn wo oapae + 46.2 + 19.6 Co) — 20.7 
Live load from the right..... || --12755 + gI.0 + 69.6 + 47.1 
Live load from the left... ...]| — 22.2 
MES Sianeli 5 oo ve Saoeese ...e) 1173.7 | +110.6 | + 69.6] -+ 26.4 | 
WV ainians Utvanetele ererersuersaasvaistisre sve + 24.0 fo) fe) Oy | 


Prob. 64. Find the maximum and minimum stresses in the 
diagonals in Prob. 63 in Art. 51. 
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ARTY. 53. .EXAMPLE—MAXIMUM STRESSES IN VERTICALS. 


The position for the maximum stress in /, is either wheel 
4, wheel 12, or wheel 13 at panel point 1 (Art. 46). When 
wheel 13 is at I, the same wheels of the second locomotive 
are placed on the first two panels and in the same position as 
those of the first locomotive when wheel 4 is at panel point I, 
together with one additional wheel; hence it is not necessary 
to find the stress due to the latter position. The greatest 
stress occurs when wheel 13 is at 1, and equals 


[3 730 — (2 X 780)] + 27 = 80.4 thousand pounds tension. 


If it is desired to employ a similar method for V, as that 
described in the preceding article, let the first two panels be 
regarded as a truss, and the load placed in proper position for 
maximum moment at panel point 1. The bending moments 
are then 7, = 0, M, = 4(3 730) — 780 = 1 085, and M/, = 0. 
MM, —p = 1 085° =.27 =40.24 The verticalyshearsinsemcm 
panel (disregarding signs) is therefore 40.2, and the floor beam 
reaction, or the stress in ,, equals their sum, or 40.2 + 40.2 
= 80.4 thousand pounds. 


The respective points of division in the third, fourth, and 
fifth panels, where a concentrated load produces no stress in 
the vertical at the left of the panel, are the right hand ones 
shown in Fig. @ of Plate V. The position and other necessary 
data given in the following table are found in exactly the 
same way as for the diagonals. 


WHEELAT | Moment | BenpInG}| BkrnpInG 
RIGHT Moment | AT MoMENT Moment 
PANEL. Enpb ATRIGHT| RIGHT (7) at (17) aT LEerr — RIGHT pc 
OF Support. | Env of |Lert Enp| Ricut Enp 2 
PANEL. PANFL. |OF PANEL.| OF PANEL. 
2—3 2 18 340 | 80 5 240 7 780 194.1 288.1 
3—4 2 II 050 | S0 4 736 6 234 175.4 230.9 
4—5 B 5 501 80 3 143 3 84c¢ 116.4 142.5 
| 
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If the greatest live load stress in V, were due to the same 
position of the load as for D,, it would only remain to draw 
(on the diagram in the third panel of the truss in Fig. d of 
Plate V) the line marked U, parallel to that member of the 
truss in order to complete the force polygon for the upper 
panel point 2. The magnitude and character of the simul- 
taneous stress in V, is marked on the diagram. If a force 
polygon like that one be drawn for the values of 17 ~ p in the 
first line of the above table, the stress in V, is found to be 
— 61.2 thousand pounds. The construction is omitted on: 
the plate to avoid confusion, as it would partly cover the dia- 
grain already drawn. In the same way the greatest live load: 
compression in V, is obtained. Its value is — 41.5. As the 
stress in V, (— 26.2) is less than that in V,, and since V, and 
V, are symmetrically located in the truss, the compression to- 
be used for V, is the same as for VY, and will occur when the 
live load comes on the bridge from the left. 


A reference to the lower force polygon in panel 5 of the 
same figure will now explain why it is not desirable to place 
all the force polygons for the web members on the right of 
the diagonals. It is seen that the side of the polygon giving 
the stress in V, lies on the vertical V,, which is not a con- 
venient arrangement. In the next panel the polygon is. 
placed on the right of D, so as to preserve uniformity in lay- 
ing off the values of 7 + p downward, and as no construction 
is needed for the stress in the vertical adjacent to that panel. 
The compression in the verticals is usually not required on 


the right of the middle of the truss. 


VERTICALS. Vy Vy Vs 
DYeaclioeiels 1 sonceloosoocat ob on Udo Gbowa coon = 20,7 — 4. a T4106 | 
iLitwarkonvels 5 Ge nciae uo cup pombe oo. Dotecr + 80.4 = (ne — 41.5 | 
Correction for division of déad panel loads.| — 8.1 = Bt = «8:1 || 
IRS Sian hiNG 55 Booman Doo mbuO mIndO doce de Ook +102,0 | — 73.4 = R306 | 


2 
162 TRUSSES WITH BROKEN CHORDS. CHAP. V. 


The maximum stresses are given in the preceding table, the 
correction being applied on account of having taken the dead 
panel loads, as. explained ins Art. $130 Dhe <stressesmace 
expressed in units of one thousand pounds. 


Prob. 65. Find the maximum stresses in the verticals in 
Prob, 63 in Arts 51. 


ART. 54. EXAMPLE—MINIMUM STRESSES IN VERTICALS. 


In Arts. 30 and 35, as well as in other places, attention 
has been called to the fact that the stresses in the verticals of 
a truss with counter-braced panels depend upon the diagonals 
which are acting simultaneously in the adjacent panels. The 
influence of the diagonals not only affects the magnitude and 
character of the stress for any given position of the live load, 
but also the rate of change in the stress as the live load passes 
across the bridge. In order to determine what position of the 
live load will produce the minimum stresses in the verticals of 
the truss employed in the three preceding articles, let the 


Fig. tos. 


complete cycle of changes in the stress in V, (Fig. 105) be 
traced as the locomotives and train pass across the bridge from 
right to left. 


When wheel 1 is at the right support the stress in V, is 
simply that due to thé dead load. As the live load advances 
the combined dead and live load stress in V, gradually dimin- 


ishes at an increasing rate, until a position is reached when 
the stresses in both diagonals D, and D,’ are zero. Mean- 
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while the stress in the vertical has passed through zero from 
compression into tension. The tension increases at a reduced 
uniform rate until the stresses in D, and D,' are both zero. If 
this is not possible, then the tension increases until D, becomes 
aminimum. As the load advances the tension in V, at first 
diminishes and afterwards increases until the stresses in D, and 
D,, again become zero (if possible). During this interval the 
stress in V, has passed through zero twice, so that it is again 
tension, but larger in magnitude than before. The rate of 
change at the beginning and end of the period are also more 
rapid than in either the preceding or the succeeding one. 
The tension now increases at a reduced uniform rate until the 
stresses in both D, and JD,’ are again zero. As the load 
advances until it covers the entire bridge, the stress in V, 
diminishes and passes through zero the fourth time and into 
compression. The rate of decrease was itself a decreasing 
one being greater at the beginning of this period, and nearly 
if not quite zero at the end. It will now be very slightly 
reduced until the head of the train arrives at the left support, 
when it will remain constant until the rear of the train begins 
to pass over the bridge. As the train continues to pass off 
the bridge the compression in lV, increases at a variable rate 
until it reaches the maximum value, and then gradually di- 
minishes again to the value of the dead load stress. The abso- 
lute maximum compression in V, was not reached in this 
passage of the live load, but will occur when it crosses the 
bridge from left to right. 

During this cycle there were several periods during which 
the diagonals whose upper extremities are at panel point 5 
were not acting, and when the stress in V, was therefore to 
be obtained by drawing the force polygon for that upper panel 
point. It is evident then that the tension in lV, is the greatest 
when the compression in U, and JU, is the largest possible 
without calling D, into action. As the maximum stresses in 
U,and U, occur when the entire bridge is covered with the 
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live load, the required position may be obtained from this one 
by moving the train backwards until the main diagonal in the 
panel which is adjacent to the vertical, and on the side toward 
the middle of the bridge, shall just cease to act. For deck 
bridges this statement would, of course, need modification. 
In the present example D,’ does not act under any position 
of the live load, but the statement in the preceding paragraph 
was so framed as to apply also to V, by making the corre- 
sponding changes in the subscripts of D and D’. 


The required position for the greatest tension in V,, or its 
minimum stress, was found by trial to be that when wheel 1 
is 3 feet to the left of panel point 4. The moment at the 
right support is 9860, and those at panel points 4 and 5 are 
30 and 1460 thousand pound-feet respectively. The live load 
bending moments at these points are therefore 5604, and 
5583. Adding those due to dead load (Art. 51), = 
10415, and MZ, = 9593. When divided by the panel length 
of 27 feet, the quotients are 385.7 and 355.3 thousand pounds. 
When these are laid off on Fig. c, Plate V, the resulting force 
polygon is reduced to two straight lines, indicating that there 
is no stress in D,. The corresponding polygon for D,’ is 
drawn in broken lines. On drawing a parallel to U,, as 
shown, and thus completing the force polygon for the upper 
panel point 5, the stress in VY, may be measured by scale. 
The direction of passing around the polygon is evident, since 
U, and U, are both known to be in compression. The com- 
bined stress is + 30.5 thousand pounds. If J, is divided by 
38 feet and J7, by.35 feet, the quoticnts-are botni27405 
thousand pounds, which being the horizontal component of 
U, and U, shows also that there is no stress in the diagonals 
and checks the graphic construction. 


After some experience this position can be found with but 
few trials, and will not require much time if all the operations 
are performed by graphics. In Fig. 106 let the depths of 
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the truss at panel points 4 and 5 (38 and 35 feet respectively) 
be laid off on one side of an angle, and some convenient 
number, as 50, on the other side to the same scale. Join a 
and 4 with f. With the same scale which was used in draw- 
ing the equilibrium polygon for 
the Wheel loads, lay off the bend- 
ing moments WZ, and J, due to 
dead load. Now assume a posi- 
tion of the live load, draw the 
closing line of the equilibrium 
polygon, and with the dividers 
transfer the bending moments due to the live load and lay 
them off above the others. If the position is correct, the 
lines ce and de, parallel respectively to af and 4f, will intersect 
each other on the line of. If the head of the locomotive is 
too far to the left, they will intersect below the line. If oe 
be measured by the scale of moments and divided by 50 
feet (assumed as above), the quotient will be the horizontal 
component of the stresses in U, and U,. 


If portions of two trains cover certain panels at each end 
of the bridge, a stress will be caused in V, which is a little 
larger than the value given above, and which can be found as 
follows: Let the required positions of two trains approaching 
each other be that illustrated in Fig. 107. The diagonals in 


Fig. 107. 


the fifth panel are omitted, since there must be no stress in 
the diagonals of that panel for a maximum tension in I’,, as 
proved in the preceding portion of this article. Let P, be the 
resultant of the loads transferred to the truss at panel points 
5 and 6 by the floor system, together with the dead panel 
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loads at those points, and g its distance from the right sup- 
port. Letc be the intersection of the chord members U, and 
L,, and @ the intersection of U, and Z,. If a section be passed 
through U, and Z,, the stresses in those members hold in 
equilibrium the forces P, and the reaction 4, and therefore 
their resultant. The resultantcot) the ssiresses un Cs cnde 
passes through c; and therefore the resultant R of P, and B 
must be equal and .opposite to it, and applied at the same 
point. The value of & is readily found by taking moments 


about 7, whence A= Pig +r. 


Ifa section be now passed cutting U_. V,. and athe 
stresses in these members hold in equilibrium the same forces 
f. and & as the stressesin (, and Z,, since the dead load @at 
the upper panel point 5 is zero in this case. Substituting R 
for P, and &, denotiag the stress in V, by S, and taking 
moments about d@, there results — Ar’ + Sk = 0, whence 
S= Kr — k= Per = kr, But &, 7, and 7 aresconstant- 
therefore the position of the live load to give the tension in 
VY, must be such as to render P,g a maximum. This shows 
that the stress in V, is independent of the distribution of the 
train load on the left, and it may therefore consist of the rear 
portion of a preceding train. 


Referring now to Fig. 108, which shows the truss diagram 
in position on the load line and moment diagram, the ordinate 
bf is the moment at the right support of the truss due to the 
locomotives of the right-hand train. If the chord 47 be pro- 
duced to e, de will represent the moment of the live panel load 
at 4 about 6 as a center. The ordinate ef will therefore 
represent P, g, less the moment due to the dead panel loads at 
5 and 6. As this last moment is constant, ef must be made 
a maximum. It is also evident that heavy loads should be 
placed at 5, and usually the head of the locomotive will not 
pass beyond the panel. The possible positions are therefore 
quite limited, and on applying the test it is found that when 


ART 5A: MINIMUM STRESSES IN VERTICALS, 167 


wheel 3 is at panel point 5, ef = 0320.—.(3.< 230) = 5640. 
In this equation 6330 equals 0f as read from the diagram, 
and 230 equals the ordinate 57. Similarly, for wheel 4 at 5, 


Fig. rog 


ef = 7260 — 3(480) = 5820, and for wheel 5 at 5, ef = 8290 
— (3 X 830) = 5800. In the required position, therefore, 
wheel 4 must be placed at panel point 5. 

Assuming that the train on the left is also in its right posi- 
tion, the closing line of the equilibrium polygon is Zf, while 
if that train is off the bridge the closing line is af The 
equilibrium polygon for the truss is shown in Fig. 109, the 
ordinates at the panel points being the same as in Fig. 108, 
and all the sides straight lines. By adding the moments due 
to dead load below those which are due to live load the 
polygon becomes hmnofh. By Art. 7 the intersection of the 
sides xo and Af produced (Fig. 109) is on the line of action of 
the resultant & of the forces on the right of the section, and 
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therefore this intersection lies in the same vertical as the 
intersection of U, and Z,. The position of R was shown in 
Fig. 107. Let the intercept dg at the right support, between 
the chords U, and Z, produced (Fig. 108), be denoted by 2’ 
and that in the same vertical between zo and // produced 
(Fig. 109) by 7’, the depths of the truss at 4 and 5 by 4%, and 


Ud 


h, There follows, IZ: 4, = M,:h, = y':2', whence 


/ 


ES Ie: 


If the stress in U, be denoted by S’, and the angle between 
U. and a horizontal by a, and the length of U, by 4, f being 
the panel length, 


M, 
ire ety aes oh 
h, COS @ cos @ 
Substituting, 
/ we rd yf 
Si — By py os = i 3, k 


An inspection of Fig. 109 shows that in order to determine 
y’ it is not necessary to know J/,’ and J/,’, and therefore not 
necessary to consider either the weight or the position of the 
train on the left. When that train is not on the bridge the 
closing line is af, and therefore the corresponding bending 
moments J/, and J/, will also determine y’. Remembering 
that the moment é/ (Fig. 108) for wheel 4 at panel point 5 
was found to be 7260, that the moment 52 is 480, and that 
the bending moments at 4 and 5 for dead load are 4811 and 
4010 thousand pound-feet respectively, 


M,= 4 X 7260 + 4811 = 8960, 
and 


M, = & X 7260 — 480+ 4oIn = 8716. 
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As M,and WM, are respectively 3 and 2 panel lengths from the 
right support, 


J’ _ (3X 8716) — (2 X 8960) 


Tee Be = 304.7 thousand pounds. 


The stress in U, can now be found by graphics in the fol- 
lowing manner: On Fig. ¢ of Plate V draw the line 72” parallel 
to U, intersecting the vertical V, at g’; join g’ with the upper 
panel point 4; lay off y’ + p = 304.7 on V, as indicated, and 
draw 77 parallelto g4. The line 75 represents the stress in U,. 
The force polygon for the upper panel point 5 can next be 
obtained by drawing 7% parallel to U,. On measuring 5% by 
scale the stress in V, is found to be + 31.5 thousand pounds. 


This result may be checked as follows: Let a stress diagram 
be drawn giving the stress in D,’ (Fig. 105) when the reaction 
at the right support is 1.0. It is found to be 1.017. By the 
method described in the preceding article, let the stress in 
D,' be found for the above values of MZ, and J7,._ Its value is 
+ 22.8. To reduce this stress to zero the reaction at 6 (Fig. 
108) must be increased 22.8 + 1.017 = 22.4 thousand pounds. 
This requires a moment at the left support @ of 22.4 X 189 
= 4234 thousand pound-feet. If this is to be produced bya 
train approaching from the left, its wheel 1 must be about 
half a foot on the left of panel point 2, as shown in Fig. 108. 
If, however, it be produced by the rear end of a preceding 
train, the train must cover a distance of 65 feet from the left 
support. The bending moment J,’ = 8960 + 3/7 X 4234 
rio 7 sand i, == 07 LO + 2/7" A234 == 0020; Ii these 
values are respectively divided by the depths 4, = 38 and 
h, = 35 feet, each quotient gives the same horizontal compo- 
nent of 283.6 thousand pounds for U,and U,. See Fig. ¢, 
Plate V. 

The greatest stress in D,’ was produced by wheel 3, being 
placed at 5. The construction for this position is also given 
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on the Plate, the resulting stress in V, being + 30.8 thousand 
pounds. . 

The stresses in the diagonals in the center aan become 
zero the second time when the live load covers the entire 
bridge, and therefore the greatest tension in V, or in V, occurs 
when U, has its maximum stress. By laying off W/, +p = 
178.2, which is due to dead load, above d@, and constructing 
the triangle fge the stress in V, is found to be + 44.3 thou- 
sand pounds. If it were attempted to apply the method out- 
lined above, y’ + # would be 609.8, which would give a stress 
in U, greater than that under full load, which is not possible; 
and if the position of the train approaching from the left, which 
reduces the stress in D, and D,’ to zero, were determined, it 
would be found to conflict with that of the other train. The 
maximum tension occurs under full load only for the vertical 
adjacent to a center panel, or for the middle vertical of a 
truss with an even number of panels. 


The minimum stress in V, occurs under dead load only. 
The accompanying table gives the final minimum stresses 
after applying the correction on account of dividing the dead 


panel loads. 


VERTICALS. Wy Sad Vos, Vz=V, 
LOCO MOTE Yes Chi oeonocdadad Seoouaodnpod + 29.7 + 31.5 + 44.3 
Correction for division of dead panel loads} — 8.1 — 81 — 8.1 
Minimum Stressee es seele crt arel ueretore-totenertcten: oe ae + 23.4 + 36.2 


If the number of panels in the truss were g or more, the 
second vertical from the right support would be adjacent to 
two panels requiring no counter bracing. In such cases the 
minimum stress in the vertical is obtained in exactly the same 
way as the maximum, except that the load covers only the 
smaller segment of the span. 


It is apparent that to secure precise results the methods 


RTs 5s STRESSES DUE TO WIND. 170 


outlined in the example of the four preceding articles, and 
illustrated on Plate V, must be drawn to a large scale. 
Results which shall answer all the purposes of design may, 
however, be readily secured with reasonable care on drawings 
which are not unwieldy in size. 


Prob. 66. Find the minimum stresses in the verticals in 
Erob..63 in Art. 5.1. 


ART. 55. STRESSES DUE TO WIND. 


The method of finding the stresses in the upper lateral 
system of a bridge whose trusses have broken upper chords is 
exactly the same as for horizontal chords after the panel loads 
due to the pressure of the wind on the trusses are computed. 


In order to illustrate the method of obtaining the stresses 
in the trusses due to the wind, let the same bridge be em- 
ployed whose dimensions were given in Art. 51, the distance 
between the centers of trusses being 16 feet. It is usually 
specified that for bridges of this span the upper lateral system 
shall be designed for a stationary wind force of 150 pounds 
per linear foot. For this example the wind load per panel is 
therefore 150 X 27 = 4050 pounds. 

Now let the middle three panels of the upper lateral system 
be considered as separated from the end panels and supported 


Fig. IIo, 


at C and F of the windward truss (see Fig. 110), and the 
corresponding points C’ and F’ of the leeward truss. 


The panel loads at D and & tend to overturn this portion 
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of the upper lateral system, the overturning moment for each 
half being 4050(38 — 35) = 12°150 pound-feet. This must 
equal the moment of the equal and opposite vertical reactions 
at C and C’ or at F and F’, depending upon which haif is 
considered. The lever arm of the couple formed by these 
reactions is 16 feet, the distance between the centers of 
trusses. Each reaction equals 12 150 + 16 = 760 pounds, 
those on the windward side being downward, and on the 
leeward side upward. The same vertical reactions would be 
caused by vertical loads of 760 pounds acting downward at 
D’ and £’ and upward at D and &. In addition to the 
vertical reactions referred to above there are also horizontal 
reactions of 4050 pounds at C and /. Hence the same 
stresses will be produced in the vertical trusses if the borizon- 
tal panel loads of 4050 pounds at Y and & are replaced by 
vertical loads of 760 pounds, acting upward at D and 4, and 
downward at DY’ and #’, together with horizontal wind panel 
loads of 4050 pounds applied at C and F respectively. 


Next consider the entire upper lateral system, with the 
changes made as just indicated and supported at the points 
B, G, G’, and B’. Horizontal wind loads of 4050 + 4050 = 
8100 pounds are acting at C and F, and these produce an 
overturning moment in each half of the system of 8100(35 — 
29) = 48 600 pound-feet. These loads may therefore be 
replaced by vertical loads of 48 600 + 16 = 3040 pounds, act- 
ing upward at B and G and downward at B’ and G’, together 
with horizontal wind loads of 8100 pounds at B and G 
respectively. 


The end posts and portal bracing connect the upper lateral 
system to the supports of the bridge, and may be regarded as 
a part of it. The horizontal wind loads of 8100 + 4o50 = 
12150 pounds acting at B and G cause an overturning 
moment for each half of the bridge of 12 150 X 29 = 352 350 
pound-feet, and may therefore be replaced by vertical loads 
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of 352 350 + 16 = 22 020 pounds, acting upward at B and G 
and downward at J’ and G’, together with horizontal wind 
forces of 12 150 pounds applied at the support of each end of 
the bridge. It is generally assumed that the feet of the end 
posts react equally. 


The above analysis shows that the upper lateral system 
transfers the horizontal wind loads directly to the suppofts, 
and that the stresses in the leeward truss due to the overturn- 
ing moment of the wind pressure which is applied at the panel 
points of the same system may be obtained by applying 
vertical loads of 22 020 pounds at #’ and G’, 3040 pounds at 
C’ and Ff’, and 760 pounds at D’ and £’ respectively. Since 
the resulting stresses always act in conjunction with and are | 
less than the dead load stresses, their values in the windward 
truss are the same as those in the leeward truss with the signs 
changed. Practically, the wind transfers a part of the dead 
load from the windward to the leeward truss. 


If the upper chord were horizontal the stresses in the truss 
would be obtained by applying vertical loads only at 4’ and 
G’ (or at B and G) equal to 3 X 4050 XK 29 + 16 = 22 020 
pounds. For the sake of simplicity the analysis in this 
article was made with the implied assumption that the speci- 
fied wind pressure for the upper lateral system was concen- 
trated at the windward panel points, and that the diagonals 
take only tension. The wind pressure should, however, be 
equally divided between the windward and leeward panel 
points, but the computed vertical panel loads will not be 
modified by it nor by the fact that the upper lateral system 
may be designed with stiff diagonals. 


If the lower chord be some distance above the level of the 
bridge supports the wind loads of the lower lateral system 
will likewise produce an overturning moment. The wind 
pressure on the train also tends to overturn the bridge about 
an axis through its leeward supports. In obtaining the trans- 
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fer of load from the windward to the leeward supports of the 
bridge the lever arm of the wind pressure equals the difference 
in elevation between the center of pressure on the train and 
the axis of rotation. The elevation of the center of pressure 
is variously specified to be from 74 to 84 feet above the base 
of the rail. The vertical panel loads which may replace the 
wind pressure on the train in finding the stresses in the 
trusses must be applied at the panel points of the loaded 
chord and regarded as a moving load. Each of these panel 
loads equals the product of the wind pressure on one panel 
length of the train by the distance of the center of pressure 
above the plane of the lateral system divided by the distance 
between the trusses. 

The stresses in the trusses, the floor, and lateral systems of 
a bridge due to the curvature of the track are treated in a 
paper by WARD BALDWIN in Transactions of the American 
Society of Civil Engineers, Vol. XXV, page 459, Nov. 1891, 
entitled ‘‘ Stresses in Railway Bridges on Curves.’’ The 
paper contains a practical example in which the stresses are 
computed. 


Prob. 67. Find the stresses in the truss in Fig. 110 due to 
the wind panel loads as computed in this article. The left end 
of the truss is toward the north. 
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CHAPTER -VI. 
MISCELLANEOUS TRUSSES. 


ART. 56. THE PEGRAM TRUSS. 


The Pegram truss has a curved or broken upper chord, and 
posts whose angles with the vertical increase from the middle 
of the truss to its ends. The horizontal projection of the 
upper chord is about one and one-half panel lengths shorter 
than the lower chord, but both chords are divided into the 
same number of panels. The panel points of the upper 
chord lie upon the arc of a circle. The form, proportion, 
and relative economy of this type of truss is discussed by the 
inventor in Engineering News, Vol. XVIII, pages 414 and 
A232. December 10/and 17,1887. 

Fig. 111 shows the skeleton diagram of a Pegram truss of 
seven panels. On account of the inclined posts the notation 
is necessarily modified from that used in Chap. V. The 


Fig. 111. 


panel points are numbered in regular order from left to right. 
The subscript for any chord member is the number of the 
panel point which is the center of moments. The subscript 
for any post or tie is the panel point at the right extremity of 
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the member. The middle panel of the lower chord will be 


designated by Z, or L,, according as its center of moments for 


a given position of the load is at 7 or 8.. In order to distin- 
suish the middle panel of the upper chord from the adjacent 
members which have their centers of moment at the points 6 
or 9, the designating letters are primed. 


When the center of moments for any chord member of a 
truss is not in the same vertical as a floor beam, the method 
of determining the position of the locomotive wheel loads and 
the corresponding maximum moment described in Art. 47 
does not apply. In Part I, Art. 61, the required criterion 
for position, 


ae s 
fe, pe = ale 
was deduced, in which Q is the load in the panel cut by the 
vertical through the center of moments, P’ the load on the 
left of this panel, W the whole load on the truss, g the hori- 
zontal distance from the center of moments to the left end of 
the panel containing Q, p the panel length, 7’ the distance of 
the center of moments from the left support, and 7 the span 
of the truss. 


In order to satisfy this criterion a wheel has in most cases 
to be placed at the left end of the panel containing the aggre- 
gate load Q, although it will often be satisfied when a wheel 
is placed at the right end of this panel. 

Fig. 112 shows the left end of a Pegram truss in position 
on the load line and moment diagram of the wheel loads for 
the maximum moment at the panel point 3. The line az 
produced passes through the point where the vertical at the 
right support cuts the load line. Wheel 4 is at the floor 
beam at panel point 2. The ordinate 47 represents the load 


P’+Q. If wheel 4 be just to the right of the floor beam 


the ordinate 22 or the equal ordinate 7 represents P’, while 
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md represents P’ spe: If, however, wheel 4 be just on the 


left of the floor beam, the ordinate 24 equals P’ and mf equals 


/ 


7 ; l 
££ +59. The ordinate me equals 7 W and the position is 


therefore correct when wheel 4 is at the floor beam and the 
point e¢ falls between the 
points @ and f where the Go 
lines 72 and rh respectively vi 
cut the vertical through the 


Rigs. 


center of moments 3. The point 7 is at the intersection of 
the load line with the vertical through panel point 4. 

With the load in this position the equilibrium polygon for 
the truss is composed of the straight sides ak, ko, os, st, etc., 
and the closing line av. The bending moment is therefore 
given by the ordinate cg. In a similar manner the positions 
‘of the live load and the corresponding moments are obtained 
for all the panel points of the upper chord of the given truss. 

The position of the live load and the bending moments for 
the sections through the panel points of the lower chord are 
determined in the manner described in Art. 47. For those 
points the second term of the left-hand member of the above 
criterion for position becomes zero. 

As an example a truss of seven panels will be used whose 
span is 207 ft. The horizontal projections of the posts P, 
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P.~P.-and “2, are 22-500, 1515053; 07s 30s ene aed cen 
respectively, while their vertical components measure 25.900, 
32.349, 37-273, and 39.717 feet. - The live load consists of 
WADDELL’S Class U. The dead load is estimated at 1050 
pounds per linear foot per truss, 300 pounds being taken on 
the upper chord. As the average horizontal projection of the 
upper chords is 23.14 feet, the upper panel loads are 23.14 X 
300 = 6942, or say 6950 pounds. The panel loads on the 
lower chord are 750.207 = .7 = 2275160, Of “say 22200 
pounds. 

The following table gives the data for all the live load 
chord stresses, the moments being expressed in units of a 
thousand pound-feet, the stresses in thousands of pounds, and 
the lever arms in feet: 


} 
Center | WHEEL Moment Moment i 
k | te : BenvinG | Lever Cui RD 
OF AT AT RiGHT | AT nae STRESS. 
Moments.| Saction.| Surrort. | Secrion, | MOMENT.) Arm. a MeoBER. 
2 ig 47 220 4So 6 266 | 25.96 — 241.4 U2 
4 9 46 570 3245 | TO 061 | 34.53 | — 201.3 U4 
6 12 43 070 6 331 | 12 128 |) 39.14 — 309:9 Ge 
39-717 | — 305.4 Us 
13 45 090 7261 | 12 063 
9 14 35 420 8 29r | 11 949 | 39.717 
15 38 500 10 099 | If GOT — 
16 40 470 Il 286] ri 840 -——— 
I Wheel sat point 2 4 790 | 25.00 + 191.6 Ly 
3 Wheel 4 at point 2 8 270 2.349 | + 255.6 73 
5 Wheel 13 at point 6 10 710 | 37-273 | + 287.3 18 
i) Wheel 12 at point 6 12 090 
Wheel 13 at point 6 12 000 ~ 
8 Wheel 16 at point 9 GESSOn |) SO. 17 | + 2090 I Le 
i 


The upper part of this table is arranged like that in Art. 47. 
For wheel 14 at the section through panel point 9, the shear 
is positive in the middle panel, while for the two preceding 
The 
moments at g for the last two positions cannot be used, since 
the diagonal in the middle panel which extends to 9 is not 


and the two succeeding positions the shear is negative. 
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then brought into action. The stresses in the fifth and sixth 
lines of the table are not computed, since the corresponding 
bending moments are less than 12 128 thousand pound-feet. 


The bending moments in the lower part of the table were 
read directly from the diagram after drawing for each position 
the closing line of the equilibrium polygon, and the side of 
the polygon which lay below the center of moments. For 
the last three positions the shear in the middle panel is nega- 
tive, and hence only the last moment can be used to obtain 
the stress in the lower chord of that panel. 


Since the ties of this truss do not have equal horizontal 
projections as in the case treated in Chap. V, it is found to 
be more convenient to obtain the chord stresses directly by 
dividing the bending moments by the corresponding lever 
arms. As the lengths of all the members of the truss mast 
be computed, the lever arms may be obtained by very little 
additional computation, or they may be measured on a large 
scale truss diagram with sufficient precision. 

The stresses due to the dead load in the upper chord are 
— 105.8, — 132.7, —140.8, and — 139.4 thousand pounds, and 
in the lower chord, +85.3, +116.4, -+132.1, and 139.4 
thousand pounds. 

In determining the positions of the live load for the web 
stresses, the points of division in each panel are found by the 
method explained in Art. 48, and the results are marked on 
the truss diagram on Plate VI. It will be observed that the 
points for the posts are on the right of those for the ties 
except in the case of 7, and Ps, where the’counter tie isnot 
required. The positions of the locomotive wheel loads and 
the remaining data required to construct the force polygons 
for the web stresses are given in the following table. The 
same units are employed as in the preceding table. 

Let the student make a careful comparison between this 
table and those in Arts. 52 and 53. Attention is also called 
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to the fact that only for one member was more than one posi- 
' tion of the load found to satisfy*the criterion. The bending 


BENDING MoMENTS 
Pannen 3 (M7) av EXTREMITIES 
Wes Points | W aia oF WEB MEMBER, eee uM . M 
MEMBERS. etter sd PANEL |—————_———_———_| PROJECTION oe ra a ra 
ITIES. Point. (2")- 
At Lert |AT RicHT 
Enp. EnpD 
hes o—I 4at2 fe) 4 790 22.500 | fo) 212.9 
lie I—2 4 ate 4 790 6 270 7. OFL 677-3 886.8 
Ps 2—3 | 3at4 4800 | 7200 | 15.595 307.8 | 461.7 
7: gt | speed! 7 200 | 9 370 13.976 515.1 670.3 
as 4—5 | 2at6 6150 | 7 090 9-336 658.7 759-3 
3 at 6 6 600 7 580 9-336 706.8 811.9 
Le 5—6 | 3at6 7580 | 9675 | 20.235 374-6 478.1 
P; 6—7 | 2atg § 560 | 5750 3.467 | 1608 1659 
in 7—9 3.atg 6 340 7 960 26.104 242.9 304.9 
Tir 8—1I | 3 atIlI 4 040 4 980 30.038 ND 150.8 
Te II—12 | 3 at 13 2 010 2 090 13.976 143.8 149.5 
Ps I2—I3 | 3 at 13 2 090 2 180 15.595 134.0 139.8 


moments in the fourth and fifth columns belong to the sec- 
tions through the panel points given in the second column, 
and were read directly from the diagram like those in the 
lower part of the preceding table for chord stresses. 

The ordinates whose values are given in the last two 
columns are laid off on the truss diagram on Plate VI, and 
the force polygons drawn as explained in the preceding 
chapter. On account of the great range of these values, and 
in order that the force polygons may be drawn to as large a 
scale as possible, different scales are employed. The original 
truss diagram was drawn to a scale of 6 feet to an inch, and 
the following scales were used for the force polygons in 
regular order from left to right: 60, 200, 100, 200, 200, 80, 
300, 50, 30, 30, and 4o thousand pounds to an inch. The 
stress in /, for the position of wheel 2 at panel point 6 is 
— 66.2 thousand pounds, the corresponding force polygon 
not being shown on Plate VI. 
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The greatest live load tension in P, (or in P,) occurs either 
when one or both of the adjacent upper chord members are 
subject to their maximum stresses. In this example their 
maximum stresses occur simultaneously when wheel 12 is at 
panel point 6, and while the tie 7, is acting. The force tri- 
angle at panel point 7 therefore gives the corresponding live 
load stress in P, of + 32.0 thousand pounds, 


The greatest tension in P,, occurs when wheel 5 is at panel 
point 11. The moment ordinate at the right support is 9475 
and at 11 is 830, whence Pg = 9475 — (830 X 3) = 6985 
(see Art. 54). The bending moments in the sections through 
8 and 11 due to the dead load are 5526 and 4575 thousand 
pound-feet respectively. The bending moments due to the 
dead load plus the above live load on the right end of the 
truss are 

114.819 


M, = EO emer ae 


mo ays 10782. 


M,,= 4575 +4.9475 — 830 = 10514. 


The value of 7’ is found graphically to be 10030 thousand 
pound-feet. The horizontal projection f° of U’,, is 23.702 
feet, and hence y’ + p’ = 423.2 thousand pounds. On laying 
this off on the vertical from panel point 10 to z, and drawing 
77 parallel to g8 as explained in Art. 54,7 —10 gives a stress 
of — 333.7 thousand pounds in U’,, at the time when /, is 
subject to its greatest tension. If the force polygon for panel 
point 10 be next constructed the stress in P,, will be found. 
At this point the stresses in UU. and. together with 
the dead panel load of 6.95 thousand pounds, are in equi- 
librium. The polygon is drawn on the truss diagram, and 
gives a stress of + 31.4 thousand pounds nel 

The maximum and minimum stresses in the web members 
due to the dead and live loads may now be obtained in the 


usual manner: 


182 MISCELLANEOUS TRUSSES. CHAP. Wile 


For the ties, 


To Ty Te To Ty 
Deadiloadiieracteret-rsttyeetelerarcleharer +- 56.9 |-- 33.7 |-- 17.0 oO — 21.0 
Live load from the right...... + 141.2 /+ 108.0 |+ 89.4) + 74-5] + 56.4 
Liverioadstram the lettepcnsest Oo |— 19.3 
Maximum stress.............. | 198.1 |-+ 141.7 |+ 106.4 | + 74.5 | + 35.4 
Mittin) SCreSsaciraletker seers + 56.9 /- 14.4 (0) (6) O 

For the posts, 
Py Ps Ps Py 

Weadmloadteve reiterate — 127.2 = 3652 $— Fost: + 7.4 
Live load from the right...... — 286.7} — 108.6] — 67.4 — 39.0 
Live load fromthe lefty...) Co) + 35.5 
Bullslivenloadarrrectetereteketelraters + 32.0 
Maximum stress......... «- — 4139} — 144.8| — 76.5 = B16) 
WOTTON SUTESSoo Sonaotspo ca all = TWA7L@ — O97) ean + 39.4 


It will be observed that if the live load were just a little 
greater that all the posts except the ones at the end of the 
truss would be subject to reversal of stress. 

Prob, 68. A Pegram truss for a through railroad bridge has 
five panels, and a span of 150 feet The horizontal projec- 
tions of the posts are 20.000, 11.995, and 4.335 feet, while 
their vertical components are 22.000, 26.505. and 28.740 feet. 
The live load is WADDELL'S Class U. The dead load is 950 
pounds per linear foot per truss, 275 pounds being taken on 
the upper chord. Find the maximum and minimum stresses 
in all the members. 


ART. 57. cle Pint Russ 


This type of truss is illustrated in the skeleton diagram of 
Fig. 113. It is derived from the Pratt truss with a curved 
upper chord by subdividing its panels by means of subverticals 
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and short diagonals. The vertical broken lines indicate struts 
which support the upper chord members at their middle 
points, and the corresponding horizontal lines serve to give 
lateral support in the plane of the truss to the long vertical 
posts. These are no real truss members, and are omitted in 
the diagrams employed in fiading the stresses in the truss. 
In this case the counter diagonal eG does not cvincide with 
the short diagonal /G, although in a number of trusses 
which have been erected the panel e#Gg¢ is counterbraced by 


Pig. 113. 


connecting the points e and / with atie. The detail drawing 
of such a truss may be found in Engineering News, Vol. 
XXIII, page 249, March 15, 1890. 

The stress in ef due to locomotive wheel loads is found in 
the same manner as for the Pratt truss, the center of moments 
being at &. The stress in fg equals that in ef, as may be seen 
from the force polygon for the panel point /. 

By the method empioyed in Part I, Art. 61, a criterion for 
the position of the live load may be obtained which will give 
the stress in 4G, and which indicates that the wheel loads 
from a to eg, plus twice those from e to f, shall equal W2’ ~ 2, 
W being the whole load on the truss, /the span, and Z’ the 
distance from the left support to the center of moments g. 
" To satisfy this criterion a wheel load must usually be placed 
at ¢, although sometimes it may be satisfied when a wheel is 
at f. In view of the examples given in Chap. V and in the 
preceding article, the student should have no difficulty in 
making the graphic construction required by this criterion. 
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As the section cutting EG and only two other members 
“must pass on the left of 4, the bending moment for EG must 
equal the moment of the left reaction of the truss, minus the 
moments of the loads transmitted by the floor system to the 
truss at the panel points @ to e inclusive; or, in other words, 
the required bending moment exceeds that at the vertical 
section through g by the moment of the panel load at 7. In 
the graphic determination, if the line joining the points where 
the verticals through e¢ and f meet the moment curve of the 
live-load diagram, be produced to the vertical at g, and the 
ordinate from this point of intersection to the closing line be 
read off, the required moment will be obtained. 

For the main tie Z/, the position is found by the method 
given in Arts. 48 and 49, the auxiliary lines 4, and B, of Fig. 
98 being drawn in this case through the points e and / of 
Fig. 113. The force polygon is then constructed as in Art. 
50 by using the moments at & and g, the points where the 
diagonal £/ meets the upper and lower chords respectively. 


The maximum stress in Ze occurs also when the head of 
the locomotive is in the panel ef, and hence there will be no 
simultaneous live-load stress in DE. The section through 
Ee must therefore cut CZ and ef, and in finding the point of 
division in ef the chord member CZ must be produced as in 
Fig. 98. If in any case the position for Ze should be the 
same as for H/, the stress in the former may be obtained 
from the force polygon already constructed for the latter by 
completing the polygon for the stresses meeting at the panel 
point &. If not, then a new force polygon for the simul- 
taneous stress in &/ must be drawn. 


The panel load at f is suspended from F by the subvertical ° 
Ff, while the members EG, EF, and #G form a secondary 
truss which serves to transfer this panel load to the panel 
points & and G. As the panels are equal one half of the load 
at f is transferred to & and G respectively. Since the posts 
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£e and Gg are both vertical, the stress in Hz is exactly the 
same as if the wheel loads in the panels ef and fg were trans- 
ferred to the panel points ¢ and g¢ by a stringer whose span 
is eg. The stress in /g is therefore found by the method 
given in Chap. V, after considering the members F/ and FG 
removed. The greatest stress in the counter tie eG (or G2) is 
obtained in a similar manner to that in Fe. 

The preceding statement also shows that the maximum 
stresses in /f and #G occur when the floor beam reaction is a 
maximum. For consolidation locomotives this usually re- 
quires the second or third driver to be placed at the floor 
beam. If the panels are long, the reaction will be greater 
under the corresponding position of the second locomotive, 
for one or two of the tender wheels of the first locomotive 
may then be brought on the panel at the left. The tension 
in /G equals one half of the floor beam reaction multiplied by 
the secant of the angle which /G makes with the vertical. 


The stress in the vertical Cc depends not only upon the 
floor beam reaction at c, but also upon that at J, one-half of 
the latter being transferred to c by the secondary truss adcB. 
By employing the same method as in Art. 46, the following 
formula may be deduced for the stress in Ce due to the loco- 
motive loads: 

; M, — 3M, 

p , 
in which 1/7, is the moment of all the loads on the first three 
panels about das a center, and 47, the moment of the loads 
on the first two panels about ¢ as a center, and f the panel 
length of the three equal panels ad, dc, and cd. The values 
of WM. and MW, can be read off directly from the live-load . 
moment diagram. The corresponding position of the load 
requires the wheel loads in the first two panels to be equal to 
two-thirds of the load on the three panels. It will be 
observed that this is the same position as that for the maxi- 


i 
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mum moment at c of a beam or truss whose span is ad. As 
the live-load diagrams are always constructed with the head 
of the locomotive toward the left, the maximum stress should 
also be found in K& and compared with that in Cc, the larger 
value being used for both members. The tension in Lé 
equals the floor-beam reaction at 0. 

If instead of the short tie /G a short strut e/ be inserted, 
the auxiliary truss will then be efg/, which will transfer the 
panel load at fto the points e and g. The moment of the 
stress in fg about the center & will then be the bending 
moment in the vertical section through & plus the moment of 
the panel load at 7. The corresponding criterion for position 
will require the wheel loads from a to f minus the wheels 
from f to g to equal W?’ + 7, in which W, 7, and 7’ have the 
same significance as before, whence Z’ equals the horizontal 
distance from the left support to 4, which is the center of 
moments. The stress in EG is the same as if the secondary 
truss were omitted, and the stringer extended from e¢ to g. 
The methods described above for finding the stresses in EF 
and /g¢ will now have to be exchanged. 


The construction of the stress diagram for the dead load 
offers no difficulty in either case, and will therefore not be 
illustrated. 

The form of this truss as shown in Fig. 113 is sometimes. 
modified by reducing the two panels at each end to one, 
thereby omitting the subverticals at 6and 7. This arrange- 
ment was used in the Susquehanna River bridge at Havre 
de Grace, Md. Another modification was adopted in the 
Merchants’ bridge, at St. Louis, whereby the point B was 
raised so as to bring it into the curve of the upper chord. 
See Engineering News, Vol. XXII, page 578, Dec. 21, 1880. 


Prob. 69. The truss in Fig. 113 has aspan of 283 feet, the 
depths at C, &, and G being 42, 47, and 48% feet respec- 
tively. Find the stresses in all the members of the truss due 
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to WADDELL’S Compromise standard, Class U, the bridge 
having a single track. 


ART. 58. THE BALTIMORE TRUSS. 


The Baltimore truss is a special case of the Petit truss when 
the upper chord is horizontal. The chord stresses for both 
trusses are found in exactly the same manner. The method 
used for the web stresses of the Petit truss also apply to the 
Baltimore truss, but for most of the web members it is prefer- 
able to make the comparison with the methods employed for 
the Pratt truss. 


If the upper chord in Fig. 113 were horizontal the stresses 
in £F and in Ze would be the same as if the truss were of the 
Pratt type with 14 panels, the load on the truss being 14 
times the load in the panelef. For the stress in /g the load 
on the truss must equal 7 times the load in the panel, and the 
stress would be the same as if the truss were of the Pratt type 
with only 7 panels. The stresses in /f and £é are equal to 
those in the suspender of a Pratt truss having the same panel 
lengths, while those in Ce and /G are the same as for the 
Petit truss. 

Prob. 70. A Baltimore truss of a single-track through 
bridge has the same span, number of panels, and live load as 
the truss in Prob. 69, its depth being 47 feet 2 inches. The 
counter-ties Ge and Gz are, however, omitted, and the mem- 
bers Eg and J/g counterbraced. Find the live load stresses in 
all the members. 


ART. 59. UNSYMMETRICAL TRUSSES. 


Fig. 114 represents the side elevation of the two unsym- 
metrical Pratt trusses of a through railroad bridge, together 
with the plans of the upper and lower lateral systems. The 
floor beams are perpendicular to the center line of the bridge, 
and they are placed at equal distances apart from each other, | 


| 
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and from the points midway between the bearings of the end 
stringers. The end posts are inclined so that their horizontal 
projections are equal to the distance between the floor beams, 
and this necessitates shortening the end panel of the upper 
chord at one end of each truss, and lengthening that at the 


Fig. 114. 


other end by an amount equal to one-half the longitudinal 
component of the skew. The end panels of both chords are 
therefore equal at the same end of each truss, and the sus- 
penders are inclined. Sometimes the trusses of skew spans 
have been built whose end posts are not equally inclined, but 
this is very unusual. 

As the two trusses are equal, but with their ends reversed, 
it is necessary to find the stresses in all the members of one 
truss for all the loads. Since the load line and equilibrium 
polygon for the locomotive wheel loads are usually arranged 
for the load advancing from the right, the live load stresses 
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are found in all the members of the left half of each truss, 
except the counters whose stresses are found in the right half. 


The dead load stresses in the trusses and the stresses in the 
lateral systems due to that portion of the wind load which is 
regarded as stationary are as readily determined by the 
graphic method as for symmetrical trusses, although in the 
analytic method the numerical work of computation is ma- 
terially increased. 


The stresses in the lateral systems due to the pressure of 
the wind on the trusses are found by means of a stress diagram 
like Fig. 67 in Art. 32, but extended to all the members of 
each system. For the wind panel loads which are treated as 
a moving load (representing the pressure of the wind on the 
train), the stresses in the chords may also be obtained by a 
stress diagram, while that in the lateral struts and ties may 
be found by means of tables similar to those in Art. 32. The 
relation between the values in the different lines of the table 
are, however, not as simple as for trusses whose panels are all 
equal. For instance, if the nearer truss az is on the windward 
side, the braces of the lower system brought into action are 
ab be'ca'de'e . . . hh't, and a wind panel load at g will cause 
stresses in members on its left equal to those due to a panel 
load at # multiplied by the ratio of gz + fz. These products 
are most conveniently obtained by graphical arithmetic (Art. 
14). 

Another method, which is preferable in most cases, is to 
draw a diagram giving the stresses in all the members for a 
reaction of 1.0 at the left support @, and then tou multiply the 
stress in each brace by the corresponding reaction produced 
by the panel loads which make its stress amaximum. These 
reactions are most quickly determined by means of an equi- 
librium polygon whose closing line will shift as one panel load 
after another is taken away from the full load for which it is 
at first constructed. 
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The position of the wheel loads is obtained in the same way 
as for symmetrical trusses, it being assumed, however, that 
the loads are distributed along the center line oo’ of the track 
as shown in Fig. 114, and that the trusses have their supports 
atvando’. Although this method is approximate, it generally 
gives the correct position. In case a very slight shifting of 
the loads would dissatisfy the criterion, it may be well also 
to find the stress when the next wheel is placed at the corre- 
sponding panel point and compare the results. 


In the bridge represented in Fig. 114 let the span be 146 
feet, 06 = 4 = eS of = fl Say a ee 
74!" ft = GH = 22’ 10%”, the width 16 feet between centres 
of chords, and the depth 24 feet. For the greatest stress in 
the chord members a and dc due to WADDELi’S Class U 
(Art. 39) the required position is that with wheel 3 at panel 
point 6. Fig. 115 shows the left portion of the truss diagram 
placed in this position on the 
load line and moment diagram 
of the live load. The inter- 
section of the line ov with the 


Fig. 115. 


vertical through the center of moments B is seen to lie 
between the points where mw and zw cross the same vertical. 
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As the floor system distributes the load to the panel points 
of the truss the lower sides of the equilibrium polygon for the 
truss under this position of the load are the right lines, or 
chords, of, 77, 7s; etc., the points o, 7, 7, and s being on the 
live load polygon. The point ois the regular panel length 
of 18’ 3” on the left of 6. The closing line of the polygon 
must end in a vertical through the left support of the truss at 
a, and therefore at the intersection & of the vertical 2a with 
the line of. Ina similar manner the right end of the closing 
line (not shown in Fig. 115) is located at the intersection of 
the chord or side of the equilibrium polygon whose extremi- 
ties lie on the verticals through # and o’ (see Fig. 114) with 
the vertical through z. The bending moment in the section 
through & is measured by the full line ordinate with arrows 
at its extremities (Fig. 115). This moment divided by the 
depth of the truss gives the stress in dc. As the stresses in 
ab and aB, however, hold in equilibrium only the reaction at 
a, the moment of the stress in a about B is equal to the 
moment of the reaction, and hence is measured by the ordi- 
nate when produced to g, its intersection with the side of (or 
kp) produced. 


The stress in the end post aB is preferably obtained by 
dividing the stress in ad by the sine of the angle which aB 
makes with the vertical. For the remaining web members 
except the suspenders, the only modification required of the 
method described in Art. 45 for trusses with equal panels is 
that the moment at the right support must be read to the 
point corresponding to that described in the preceding para- 
graph as the right end of the closing line of the equilibrium 
polygon for the truss. 


The floor-beam reaction is the same as if the panel ad of 
the truss were equal to dc, for the deduction of the formula in 
Art. 46 indicates that the panel lengths introduced are really 
the spans of the corresponding stringers, and while usually 


192 MISCELLANEOUS TRUSSES. CHAP. Vi. 


they are equal to the panel lengths of the truss, this is not 
always the case. The tension in Bé equals the product of the 
floor-beam reaction by the secant of the angle which Bb makes 
with the vertical. 

Fig. 115 also shows the left-hand portion of the diagram of 
truss a’B' HH’? superiinposed upon the other. The closing 
line is £’u, k’ being at the intersection of go produced with 
the vertical a’#’. The moment of the chord stress in a’0’ 
(d’ coincides with 4) is measured by the ordinate below B’ and 
is indicated by arrows at its extremities. By producing this 
ordinate to /, on the chord 7f produced, it gives the moment 
of the stress in 0’c’. 

It will be observed that the same position of the live load 
was used for the end chord members of both trusses. If the 
point o had been moved to a’ the criterion would not have 
been satisfied by placing wneel 3 at J, but only by putting 
wheel 4 at 6. The moment for the latter position, however, 
is less than that for the former. 

Prob. 71. Find the maximum and minimum stresses in the 
above example due to the given live load and a dead load of 


goo pounds per linear foot, one-fourth to be taken on the 
upper chord. 


ART. 60. DOUBLE AND QUADRUPLE SYSTEMS. 


For trusses having more than one system of webbing it is 
assumed that each system is affected only by the loads which 
it carries. 

In the double system Warren truss in Fig. 116, the loads 

Bes SER GO aE ae: 


Fig. 116. 


P,, P,, and P, are carried by the full line diagonals, and the 
loads, Q,, Q,, Q,, and Q, by the diagonals drawn in broken 
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lines. The truss is therefore regarded as composed of two. 
separate trusses having common chords. The stresses in each. 
system may then be determined and the results combined. 
In this case, however, either the dead load stresses in all the 
members or the live load stresses in the chords may be found: 
by means of one diagram. The reaction at the left support 
is in equilibrium with the stresses in da, Ba, and ad, but the 
compression in Aa is known, since it equals the reaction due: 
only to the loads Q, thus leaving but two unknown stresses. 
The stress diagrams may therefore be readily constructed. 
The maximum live load stresses in the diagonals are obtained 
by considering each system separately. 

For the Whipple truss in Fig. 117 (which is a double inter- 
section truss of the Pratt type) both dead and live load 
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Fig 117 
stresses must be found for each system, the division into- 
systems being somewhat different, however, for the required. 
stresses in the chords and web members. For the chord 
stresses the division may be made into the two symmetrical. 
systems shown in Fig. 118, provided the live load is uniform, 
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Fig. 118. Fig. 119. 
throughout. If the live load is not uniform, or if it consists. 
of excess loads combined with a uniform train load, the division 
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may be made similar to that shown in Fig. 119, care being 
taken to insert those diagonals near the middle, which are in 
tension under the combined dead and live loads. If the 
stresses are obtained only for the left half of the truss, the 
excess loads may require an additional diagonal to slope 
downward toward the left in the lower diagram of Fig. I19. 
It is clear that only those dead and live load stresses in any 
chord member may be added together, which were obtained 
under the same conditions; that is, with the same diagonal of 
the given panel acting in each case. 


When the division is made into systems, or component 
trusses, which are unsymmetrical, there is some ambiguity in 
the stresses due to the fact that the suspenders are attached 
to the panel points B and K which are common to both sys- 
tems. As reasonable an assumption as any is to regard the 
panel loads at 4 and & to be equally divided between the two 
systems. The same stresses will, however, be obtained if 
both suspenders be considered as a part of only one and the 
same system, and this arrangement is also more convenient 
in finding the stresses. 


If these two methods of division be compared for a uniform 
load throughout, the greatest difference in chord stresses is 
found to be not quite four per cent, most of them being much 
less. The difference may be reduced one-half by considering 
the suspender 4é as belonging only to that component truss 
which contains the adjacent diagonal Bc, and the suspender 
Kk as being a part of the system containing the diagonal K7. 
This arrangement reduces the shear at the middle to the 
minimum value possible in each case, and requires the con- 
struction of only one stress diagram for the chord members, 
since one system equals the other with its ends reversed. 


For the stresses in the web members the systems are divided 
as in Fig. 120, all the ties sloping one way except those near 
the right end, where it is certain that no counters are needed. 
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Only the loads supported by one of the systems are considered 
in finding the stresses due to both dead and live loads in any 
web member of that system. The method employed is that 


Fig. 120. 


of Art. 30, the labor of tabulation being materially lessened 
by noticing the general statements made in that article in 
regard to the maximum and minimum stresses in web mem- 
bers. On account of the ambiguity in stresses the panel loads 
at 6 and & may be placed on either system, so as to produce 
the maximum and minimum stresses in any given web mem- 


ber. 


When one excess load is used in connection with uniform 
panel live loads, it must be placed on that system which gives 
the greatest chord stresses; and for two excess loads the first 
may be on one system and the second on the other, depending 
upon their distance apart and the panel length. For maxi- 
mum stresses in the webbing the excess loads are always 
placed at the head of the train. 


If concentrated wheel loads are to be employed it will be 
best to always place the first driver at the panel point. Each 
system is regarded as acting independently, and as being 
strained only by the loads transferred to it by the stringers 
and floor beams, As part of the weight of the pilot is carried 
by the stringer to the other system, that part is disregarded 
in obtaining the stresses in the bracing. For the chord 
stresses the locomotives are so placed as to produce the 
greatest moment at the middle of the truss, and the weights 
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transferred to each system are used only in determining the 
chord stresses for that system. | 


A quadruple Warren truss or lattice girder is treated in 


BSR KREKRRKK 


.Fig. 12r. 


a similar manner to the double system Warren, and also 
requires but one diagram for dead load. 


Prob. 72. A double system deck Warren truss of 100 feet 
span has 10 panels, and is 10 feet deep. The dead load per 
linear foot per truss is 560 pounds, and the train load 1800 
pounds, which is preceded by two heavy locomotive panel 
loads of 65 000 pounds each. Find the maximum and mini- 
mum stresses in ail the members. 


ART. 61. THE GREINER TRUSS. 


The truss shown in Fig. 122 was designed in 1894 by J. E. 
GREINER, Engineer of Bridges of the Baltimore and Ohio 
Railroad, for overhead highway purposes so as to be adapted 


Fig. 122. 


to the use of material taken out of old bridges combined with 
rails worn out in track service. It consists essentially of a 
bowstring truss with a horizontal upper chord combined with 
a Pratt truss whose diagonal ties are omitted, so that the 
supports of the former are at the upper ends of the end posts 
of the latter. 


The stresses in the web members above the bowstring 
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Be'de'F are first determined by regarding them as members of 
the bowstring truss only, the supports being at B and & 
The stresses in the end posts are the same as if the truss were 
of the usual Pratt type not in combination with the bowstring, 
while the stresses in the verticals Bd, c’c, e’e, and Ff are the 
corresponding floor-beam reactions. 


The stress in any member of the upper chord AF is the sum 
of its stresses when considered successively as a member of 
the bowstring and Pratt systems, the load in the second case 
being the panel loads at 6 and /, together with loads at B and 
F equal to the reactions in the first case. This stress is a 
maximum when the load covers the entire truss and its posi- 
tion satisfies the same criterion, which would be used if the 
truss. were-of the pure Pratt types The corresponding 
stresses in the bowstring &c’de'/, and in the lower chord are 
easily found, as each of these chords belongs only to one of 
the component trusses. 


Since the diagonal bracing of the Pratt truss is replaced by 
the bowstring truss, it is necessary not only to determine the 
stresses in each system separately, but also to consider the 
effect on the latter when the load on the former is not 
symmetrically disposed. As the pznel points 4, d, and 
are common to both systems, the Pratt truss may first be 
regarded as having counterbraced long diagonals 4d and af, 
and after the stresses in Bd and dF are found for the unequal 
loads transferred to & and F/, or the panel loads at 6 and /, 
or both of these conditions combined, the stress in each of 
these members may be replaced by two equal and opposite 
external forces applied at its extremities, as was done in Art. 
33, Fig. 69, in replacing the initial tension in the counters. 
As the stress in any case will be compression in one and ten- 
sion in the other long diagonal, care must be taken to give 
the equivalent external forces the proper direction, The 
stresses in the bowstring truss due to these forces must then 
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be combined with those obtained by treating each system 
independently. Attention is again called to the important 
fact stated inethe preceding article, that only those stresses 
must be combined which occur simultaneously under the same 
conditions. 

If the dead and live loads are uniform and the bowstring is 
parabolic, the maximum stresses in the two horizontal chords 
are uniform throughout. This fact indicates why this type 
of truss is adapted to the use of track rails in these chords. 
The details of a truss of this type, in which, however, the 
parabola is in compression, were published in the Railroad 
Gazette; Vol. XXVII, page 602, Sept. 13, 1395. 

Prob. 73. A highway bridge with a clear roadway of 15 
feet has a span of 57 feet. The truss is of the same form 
and number of panels as Fig. 122, and its depth is 7 feet. 


Find the stresses due to a live load of 80 pounds per square 
foot. 


ART. 62. HORIZONTAL SHEAR IN A BEAM. 


Let it be required to construct a diagram showing the dis- 
tribution of the horizontal shear in a beam. This may be 
conveniently illustrated by an example, such as occurs in the 
design of a deepened beam. A deepened beam consists of 
two timbers of rectangular cross-section placed above each 
other and united by keys or brace blocks so as to make the 
timbers act like a single stick. By this means the combined 
strength of the timbers is double that secured when they act 
separately. 

Let the loads to be supported exclusive of the weight of 
the beam consist of three concentrated loads of 4000, 8000, 
and 6000 pounds respectively, and a uniformly distributed 
load of 2000 pounds per linear foot, extending over a portion 
of the span as indicated in Fig. 123. A single bending 
moment diagram for both concentrated and uniform loads 
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Fig. 123. 
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may be constructed by treating separately the portions of the 
uniform load which lie between the concentrated loads. _ The 
loads are taken in succession from left to right and laid off on 
the load line (not shown). The left reaction 4 is found by 
computation to be 22 900 pounds, and by laying this off on 
the load line the closing line of the equilibrium polygon may 
be made horizontal, if so desired, by taking the pole directly 
opposite the point of division of the reactions (see Arts. 9 
and 11). The equilibrium polygon acefgiéa is first drawn 
by regarding the portions of the uniform load as concentrated 
at their centres of gravity. The final form is then obtained 
from this by constructing a parabola (Art. 10), tangent to the 
right lines ce and ef at the points d and / respectively, these 
points being directly below the extremities of the 4-foot por- 
tion, and a second patplole tangent to fg and gz at the 
points f and xz. 

The vertical shear diagram a’k.. . dm. . nO’ is drawn next. 
The shear passes through zero, where / crosses a’d’, and on 
measuring the moment ordinate directly above this it is found 
to be 126400 pound-feet. If 4 be the breadth and @ the 
depth of the rectangular section of the beam, and 875 pounds 
per square inch the working unit stress in the outer fibres, 


bd* = (126 400 X 12 X 6) + 875 = 10 400 inches’. 


If 6 be assumed as about 3d, the beam will require two 
timbers 14 X 14 inches in section. 


The weight of these timbers for a length equal to the span, 
at 3 pounds per foot board measure, equals 1960, or say 2000 
pounds. The bending moment at the middle of the beam 
due to this weight is 5000 pound-feet. The corresponding 
moment diagram is drawn as explained in Art. 10 by making 
the parabola aré tangent to as and sé, the ordinate at s being 
2 X 5000 = 10000 pound-feet. The shear diagram a’pgd’ 
for the weight of the beam is added to the other by laying off 
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the reactions in the opposite direction from the axis a’é’. 
The shear due to all the loads passes through zero at o where 
/m crosses pg, which is a little to the right of the point found 
before, and is 8.52 feet from the left support. The maximum 
bending moment directly above this point is now measured, 
and its value of 131 300 pound-feet obtained. As the resist- 
ing moment of the beam slightly exceeds this amount no 
correction is necessary. 

If S, is the unit horizontal shear, and V the vertical shear 
in any section of the beam, 6 and d the breadth and depth of 
the rectangular cross-section, the following relation is given 
by mechanics (Mechanics of Materials, Art. 78). 


ne ia 
In order to obtain the horizontal shear for a distance dr along 
the beam, S; must be multiplied by ddx, giving 


atte 
Sjbdx = > .Vde. 


If the total horizontal shear be required between any two sec- 
tions of the beam, it is necessary to integrate this expression 
between the given limits of . V isa function of x, and the 
integral of Vdx is the area of the vertical shear diagram 
between the given sections. 

The total horizontal shear between a’ (the left support) and 


3 : = a. aaee 
ra Wis; since J Var fau= M. Substituting the 


values found above, the total horizontal shear for either the 
portion a’o, or 0b’ equals (3 X 131 300 X 12) + (2 X 28)= 
84 420 pounds. If four keys or brace blocks of equal strength 
are to be employed to resist this shear, each block must be 
designed to take a pressure of 21 105 pounds. In order to 
determine their location, it is necessary to divide the vertical 
shear diagram on each side of the zero shear into four equal 


o is 
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parts. This is most readily done by dividing it into narrow 
strips, say a foot wide by scale, finding the area of each one, 
and, beginning at the point 0, adding each area to the sum of 
the preceding ones. The total area should equal the maxi- 
mum moment. These areas are laid off as ordinates on the 
axis a’’o’ in such a way that the length of the ordinate at any 
section ‘of the beam represents the area of the vertical shear 
diagram from that section to the point of zero shear. By 
dividing the last ordinate a”’¢ into four equal parts and draw- 
ing parallels to a@’’o’ through these points as indicated by 
broken lines, their intersection with the curve passing through 
the extremities of the ordinates gives the positions required. 


The corresponding diagram for the right-hand portion is 
drawn above the axis 0’0’. All the positions of the brace 
blocks are marked on the bottom line of Fig. 123. Numbers 
I, 2, and 3-are respectively 4’ 9”, 2’ 11”, and 1° 4s “froma. 
which is at the left support; while numbers 1’, 2’, and 3’ are 
5° 10k., 3’ '5",-and" 1774" from 4°at. the fight support sete 
will be observed that in the middle portion of the beam no 
brace blocks are required in this case for almost one-half of 
the span. 


When moving loads are substituted for stationary loads the 
length of the middle space is materially reduced, for in that 
case the maximum horizontal shear in any section does not 
occur when the load covers the entire beam except for the 
sections at the supports. If the cross-section of the beam is 
not uniform, it is necessary to construct the diagram so that 
the ordinates shall represent the corresponding sums of the 
horizontal shears directly. By using the general form of the 
equation the distribution of the horizontal shear in a beam of 
any cross-section may be similarly shown by a diagram. 


Prob. 74. Two deepened beams having an effective span 
of 22 feet carry a single track railway across a culvert. The 
weight of the track is to be assumed at 400 pounds per linear 
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foot, and the live load at 3600 pounds per linear foot. The 
beams are to be of timber weighing 45 pounds per cubic foot, 
and with an allowable unit stress in the outer fibers of 1500 
pounds per square inch. Find the positions of the brace 
blocks or keys, provided eight are used in each beam. 


ART. 63. ROOF TRUSS WITH COUNTERBRACES. 


Fig. 124 shows the skeleton diagram of a roof truss with 
straight upper chords and a curved lower chord. The upper 
chord on each side is divided into six equal panels, and at the 
panel point marked 2 the strut is normal to the upper chord. 
The end panels of the lower chord are parallel to the adjacent 
upper chord members and the panel pvints I, 2,...5... 
2’, \’ lie on the arc of a circle. With the exception of the 
end ones, the lower chord members are also equal. The 


ventilator covers a panel on each side of the peak. 


The dead panel loads 1 to 7 on the upper chord are 2500, 
3350, 3350, 3350, 2750, 2150, and 3600 pounds, and the 
corresponding loads 0 to 5 on the lower chord are 1400, 600, 
600, 600, 600, and 600 pounds, somewhat less than half the 
weight of the truss being regarded as concentrated at the 
panel points of the lower chord. The snow panel loads are 
2700 pounds, excepting those at 1, 5, and 6 which are 1350 
pounds. The horizontal wind pressure against the vertical 
side O—1I is 5600 pounds, and against 5—6 is 4800 pounds. 
The normal wind panel load is 6300 pounds, distributed to 
the panel points in the usual manner. 

The stress diagrams are drawn at first for the truss with its 
counterbraces omitted as described in Art. 17, the additions 
required on account of the counters (in this example, counter- 
ties) being made afterwards. Only one of the stress diagrams 
is shown, that due to wind on the fixed side of the truss being 
given in Fig. 125. As the direction of the reaction at the 
fixed end is not known, the equilibrium polygon used to de- 
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termine the reactions must have its left-hand vertex at that 
’ support and its right-hand vertex on the vertical line of action 
of the reaction of the right support. To reduce the number 
of sides of the equilibrium polygon, and thereby to secure 
greater accuracy, it is desirable to concentrate the wind pres- 
sures on the two vertical and the two inclined surfaces at 
their respective centers. Should this arrangement cause a 
vertex of the equilibrium polygon to fall beyond the limits 
of the drawing even with the most favorable position of the 


Fig. 124. 


pole, it may be remedied by replacing the horizontal and 
normal pressures on the ventilator by their resultant. To 
avoid ambiguity in stress, the member 4J/’ is attached to the 
panel point 7 so as not to receive or transrait any direct stress 
due to the wind. 


To determine the stresses in the members adjacent to the 
second panel of the truss when the counter-tie DZ acts, 
imagine the main diagonal removed and complete the corre- 
sponding force polygon for the panel points at its extremities, 
the additional lines required being made with short dashes 
instead of full lines. In a similar manner the additions are 
made due to the counters /*G, H//, and those in the other half 
of the truss. It will be observed, for instance, that the 
polvgon #hzz in the stress diagram has all of its sides respec- 
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lively parallel to the members of the panel containing the 
diagonal ties H/, while the two points marked 7 are on the 
same parallel to V/, and the two points £ are on the same 
parallel to AH. 


The stress in AH when the counter acts is represented by 
the shorter a, while its stress when the main tie acts is the 
longer ah, as is evident D 
at a glance on observing ee al: 
with which point % the ae 
broken line Az or the full re 
line 42 is connected. As 
the lines in the stress dia- 


gram, which give the 
i stresses in the strut con- 
oa necting the upper panel point 4 
Fig-725- with thé lower panel point 3, 

have the same small or lower-case letters at their extremi- 
ties as the capitals which designate the spaces adjacent to 
the strut, an inspection of the truss diagram will indicate 
which letters are to be used in any given case. When the 
counter acts on the left and the main tie on the right the 
strut is designated as /H and the corresponding stress is 
jh. If the counters act on both sides the strut is // and its 
stress fz. The character of the lines representing the stresses 
in the main and counter ties afford a check against errors, 
for the stress diagram above shows that gz is the stress 
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in the strut when the acting adjacent ties are the main tie 
FG, and the counter tie H/7. -As an additional example, the 
stress in the next strut to the left is eg when the acting 
adjacent ties are the main DZ& and the counter FG. 


Before measuring the stresses in the chords and struts the 
stresses in the main and counter ties are tabulated so as to 
determine how many counters are actually required. The 
following tables give all the stresses for the ties in three panels 
and the maximum and minimum stresses in the remaining 
ties, the stresses being expressed in units of one thousand 


pounds. 
DE FG HI 
Tiss, > 

Main. |Counter.| Marin. |CountTer.| Marin, |Counter. 
Deadload!ccistens.ccelneiciss tans + 17.8 E19. S ete as On a iae kas = 10.3 
Show load as) acecerecce : zy oRonCIR GS Bee) || a= aes || Oey) Se Ge a i547 
Wind on fixed side......... 14.8 — 16.4 + 16.8 — 12.6 + 33-7 — 23.9 
Wind on free. side’ . occ... =) 204 + 2.7 Sa ae ap COE = || ap Oe 

Maximum 2. 2. s.sseseeese + 43.4 ° + 19.3 + 5.1 + 57.6 ° 

Worvinhonannan oosccemeool| am Lee ° ° ° + 1.8 ° 

Apa ae F’G! F’'G' 

Ties. BC BLC DE (m) (c) HLT" TIE JIS 
Maximum...........-- + 98.1 | + 78.4 | + 44.3 | +16.4]-+ 3.1 | + 40.8 | t47.1] + 68.3 
MINIMUM secrete ease + 24.4] + 34-1 | + 14.3 ° ° + 14.5 18.9 | + 5.9 


+ 
These tables show that only one panel in each half of the 
truss needs counterbracing. 


The following tables give all the stresses in four chord 


NG AF 
Cuorp MEMBERS, NB ND 

Main. |CounTer.| Main. |Counrer, 
Deadtloadyew mache aie ° + 30.5 | + 46.0| + 46.9 | = 52.4] — sr.5 
Snomloadicea wes ° ae 18.9 |) 2 027.89\" 1 28:71 = 3r.0 | aaree 
Wind on fixed side. ees || ar ye Se Odes | awe aA a. 
Wind on free side... SNES) Ss PEI || a Bip Sp ma Cision | Sie ao 8.3 
Maximum.....s00 s.seeeee es — 33-5] 117.2 | +142.1 154.7 
GH petehC yee waar cucu coouane + 30.1 ite) + 3.4 — 43.2 


ART. 63. | ROOF TRUSS WITH COUNTERBRACES. 2077 


\ 
Cuorp MEmBERs. AC AGU | AE AE’ | AH AME) IG DEO 
| 

Maximum eMied eiatsrecstete —122.7| — 93.8] —154.3) —1t25.7| —144.4| —125.4| —116.2| —r1og.2], 
Minimum............ | — 29.2] — 40.8] — 25.4) — 53.3} — 42.9] — 51.2) — 41.7] — 42.7]° 

Cuorp MEMBERS. AF’ NB’ ND! NG' NI INGE NK = NK’ 
Maximum ....... ... —126.0] — 3.3 | + 69.4] +11o.0} +106.3] 4+- 93 7 + 75.1 
Minimum... ..2-.555 — 52.4 ° + 30-5, + 38.0) + 7.1) + 19 G + 4.5 


members, and the maximum and minimum stresses in the 
others. These tables indicate that two members of the lower 
chord are subject to both tension and compression, and must 
be designed accordingly. 


Before measuring the stresses in the struts or posts it is. 
desirable to prepare a table showing which diagonals ate act- 
ing under the six possible combinations of load. Such a 
table for the ties HG and /'’G’ is shown below, the acting tie 
being indicated by an asterisk. It being remembered that no 
counters act in any other panels, it is apparent that the 
stresses to be obtained from the diagrains for the posts of the 
counterbraced panels are those given in the first one of the 


EF GH G’H’ OOS OU 
Dead load ......0d6 .. mei} ——=tcon | May) |e |) Mama 3 8) md. me =o, im: 
oily dpe eee CA eS NS reise ier LMA b OS ia Sehr Oe Cc — 2.2 |m 
Snow load...°......| m.| — 2-4 | m. | m. 3.1 |m.]}m.| — 3.1 | m.|m. | — 2.4 | m, 
ee te te) Ca) Ge. | 28 A aE ik PS | eh eee) ll a= es Gat ma, 
Wind on fixed side..| m. | — 6.7 | m.|m. | —15.6 | m. | m. fo) @ | Coss srg) ie 
Wind on free side... ja wen | Goulecs ° m. | m. | —14.2 pa m.| — 6.7] m. 
FG F'G' 
IBID GH GH E/F! 
m (oF m c 
Dead load ......---+++e+e: z - — 3.0 | — 3.8 | — 3.8 | — 3.0 
Dead ++ snow loads.......| * x =i || = Bucy Wo = Go |) an 
Dead ++ wind on fixed side} * of — 9-7 | —19-4] — 3-1 | — 5-7 
Dead ++ snow-+-wind fixed = : =T2er) | —22,.5 \) — 816) |e 
Dead + wind on free side * is — 7.4 | — 3-1 | —18.0 | — 9.7 
Dead + snow-+ wind free * bd — 9.0 | — 5 6| —21.1 | —12.1 
oe ae 
Maximumis.sceies 2. ee —12.1 | —22.5 | —21.1 | —12.1 
Minimum..,.. a = 3:07] = 3-8 |= 53-8 | = 3.01; 
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following tables. The ties which act on each side of the 
posts are indicated by m and ¢ for the main and counter 
diagonals respectively. In some trusses three or four stresses 
may be required in some of the posts for the dead and snow 
loads and two for the wind loads. From this data the second 
portion of the last table may now be filled out, and the maxi- 
mum and minimum stresses selected by inspection. It will 
be observed that the final values for EF are the same as for 
E/F’, and that for GH and G’H’’ the minimum stresses are 
equal, while the maximum ones differ but slightly. 


If the counter /G were omitted, and the main tie /G were 
then replaced by a member which could take both tension and 
compression, it would change the minimum stress in GH to 
+. 0.4, while if the main tie were omitted and the counter 
replaced by a counterbraced member it would change the 
maximum in GH to — 12.7, the maximum in ZF to — 9.0, 
and the minimum in £/ to + 1.8 thousand pounds. It would 
seem therefore that it would be preferable to counterbrace 
the panels in this case instead of the members that would 
otherwise require it. 

The following table gives the stresses in the remaining posts 
and in the middle suspender. 


| 
1B AB’ cD | (LID! Lf MUAY KE! 
Maximum........ — 65.4 — 48.6 — 37-2 — 31.5 — 44.6 — 35.2 + 115 
Minimum ..«......|| = 16.5 — 22.0 = 12.08) ra — 3:7 — 10.9 + 1.3 
| 


Prob. 75. Find the maximum and minimum stresses in the 
crescent roof-truss treated in Art. 24, provided the panels be 
counterbraced with diagonals which take compression only. 


ART. 64. A FERRIS WHEEL WITH TENSILE SPOKES. 


The skeleton diagram of a small Ferris wheel with eight 
apexes and supported at the hub is given in Fig, 126. The 
broken circular line indicates the rack where the power is 
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applied to rotate the wheel. The spokes are designed to take 
only tension, and equal loads are applied at all the apexes. 
The crown of the wheel tends to sag under the influence of 
the load at apex 1; but as this would produce compression in 


the spoke /4 it will not act, and therefore the load is sup- 


Fig. 127. 


ported by the segments A/ and AB ol therm. / ibhese 
stresses are obtained by constructing the force polygon for 
the apex I as shown in the stress diagram at the right. The 
force polygons for the remaining apexes may now be con- 
structed in regular order. The long vertical 2d is the reaction 
of the support and the diagram shows that it is in equilibrium 
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with the stresses in all the spokes, which truly expresses the 
relation of the forces at the hub. In this article the resist- 
ance due to friction in the bearings is not taken into account. 


An examination of this diagram shows that under uniform 
load the stresses in the spokes and in the segments of the rim 
gradually increase from the top to the bottom of the wheel, 
those in the rim being compression throughout. When a 
segment of the rim is in a horizontal position at the top of 
the wheel its stress is — 1.07, P being the apex load. The 
stress diagram for this position is not given. As it revolves 
its stress gradually increases to the maximum value of 
— 3.92P when the segment reaches the position of A, the 
stress now remains unchanged until the position of AF is 
reached, and then gradually diminishes until the segment is 
again horizontal at the top. If the wheel had 16 spokes the 
compression in any segment of the rim would vary between 
the limits 2.414? and 7.689P. 

The stress in any spoke remains zero during the interval 
between its two upper positions which make an angle with 
the vertical equal to one-half the angle between the spokes, 
and then gradually increases until it reaches its maximum 
value of + 4, when the spoke is below the hub in a vertical 
position. It is interesting to observe that the maximum 
stress in any spoke is independent of the number of spokes 
when that number is not less than four. The construction of 
the diagram also indicates that the stresses in both rim and 
spokes are independent of the size of the wheel, except so 
far as the apex loads may depend upon it. 


Fig. 127 gives the wheel and stress diagrams for the case 
when only three of the observation cars are occupied. The 
horizontal reaction applied on the circular rack which is used 
to rotate the wheel is found by equating to zero the sum of 
the moments of all the external forces with reference to the 
centre of rotation of the wheel. In the stress diagram the 
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points z and 6 which coincide indicate no stress in the vertical 
spoke 74, while the inclined line 2b is the reaction /B of the 
supports, for, since the spoke has no stress the letter / really 
applies to the entire space on the left of the inclined arrow 
designating the reaction. It will be noticed that most of the 
stresses on the loaded side are considerably greater than those 
on the other. 


The Ferris wheel at the World's Columbian Exposition in 
1893 was 250 feet in diameter and had 36 spokes. An article 
on this subject applying the graphic method to water wheels 
of a given type as well as to other structures, and including a 
description of the main features of a wheel of the same mag- 
nitude as that at the Exposition, but designed so that its 
stresses should be statically determinate, may be found in 
Zeitschrift fiir Bauwesen, Vol. XLIV, page 586 (1894). 

Prob. 76. Determine the stresses in all the members of a 
Ferris wheel with 8 tensile spokes for a load P at each apex, 


when one of the spokes is vertical, and also when one of the 
rim segments is horizontal. 


ART. 65. A BICYCLE WHEEL WITH TENSILE SPOKES. 


Bicycle wheels are usually constructed with spokes of very 
light steel rods and stiff rims of metal or wood. The number 
of spokes is generally 32. A wheel with one-half that number 
of spokes is represented in Fig. 128. It carries a load W at 
the hub, and is subject to an equal reaction at the point where 
it rests upon the ground. 

The reaction BC tends to produce compression in the spoke 
attached to the same point of the rim, but as it can take only 
tension it will not act, and hence may be considered as removed 
for the time being. The force triangle adc accordingly ex- 
presses the condition of equilibrium at apex 1 between the 
seaction BC and the direct stresses in AB and AC. The 
sides ab and ae are parallel to the chords of the arcs AZ& and 


212 MISCELLANEOUS TRUSSES. CuHap. VI. 


AC respectively. These stresses are equal, and their value is 
— 2.563W. The complete stress diagram is found to have a 
form similar to that of the wheel, except that the rim is com- 
posed of straight segments, and shows that the tension in all 
the spokes except BC is W, while the compression in all the 
segments of the rim is 2.563. The perimeter of the stress 


diagram expresses the condition of equilibrium at the hub 
between the load and the stresses in all the spokes. 


The direct compression in any segment causes flexure, the 
fibers on its inner side being in compression, and those on the 
outside in tension. When the wheel rests on the ground at 
any interinediate points of a segment of the rim, the segment 
serves as a beam to transfer the reaction to the adjacent 
apexes or panel points of the wheel truss, the resulting 
flexure causing tension in the inner fibers and compression in 
the outer ones. Fig. 129 gives the position when the support 
is midway between the apexes I and 16. The direct stresses. 
in the wheel members may therefore be found by replacing 
the reaction by the two upward forces at I and 16, each equal 
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to% W. The stress diagram is readily constructed, as both 
spokes QB and SC are not acting. The tension in the 
remaining spokes is 0.510/V, and the compression in all the 
segments of the rim except AB is 1.307 W, that in AB being 
1.207W. 


It is seen, therefore, that in passing from the position in 
Fig. 128 to that in Fig. 129 the direct stresses in the entire 
rim and in all the spokes except two, are reduced nearly one- 
half, and during the next thirty-second of a revolution the 
stresses increase again to their former value. This cycle of 
changes occurs 16 times in every revolution for each segment 
of the rim and 14 times for the spokes. In addition to this 
the stress in each spoke changes from W to 0 and back again 
to W in passing from the position of QB to that of CD in Fig. 
128. Further, the bending moment due to the reaction of 
the ground, as well as that due to the direct stress in each 
segment of the rim, passes through a similar cycle of changes 
16 times in each revolution, The form of the stress diagram 
shows that if the number of spokes is doubled the direct stress 
in the rim segments is almost doubled, while the bending 
moment is reduced nearly 75 per cent. On the other hand, 
the magnitude of the stress in the spokes is independent of 
their number. 


The changes in stress caused by attaching the spokes, in 
the customary manner, in series tangent to opposite sides of 
a hub of given diameter instead of radiating to its center, can 
readily be found by applying principles heretofore given. 

Prob. 77. Find the stresses in a bicycle wheel with 32 


spokes for both positions given in Figs. 128 and 129 when 
the load W is 150 pounds. 
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COAP TERK AY Le 
ELASTIC. DEFORMATION OF TRUSSES. 


ART. 66. . THE DISPLACEMENT DIAGRAM. 


The change in length A of any nember of a truss which is 
subject to given loads and reactions may be computed by the 
well-known formula (Mechanics of Materials, Art. 5) 


in which 7 is the length of the given member, A the area of 
its cross-section, & the coefficient of elasticity of the material 
of which it is composed, and / the total stress in the member. 
In case stresses due to temperature are to be taken into 
account the above value of A must be combined with the quan- 
tity at/, in which @ is the coefficient of linear expansion for a 
change of one degree, and ¢ the rise or fall of temperature 
expressed in degrees. 


As a truss is composed of triangles, the method of finding 
the displacement of its panel points due to any given loads 
may be illustrated by showing how to determine the displace- 
ment of one panel point when two others with which it is 
connected by truss members are known. Let the panel point 
cin Fig. 130 be connected with a and 46 by members whose 
lengths are /, and /, respectively. Let the stress in ac bea 
compression which produces a shortening of J, in its length, 
while the stress in dc is tension and A, is the corresponding 
elongation. The magnitudes and directions of the displace- 
ments of a and % are represented by the lines aa’ and 50’. 


ART. 66. THE DISPLACEMENT DIAGRAM. 215 


Let a’c, be drawn parallel and equal to ac. Since the stress 
in ac is compression, A, must be laid off from c, towards the 
point a’, which for the moment is to be regarded as fixed. 
This shortening, indicated by a heavy full line, is very much 
exaggerated in the figure, for if it were laid off to the same 
scale as a’c, it would not be visible. With a’ as a center and 
the reduced length 7, — A, as a radius let an arc be described. 


Fig. 130. Fig. 131. 


The panel point c must lie somewhere on this arc. Because 
the elastic deformations of the truss members are, however, 
very small, the tangent to the arc may be substituted for the 
urc itself. A perpendicular to a’c, is therefore drawn at the 
end of the line marked A,. Similarly, d’c, is drawn parallel to 
bc, and its length increased by its elongation A, and a perpen- 
dicular erected at its extremity. The point c’ is therefore at 
the intersection of these two perpendiculars, and the line cc’ 
(not drawn) represents the displacement of c in magnitude and 
direction. 

In view of the exceedingly small values of A as compared 
with / it is desirable to exclude from the diagram that portion 
which contains the lines representing the lengths of the mem- 
bers themselves. This can readily be done, as it is seen that 
the lines cc, and cc, representing the displacements of a and 4, 
the lines A, and A,, and the perpendiculars at the extremities 
of A, and A, form a closed polygon. In Fig. 131 it is drawn 
separately to thrice the scale of that in Fig. 130, the pole O 
in the former replacing the point cin the latter. The dis- 
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placements of the panel points a, 0, and ¢ all radiate from the 
pole O. 

Such a diagram is called a displacement diagram. In its 
construction especial care must be exercised in observing the 
directions in which the values of A are to be laid off, constantly 
referring to the panel points of the truss diagram, which for 
the time being are considered as fixed. The lengths of the 
perpendiculars whose intersections locate the successive panel 
points need not be measured. 


Prob. 78. A weight of 15 000 pounds is suspended from a 
ceiling at points 10 feet apart by means of two wrought-iron 
bars, one being one inch square and g feet long, and the other 
3/4 inch square and 10 feet long. Find the displacement of 
the point where the weight is attached to the bars. 


ART. 67. DEFORMATION OF A TRUSS. 


It is required to find the displacements of the panel points 
of a wooden king-post truss whose span is 16 feet and depth 
8 feet, which carries a load of 12 000 pounds at panel point 
b (Fig. 132). The data required for the construction of the 
displacement diagram is given in the following table. In 
computing A the value of & was assumed 1 500000 pounds. 


MEMBER. STRESS. LENGTH. | Cross-SECTION. PN MeEmBER. 

Pounds. Inches. Square Inches. Inches. Number. 

ab = be + 6000 96 36 + 0.0107 I and 5 

CB —FB6 — 8490 135.75 64 — 0.0120 2and 4 
Bo -++ 12 000 96° 36 + 0.0213 3 


For the sake of illustration let the point @ be fixed, and the 
point ¢ be regarded as perfectly free to move horizontally, 
although in practice such a short span is fixed at both sup- 
ports, since the horizontal movement of ¢ due to the load is 
too small to require a movable support. 
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The displacement diagram may be constructed by beginning 
at any panel point and regarding as fixed its own position as 
well as the direction of one member attached to it; *oVerine 
point @ (which is actually fixed) and the direction of ad be so 


3 
+ 0.0107 


Fig. 132. 


Fig. 136. Fig. 135. 


regarded. In Fig. 134 the point a’ will therefore coincide 
with the pole O and J, will be laid off toward the right, that 
is, in the direction of a toward 4 on the truss diagram. For 
convenience the values of A are marked on the truss diagram, 
and when they are laid off in Fig. 134 they are marked by 
the same numbers as the corresponding members in Fig. 132. 
After 6’ is thus determined the displacement of B is next 


218 ELASTIC DEFORMATION OF TRUSSES. CHAP. VII. 


found by regarding a and @ in the triangle aBd as fixed. The 
elongation A, is laid off upward from 0’, and the shortening A, 
downward from a’, the intersection of the perpendiculars 
giving B In the same way ois located.= DheslinessOu. 
and Oc’ are the displacements of B and c. 

In order to show the deformed truss under the conditions 
assumed (that @ and the direction of ad are fixed), the dis- 
placements are laid off on Fig. 132 to one-tenth of the scale 
employed in Fig. 134, and the corresponding points joined 
by broken lines. The student will observe that the deforma- 
tion shown is greatly exaggerated, and hence the members 
seem to have unduly altered their lengths. 

The primary conditions of the problem, however, require 
that ¢ shall move only in a horizontal line, and therefore the 
entire truss must be revolved about @ as a center until c, falls 
into the horizontal through c. As the arc thus described is 
very small compared with the radius ac, which in turn differs 
but very little from ac, a perpendicular to ac from c, may be 
substituted for the arc without appreciable error. 


In Fig. 135, to which were transferred the displacements 
Ob’, OB’, and Oc’ without the construction lines, the corre- 
sponding path of rotation of ¢ is represented by ¢’c’” which is 
drawn perpendicular to ac in Fig. 132, and continued until it 
meets the line Oc’, which is drawn parallel to the direction 
in which the panel point ¢ is free to move. In this example 
that direction is horizontal, and happens to coincide with the 
line ac, but the statement here given is so framed as to apply 
equally to inclined lines of motion of panel points supported 
by expansion rollers or rockers. When the successive dis- 
placements Oc’ and ¢’c’” are combined, the resultant displace- 
ment is Oc’, The displacement of B due to the rotation of 
the truss is B’B’”, which is perpendicular to @B (in Fie 32), 
and whose length is proportional to its distance from the 
eenter a. ~Chat is, BB” 2c'e"" = aB : ac. from which the 
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length of B’B’” may be conveniently found by similar tri- 
angles. Similarly, as ad equals one-half of ac, b'6’” equals 
one-half of ¢’c’”’. The resultant displacements are then repre- 
sented in direction and magnitude by OB’, 00’, and Oc'”, 
and as ais the center of rotation, a” 
Oa’ is zero. 


coincides with a’ and 


In Fig. 133 the final position of the deformed truss is shown 
in broken lines, the resultant displacements BB,, 00,, and C65 
being laid off parallel to and equal to one-tenth of the lengths 
of Ob”, Ob">,.and Oc” in Fig. 135. If the deformation 
were not exaggerated the truss diagram a@B,c,6, in Fig. 133 
would be equal to a&.c,o, in Fig. 132 in both form and 
dimensions. 


For the purpose of simplifying the construction let the 
three parallelograms in Fig. 135 be completed, and the points 
a’, BY’, ce’, and 6” joined by lines as indicated. The lines 
bog e00 a andes. @ -(parallel.and equal to BB”, o'6”” and 
c’c’"’) represent the displacements of panel points B, 6, and c 
due to rotation about a, and are respectively perpendicular 
and proportional to a&, ad, and ac of the truss diagram, and 
therefore it follows that the diagram a’B'c'’b" is similar to 
aBcb, and all of their lines are mutually perpendicular. This 
important fact furnishes a means of determining the final dis- 
placements on Fig. 134 in a very simple manner, as follows: 


Through ¢c’ draw c’c”’ parallel to the constrained line of motion 


of the panel point c, and draw ac” perpendicular to ac (in 
Fig. 132), and intersecting ¢’c’ atc’. On ac’ draw a dia- 
gram similar to the truss diagram. The required displace- 
ments are then given by the directions and distances of the 
points B’, o’, and c’ from B”, 6”, and G wespectively... 1t1s 
thus seen that the points B”’; 6”, and c” in Fig. 134 corre- 
spond to what may be regarded as successive positions of the 
shifted pole O in Fig. 135, which conception aids the memory 


in reading the directions correctly. 
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It is very desirable in practice to reduce the displacement 
diagrams to their most compact form. It will both diminish 
the errors due to slight inaccuracies im the directions of the 
intersecting perpendiculars as well as allow increased precision 
by the use of a larger scale. This result may be secured by 
beginning the construction with the line which suffers the 
minimum change in direction under the influence of the given 
loads. In simple trusses some line may be found at the 
middle which does not change its direction at all, provided 
the truss and the loading are both symmetrical with reference 
to a vertical section at the middle, or which changes but little 
in unsymmetrical trusses. For a bridge truss with an equal 
number of panels, the middle vertical is such a member, or 
the chords of the middle panel when the number of panels is 
odd. As an illustration of the effect thus produced, the dis- 
placement diagram for the above truss when the direction of 
the middle vertical and the position of either of its extremities 
is assumed to be fixed, is given in Fig. 136 to the same scale 
as that in Fig. 134. Since a perpendicular to ac through a’ 
meets a horizontal through ¢c’ at a’, the diagram a”B%c''b” is 
thereby reduced to zero. If the scale were doubled the 
vertical dimension of this diagram would not be quite equal 
to that of the one previously drawn. With a larger number 
of panels the difference is still greater. In this case the 
diagram makes a direct comparison between the displacements 
of all the panel points. 


On applying the scale and protractor to the original draw- 
ing the displacement of Band 4 were found to be 0.0296 and 
0.0501 inches, their directions being inclined 124° and 214° 
to the vertical. The angles were read only to the nearest 
quarter degree. As the lower chord is horizontal, the dis- 
placement cf c is the sum of the elongations A, and A, which 
equals 0.0214 inch. 


In order to avoid the excessive labor of making corrections 
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in the cross-sections of tension members to allow for the effect 
of rivet holes in riveted shapes or of mortices or other cuts in 
timber, it is customary to use the gross sectional areas and ta 
reduce somewhat the coefficient of elasticity. 

Prob. 79. A single-track through Pratt truss railroad bridge 
has 5 panels, each 23.1 feet long and 25 feet deep. Using 
the same notation as in Fig. 96 in Art. 45, the members have 
the following areas of cross-section in square inches: BC = 
CP 27007 ti Uc, IOians ca 17.02 ab, 20.752 bo, 11.58: 
Dime DCC oO Cd == 6), 6:04, lhe tie bc and the 
chord cd are composed of eye-bars of medium steel, and the 
rest of the members are built up with soft steel shapes. 
Find the displacements of the panel points of the lower chord 
due to a live load of 4000 pounds per linear foot combined 
with two excess loads of 26000 pounds two panel lengths 
apart. (Use values of & of 29 000 000 and 26 000 000 pounds 
for the medium and soft steel.) 


ART. 68. DEFLECTION OF A TRUSS. 


While the displacement diagram gives the actual displace- 
ments of the panel points in the plane of the truss, their 
vertical components only are generally required. When 
bridge trusses are erected they are cambered so that under 
their maximum load the panel points of the loaded chord shail 
not fall below a horizontal line joining the panel points at the 
supports. This camber is secured by shortening the tension 
members by an amount equal to the elastic elongation due to 
the sum of the live and dead load stresses, when the live load 
is so placed as to produce the maximum moment at the mid- 
dle panel point, plus an allowance for clearance in the case of 
pin-connected joints. The compression members are length- 
ened ina simHat way. (See Part III, Art. 62.) The maxi- 
mum stresses must not be employed throughout because they 
are not simultaneous. 

If to these changes of length for the members there be 
added the values of A caused by the dead load only, due 
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regard being paid to their respective signs, and the correspond- 
ing displacement diagram be drawn, the vertical components 
of the displacements will give the deflections of the several 
panel points when the bridge supports only the dead load, 
and their values may be used for comparison with the 
observed deflections. Roof trusses supporting horizontal 
ceilings are cambered in a similar manner. 


In the example used in the preceding article, the deflection 
of 4 is found to be 0.0489 and of B is 0.0276 inch. The 
diagram shows that when two points are directly above each 
other their deflections should differ by the change in length 
of the member connecting them. This may serve as a useful 
test of the accuracy of the drawing. 


Prob. 80. Find the deflection due to the live load, of the 
bridge whose data is given in Prob. 79. 


ART. 69. TRUSS DEFLECTION UNDER LOCOMOTIVE 
WHEEL LOADS. 


The most convenient way to find the stresses in the truss 
members whether the chords are both horizontal, or either 
one or both of them are arched, is the following: Let the 
position of the live load be found which produces the maxi- 
mum moment at the panel point at, or nearest to, the middle 
of the truss (Art. 47 or 51) and with the truss diagram in this 
position on the equilibrium polygon let. the closing line be 
drawn as well as the chords of the polygon whose horizontal 
projections equal the successive panel lengths in magnitude 
and position. The extremities of these chords connect the 
points two and two where the verticals of the truss diagram 
intersect the equilibrium polygon. By drawing rays parallel 
to these chords through the pole they will cut off on the ver- 
tical load line the panel loads for this position of the wheel 
loads, and a ray parallel to the closing line will divide the 
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reactions. The stress diagram, which is similar to that for 
dead load, may now be completed in the usual manner. 

The following table gives the required data for determining 
the deflection of the double-track through bridge No. 77 of 
the second division of the Baltimore and Ohio Railroad, due 


MEMBERS, STREssS. LENGTH. CROSS-SECTION. A MEMBER. 

1000 lbs. Inches. Square Inches. Inches, Number. 

AD ie -++ 287.0 321 36.0 + 0.0882 11,8 
ca + 360.0 321 46.0 + 0.0866 4 
de ++ 356.0 321 46.0 + 0.0856 14 

f=fe\ + 266.5 321 36.0 + 0.0819 18, 21 
BE — 369.0 329 65.12 — 0.0717 6 

CID) = IDB. — 414.0 321 71.52 — 0.0715 Dele 
EF — 365.0 329 65.12 — 0.0709 16 
aB — 413.0 464.7 76.44 — 0.0966 10 
Bob ++ 140.0 336 17.52 + 0.1033 9 
Be + 106.0 464.7 23.56 -+ 0.0804 7 
Ce + 12.5 4o8 30.6 4- 0.0064 5 
Ca + 87.5 519.1 34.0 + 0.0514 3 
Dd fo) 408 20.6 fo) I 
dE + 94.5 519.1 34.0 ++ 0.0555 13 
Le + 5.0 408 30.6 ++ 0.0024 15 
ef -++ 130.0 464.7 23.56 + 0.0986 1 
ff + 106.0 336 OLS + 0.0782 19 
fy — 386.5 464.7 76.44 — 0.0903 20 


to the specified live load of two B. & O. typical consolidation 
locomotives and train. The form of the truss is shown in 
Fig. 137. The lower chord consists of eye-bars of medium 
open-hearth steel, while the upper chord and web members are 
built up of shapes of soft steel. There are no counters. The 
stresses were found in the manner described above, the stress 
diagram being drawn to a scale of 50 000 pounds to the inch. 
The value of the coefficient of elasticity was assumed as 
26 000 000 for soft and 29000000 pounds for the medium 
steel. 

The displacement diagram, shown in reduced size in Fig. 
138. was constructed by assuming the position of d and the 
direction of dD as fixed. As the elongation of this member 
is zero, it is the same condition as to assume that the position 
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of D and the direction of Dd are fixed. The truss mem- 
bers are numbered in the order in which their values of 
A were used in constructing the diagram. As the left end of 
the truss is fixed and the right end rests on expansion rollers, 
a’ coincides with a’, and g” lies in a horizontal through g’ 


K " 


gan 


Fig. 137. Fig. 138. 


directly above a’. The distance a”¢’’ is too small a span to 
permit a diagram similar to the truss diagram to be drawn 
without confusion of points. As, however, only the deflec- 
tions are desired, the necessity for this diagram may be 
obviated by the following construction of a deflection polygon. 

Let a, be obtained by projecting @’ across on the vertical 
through a, and similarly for g,.. The intersection of the line 
joining a, and g, with any vertical, as for example that 
through c, gives a point c, whose height is the same as ¢” 
would have been if the diagram a’... ¢’’ had been drawn, 
By projecting 0’c’a’e’ and /’ on the corresponding verticals and 
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joining them as indicated, a polygon will be obtained whose 
ordinates at the panel points represent the corresponding 
deflections of the panel points of the lower chord. The values. 
of the deflections in inches are marked on the diagram. The 
scale of the original displacement diagram was 0.060 inch to. 
aninch. A deflection polygon for the panel points of the 
upper chord might also be drawn, if desired; but as these 
points are united to the lower chord by verticals, their deflec- 
tions may be obtained by subtracting the elongations of the 
verticals from the corresponding deflections marked on the 
diagram. 


Prob. 81. What change in the deflection would be caused 
in the truss used in this article by substituting medium steel 
eye-bars for Bc and Cd with sectional areas of 24.0 and 20.25, 
square inches respectively? 


Aol lel No le) EX 


ANSWERS ST OZ PROBUEMS: 


Prob. 1. 56.8 pounds, making an angle of 37° 35’ witn the 
smaller force. 

Prob. 2. 43.6 pounds, 36° 35’ and 83° 25’. 

Prob. 4. 107.8 pounds and 129° 20’, 

Prob. 5. 2 800 pounds. 

Prob. O25, = -1--5.50,25,.— — 3.27, 5, = — 5.86, and Ss 
5.95 tons. 

Prob. 8. , = — 43.6, 5, "S, = -+ 100.1, andS;— 43.6 
pounds. 

Prob. 9g. Resultant = 279.7 pounds, and angle with greater 
force 19 45,. 

Prob. 11. Resultant = 4 tons, is parallel to forces and 6 feet 
from greater force. 

Prob. 12. 177.1 and 192.9 pounds. 

Prob. 13. Maximum shear = + 4000 pounds, maximum 
moment = -+ 20 000 pounds-feet. 

Prob. 15. Maximum shear = — 6 tons, maximum moment 
= — 30 tons-feet. 

Prob. 16. Maximum shear = — 6 tons, maximum moment 
= — 30 tons-feet. 

Prob. 17. 0.70 inches from the back of channel iron. 

Prob. 18. 500 pounds, 15.27 feet from the first force. 

Prob. 19. [= He eat) TOO MO. Sie 70.75, inches, .and 
eee AL 7 1X 0.5 1-—= 3.02 Inches. 
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Prob. 22.,otress: in -4@ — es — 2290 pounds, and in 
CD = + 2050 pounds. 

Prob. 23. Apex loads = 1.48, 1.29 tons; reactions = 4.44, 
3.60 tons. 

Prob. 24. 2.79, 8.37, 2-04, and 6.12 tons. 

Prob. 25. Apex loads = 2.15 and 1.61 tons. Dead load 
stresses are: in upper chord, — 12.03, — 9.78, — 10.10; in 
lower chord, + 10.75, +-6.45; and in braces, — 2.30, — 2.30, 
+ 4.29 tons. The corresponding snow load stresses are, 
— 9.00; + 7.32, — 7.56;-.-+ 8.05,. + 4.83;..— 1.72, — 1.72, 
-+- 3.21 tons. 

Prob. 27. AB = 2035, 8C= 2-750; and CD = 814 pounds, 
the normal wind pressures being 38.2 and 15.6 pounds per square 
foot. 

Prob. 28. Apex load = 1.86 tons; reactions = 3.84 and 1.74 
tons. Stresses in upper chord, — 5.82, — 6.75, — 5.36, — 3.49, 
— 3.49, — 3.49; in lower chord, + 6.51, + 4.43, + 2.35, 


+ 2.35, + 2.35; and in braces, — 2.08, + 2.94, — 3.12, + 3.75, 
©;'6, 6; and ortons, 


Prob. 32. Apex load = 2.05 tons; reactions at free end, 2.30 
and 4.99 tons. Stresses for wind on fixed side are: in upper 
chord, — 8.93, — 7.45, — 5.98, — 4.51, — 5.04; in lower chord, 
+- 11.22, + 8.98, + 6.73, + 4.48; and in braces, — 2.52, + 1.15, 
— 3.21, + 2.30, — 4.11, + 3.45, and o tons. Lower chord 
stresses are diminished 3.75 tons for wind on free side. 

Prob. 34. Dead apex loads = 0.70, 1.40, 1.40, etc. ; snow apex 
loads = 0.43, 1.08, 1.30, etc.; and wind apex loads = 1.74, 2.35, 
and 0.70 tons. Maximum stresses in upper chord, — 11.0, 
— 10.3, — 8.7, — 9.4; in lower chord, + 9.4, + 8.4, + 6.4; and 
in braces, + 1.9, + 2.7, + 1.7, -+.3.3 tons. Minimum stresses, 
— 3.0, — 3-3, — 34, — 4.07 — 0.7, 420.8, 12321351 1.0) = 
— 0.2, and — 0.5 tons. 

Prob. 36. Dead, snow, and wind apex loads are 0.91, 0.84, 
and 1.49 tons. Maximum stresses in upper chord, — 14.45, 
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— 11.38, ~ 9.56; in lower chord, + 13.96, +9.41; and in 
braces, — 3.82, + 2.06, — 3.21, + 3.44 tons. Minimum stresses, 
Se Oy 4-97, = 353957 4.555 + 3.343 — 02, + 0.55, 
— 0.85, and + 1.21 tons. 

Prob: 37. cd = ce = — 4.31, @ = th = — 1.73, ad = + 3.01, 
of =} 1.26, 6h = 4+ 1.57, de = 0, ef = + 3.55, fe = + 0.30, 
and gi = 0 tons. 

Prob. 38. Apex loads = 0.6, 1.2, and 0.6 tons. Designating 


the members as in Fig. 51, the stress df = — 4.15, cg = — 3.61, 
ak =di = — 2.06, ef =-+ 3.76, ch=-+ 1.50, ef = + 1.88, 
JZ = — 1.08, gh = + 2.36, kk = + 0.47, and #/ = o tons. 


Prob. 39. Dead panel load per truss = 1.98, live = 4.70 tons. 

Prob. 40. Panel ioads = 2.83 on upper, and 5.67 tons on 
lower chord. Stresses in upper chord, — 39.4, — 47.3, — 47.3; 
in lower chord, + 23.6, + 23.6, + 39.4, +.47.3; and in web 
members, — 34.7, -+ 5.7, + 23.2, — 11.3, + 11.6, 0, and o tons. 

Prob. 41. Maximum stresses in upper chord, — 46.6, — 123.3, 
— 169.2, — 184.5; in lower chord, + 92.0, + 153.3, + 183.9 
tons. Minimum stresses, — 12.2, — 31.5, — 43.0, — 46.8; 
+ 23.1, + 38.5, + 46.2. 

Prob. 43. Panel load = 0.79 tons. Stresses in the chords, 
3.4, 6.2, 8.4, 9.9, 10.9, 11.2; in diagonals, — 5.5, + 4.5, + 3.5, 
+ 2.5, +.1.5, +0.5; and in verticals, + 0.8, — 2.8, — 2.0, 
— 1.2, — 0.4, and o tons. 

Prob. 44. Panel load due to truss is 1.074, and that due to 
train is 4.0 tons. Stresses in upper chord for south wind, 0, 
+ 2.0; for north wind, — 2.0, — 2.7 tons. In the lower chord, 
o, + 15.9, + 25.4; — 15.9, — 25.4, — 28.5 tons. Maximum 
wind stresses in diagonals of upper lateral system, + 2.6, + 0.9; 
in struts, — 1.6, — 1.1 tons. In lower lateral system, + 20.3, 
+ 13.3, + 7.3; — 12.7, — 8.3, and — 5.1 tons. 

Prob. 46. The greatest reduction of stress is in RC, and 
equals 4.7 + 76.4 = 6.2 per cent. 

Prob. 47. Maximum stresses in upper chord, — 56.0, — 53.2, 
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— 52.1; in lower chord, + 50.0, + 50.0, + 51.3; in main ties, 
+ 8.3, + 8.7; in counter ties, + 7.3, + 8.0; and in verticals, 
+ 10.0, +9.4, +9.0 tons. Minimum stresses in chord, — 14.0, 
— 13.3, — 13.0, + 12.5, + 12.5, + 12.8; in diagonals, 0; and 
in verticals, + 2.5, + 0.2, — 0.3 tons. 

Prob. 48. Maximum stresses in the chords, — 100.0, + 109.7, 
+ 105.9, + 103.0, + 101.1, + 100.1 ; in main ties, + 9.0, + 10.2, 
+ 10.9; in counters, + 7.7, + 9.0, + 10.2, and in verticals, 


— 10.0, — 12.4, — 14.2, — 15.2 tons. Minimum stresses in the 
chords, — 30.0, + 32.9, + 31.8, + 30.9, + 30.3, + 30.0; in 
diagonals, 0; and in verticals, — 3.0 tons. 


Prob. 51. 42.5 tons. 

Prob. 52. Dividing the span into eight equal parts, the 
flange stresses at the sections are 0.0, 16.0, 26.4, 32.6, and 35.1 
tons. The absolute maximum is 35.2 tons at 4 inches from 
center of girder. The shears are 20.1, 16.3, 12.8, 9.4, and 6.1 
tons. 

Prob. 53. Maximum stresses in chords, 86.2, 138.1, 167.1; 
in end post, — 435.2; in main ties, + 95.4, + 60.1, + 28.0; in 
counter ties, + 3.5, + 28.0; and in verticals, + 40.8, — 48.3, 
and — 23.5 tons. Minimum stresses in the chords, 20.5, 34.2, 
41.0; in end posts, — 32.2; in main ties, + 17.9, 0, 0; in 
counter ties, O, 0; and in verticals, + 6.3, — 1.9, and — 1.9 tons. 
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roof covering, 35 Wind loads, 46 


roof trusses, 35 stresses, 48, 50, 54, 84, 171, 204 


A TEXT-BOOK ON ROOFS AND BRIDGES. 
BY 


Proressors MERRIMAN anp JACOBY. 


\ 


Pani 


STRESSES IN SIMPLE TRUSSES. 


FirtH Epirion, Ocravo, CLOTH, PRICE $2.50. 


CONTENTS: 


Chap. I.—SrressEes 1n Roor Trusses. 
II. — HicHway BripGE TRUSSES. 
III. — RaiLroapD BRIDGE TRUSSES. 
IV.— MIScELLANEOUS TRUSSES. _ 
V.— DEFLECTION AND INTERNAL Work. 
VI. — HistToricaL AND CriticaL NOTES. 


The present edition is especially worthy of comment for its improved 
appearance and somewhat reduced bulk. In the earlier editions each alter- 
nate page was left blank for students’ notes and solutions of problems. 
In the present edition these blank pages have been omitted and their place 
has been in part taken up by the addition of three new chapters. Thes> 
latter cover special forms of trusses; such as the crane, drawbridge, and 
Pegram trusses, trussed bents, towers, etc.; the deflection and internal 
work of trusses, the panel principle, modern lines of progress, economic 
depth, etc. These three new chapters are in themselves worth the price of 
the entire volume.” — Engineering News. 


PUBLISHED BY 


JOHN WILEY & SONS, 43 & 45 East NINETEENTH ST., NEW YORE: 
CHAPMAN & HALL, ‘LimirEep, Lonpon. 


Copies FORWARDED POoSsTPAID ON RECEIPT OF THE PRICE. 


A TEXT-BOOK ON ROOFS AND BRIDGES. 


BY 


Proressors MERRIMAN anp JACOBY. 


PART ab 


GRAPH. Si Ages 


Tuirp Epition, Ocravo, CLoTH, PRICE $2.50. 


CONTENTS: 


Chap. I. — PrincipLes anD METHODS. 
II. — ANALYsIS OF RooFr TRUSSES. 
III. — BripGE TRUSSES. 
IV. — LocomotTivE WHEEL LOADs. 
V.— TRUSSES WITH BROKEN CHORDS. 
VI.— MIScELLANEOUS TRUSSES. 
VII. — ELastic DEFORMATION OF TRUSSES. 


This edition contains nearly double the matter of former ones, and 
also two new plates. The determination of the positions of locomotive 
wheel loads which produce maximum stresses, has been reduced to the 
same simple operation of stretching a thread over a load line for trusses 
with curved chords as for those with horizontal chords. In order to reduce 
the analysis of stresses to its simplest form and to economize labor in the 
practical application, a special effort has been made to use such combina- 
tions of improved graphic methods as are best adapted to modern types of 
trusses, to arrange the tables in convenient form, and eccasromally to replace 
intermediate graphic operations by computation. 


PUBLISHED BY 


JOHN WILEY & SONS, 43 & 45 East NINETEENTH StT., NEW YORK: 
CHAPMAN & HALL, LimitTEep, Lonpon, 


COPIES FORWARDED PosrralD ON RECEIPT OF THE PRiCB- 


A TEXT-BOOK ON ROOFS AND BRIDGES. 
BY 


ProFEssors MERRIMAN anp JACOBY, 


PART Ith. 


BIDE CP ESIGN. 


Fourtu Eprrion, Ocravo, CLorH, PRICE $2.50. 


CONTENTS: 


Chap. I.— Hisrory anp LITERATURE. 

IT.-—— PrincipLes or Economic Desicn. 

IIJ.— Bripcrk Contracts aND OFFICE Work. 

IV.— BripcE SHops AND SHOP PRACTICE. 

V.— TABLES AND STANDARDS. 

VI.— Deralts oF PLATE-GIRDER BRIDGES. 
VII. — Desicn oF A PLATE-GIRDER BRIDGE. 
VIII.— Deraits oF Rattroap Pin BrIpGEs. 

TX. — DeEsicn or a Pin Truss BrincE. 

X.— Drsicn anD DETaILING oF A HicHway BRIDGE. 

XI.— Rattroap RIVETED BRIDGES. 


This edition has been entirely rewritten in order to bring the subject fully 
up to date. The new designs of girders and simple trusses conform to the 
latest specifications and the best practice, and numerous new standard details 
are described. Compared with the third edition the number of pages has 
been increased from 319 to 374 and the number of cuts from 57 to 149, of 
which 20 are full-page illustrations; the number of folding plates is the same, 
but all of these are new. 


PUBLISHED BY 


JOHN WILEY & SONS, 43 AND 45 EAsT NINETEENTH STREET, NEw YorK: 
CHAPMAN & HALL, LimiTep, Lonpon. 


CopiES FORWARDED PosTPAID ON RECEIPT OF THE PRICE. 


A TEXT-BOOK ON ROOFS AND BRIDGES. 


BY 


Proressors MERRIMAN anv JACOBY. 


Par eave 


HIGHER ‘STRUCTURES. 


Sreconp Epirion, Ocravo, CLOTH, PRICE $2.50. 


‘CONTENTS: 


Chap. I.—Conrinuvous BRIDGEs. 
II. — Draw BrIDGEs. 
III. — CANTILEVER BRIDGES. 
IV.— SuSPENSION BRIDGES. 
V.— TuHrREE-HINGED ARCHES. 
VI.— Two-HInGep ARCHES. 
VII. — ARCHES WITHOUT HINGES. 


In this volume partially continuous swing bridges are thoroughly discussed, 
and an exact method given of finding the true reactions and stresses. The 
cantilever and suspension systems are treated more fully than is usual in 
American books, and critical analyses are given regarding the limitations of 
the theory and economic proportions. Arches are treated in detail under 
different loadings, and the stresses for several cases are derived by simple 
graphic constructions. Throughout the attempt has been made to present 
the subject concisely and clearly, to incite interest by giving historical infor- 
mation, and to illustrate the theory by many numerical examples. 


PUBLISHED: BY 


JOHN. WILEY & SONS, 43 & 45 East NINETEENTH StT,, New York: 
CHAPMAN & HALL, Limirep, Lonpvon, 


Coplzs: FORWARDED PosTPAID ON RECEIPT .OF THE PRICE. 


a 


bk var 


a “J 
7 so: 


A 
- 


Se ee, 


ee 


i. 

- 

. C 
J i 
. 
J 
~ 
. 
= ‘ 
: 
ay 
™~ 
. 
- -_ 
= 
' 
¢ 
a 
> 
>_—— —— — 
~ oe 
. 
“es 


=< 
. a 
> + 
~ 
. 
>» c 
j 


SHORT-TITLE CATALOGUE 


OF THE 


PUBLICATIONS | 
J) TAIN, WET Lae Y.. 5088 to tse) INid 3 


New YORK. 
Lonnon: CHAPMAN & HALL, Limitep. 


ARRANGED UNDER SUBJECTS. 


Descriptive circulars sent on application. "Books marked with an asterisk are 
sold at net prices only, a double asterisk (**) books sold under the rules of the 
American Publishers’ Association at net prices subject to an extra charge for 
postage. All books are bound in cloth unless otherwise stated. 


AGRICULTURE. 
Armsby’s Manuallof: Cattle=feeding:. .. . slecsrec ie fs bees ve nls woalmee v¥es 12mo, $1 75 
Principles Or ANIMANNIMEMLON Gs Ae ee sae cco oles oe ee eo ae 8vo, 4 00 

Budd and Hansen’s American Horticultural Manual: 
Part I.—Propagation, Culture, and Improvement................ I2mo, I 50 
Paroll = Systemancwlomologyecencie: obtuse ces cee nee eee I2mo, I 50 
Downing’s Fruits and Fruit-trees of America...............000-000e0s 8vo, 5 00 
Elliott's Envineeting for Land Drainage. .0.. 3... + success ccs veces I2mo, I 50 
PYACHCAL PATI DLAINA CEs Tana merece rele a aerate ee ate ere I2mo, I 00 

Green’s Principles of Ameri@&n Forestry. (Shortly.) 
Grotenfelt’s Principles of Modern Dairy Practice. (Woll.)............ I2mo, 2 00 
Hem p-syLANdSCAPC GATCEDING.. o cracin iors, ccupstorelenstau ste eustolusies oysiees | eredeim ete I2mo, 2 50 
Maynard’s Landscape Gardening as Applied to Home Decoration....... 12mo, I 50 
Sanderson’s Insects Injurious to Staple Crops..............02.eceeee: I2mo, I 50 


Insects Injurious to Garden Crops. (Jn preparation.) 
Insects Injuring Fruits. (Jn preparation.) 


Stockbridve ss ROCKS anid SOs! 1... cure rae nate mining © colons sie nitcreten 8vo, 2 50 
Woll’s Handbook for Farmers and Dairymen....................-..: 16mo, I 50 
ARCHITECTURE. 

Baldwinzsssteam Heating for Buildings occ. << csciee cue execu etotace) thetene ofsucnelsac I2mo, 2 50 
Berg’s Buildings'and Structures of American Railroads.................. 4to, 5 00 
Birkmire’s Planning and Construction of American Theatres............ 8Vvo, 3 00 

Architecturalelrongand. Steel).tsr. so cyeubes oc ayereneepersPoke ouster scspouscoustatis 8vo, 3 50 
Compound Riveted Girders as Applied in Buildings................. 8vo, 2 00 
Planning and Construction of High Office Buildings................ 8vo, 3 50 
Skeleton Construction im Buildings) a0. cos <1s openeielaters re use. ys noriene 8vo, 3 00 
Briggs’s Modern American School] Buildings................ joe Bie Sus Sacys 8vo, 4 00 
Carpenter’s Heating and Ventilating of Buildings..................... 8vo, 4 00 
Freitag’s Architectural Engineering. 2d Edition, Rewritten............ 8vo, 3 50 
Bineproofugeot steel BUUdIN GS. ecru. ce we elase aah Stich ied 8vo, 2 50 
Broenchiatid [Ves7s StereOtOmM Yes cre cco. sushchertls, sic. coed ovary eit aaineais RM: bikin hokene 8vo, 2 50 
Gerhard’s Guide to Sanitary House-imspection.................-...4. 16mo, I 00 
Theatre Fires and Panics............e.e5 «0: Seen d ence ene ees I2mo, I 50 


Effront’s Enzymes and their Applications. (Prescott.)................ 8vo, 
Erdmann’s Introduction to Chemical Preparations. (Dunlap.)........ I2mo, 
Fletcher’s Practical Instructions in Quantitative Assaying with the Blowpipe. 

I2mo, morocco, 


Fowler’s'Sewage Works Analyses... scsi cccncve wane eps eae © cleus es I2mo, 
Fresenius’s Manual of Qualitative Chemical Analysis. (Wells.)......... 8vo, 
Manual of Qualitative Chemical‘Analysis. PartI. Descriptive. (Wells.) 
8vo, 


System of Instruction in Quantitative Chemical Analysis. (Cohn.) 
2 vols. (Shortly.) 


Euertes’s*Water and Public Health sonar wera neice (earn <tevoiers sisi sia elaine I2mo, 
Furman s Mandal of Practical ASSAYING. 9. 0a ta cian) Lanter neatie Cae 8vo, 
Gill’s Gas and Fuel Analysis for Engineers............-..eceeeeeeees I2mo, 
Grotenfelt’s Principles of Modern Dairy Practice. (Woll.)............. I2mo, 
Hammarsten’s Text-book of Physiological Chemistry. (Mandel.)....... 8vo, 
Helm’s Principles of Mathematical Chemistry. (Morgan.)............ I2mo. 
Hinds?s Inorganic Chemistry: ccacjakctet rors soir ereieier asain Ras 8vo, 
* Laboratory, Mantial torotw dents: =). se) cineicne er aaleinie eaveaie I2mo, 
Holleman’s Text-book of Inorganic Chemistry. (Cooper.)............. 8vo, 

Text-book of Organic Chemistry. (Walker and Mott.)............ 8vo, 
Fopkins’s/ Oul-chemists’ Handbook ju wou pues ae ee oie cine cies 8vo, 
Keep’s: Cast lr oniccata caine cya er 05 fais errs Oe Re SCR IC Sone ear eee 8vo, 
Ladd’s Manual of Quantitative Chemical Analysis.................... I2mo. 
Landauer’s Spectrum Analysis.« (Ringle)) mec, fae sien cree 8vo, 
Lassar-Cohn’s Practical Urinary Analysis. (Lorenz.)................ I2mo, 


Leach’s The Inspection and Analysis of Food with Special Reference to State 
Control. (Jn preparation.) 
Lib’s Electrolysis and Electrosynthesis of Organic Compounds. (Lorenz.) 12mo, 


Mandel’s Handbook for Bio-chemical Laboratory.................... I2mo, 
Mason’s Water-supply. (Considered Principally from a Sanitary Standpoint.) 
sdiidition; Rewrittens Messe ee a ee 8vo, 
Examination of Water. (Chemical and Bacteriological.)......... I2mo, 
Meyer’s Determination of Radicles in Carbon Compounds. (Tingle.)..12mo0, 
Miller’s'Manualof Assaying a) (a Gh Ate ee en eee el ee I2mo, 
Mixter’s Elementary Text-book of Chemistry........................ 12mo, 
Morgan’s Outline of Theory of Solution and its Results................ I2mo, 


Plements:of ‘Physical ‘Chemistry."s... Coe eee I2mo, 
Nichols’s Water-supply. (Considered mainly from a Chemical and Sanitary 


Standpoint; 88 33) seers ee a aiden oe ee 8vo, 
O’Brine’s Laboratory Guide in Chemical Analysis..................... 8vo, 
O’Driscoll’s Notes on the Treatment of Gold Ores...................... 8vo, 


Ost and Kolbeck’s Text-book of Chemical Technology. (Lorenz—Bozart.) 
(In preparation.) 
* Penfield’s Notes on Determinative Mineralogy and Record of Mineral Tests. 
8vo, paper, 
Pictet’s The Alkaloids and their Chemical Constitution. (Biddle.) (In 
preparation.) 


Pinner’s Introduction to Organic Chemistry. (Austen.).............. I2mo, 
Poole’si@alorific: Power ofiFuels,... sirsmenla. tush ont of Ga aeee 8vo, 
* Reisig’siGuide to Piece-dyeinginim oviterisraiatl. to bees ose. 8vo, 
Richards and Woodman’s Air,Water, and Food froma Sanitary Standpoint.8vo, 
Richards’s Cost of Living as Modified by Sanitary Science............. I2mo, 

Costiof Food;'aStudy.in Dietaries's; |). 5)... s0.7-seaaeaee ee I2mo, 
* Richards and Williams’s The Dietary Computer..................... 8vo, 
Ricketts and Russell’s Skeleton Notes upon Inorganic Chemistry. (Part I.— 

Non-metallic: ;Elements2)iii7..... (.dkeatnt. .aetoans 8vo, morocco, 

Ricketts and Miller’s Notes on Assaying................. Clobrien ete span Hid 8vo, 
Rideal’s Sewage and the Bacterial Purification of Sewage............... 8vo, 


4 ; 


I 


I 


5 


NH HH HH 


50 


Ruddiman’s Incompatibilities in Prescriptions wens: sealants «A lata vats veties 8vo, 


Schimpf’s Text-book of Volumetric ANI AV SIS ee tc shatter eh on caente I2mo, 
Spencer’s Handbook for Chemists of Beet-sugar Houses...... 16mo, morocco, 
Handbook for Sugar*Manufacturers and their Chemists. .16mo, morocco, 
miockbiidters) Rockerand: Sollez aa)... hi. Sener oes sscec cs ue. 8vo, 
* Tillman’s Elementary Lessons in Heat............0000cc0ceeeece-.. 8vo, 
- Descriptive: GeneralyChemisthysncwe Wey aioc cee <occ soc naeis 8vo 
Treadwell’s Qualitative Analysis. CELA) eemcterttr ora coat siniavetuate & ata aicee 8vo, 
Turneaure and Russell’s Public SWiter-SUD DIES ae. ipaian a: adit amr hake 8vo, 
Van Deventer’s Physical Chemistry for Beginners. (Boltwood.)......, I2mo, 
§ Walkeis Lectures onjExplosivesi. qccjon cian dectorin seed) arcite othe sarecchclere 8vo, 
Wells’s Laboratory Guide in Qualitative Chemical ANALVSISs cata iacr te = hots 8vo, 
Short Course in Inorganic Qualitative Chemical Analysis for Engineering 
DSCudontcw ins creat ee raiocr 7. As a netic ec eer hare eee I2mo, 
Whipple’s Microscopy of Drinking-water......................-----.. 8vo, 
WaechmannisiSugarAnalysis ua jaechuuiec ee rks or ek osha one Small 8vo, 
Witlson:s\ Cyanide Processes! ain tietas ce aiccimetms cone ee I2mo, 
Chlorination Process. 4 shes cree see i oec bc oe cc kene I2mo, 
Wulling’s Elementary Course in Inorganic Pharmaceutical and Medical Chem- 
NGUE rut otetusnciaciayets Celera wcsaiets ore tee ee eT ee I2mo, 


CIVIL ENGINEERING. 


HherUwWWHNNWDD 


HH NW HE 


00 
50 
00 
00 
50 
50 
00 
00 
00 
50 
00 
50 


50 
50 
50 
50 
50 


00 


BRIDGES AND ROOFS. HYDRAULICS. MATERIALS OF ENGINEERING. 


RAILWAY ENGINEERING. 


Baker’s Engineers’ Surveying Instruments...............2-ceeeeeees I2mo, 
Bixby’s Graphical Computing Table............... Paper, 194 X 24} inches. 
** Burr’s Ancient and Modern Engineering and the Isthmian Canal. (Postage, 
arume'7- CENTS AOGILIONAI) vitastre tyercasherusteh extiaceproals beni eearesen : 8vo, net, 

Comstock’s Field Astronomy for Engineers.................. yene crs'enstene 8vo, 
Davis's Blevation and Stadia Tables... co.. «ccapsnepetonerieht oes brepidt © wrecker ty 8vo, 
Elhiott’s Engineering for Land Drainage. § 5.06. jo. <lessuwle.s a 0° caster to.es oc «fase I2mo, 

Practical: Karm Dramage.. «21. ices oc cba are cones I2mo, 
Folwell’s Sewerage. (Designing and Maintenance.).................-- 8vo, 
Freitag’s Architectural Engineering. 2d Edition, Rewritten............ 8vo, 
Hrenchyand. yess: Stereotomy ec. s-creleiys co oss oo ss ohaweortapyetebate agers ht once elt 8vo, 
Goodhue’s Municipal Improvements... 2 2. 0.0.5.6 0 so re cphhld dolerron I2mo, 
Goodrich’s Economic Disposal of Towns’ Refuse...............00e000- 8vo, 
Gore’sAilements of Geodesy... sus oss oc oe.c.01s,0 0-0 olencichoela halaste wih Gasca by aieya 8vo, 
Hayford’s Text-book of Geodetic Astronomy................ 000 e eee 8vo, 
ELOWE SIR eTAINING AW ALIS TOL ALt i atcotcm ors es ciere eile nde anne ened tetevenaut al cates I2mo, 
Johnson’s Theory and Practice of Surveying................+-4. Small 8vo, 

Statics by Algebraic and Graphic Methods................-0-0005- 8vo, 
WWIERSTEG Ss SDEWALE DISDOSAL «5 srt a cicsiates gies clalciews ta vgs detebbovhemerce one cpa I2mo, 
Laplace’s Philosophical Essay on Probabilities. (Truscott and Emory.) 12mo, 
Mahan’s Treatise on Civil Engineering. (1873.) (Wood.)............ 8vo, 
* Descriptive Geometry ccs Ie wer Seren Eae. ce mes ewan: 8vo, 
Merriman’s Elements of Precise Surveying and Geodesy..............-.. 8vo, 

Elements Of Sanitary ES CIWCCTING ay vl. cise cececte tse Soisiusm ess +s 8vo, 
Merriman ard Brooks’s Handbook for Surveyors.............16mo, morocco, 
INTIOENL SPE LATIC SULVEVING cstersieciierersis cisne elsvene Fetes euadige cece art trne ayers eer s 8vo, 
WTAE S SEW EL, DESIOI tac sece ales) < Joo aie csvsle\ oles) o's elsueusieele eis sae cuesels Ste os I2mo, 
Patton’s Treatise on Civil Engineering.................20+ 8vo, half leather, 
Reed’s Topographical Drawing and Sketching....................00005 Ato, 
Rideal’s{Sewage and the Bacterial Purification of Sewage................ 8vo, 
Siebert and Biggin’s Modern Stone-cutting and Masonry................ 8vo, 
Smith’s Manual of Topographical Drawing. (McMillan.)..... HSN Na BENS 8vo, 
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sondericker’s Graphic Statics, with Applications to-Trusses, Beams, and 
Arches. (Shortly.) 


* Trautwine’s Civil Engineer’s Pocket-book................ 16mo, morocce, 
Wait’s Engineering and Architectural Jurisprudence.. .. . soaeehity Me Petia 8vo, 
Sheep, 

Law of Operations Preliminary to Construction in Engineering and Archi- 
TOCUUTO.. 5 06 bate GRR eh le Bie 1s eet ere St tas, Meenas tee ote eee 8vo, 

Sheep, 

Law of Contracts...... sole oh LY, SAGES Be PEO BUS | 8v0, 
Warren’s Stereotomy—Problems in Stone-cutting..................0.. 8vo. 


Webb’s Problems in the Use and Adjustment of Engineering Instruments. 


r16mo, morocco, 
* Wheeler’s Elementary Course of Civil Engineering................... 8vo, 
Wilson's*Topographic Surveying: ..+..-s002 sn-nen es oo ee ren 8vo, 


BRIDGES AND ROOFS. 


Boller’s Practical Treatise on the Construction of Iron Highway Bridges. .8vo, 
oe Thaines: River Bride e.c canines. scoot a iede ene ou 4to, paper, 
Burr’s Course on the Stresses in Bridges and Roof Trusses, Arched Ribs, and 
Suspension BridgessWey@ WS REM. DE eke sce eect ee 8vo, 
Du Bois’s Mechanics of Engineering. Vol. Il................. Small ato, 
Foster’s Treatise on Wooden Trestle Bridges... ....... 0.00 ese e eee eee 4to, 
Fowler’s. Coffer-dam Process forBiers iain. 29 Ao RA. ons os ee tee 8vo, 
Greene’s‘Rook Trusses: x sal. Aeeisters saute fees = stata Merseotem Seater sexeras peter 8vo, 
BridGenErusses Fayre oe cee Te FT aT SS cn emer ae 8vo, 
Arches'ineW ood}Arort, ‘and: Stone a2 fsjasce eae eee eae ane 8vo, 
Howe's freatise onArches#s use soe ee ee TI9LOM, DOA Nags 8vo 
Design of Simple Roof-trusses in Wood and Steel.................. 8vo, 
Johnson, Bryan, and Turneaure’s Theory and Practice in the Designing of 
Moderns Framed Structuresat penne cet: ree Small 4to, 
Merriman and Jacoby’s Text-book on Roofs and Bridges: 
Part I.—Stresses;in‘Simple Trusses... .. sin seo eee eS 8vo, 
Part Il.—-Graphic.Statics.x2 see Pee, Me ern e sheen tae 8vo, 
Part Il].—Bridge Design. 4th Edition, Rewritten................ 8vo, 
PartilV.—Higher Structuiressia..5242%5 5.26 seein ere PE 8vo, 
Morison’s; Memphis, Bridge.s...c.memds canta hen rele ee ee eon ees 4to, 
Waddell’s De Pontibus, a Pocket-book for Bridge Engineers.. .16mo, morocco, 
Specifications for/Steel Bridges. <1./. sea .tenthis won eee mee te tee I2mo, 


Wood’s Treatise on the Theory of the Construction of Bridges and Roofs. 8vo. 
Wright’s Designing of Draw-spans: 


Part bk ’—Plate=girdér-Draws:..:.... sree See oe eee eee Renna. 8vo, 
Part IIl.—Riveted-truss and Pin-connected Long-span Draws....... 8vo, 
Two parts:in onevolume: 2453.22 4.554% 004 ban ee ee ee 8vo, 
HYDRAULICS. 

Bazin’s Experiments upon the Contraction of the Liquid Vein Issuing from an 
Orifice. wa (Drautwines ke iano serait ero nice ote aR eee 8vo, 

BOVEY Si Lreatise Ons VArAatllicsasa rie swore ite aoe tn acinar 8vo, 
Church’? ssvechanicsrorse ne inecrin gee eae cee eee 8vo, 
Diagrams of Mean Velocity of Water.in Open Channels.......... paper, 
Coffin’s Graphical Solution of Hydraulic Problems.......... 16mo, morocco, 
Flather’s Dynamometers, and the Measurement of Power............. I2mo, 
FKolwellisiwater-supplysbnginecringst.., ntsc tases ce ite ae 8vo, 
Frizell’s gWater-powere Searcy checks oc en Mess tie cee dettanate sh oie ee eee 8vo, 
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Buentes:s; Water and-Public Health, ose cxdcutetiespiss « sv ers.apqaiers ese. 12mo, I 
Wratercaltra tion. W OLS we aA pecan freee ears e-cnlsrone Aas ehiecs I2mo, 2 
Ganguillet and Kutter’s General Formula for the Uniform Flow of Water in 
Rivers and Other Channels. (Hering and Trautwine.)........ 8vo, -4 
Hazen’s Filtrationof, Public Water-suppl ypc pact n auc ee eres ccs eee cues 8vo, 3 
Hazlehurst’s Towers and Tanks for Water-works...............2..--. 8vo, 2 
Herschel’s 115 Experiments on the Carrying Capacity of Large, Riveted, Metal 
(Gayays heehee ie ca oe eae ao oe Oa Eee ee 8vo, 2 
Mason’s Water-supply. (Considered Principally from a Sanitary Stand- 
Pom ees dswaition. Rewrite We seer da seni cyates tls aya icierars 8vo, 4 
Merriman’s Treatise on Hydraulics. oth Edition, Rewritten........... 8vo, 5 
* Michie’s Elements of Analytical Mech oticsts ens. tne cieer RAroiteve cies ssevelcs< 8vo, 4 
Schuyler’s Reservoirs for Irrigation, Water-power, and Domestic Water- 
SUPDIV A Oe oath kag: chasteatecanertathsnceiere aeamreue nin erat distant Large 8vo, 5 
** Thomas and Watt’s Improvement of Riyers. (Post., 44 c. additional), 4to, 6 
Turneaure and Russell’s Public Water-supplies. ..............0 00s e eee 8vo. 5 
Wegmann’s Design and Construction of Dams.............00cceeceeuee 4to, 5 
Water-supply of the City of New York from 1658 to 1895............ 4to, Io 
Weisbach’s Hydraulics and Hydraulic Motors. (Du Bois.)............. 8vo, 5 
Wilson’s Manual of Irrigation Engineering..................-. Small 8vo, 4 
WOES W INO na AS ATE rIme WO VEL cence cnacrel sraccrasrty ove toreaa terete sei eer orci 8vo, 3 
VVOOOeSedsttE DINOS nti eee rcnn it tetis Mae are ieee oy sesietnie auntie cccastereneasce eel mataereiet es 8vo, 2 
Elements of ‘Analytical Mechanics... ccc ce cttepinns cietes aieee cleus 8vo, 3 
MATERIALS OF (ENGINEERING. 
Baker's Lreatise’on' Masonry Construction. 0172). $2.5 0n6.. aide toes 8vo, 5 
Roads and Pavements zac vs occ co cea eon Bean erOhOie rode aie fel crete nahebate ae 8vo, 5 
Black’s United States Public Works. «oc: sccse cs 00s cee a's olgle tole ee -Oblong ato, 5 
Bovey’s Strength of Materials and Theory of Structures................. 8vo, 7 
Burr’s Elasticity and Resistance of the Materials of Engineering. 6th Edi- 
AIGA RE WHItte ny TALS Fe Slate, Mand abalata Wehbe atets, tat aiaheladealen cteichs 8vo, 7 
Brymeiseishway Construction... .ctrehnieudialr. le Maha sohes abe valent imelels 8vo. 5 
Inspection of the Materials and Workmanship Employed in Construction. 
16mo, 3 
@hurebisoifechanics: of Hmgine ering ri.ccrcccots c:svcior raves oer eh etalon: tte uaintere 8vo, 6 
Du Bois’s Mechanics of Engineering. Vol. I.................. Small 4to, 7 
fobnson?s) Materials, of Construction i iia.\crte vei <a) wt ielsts «| wslalarcle Large 8vo, 6 
ICED SEC AStyldO 1 ayia ae tea uote aliens Baaeoers satel pi eter aul uous sa |ev erates yonszea)eivisuers secs) sks 8vo, 2 
atiza’s ApplicdyMechanicsr,,, sssaucuwtete heusteuncksiensus.c. 6 ete ecueheie Giaienen shetreleceys eis 8vo, 7 
Martens’s Handbook on Testing Materials. (Henning.) 2vols......... 8vo. 7 
Merrill’s Stones for Building and Decoration..............00-200eeeeee 8vo, 5 
Merriman’s Text-book on the Mechanics of Materials.................-- 8vo, 4 
Strenethy Of Materials sca cous cpa cca. s. 5 oeeceis quant.al's pINGLGIN Siekevonerieloim oem I2mo, I 
Metcalf’s Steel. A Manual for Steel-users............. 2. eee eee eae I2mo, 2 
Patton’siPractical Treatise on Foundations... ....jacnaaes 6 ieloamane 8v0, 5 
Rockwell’s Roads and Pavements in France..........00c0eeeeeeeeees I2mo, I 
Smith’s) Wires, LisiUseanguMantla tures... amines cues si9 «24 eleeeeeae Small 4to, 3 
Matenalsiof: Machities), 25 jes. cfarciecisicye'e Pee eke eis epeeeiegaed oe W 12mo, I 
Snow sebsiricipal Species of Wiood hy. remaster: tells sfeloistertete «pisieieters s « 8vo, 3 
SpaldinetsrHydraulic (Cements. a.). oe « eeteteeentene ein IER Ole ciel tele I2mo, 2 
Text-book on Roads and Pavements...........eeceeeeeeeceeees I2mo, 2 
Thurston’s Materials of Engineering. 3 Parts..............02eceeee 8vo, 8 
Part I.—Non-metallic Materials of Engineering and Metallurgy..... 8vo, 2 
Partell——tIrontand! Steely avert oleletd crete capeicies ore chiens 8vo, 3 
Part III.—A Treatise on Brasses, Bronzes, and Other Alloys and their 
CORStIPWOMTSS Tpit asics cess ey ssuead ARENA ean TO cites se wiioke ect anenernls 1s OOF 8vo, 2 
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Thurston’s Text-book of the Materials offConstruction? pitted nll Pastiae ct beat 8vo, 5 00 
Tillson’s Street Pavements and Paving Materials................-.--- 8vo, 4 00 
Waddell’s De Pontibus. (A Pocket-book for Bridge Engineers.)..16mo,mor., 3 00 
Specifications for Steel Bridges... 0-0... te ee eas tre anehsterers I2mo, I 25 
Wood’s Treatise on the Resistance of Materials, and’an Appendix on the Pres- 
ELVAtiON Of LIMIDEL..c oc. ciers + rece lateue oheley everest Pomerekohetoeans te reteiisuster tae 8vo, 2 00 
Elements of Analytical Mechanics ect cree cersterey suenstetrene: Meters teirre 8vo, 3 00 
RAILWAY ENGINEERING. 
Andrews’s Handbook for Street Railway Engineers. 3X5 inches. morocco, I 25 
Berg’s Buildings and Structures of American Railroads.................. 4to, 5 00 
Brooks’s Handbook of Street Railroad Location............. 16mo, morocco, I 50 
Butts’s Civil Engineer’s Field-book...............---.000- 16mo, morocco, 2 50 
Crandalt?s: TransitiomiGurve ccs cise ceils iss aetteea tone arene 16mo, Morocco, I 50 
Railway and Other Earthwork Tables ica. shecy 101: sterols cjsiece1s wieielsioue + 8vo, I 50 
Dawson’s “‘Engineering”’ and Electric Traction Pocket-book. 16mo, morocco, 4 00 
Dredge’s History of the Pennsylvania Railroad: (1879)............. Paper, 5 00 
* Drinker’s Tunneling, Explosive Compounds, and Rock Drills, 4to, half mor., 25 00 
Fisher/s.kable:of Cubic Yards. .\....0 0% ais 2s scl stsisiclemsts ee alersicne «6 Cardboard, 25 
Godwin’s Railroad Engineers’ Field-book and Explorers’ Guide... ..16mo, mor., 2 50 
Howard’s Transition Curve Field-book....................- 16mo, morocco, I 50 
Hudson’s Tables for Calculating the Cubic Contents of Excavations and Em-; 
bankments:~ soc ves ccs c's cls aucictel suateveketote ate ola ehateraoteletel sialenenrers 8vo,] 1-00 
Molitor and Beard’s Manual for Resident Engineers................. 16mo, 1700 
Nagle’s Field Manual for Railroad Engineers............... 16mo, morocco, 300 
Philbrick’s Field Manual for Engineers.................... 16mo, morocco, 3 00 
Pratt and Alden’s Street-railway Road-bed..............000ceeeeeeaee 8vo, 2 ‘00 
Searles’syFieldi/Engineering\"--.: 2. oss ose oe ce ees See 16mo, morocco, 3 00. 
Railroad ‘Spiral’... 3. oF Skadstae sie SG. comes eRe RAST 16mo, morocco, I 50 
Taylor’s Prismoidal Formule and Earthwork.................00000eee 8vo, I 50 
* Trautwine’s Method of Calculating the Cubic Contents of Excavations and 
Embankments by the Aid of Diagrams....................... 8vo, 2 00 
be The Field Practice of Laying Out Circular Curves for Railroads. 
I2mo, Morocco, 2 50 
* Cross-section SHE@t i/o ii \<reramvcaicstiorerssoiscoi sons seaetet ea RaeT MCD ee Paper, 25 
Webb’s Railroad Construction. 2d Edition, Rewritten....... 16mo0. morocco, 5 00 
Wellington’s Economic Theory of the Location of Railways...... Small 8vo, 5 00 
DRAWING. 
Barr’s Kinematics of Machinery? (1.05% 0% See. Bae OO, eee 8vo, 2 50 
+ Bartletts Mechanical Drawings 4s .a.cacs ono ance ee 8vo, 3 00 
Coolidge’s*Manual of Drawing.y..05a0000 teeta ee 8vo, paper, I 00 
Durley’s’Kinematics of Machines......7, serene eee aR eA 8vo, 4 00 
Hill’s Text-book on Shades and Shadows, and Perspective.............. 8vo,§ 2 00 
Jones’s Machine Design: 
Partl-—Kinematics of Machinery. 4... ae he ree 8vo, I 50 
Part Il.—Form, Strength, and Proportions of Parts................ 8vo, 3 00 
MacCord’s Elements of Descriptive Geometry..........0...0-ceeeeeeee 8vo, 3 00 
Kinematics; or, Practical Mechanism. 2/392 .00.0, fen Geen ee ee 8vo, 5 00 
Mechanical’ Drawing \ 7)... ns Pett fe) ee ee Te ae 4to, 4 00 
Velocity Diagrams ?? =, Dl Besar saa Beles oil ahaa 8vo, I 50 
* Mahan’s Descriptive Geometry and Stone-cutting.................... 8vo, I 50 
Industrial Drawing." ChHompsons) sts sa oeee Ate ae 8vo, 3 50 
5 00 


Reed’s Topographical Drawing and Sketching.................000.. 00. 4to, 
; 8 


Reid’s Course in Mechanical Drawing 8vo, 
Text-book of Mechanical Drawing and Elementary Machine Design. .8vo, 


Robinson’s’ Principles of Mechanism i)/.¢\J.suiisiese.issvsensss oes 8v0, 
Smith’s Manual of Topographical Drawing. (McMillan.).............. 8vo, 
Warren’s Elements of Plane and Solid Free-hand Geometrical Drawing. .12mo, 
Drafting Instruments and OPETATONS  rrescachorsscieylesetoisle as snteeeetonte I2mo, 
Manual of Elementary Projection Drawing.............-.0+000+ I2mo, 
Manual of Elementary Problems in the Linear Perspective of Form and 
HAC Water i rae Le eee eS bene ra et Be ee I2mo, 
Plane Problems in Elementary Geometry............-..00e0000+ 12mo, 
eriinaryiGeometry ec ete ce ee ee ee I2mo, 
Elements of Descriptive Geometry, Shadows, and Perspective....... 8vo, 
General Problems of Shades and Shadows.............-2ee00e0008 8vo, 
Elements of Machine Construction and Drawing..............---- 8yvo, 
Problems, Theorems, and Examples in Descriptive Geometrv........ 8vo, 
Weisbach’s Kinematics and the Power of Transmission. (Hermann and 
150 Se Hisense ieee ea IPE ARIE OARS Boch >. 57 Hc CS aR acne 8vo, 
Whelpley’s Practical Instruction in the Art of Letter Engraving........ I2mo, 
IWilson/slopographic Surveying eyqonis « forscbtas slicer sietoras od archers Dus pelaveray: 8vo, 
Eree=nand |PEIspectivers non one fee ee Ce ore Teri ete wise nioeL? 8vo, 
Free-hand Lettering. (Jn preparation.) 
Woolf’s Elementary Course in Descriptive Geometry............. Large 8vo, 


“ELECTRICITY AND PHYSICS. 


Anthony and Brackett’s Text-book of Physics. (Magie.)........ Small 8vo, 
Anthony’s Lecture-notes on the Theory of Electrical Measurements.....12m0, 
Benjamins istorysoik lectnicityeccien devise nieisislenae iene aielt i tere 8vo, 
WOMAICNGedlacctray ot ttese oie stiateectay stele i's, tei andl ora Siete eaeteinigue siete siniten.s 8vo, 
Classen’s Ouantitative Chemical Analysis by Electrolysis. (Boltwood.)..8vo, 
Crehore and Squier’s Polarizing Photo-chronograph................... 8vo, 
Dawson’s ‘‘Engineering” and Electric Traction Pocket-book. .1omo, morocco, 
Flather’ Ss Dynamometers, and the Measurement of Power............. I2mo, 
Gipertis-De Macnetesm(Mottelay.) rencriinets clidac asec occa: 8vo, 
Holman’s-Preciston of Measurements)cc. cc.o.ce t+ 6s ene.evere ove sore siete e016 esses 8vo, 
Telescopic Mirror-scale Method, Adjustments, and Tests.....Large 8vo 
Mandatiers spectrum Analysis.5 (linge): came missus ieletrisistatosele ccrek eet 8vo, 


Le Chatelier’s High-temperature Measurements. (Boudouard—Burgess, )12mo, 
Lob’s Electrolysis and Electrosynthesis of Organic Compounds. (Lorenz.) 12mo, 
* Lyons’s Treatise on ElectromagneticPhenomena. Vols.I. and II. 8vo, each, 


* Michie. Elements of Wave Motion Relating to Sound and Light....... 8vo, 
Niaudet’s Elementary Treatise on Electric Batteries. (Fishnack.)...... I2mo, 
& Parshall and | Hobart’s EI Electric Generators........ Small 4to. half morocco, 
* Rosenberg’s Electrical Engineering. (Haldane Gee—Kinzbrunner. Jee OVO's 
Ryan, Norris, and Hoxie’s Electrical Machinery. (In preparatior-- 
Thurston's, stationary SteamM-CNSINeS sree eee: sclee ec wieic's cele lewiels cee = 8vo, 
*Tillman’s Elementary, Lessons in Heat... 2.2... oc cence ese nnsevre 8vo, 
Tory and Fitcher’s Manual of Laboratory Physics.............. Small 8vo, 
LAW. 
BEDRVISS EE IGHIOINES Ole LA We ee ecco vyeie neta i toe alte eleieres(e save Yaa rch mraRambeletene avers © 8vo, 
* Treatise on the Military Law of United States................... 8vo, 
* Sheep, 
Mantialhtor Courts martial iy. sc cle siclelereoicieicclettctenntotet: ctetane 16mo, morocco, 
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Wait’s Engineering and Architectural Jurisprudence. . Y Lendaee tive Mt pl oats 8vo, 

; Sheep, 

Law of Operations Preliminary to Construction in Engineering and Archi- 

TECTUTE ss < /aiioaceie ord PM ole sn > ws RUE WT Sit eho beRotmcolet ok cueteaa tal as dae elehe la 8vo, 

Sheep, 

La wWi@f Contracts ccyeisydvthars cove xoussvnsne-cvevesRitaeh reel lois eetemenieeis ohere abere 8vo, 

Winthrop’s Abridgment of Military-Law..........c0 see e cence cee eees 12mo, 
MANUFACTURES. 

Bernadou’s Smokeless Powder—Nitro-cellulose and Theory of the Cellulose 

Molecules s<ccs.5ictsareva ore a aoe oe iene ere Ot ere tate Stren aa I2mo, 

Bolland’s' Iron Founderis2.i% Gees cette laterite oe atoeslnets Ui eianatetentacm ener r2mo, 

‘The Iron-Founder,’ "Supplement. () SRS. Re oie I2mo, 

Encyclopedia of Founding and Dictionary of Foundry Terms Used in the 

Practice of Mouldings, ay Mb nays weeny A aaa Ae 12mo, 

Fissler’s' Modern High*xprosivesiysncaw. atte dete sie ornls tot tate eto totanaralalt pod ote 8vo, 

Effront’s Enzymes and their Applications. (Prescott.)..............4-. 8vo, 

Fitzgeraid’s’ Boston, Machinist. 25 accom, tie Ohriis Geen et mises 18mo, 

Ford’s Boiler Making for Boiler Makers..................000 0000 eee 18mo, 

Hopkins’s .Oil-chemists’. Bandbooka.7 Alisa ees tie yet 8vo, 

Keep’saCast. [none sa Ga set fn ee borsile eis aes aaphee ooh o us ae ania oae ee etassY Pte 8vo, 


Leach’s The Inspection and Analysis of/Food with Special Reference to State 
Control. (In preparation.) 


Metcalf’s Steel. A Manual for Steel-users...:....... 02. e cece ee eee I2mo, 
Metcalfe’s Cost of Manufactures—And the Administration of Workshops, 
PUB UCP andy PEIVALE arr tivated. scape! usr ocaa cielionany i's one kometeameacceetamned 8vo, 

Meyer’s Modern Locomotive Construction. ........ ccc cence ss ster nes 4to, 
= Reisig’s Guide to: Piecé-dyelne.. . o.c egy cee tia cre erat aera eee 8vo, 
Suisth sueressswWOLrkingOl, Metals. cue toeul es cut a cui ccelein exer Ieee cancers 8vo, 
Wiresults Use and Manutactnemsuniiin n+: ace suain cece Small ato, 
Spaldine;s vdratlic Cement..tats shia. a aksiaiet eet oe eae teres I2mo, 
Spencer’s Handbook for Chemists of Beet-sugar Houses..... 16mo, morocco, 


Handbook for Sugar Manufacturers and their Chemists.. .16mo, morocco, 
Thurston’s Manual of Steam-boilers, their Designs, Construction and Opera- 


PO Lied waster etedes qathecesvinea ra her secs. vig be ese agree ane ccs Ctl oeoman Ee eae 8vo, 

Ulke’s Modern Electrolytic Copper Refining ....................00- 8vo, 
taWialke’sulectures ONvEXDIOSlyeSU nae taenmtiaiy gut niente tans ar eee 8vo, 
Wiest SuAMEerICATIN OLNGnY: PLACUICE San nce siya nie sc saeteiine ae a] eee tenner I2mo, 
Moulderts Text-booke waa otic oc tous rach eres rorteme ates ateeene I2mo, 
Wischmann’ s  SUCarc Analy Gis atin mere. wane tetera eee Small 8vo, 
WoltssWandmilliasta prime Movetr sen eka fouk ore y ae mies omnia 8vo, 
Woodbury’s, Rire Protectionson Millse seer aan ene eee ieee ase arte 8vo, 

MATHEMATICS. 

Baker's illipticMuncti ons ccs sc saa nan aheh ape eran ee 8vo, 
* Bass’s Elements.of Differential Caleulus..........<..+-0020eunn and I2mo, 
Briggs’s Elements of Plane Analytic Geometry...................... I2mo, 
Chapman’s Elementary Course in Theory of Equations................ I2mo, 
Compton’s Manual of Logarithmic Computations.................... I2mo, 
Davis’s Introduction to the Logic of Algebra..............eccceseceees 8vo, 
*Dicksonts College;Algebrals.. ccccexe eo cteruers swiss. awn ee See Large 12mo, 
* Introduction to the Theory of Algebraic Equations ....... Large 12mo, 
Halstedis,/Elements.of Geometry ocieuce hoes eee eee 8vo, 
Elementary, Synthetic: Geometryancte sone os peo oa 8vo, 
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* Johnson’s Three-place Logarithmic Tables: Vest-pocket size...... paper, 
109 copies for 


* Mounted on heavy cardboard, 8 X 10 inches, 
Io copies for 

Elementary Treatise on the Integral Calculus.............. Small 8vo, 
Curve Tracing in Cartesian Co-ordinates....................... I2mo, 
Treatise on Ordinary and Partial Differential Hdtattons. ..2.5 Small 8vo, 
Theory of Errors and the-Method of Least Squaressy nner ne I2mo, 

s Theoretical Mechamicseerruretdee on cap ay a Bee a veeenink ates ec. es i2mo, 


Laplace’s Philosophical Essay on Probabilities. (Truscott and Emory.) 12mo, 
* Ludlow and Bass. Elements of Trigonometry and Logarithmic and Other 


ablests.. .wetiwsecttvre tn alnlnaty lune di sn ctelaedt dein cruisin. 8vo, 
Trigonometry and Tables published separately................ Each, 
Maurer’s Technical Mechanics. (In preparation.) 
Merriman and Woodward’s Higher Mathematics ..................... 8vo, 
Merrimangs, Method.of Least Squares)... s..4 erectus onteveusinns.s ed 8vo, 
Rice and Johnson’s Elementary Treatise on the Differential Calculus. Sm., 8vo, 
Differential and Integral Calculus. 2 vols. in one.......... Small 8vo, 
Wood’s Elements of Co-ordinate Geometry. ...........-.00.-00--000-. 8vo, 
Trigonometry: Analytical, Plane, and Spherical................. I2mo, 


MECHANICAL ENGINEERING. 


MATERIALS OF ENGINEERING, STEAM-ENGINES AND BOILERS. 


Baldwin’s;Steam. Heating for-Buildings.. . or. s4u.cse sc cc eee cae sscw I2mo, 
Barr’s Kinematics of Machinery...... FEU Gia A tN Se ORR ahaa RS Gy 8vo, 
= Bartlettess Mechanical Drawin prs nts lini air usr) yc ta erkicoaetue ancestor ca 8vo, 
Benyamumsaw cinkdes;an de Recipesepue tae sien ee ee es ee I2mo, 
Carpenters. Experimental Engineering... 0 .). 26 <0cccee nenee ct uueeucee 8vo, 

Heating andaVentilatines Buildines. .).).).s6c.< seein econ, 8vo, 
GlerkistGasrandl Olen nese smn ria sir acter ners ec kent uae ote Small 8vo, 
Coolidge's Mangalior, Drawing oncncereevi -rieete sere nr 8vo, paper, 
Cromwell’s Treatise on Toothed Gearing...........-......0 cee eae 12mo, 

Treatise on Belts and Pulleys......... Meg ee es hea eee I2mo, 
Durley’s Kinematics of Machines... 7328 0 00004 Be hs ea 8vo, 
Flather’s Dynamometers and the Measurement of Power............. I2mo, 

ROPEHDFIVIN Ge... x sine doaiwiein ese 4a Cold are ete ae> omeead wares sll sca ER eee I2mo, 
Gill’s Gas and Fuel Analysis for Engineers...................000000. I2mo, 
Hails: CamLubrication. «Cie, DOSGn ese nile states Tonner 3 I2mo, 


Hutton’s The Gas Engine. (Jn preparation.) 
Jones’s Machine Design: 


Partyl.— Kinematics of. Machinery... joc :o.c0ce1e-reioes Sele ite 8yvo, 
Part II.—Form, Strength, and Proportions of Parts................ 8vo, 
Kent’s Mechanical Engineer’s Pocket-book................ 16mo, morocco, 
Kerr’s Power and Power Transmission. ...2 0.05.0... b eee cece tees 8vo, 
MacCord’s Kinematics; or, Practical Mechanism...................... 8vo, 
Mechanical Drawingitst 4 Sos eR ane ee PETE ALY. Ato, 
Velocity. Diagrams? "S>. Sey. OPS. Soe ae ta. FI ok Bee eae 8vo, 
Mahan’s Industrial Drawing. (Thompson.)....0... 5.5 eecs cece bees 8vo, 
Poote’sCalorific, Power of Fuels: occ crer-ncriese tae ware ee oe aie te ne es 8vo, 
Reid’s Course in Mechanical Drawing.....:...2.0.000 ccs esses ese cee 8vo, 
Text-book of Mechanical Drawing and Elementary Machine Design. .8vo, 
LIGMEn TASS, Claywhynasael I Nise hoe suo cdo aco bedrEd wad Gud ud fome bucks 12mo, 
Robinson’s Principles of. Mechanisms. oo 2000). < Fe tee ele ees 8vo, 
Smith’s Press-working of Metals.........0.0.0 0c cece eee eee eaee 8vo, 
Thurston’s Treatise on Friction and Lost Work in Machinery and Mill 
WOE Abit loth Mote tele re eg cites Ree tien ade ee RTE May nets 8vo, 


Animal as a Machine and Prime Motor, and the Laws of Energetics. 12mo, 
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* Warren’s Elements of Machine Construction and Drawing.............. 8vo, 7 50 
Weisbach’s Kinematics and the Power of Transmission. Herrmann— 


Klein)... drmrdteaes we bie tee ORE ONe Gus eieie Sienna Doge aes 8vo, 5 00 
Machinery of Transmission and Governors. (Herrmann—Klein.). .8vo, 5 00 
Hydraulics and Hydraulic Motors. (Du Bois.).............-+.+-: 8vo, 5 00 

W olfi’s, Windmill as a Prime Mover, . ..diisis\ detest Gislole ie eieia bint Io) ein 8vo, 3 00 
W ood’sDurbines «00... «pmaetacicels gee taidie eiat-bas eT iee opis eae oben ete ale 8vo, 2 50 


MATERIALS OF ENGINEERING. 


Bovey’s Strength of Materials and Theory of Structures..............-- 8vo, 7 50 
Burr’s Elasticity and Resistance of the Materials of Engineering. 6th Edition, 
RESO t oreye-e = ore fhe <= ioe sale eieialn clotuteiwtaletolle Saetelery in lelehate ehchos=iatals 8vo, 7 50 
Church’s Mechanics of Engineering) i cc..cs sens - lores etree eet ener 8vo, 6 00 
Johnson’s Materials of Construction...........--.-0--+++e0e5- Large 8vo, 6 00 
KRieép’s* Cast Ir 000 os.pc og reracate tote rejrorre wi Si esfaua psa rec fo PARR RIN Set AR eed tiation 4 8vo. 2 50 
Latiza’s*Applied Mechanics yates t. Bley tat-te i ceeietcl ee emctenetenPr ta olle Che GERs 8vo, 7 50 
Martens’s Handbook on Testing Materials. (Henning.)..............- 8vo, 7 50 
Merriman’s Text-book on the Mechanics of Materials.................. 8vo, 4 00 
Strength of. Materials... ~ tere oes shohsto tote Me enetsterwliend felleel) «pare =P tate Iz2mo, I 0O 
Metcalf’s Steel. A Manual for Steel-users................2000+000> Iz2mo. 2 00 
Smith’s Wire: Its Use and Manufacture.......:5..:5....2..--.- Small 4to, 3 00 
Materials: of Machines:3.2.2.4 35s scocisjova oie ode arntaeie Sm ior eine eerie oe I2mo, I 00 
Thurston’s Materials of Engineering................--0000-- 3 vols, 8vo, 8 00 
Part. Ii.— Iron. and: Steel recs cctics or cucloncl wretatee ouass Ware oad tole stunner 8vo, 3 50 
Part IIJ.—A Treatise on Brasses, Bronzes, and Other Alloys and their 
Constittients.2 oc aon ce ee oe ee ee eee 8vo, 2 50 
Text-book of the Materials of Construction..................-.4-- 8vo 5 00 
Wood’s Treatise on the Resistance of Materials and an Appendix on the 
‘Preservatiow Of TM Der ons. curs ¢ stir a ete aa arcaeis aia = cee enon 8vo, 2 00 
ElementsiOs AVA yiical Mechanics c)cs a cvteie ce secs Sita ae cee 8vo, 3 00 


STEAM-ENGINES AND BOILERS. 


Carnot’s Reflections on the Motive Power of Heat. (Thurston.)....... I2mo, I 50 
Dawson’s ‘‘Engineering’”’ and Electric Traction Pocket-book..16mo, mor., 4 00 
Ford’s Boiler, Making for Boiler,Makers....5....c0elececevsce+s ....18mo, I 00 
Goss’s, Locomotive Sparks =.....\2ie ies a0 SIRE Eeee ok ae aed. foe 8vo, 2 00 
Hemenway’s Indicator Practice and Steam-engine Economy.......... I2mo, 2 00 
Hutton’s Mechanical Engineering of Power Plants.................... 8vo, 5 00 
Heat-and Heat-etigines 7. 3.65.55 sc «oes sw 5 onus yn, ee ee 8vo, 5 00 
Kent's Sveam-boiler, Economy. i. a:0 <2 ncn os SCR ee ee oe eee 8vo, 4 00 
Kneass’s Practice and Theory of the Injector...............--000eeeee 8vo, I 50 
MacCord’siSlide=valves’) . 32. ffadeses > sensed sladact © aoweiren se Ieeence 8vo, 2 00 
Meyer’s Modern Locomotive Construction............0cceeceeeeeceees 4to, 1000 
Peabody’s Manual of the Steam-engine Indicator................... I2mo, I 50 
Tables of the Properties of Saturated Steam and Other Vapors...... 8vo, I 00 
Thermodynamics of the Steam-engine and Other Heat-engines..... 8vo, 5 00 
Valve=gears for, Steam-engines.....s-.!iasm arene 2 «sri beth. ealeseacte 8vo, 2 50 
Peabodyrand, Miller’s ‘Steamsporlers, <4... «<0. o0.5neee- Ek SSoeee noe 8vo, 4 00 
Pray’s Twenty Years with the Indicator... .. cecs<0.ssec<es not Large 8vo, 2 50 
Pupln’s Thermodynamics of Reversible Cycles in Gases and Saturated Vapors. 
(OSterb erg: ott cies sertyag ore Plo riparia eeatioe coe oS eee I2mo, I 25 
Reagan’s Locomotives: Simple, Compound, and Electric.............. I2mo, 2 50 
Rontgen’s Principles of Thermodynamics. (Du Bois.)................ 8vo, 5 00 
Sinclair’s Locomotive Engine Running and Management.............. I2mo, 2 00 
Smart’s Handbook of Engineering Laboratory Practice............... I2mo, 2 50 
Snow's. steam-boilersPractice ..bads jiyac rite Bh wasictloh ws med ath core 8vo, 3 00 


Noteston\ Thermodynamics... > eminence tnres Gos sk tec ntncrerens 12mo, 
Spangler, Greene, and Marshall’s Elements of Steam-engineering........ 8vo, 
‘Thusstonrerandvyi ba bles pic eet. crc creer aie Tate moer ste tacks hai ckaistre oat leans 8vo, 

Manual of.the!Steam-engine ¢ . saci) si hive tsrslecsiesid oi scevovosnve cue 2 vols. 8vo, 

Parids——History, otructuce, and Theory. +. <0<6. th dcmsecccane 8vo, 

Part IJ.—Design, Construction, and Operation...................: 8vo, 

Handbook of Engine and Boiler Trials, and the Use of the Indicator and 

the) Prony: Brake... serycmear terete bie o sorchereieke mers yevs> sls ovstovevavs 8vo, 

Stationary Steam-encines ciate ecoce.c sorte RE OM aes sda acl, 8vo, 

Steam-boiler Explosions in Theory and in Practice.............. I2mo, 

Manual of Steam-boilers, Their Designs, Construction, and Operation. 8vo, 
Weisbach’s Heat, Steam, and Steam-engines. (Du Bois.)............. 8vo, 
Whitham’s Steam-engine Design....................-eeee eevee Weta 8vo, 
Wilson’s Treatise on Steam-boilers. (Flather.)............. ey ieiy 16mo, 


Wood’s Thermodynamics, Heat Motors, and Refrigerating Machines... .8vo, 


MECHANICS AND MACHINERY. 


arr s Mane matics of MacMineryis scatters otal slo meter sleet aie eG ete 8vo, 
Bovey’s Strength of Materials and Theory of Structures................ 8vo, 
Chase’s The Art of Pattern-making............... Sena hung am I2mo, 
Ghordal-- Extractsmrombetters. cis is cisorerccrsie ieee seisreln cues ater I2mo, 
Church’s Mechanics'of Engineering? i374 FATA 5 ccc ccc este nes 8vo, 
Notes sand E xamplesitnie Mechamicsirs. eaten se crsis cite anes Got octic ee 8vo, 
Compton’s First Lessons in Metal-working.....................000- I2mo, 
Compton and De Groodt’s The Speed Lathe......................... I2mo, 
Cromvwell’s'dreatiseon ToothediGeatine..2....0.002 22+ e one I2mo, 
Treatiseron-belts and -Pulleyser. occ aos ee r2mo, 
Dana’s Text-book of Elementary Mechanics for the Use of Colleges and 
SCHOO peas lori emer siaies cite, ie sagt cee eee te I2mo, 
Dingeys Machinery ratternyMOkING.... te en ae ee ee I2mo, 
Dredge’s Record of the Transportation Exhibits Building of the World’s 
Columbian Exposition of 1863)...%...6%..0-+...% 4to, half morocco, 
Du Bois’s Elementary Principles of Mechanics: 
WON amps —— RANG MIA LI CSimetret sy dysretcusceg eters, ures corre aera ee kane hac eine 8vo, 
VOU i OLALICS merc rcrr ares uisurte citer kee en ian see ore aattpanee ieee 8vo, 
Wil ei hlS—— KIM CUICS notte tcatetcule ¢ svsl tein Acr rcanenoc suet etain ae nae saiaehs 8vo, 
Mechanics/of Engineering, -Volicl.o: once nc cate eee ete Small 4to, 
Vio ls Miers vcicsy sede hanes s ory eveuns Small 4to, 
Durley’s Kinematics of: Machines s/ eis th see eile <6 cde ca ns ec omens 8vo, 
Mitzeeraldss DOStOne Machinist srrayereciniets (a Glalclematieriei rea cerned cole renee 16mo, 
Flather’s Dynamometers, and the Measurement of Power............. I2mo, 
Rope Divine 6. casos sss 0 9 (ays) sj:6, 9:56iaye uae eee te REE. © alee ee Are cette 12mo, 
GOSS’ SHIOCOMOLIVE SPAT KS inacs ioe wi %a0 qe ronecw on (or fort or a HE oP omen eae Ree 8vo, 
atl’s,Car- Lubrication: <.ee an «oR AT aoa. Ma ELAR che saa I2mo, 
Holl ySvAR HORROR W) FLD Sis eet oy pin lovece ne. we 228 ne «ARE UM RAE 18mo 
HST ONTISONsS!LHeEOTetiCal MECHANICS 1... s6 eo cine (es pissin +e + iniene ores I2mo, 
Statics by Graphic and Algebraic Methods...................... 8vo, 
Jones’s Machine Design: 
Part I.—Kinematics of Machinery.............0 00. cece cece vege 8vo, 
Part IIl.—Form, Strength, and Proportions of Parts............... 8vo, 
Kerr's Power and Power, Lransmissioni,... stebies hen lice the cites dis alas 8vo, 
Lanza'svA pplied, Mechanicsi.....).iz-iewc rele koe aia fitete iat ets eas 8vo, 
MacCord’s Kinematics; or, Practical Mechanism..................... 8vo, 
Velocity, Diagrams ciccy. vv crcie.0: ofelerterie tere Hole ere teen dd oth emee uh RO NR et 5 8vo, 


Maurer’s Technical Mechanics. (In preparation.) 
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Merriman’s Text-book on the Mechanics of Materials.................. 8vo, 4 00 
* Michie’s Elements of Analytical Mechanics................00-0e0 ues 8vo, 4 00 
Reagan’s Locomotives: Simple, Compound, and Electric.............. 12mo, 2 50 
Reid’s Course in Mechanical’Drawing...i.2.0sh20050.+:s08s sess ee ues 8vo, 2 00 
Text-book of Mechanical Drawing and Elementary Machine Design. .8vo, 3 00 
Richards’s Compressed Airy. ccc cc accede eens can teenth eae I2mo, I 50 
Robinson’s: Principles of Mechanism’) S729¥ 255 sUoV Nae Fee 8vo, 3 00 
Ryan, Norris, and Hoxie’s Electrical Machinery. (Jn preparation.) \ 
Sinclair’s Locomotive-engine Running and Management.............. I2mo, 2 00 
Smith’s’ Press-working of Metals... (0.10%. o%vtelatat'> cin lets dotete ete otto heen 8vo, 3 00 
Materials of Machines. ..$20383 0.3 OOS, SIC Se EN. PRO. ae I2mo, I 00 
Spangler, Greene, and Marshall’s Elements of Steam-engineering....... 8vo, 3 00 
Thurston’s Treatise on Friction and Lost Work in Machinery and Mill 
WOT i shtetetetccehal & bdib tcb6 86.56 be Bo eee 5 ce 8vo, 3 00 
Animalasa Machine and Prime Motor, and the Laws of Energetics.12m0, I 00 
Warren’s Elements of Machine Construction and Drawing............. 8vo, 7 50 
Weisbach’s Kinematics and the Power of Transmission. (Herrmann— 
RTC SI1 5) ook, vaca te cocoate 'aaetoranace onetadtteds api Ghiciieecuie iii eee ere EC 8vo, 5 00 
Machinery of Transmission and Governors. (Herrmann—Klein.).8vo, 5 00 
Wood’s Elements of Analytical Mechanics....................0.0005 8vo, 3 00 
Principles of Elementary Mechanics: 2... oss 50 sda cure 12m0, 1 25 
LUE DINCS | taco 'eue che fo.stss (ate, creisys Vieraatage ec elerey okanie ome eater acrar meer 8vo, 2 50 
Ne Worlds COlMmMbIaN Ex pPositlol Of 1503 (tee giant rare ene eee ae 4to, I 00 
METALLURGY. 
Egleston’s Metallurgy of Silver, Gold, and Mercury: 
Woliel Ga-Silver, .Atersteccststssavcsis ach ee pee ckokn UST gece een 8vo, 7 50 
Vol s0l — Goldiand Merctiry., = 7 secs ear eee ck ee 8vo, 7 50 
** Tles’s Lead-smelting. (Postage 9 cents additional.)............. I2mo, 2 50 
Keép’siCast, 1ron. te: asc. ott ve pti aks ae te ET ae eee 8vo, 2 50 
Kunhardt’s Practice of Ore Dressing in Europe...................... 8vo, I 50 
Le Chatelier’s High-temperature Measuremenis. (Boudouard—Burgess.).12mo0,3 00 
Metcalf?siSteel. — A Manuallfor Steel-users. 5 s6.0s.,.0..5. 4 eee. I2mo, 2 00 
Smith's Materiaision Machines: +. cece. en et. een ee I2mo, I 00 
Thurston’s Materials of Engineering. In Three Parts................ 8vo, 8 00 
Parle. ——lromand Steels nee a ane ae re 8vo, 3 50 
Part III.—A Treatise on Brasses, Bronzes, and Other Alloys and their 
Constituents’. (.racds cates te tere te re ee ene Sa ae 8vo, 2 50 
Ulke’s'Modern Electrolytic Copper Refining..................+..--2.. 8vo,%3 00 
MINERALOGY. 
Barringer’s Description of Minerals of Commercial Value. Oblong, morocco, 2 50 
Boyd's Resources of Southwest Virginia,..................... uaa, 8vo, 3 00 
Mapief Southwest Virginia,...............,...... Pocket-book form, 2 00 
Brush’s Manual of Determinative Mineralogy. (Penfield.)............ 8vo, 4 00 
Chesterisa@atalogue of Minerals... ..0 20) ee eee 8vo, paper, I 00 
Cloth, 1 25 
Dictionary of the Names of Minerals........................-... 8vo, 3 50 
Dana’s:System of Mineralogy......-05. 00) 0.0 ne Large 8vo, half leather, 12 50 
First Appendix to Dana’s New “System of Mineralogy.”....Large 8vo, 1 00 
Textebook of Mineralogynat 44 -snolaccere BER RURREtiS Sean 8vo, 4 00 
Minerals and How to Study Them............................ I2mo, I 50 
Catalogue of American Localities of Minerals.............. Large 8vo, 1 co 
Manual of Mineralogy and Petrography;. (ctatee io -.eaitemans: I2mo, 2-00 
Egleston’s Catalogue of Minerals and Synonyms..; ....-cioo.--s ee eA ee 8vo, 2 50 
Hussak’s The Determination of Rock-forming Minerals. (Smith.) Small 8vo, 2 00 
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* Penfield’s Notes on Determinative Mineralogy and Record of Mineral Tests. 


8vo, paper, 
Rosenbusch’s Microscopical Physiography of the Rock-making Minerals. 


(TEGiN SSIS AERIS, SE, Ot, We Roodeahiod Jasmmolas? 8vo, 
* Tillman’s Text-book of Important Minerals and Docks............... 8vo, 
Willianisis'Manuallof Lithologyy ...ii.56 +118 ten Oo, Cae 8vo, 
MINING. 

Beand's Wientilation. of Mines’... .s-....0, .,. snasmeteaT: ali. bosieasacns: I2mo, 
Boyd’s Resources of Southwest Virginia........ Pe Sana gaeeet Ahh tie sestt 8vo, 
Map,of Southwest Virginia. ~.. ./.. . . «a-nfo<eelt ce aes Pocket-book form, 

* Drinker’s Tunneling, Explosive Compounds, and Rock Drills. 
4to, half morocco, 
Wissler/su Modern igh Explosives, mrcairtrysl haihoasen dh. wrche mryind boos prey fe 8vo, 
BRowler’sisewage Works Analyses: 0. 6. j.cescceve cc ewe een ee 6 shaders 12mo, 
Goodyear’s Coal-mines of the Western Coast of the United States...... 12mo, 
hiseng SaManttta ote whi Coates re ees eee ets © ushers, Romina oes 8vo, 
** Tles’s Lead-smelting. (Postage oc. additional.) .................. I2mo, 
Kunhardt’s Practice of Ore Dressing in Europe.....................05. 8vo, 
O’Driscoll’s Notes on the Treatment of Gold Ores..................... 8vo, 
mew lke SELecturesiOn EX plOSlVesnrs « costisteler se vols oko u8 os oh ela cepa! tae 8vo, 
Wialson?s: Cyanide: Processesimscsia. scisineteia tec tes ao se aa 12mo, 
CHIGnIN AT ONePLOCESS mc Mein ca tales oer err en een. oa) Seventeen 12mo, 
Hydrawlic and: Placer Minin g ac raeesterectve ics tele. ons, ay esetna's, oeonaysgatdpeneas I2mo, 
Treatise on Practical and Theoretical Mine Ventilation........... 12mo, 


SANITARY SCIENCE. 


Copeland’s Manual of Bacteriology. (In preparation.) 


Folwell’s Sewerage. (Designing, Construction, and Maintenance.)...... 8vo, 

NENTS ehegoy Wal oretes bly abel G as aos OO O04 CIS CDOS On arcecon Te 8vo, 
KRuertessuviatenand Public Health aac). ccacinte careless tetas nie ok 12mo, 

VWiGisesltnghatessy \y'ord See ape co ced G dolo AOD OmimoIomnnd mes Ono I2mo, 
Gerhard’s Guide to Sanitary House-inspection.................0.05. 16mo, 
Goodrich’s Economical Disposal of Town’s Refuse.............. Demy 8vo, 
Hazen’s Filtration of Public Water-supplies.................-00.0000, 8vo, 
Ralerstedcauisew ares Dispose ler te eetste scien icts rues istersin) sate ora ane mney 12mo, 


Leach’s The Inspection and Analysis of Food with Special Reference to State 
Control. (In preparation.) 
Mason’s Water-supply. (Considered Principally from a Sanitary Stand- 


Dointa)eesdabdition, wRewritten rch reler vesicles 8vo, 
Examination of Water. (Chemical and Bacteriological.)........ I2mo, 
Merriman’s Elements of Sanitary Engineering................-2--..-. 8vo, 
Wichols’s Water-supply. (Considered Mainly from a Chemical and Sanitary 
Ginnahortiie (ck 9 nocsvaodud0n.cun doo amacindGeooo moe 8vo, 

Ogden’s Sewer Design......- 0... 0 see e cree cece eee tence eee eee 12mo, 
MIP AICE Se And POO ON SATA TLO Lame |ets ctetepa/ersleneteietetehets krieismitiniciat tore) « 12mo, 
Richards’s Cost of Food. AUStud vail D letaries..ivctieccicaciic ntuet rn: « I2mo, 
Cost of Living as Modified by Sanitary Science .................. 12mo, 
Richards and Woodman’s Air, Water, and Food from a Sanitary Stand- 
eben Gan eso do CoO hay acne osu CUCU domo GD CODMoU po oOgOUUas 8vo, 

* Richards and Williams’s The Dietary Computer...............-..-.. 8vo, 
Rideal’s Sewage and Bacterial Purification of Sewage.................. 8vo, 
Turneaure and Russell’s Public Water-supplies...............+--.---. 8vo, 
Whipple’s Microscopy of Drinking-water..........-+.0+s.ee esse eeuee 8vo, 
Woodhull’s Notes and’Military Hygiene............-.---.+ee ee eens 16mo, 
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MISCELLANEOUS. © 


Barker's) Deep=sea Soundings. af... a. eadrooneyee - seesaw sie 8vo, 
Emmons’s Geological Guide-book of the Rocky Mountain Excursion of the 
International Congress of Geologists...............+. Large 8vo, 
Rerrel’s)Popular Treatise on the Winds.,...,.-.«.- +s mesolidel- stot marl aee 8vo, 
Haines’s American Railway Management...............see+ee+e:- I2mo, 
Mott’s Composition, Digestibility, and Nutritive Value of Food. Mounted chart. 
Fallacy of the Present Theory ofiSound......-...5..5-2.+-.-. 16mo, 
Ricketts’s History of Rensselaer Polytechnic Institute, 1824-1894. Small 8vo, 
Rotherham’s Emphasized New Testament..................04. Large 8vo, 
Steel’s Treatise on the Diseases of the Dog............0 00.0 cece ee eeee 8vo, 
Totten’s Important Question in Metrology..............0.c0eeeeeeeee 8vo, 
The World’s Columbian Exposition of 1893...........00cceeeeeeeeeees 4to, 


Worcester and Atkinson. Small Hospitals, Establishment and Maintenance, 
and Suggestions for Hospital Architecture, with Plans for a Small 
Hospitals 205% ioo05 aches Skee es Dee Re ee ee ee I2mo, 


HEBREW AND CHALDEE TEXT-BOOKS. 


Green’s Grammar of the Hebrew Language...............-2e2eeeeaee 8vo, 
Elementary Hebrew Grammar. ..-. ire ie sioe ee oe reer I2mo, 
Hebrew, Chrestomathyonmune: iss sec ecneheccon aiestatton eh cra ae e en 8vo, 

Gesenius’s Hebrew and Chaldee Lexicon to the Old Testament Scriptures. 

fos eC LECLOLIES )terecerciy aed tere hay eran Nene Small 4to, half morocco, 

Letteris's Hebrew Bibles s\.c.a. cuamecon Sues eee oe nee time tate renee 8vo, 
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